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EXECUTIVE SUMMARY

The Dead Creek Project sites, or Sauget Sites, are located in vest-
central St. Clair County, Illinois, directly across the Mississippi
River from St. Louis, Missouri. The project area consists of 12
suspected uncontrolled hazardous vaste sices, and six segments of Dead
Creek, vhich is an intermittent stream floving southerly in the eastern
portion of the project area. The project sites consist of former
municipal and industrial vaste landfills; surface impoundments or
lagoons; surface disposal areas; and past excavations thought to be
filled or partially filled vith unknovn industrial vastes. Vaste
disposal activities in the area apparently began sometime prior to 19^0,
and continued until approximately 1983, vhich marks the most recent
available file inforaation concerning active vaste disposal at the
project sites.

To avoid confusion stemming from various file designations or
aliases for the various sites or creek sectors, each site or creek
sector has been assigned an alphabetical designation. Additionally,
sites were grouped into areas based on geographical relationship, common
ovnership or operation, and similar vaste types and exposure pathways.

Several of the project sites have previously been investigated by
the Illinois Environmental Protection Agency (IEPA), the United States
Environmental Protection Agency (USEPA), and various consultants for the
agencies or for area industries. These investigations focused, for the
most part, on environmental problems in Dead Creek and the surrounding
area, and on the disposal sites adjacent to the Mississippi River. The
investigations indicated that significant and widespread contamination
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existed in the project area, and raised concern that additional
unidentified source areas may be contributing :o the general degradation
of air, surface vater, and groundvater quality in the area.

Based on the findings of the initial investigations and media
sampling. IEPA attempted to obtain federal funding for remedial action
at two of the project sites through the Hazard Ranking System (HRS)
scoring process, which employs a numerical model to prioritize uncon-
trolled vaste sites across the country. In this process, sites that
score above a designated cutoff point are placed on the National
Priorities List (NPL), and become eligible for federal funding for
cleanup under the authority of the Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA) of 1980. Sites that qualify
for the NPL proceed to the remedial process, vhich, in short, includes a
remedial investigation/feasibility study (RI/FS), remedial design, and
remedial action. The purpose of the RI/FS is to define the extent of
contamination and the risks associated vich the migration of contami-
nants, and to screen alternatives for cleanup. The most appropriate
alternatives are typically tested on a small scale, and the most cost-
efficient and effective alternative is selected to be designed for full-
scale operation at the site. The process culminates with the imple-
mentation of the remedial option in the field.

The initial attempts to qualify the Dead Creek Project sites for
the NPL were unsuccessful because sufficient background information and
analytical data were not available to address several specific elements
of the HRS model. IEPA subsequently determined that the best available
option for funding site remediation was to conduct more detailed site
investigations designed to develop a sufficient data base for HRS
scoring. In 1985, IEPA authorize? an expanded site investigation (SI)
to accomplish these objectives.

Preliminary SI activities began in October 1985, and field
investigations were conducted during the period from November 1986 to
July 1987. Geophysical investigations, consisting of magnetoraetry and
electromagnetic induction surveys, vere conducted at project sites in
the vicinity of Dead Creek. A sesiquantnative soil gas monitoring
survey was conducted to enable more efficient placement of soil borings
and monitoring wells. A total of 96 sample locations were analyzed
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during the soil gas survey. Surface soils vere sampled ac 43 locations
at tvo of the project sites. Thirteen surface water and 33 sediment
samples were collected across four segments of Dead Creek. A total of
75 subsurface soil samples vere collected from 51 borehole locations
across the project area. Shallow monitoring wells were installed at 35
locations, and hydraulic conductivity tests were conducted at 15 of the
wells. A total of 56 groundvater sanples were collected from new and
existing monitoring wells and from five private veils. Air sampling was
conducted over a tvo-day period at six locations near Dead Creek, and six
locations around the sites adjacent to the Mississippi River.

The geophysical investigations indicated the presence of large
quantities of buried ferrous metal objects (possibly drums) at two of
the four sites surveyed. The areas indicated as anomalous in the
surveys at these two sites correspond to the boundaries of large ex-
cavated areas seen in historical aerial photographs. Survey results
from the remaining two sites did not indicate any significant
differences between on-site and background conditions.

The soil gas test results identified several locations with high
volatile organic concentrations at depths ranging from 3 to 5 feet below
ground surface. The locations that shoved the highest concentrations
corresponded to the excavated areas identified in historical aerial
photographs. The results of the soil gas survey provided a basis for
locating the soil borings and monitoring veils.

Analysis of the surface soil sanples revealed high concentrations
of organic contaminants over the entire surface of a site adjacent to
Dead Creek. Based upon the sample results for this site, a fence was
constructed and warning signs were posted in order to restrict access to
the general public. No organic contaminants vere detected in surface
soil sanples from the second site tested.

Analysis of sedinent samples from Dead Creek revealed the presence
of organic and inorganic contaminants in each creek segment sampled.
The highest concentrations of contaninants vere detected in the northern
portion of the creek, in areas reported to have received discharges from
area industries in the past. Eight sediment samples were analyzed
specifically for dioxin. This compound was not detected in any of the
samples analyzed. Organic contaminants were detected only in surface
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water samples from the tvo northern segments of Dead Creek. These tvo
segments of the creek are, in effect, impoundments due to the blockage
of culverts at each end of the segments. Because Dead Creek originates
in an industrial area vhere the highest contaminant concentrations were
detected, no upstream, or background, data could be collected for the
creek.

Analysis of the subsurface soil samples revealed widespread con-
tamination across each of the sites sampled. Several samples collected
from sites adjacent to the northern portion of Dead Creek contained
total organic contaminant concentrations in excess of 10,000 parts per
million (ppm). Contaminants were detected in samples collected to a
maximum depth of SO feet at these sites. Although the most significant
subsurface contamination vas detected at the sites adjacent to Dead
Creek, a variety of organic contaminants vas also detected at each of
the other project sites at which subsurface samples vere collected.
These analytical results indicate that the disposal of chemical wastes
occurred at most of the former excavations identified in historical
aerial photographs.

Analysis of groundvater samples from the various project sites
revealed the presence of organic contaminants in groundvater at each of
the sites sampled. The hydrogeological investigation confirmed that
contaminants are migrating in groundvater in a vestvard direction toward
the Mississippi River. The analytical and physical results of the
hydrogeological investigation indicate that each of the project sites
is contributing, to some degree, to the general degradation of ground-
vater quality in the area.

The analytical results from the air sampling investigation indicate
a release of several organic contaminants from the sites sampled. Down-
wind air samples contained lov levels of PCBs and several semivolatile
compounds. Background, or upvlnd, samples did not contain these
compounds, providing documentable evidence of a release of airborne
contaminants resulting from conditions at the sites sampled.

Based on all of the data developed during this investigation,
substantial and videspread contamination of various media (groundvater,
soils, surface water, sediment) exists in the project area. The most
significant ccntamination is found at the sites adjacent to Dead Creek
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1. INTRODUCTION

This Expanded Site Investigation report vas prepared for the
Illinois Environmental Protection Agency (IEPA) to present and interpret
the findings of investigations conducted at the Dead Creek Project (DCP)
sites and creek sectors, located in the tovns of Sauget and Cahokia in
St. Clair County, Illinois. The report vill be used to supplement
existing data on the DCP sites and creek sectors, and provide a basis
for assessment and remediation.

The DCP area vill be evaluated against listing criteria for the
State Remedial Action Priority List (SRAPL) and the National Priorities
List (NPL) under the terms of the Illinois Environmental Protection Act
and Comprehensive Environmental Response, Compensation, and Liability
Act (CERCLA), respectively. The DCP vas originally planned as a
Remedial Investigation/Feasibility Study (RI/FS), vith the RI data to be
used to aid in the preparation of the FS. Folloving a reviev of the
existing file information on the DCP sites, it vas determined that the
original scope of vork vould not provide sufficient data for complete
evaluation of the sites under the Hazard Ranking System (HRS) scoring
mechanism. In vlev of the scope of vork modifications and the re-
assessment of project objectives, IEPA determined that the project vould
be more accurately described as an Expanded Site Investigation (SI).
The SI scope of vork, as modified in August 1986, included field in-
vestigations that vould provide a data base vhich contained additional
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HftS scoring data. These data would facilitate a acre accurate assess-
ment of the sites and enable a determination of whether any or all the
sites should be included on the SRAPL or NPL. In addition to providing
this data base, the purpose of the SI vas to assess the cause, extent,
and effects of hazardous materials in the project area. The FS portion
of the project vas subsequently indefinitely postponed. Specific goals
of the SI included the following:

• Locate and define types and quantities of hazardous materials at
the OCP sites;

• Provide a detailed description of area hydrogeology and its
effect on contaminant migration and fate;

• Provide a comprehensive catalog of wastes present at the various
project sites;

e Vhere possible, locate or define sources of contaminant re-
leases;

e Identify past, present, and anticipated method* or pathways of
contaminant release, and specific contaminants released;

e Assess the expected movement of contaminants in the matrices
sampled, and identify potential receptors of contaminants; and

e Provide a data base for HRS scoring of the sites.

The SI was performed by Ecology and Environment, Inc. (E & E) for
IEPA under Professional Services Agreement No. LCU-32, executed in Sep-
tember 1905. A Work Plan vas prepared based on a review of file infor-
mation from the various involved agencies, and on the results of
previous investigations of the OCP area.

RENUM000025
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The following is a brief description of the elements included in the
tfork Plan and its attachments:

e Vork Plan - Described the scope of activities to be performed
for the SI and provided a detailed description of the specific
task elements of the project.

e Sampling Plan - Presented the scope and objectives of sampling
to be conducted; specific procedures for sample collection,
preparation, and handling; sample matrices and locations;
personnel requirements and site logistics; and procedures for
documentation of samples and investigations.

e Quality Assurance Project Plan (QAPP) - Described quality
assurance (QA) objectives; sampling procedures; chain-of-custody
procedures; analytical procedures; internal quality control (QC)
procedures such as collection and analysis of blank, duplicate,
and spike samples; and data assessment procedures for accuracy,
precision, and completeness.

e Health and Safaty Plan - Addressed site and waste character-
istics, site entry procedures, and types of personnel protective
gear required for each task to minimize exposure to hazardous
materials on-site and off-site.

e Community Relations Plan - Prepared in cooperation with IEPA,
identified issues and concerns of area residents and proposed
methods of distributing information concerning the project to
the communities involved.

e Permitting Requirements Plan - Limited to a statement that no
permitting would be required for the initial phase of the
project.

The scope of work revision was an addendum to the Vork Plan. This
addendum identified sample matrices, numbers, and locations that

1-3
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differed from those stated in the original Vork Plan. An addendua to
the QAPP vas also prepared to describe sampling and analytical pro-
cedures for air sampling, which vas not included in the original scope
of vork.

This report presents and interprets the findings of the SI per-
formed at the DCP. The report is based on data obtained during the SI,
and documents the site investigation activities, analytical results, and
conclusions.

The report is organized into seven «ain sections. Section 2
presents a description and summary history of the DCP sites and creek
sectors, including the results of previous investigations. Section 3
describes the procedures employed for the various SI field activities.
Section 4 presents the physical and chemical data collected during the
SI and the interpretation of the data. Section 5 discusses contaminant
loading to the Mississippi River based on computer modeling. Section 6
presents a discussion of contaminant transport, fate, and impact assoc-
iated vith contamination at the sites and creek sectors. Section 7 pre-
sents findings and conclusions concerning the nature and extent of con-
tamination at the DCP.
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2. SITE BACKGROUND

2.1 SITE DESCRIPTION
The DCP area is located in and around the cities of Sauget

(formerly Monsanto) and Cahokia in vest-central St. Clair County,
Illinois (see Figure 2-1). The project area consists of 12 suspected
uncontrolled hazardous vaste sites, and six segments of Dead Creek,
which is an intermittent stream flowing southerly in the eastern portion
of the project area. To avoid confusion stealing fro* various file
designations or aliases for the various sites or creek sectors, each
site or creek sector has been assigned an alphabetical designation (see
Figure 2-2). The disposal sites occupy approximately 220 acres.

The scope of work revision submitted to IEPA in August 1986 in-
cluded the concept of grouping several sites and creek sectors together
for future Hazard Ranking System (HRS) scoring purposes. Sites were
grouped into areas based on geographical relationship, same ownership or
similar operation, and similar vaste types and common exposure pathways.
Sites grouped into areas included Sites G, H, I, L, and Creek Sectors A
and B (Area 1), and Sites 0, Q, and R (Area 2). These areas are
presented in Figure 2-3. Sites J, K, N, N, and P do not meet require-
ments for site aggregation and will be referred to henceforth as
peripheral sites.

The DCP sites consist of a number of former municipal and
industrial waste landfills; surface impoundments or lagoons; surface
disposal areas; past excavations thought to be filled or partially
filled with unknown wastes; and an areal drainage flowpath (Dead Creek).

2-1
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SOURCE: USO3 Cahofcla OuM, 1974.

FIGURE 2-2 SITE REPORTING DESIGNATIONS FOR THE DEAD CREEK PROJECT
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Th« following is a brief description of the individual sites and Dead
Creek:

Area 1 Sites
Site features for Area 1 sites and creek sectors are shovn in

Figure 2-4.

Site G. Site G is a former subsurface/surface disposal area vhich
occupies approximately 4.5 acres. The site is located in Sauget and is
bordered on the north by Queeny Avenue, on the east by Dead Creek, on
the south by a cultivated field, and on the vest by Viese Engineering
Company property.

The surface of Site G is littered vith demolition debris and metal
wastes. Two small pits are located in the northeast and east-central
portions of the site. Oily and tar-like wastes, along with scattered
corroded drums, are found in these areas. Additionally, 20 to 30
deteriorated drums are scattered along a ridge running east-west, near
the southern perimeter of the site. The western portion of Site G
contains a aounded area with several corroded drums protruding fro« the
surface. A large depression is found immediately south of the Bounded
area. This depression receives surface runoff from a sizable area
within the site. Exposed debris is also present over most of the site.
In areas where wastes are not exposed, fly ash and cinder material has
been used as cover. Presently, a chain-link fence surrounds Site G.
The fence was constructed in Hay 1987 as a response action after high
levels of organic contamination were detected in surficial soils.

Site H. Site H is a former subsurface disposal area covering
approximately 5 acres. The site is located in Sauget immediately south-
west of the intersection of Queeny Avenue and Palling Springs Road. The
surface of Site B is an open field which has been covered, graded, and
vegetated. Several depression areas, capable of retaining rainvater,
are also evident across the site. Surface drainage is generally to the
west; although certain localized drainage is tovard the depressions.
Waste material is not evident on the surface of the site.
Access to Site B is not controlled.
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Sit« I. Site I, in Saugtt, consists of approximately the «asttrn
one-third of the Cerro Copper Products (Cerro) property. Cerro is a
copper refining and tube manufacturing facility. Site I is approxi-
mately 55 acres in area and is a former sand and gravel pit vhich vas
subsequently filled with unknovn wastes. Tvo holding ponds (Creek
Sector A) vhich formerly served as headwaters for Dead Creek are located
along the vest side of Site I. The former gravel pit/fill area vas
covered and graded, and is presently used for equipment and scrap
storage and truck trailer parking. No waste material or drums are
evident on the surface of Site I. Access to the entire Cerro property
is controlled by a chain-link fence and a 24-hour guard at the main
entrance to the facility.

Site L. Site L is the former location of a surface impoundment
used by a hazardous and special waste hauler to dispose of wash water
from truck cleaning operations. The dimensions of the impoundment are
approximately 70 feet by 150 feet. The impoundment was approximately
250 feet south of the present Metro Construction Equipment Company
(Metro) building, and approximately 125 feet east of Dead Creek in
Cahokia. The site is now covered with black cinders, and is used by
Metro for equipment storage. Several rows of heavy construction equip-
ment are presently stored on the site. No waste material is visible on
the surface of Site L. Access to the area is not controlled.

Dead Creek Sectors A and B. Creek Sector A (CS-A) is on Cerro
property in Sauget and Is located immediately west of the former sand
pit which constitutes Site I of the OCP. The creek in this area
presently consists of tvo holding ponds which receive surface runoff and
roof drainage from Cerro. According to Cerro officials, no process
wastevater, cooling water, or other waste is discharged to the ponds.
The water in CS-A is highly discolored and oily, as evidenced by stain-
ing along the creek banks. A culvert located at the south end of CS-A
that extends under Queeny Avenue was blocked some time in the early
1970s to prevent flow to the remainder of the creek. Since CS-A lies
entirely on Cerro property, access is as described above for Site I.

2-7 HENUM000034



M I S S I S S I P P I RIVER

o
o
o
o
LJ
in

! i

.̂.n.̂ ri-

1

j;
-J

w/csre-

CLAY TON OHEMIOAL

o i



removed from this area, and contaminated soil vas excavated and disposed
of off-site. A separate area of contamination vas identified at Site 0
in 1983. A coordinated sampling effort between IEPA and Envirodyne
Engineers revealed high concentrations of TCOD and polychlorinated
biphenyls (PCBs) in surficial soils in an area northwest of the former
sludge lagoons. Contaminated soil and gravel vas removed from the area,
and is currently stored in an enclosed area on the treatment plant
property.

Site Q. Site Q is an inactive vaste disposal facility in Sauget
and Cahokia, formerly operated by Sauget and Company. The site covers
approximately 90 acres and is located on the east bank of the
Mississippi River, on the river side of a United States Army Corps of
Engineers (COB) flood control levee. The northern one-third of Site Q
is situated immediately east of Site R. The majority of Site Q is
presently occupied by the Pillsbury Company, which operates a coal and
grain unloading and transfer facility on the property. Large mounds of
coal and cinders are present in the northern one-half of the property.
The southern portion of the site is presently unoccupied. Some random
dumping of household-type vaste is evident in this area. A railroad
spur divides the site, running north from the Alton and Southern
Railroad tracks to the northern one-third of the property, where it
ends. Several ponds, including two in the east-central portion and two
in the area south of the Alton and Southern Railroad tracks, also exist
on the site. Vehicular access to Site Q is presently restricted by
fencing in the northern portion of the site and by a 24-hour guard at
the main gate. Pedestrian access to the site, however, is unrestricted
in the southern portion of the site.

Site R. Site R, in Sauget, is the Sauget Toxic Dump (also known as
the Rrummurich Landfill), an inactive industrial vaste landfill owned by
the Monsanto Chemical Company (Monsanto) and used by Monsanto as a
landfill between 19S7 and 1977. Site R occupies approximately 36 acres
and is located immediately vest and north of Site Q. A Monsanto
feedstock tank farm is located adjacent to the site on the northwest
side, between the vest border of Site R and the Mississippi. The site

2-10
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is presently covered vith a vell-vegtrated clay cap. Surface drainage
flows to ditches around the perimeter of the site. The riverbank
adjacent to the site is covered vith rip-rap consisting of large rocks
and boulders. This site has a long history of leachate flov into the
Mississippi River. Access to Site R is restricted by a chain-link
fence, and television cameras are used to Monitor activity at the main
gate. A second gate provides access through Site Q.

Peripheral Sites

Site J. Site J is in tvo segments on the Sterling Steel Foundry
Property in Sauget in the eastern part of the DCP. It consists of tvo
pits and a surface disposal area presently utilized by Sterling (see
Figure 2-6). The surface disposal area, occupies approximately 5 acres
in a roughly triangular area northeast of the plant buildings, south of
the Alton and Southern Railroad, and vest of a bermed area. Casting
sand, slag, and miscellaneous debris covers this entire area. A small
pit contiguous to the triangular area, north of the main foundry
building has been partially filled vith casting sand and baghouse dust.
No evidence of chemical vaste disposal is apparent in this area. A
larger pit is situated southeast of the plant buildings. This pit has
been partially filled vith casting sand and miscellaneous debris. The
larger pit is approximately 25 feet deep, and there is vater at the
bottom of it. The entire Sterling property is bordered by a chain-link
fence; however, the entrance gate is not locked or guarded.

Site K. Site K is a former sand pit identified through historical
aerial photographs. The pit has been filled vith unknown materials and
covered with soil and gravel. The area has been graded to the
surrounding topography. The site is presently unoccupied, covers 6
acres, and is located in Sauget north of a residential area on Queeny
Avenue, and east of Palling Springs Road (see Figure 2-7). Several
trailer homes and houses are located vithin 100 feet of the site.
Access to Site K is not restricted.
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Site M. Sit* M, in Cahokia, i3 « former sand pit excavated by the
H.H. Ball Construction Company in the mid- to lata-1940s. It is located
immediately east of Dead Creek, and approximately 300 feet north of
Judith Lane (see Figure 2-8). The dimensions of the pit are approxi-
mately 275 by 350 feet, and the estimated depth is 40 feet. The pit is
presently filled with water, although it remains unclear whether the
water is a surface expression of the groundvater, or simply collected
rainwater and drainage. Site M is connected to CS-B of Dead Creek by a
drainageway, or cut-through, located in the southwest corner of the pit.
This cut-through is approximately 8 feet wide, and allows flow between
the creek and the pit. The east bank of the pit is strewn with
miscellaneous trash and debris. Other than this material, no evidence
of waste disposal is apparent in the pit.

Presently, Site H is enclosed by a chain-link fence, which also
encompasses CS-B. A small residential area is located just east of the
pit on Valnut Street, which earlier served as an access road to Site H.
The pit was excavated prior to any residential development on this
street.

Site N. Site N is an excavated area in the southwest corner of an
inactive construction yard owned by the H.H. Hall Construction Company
of East St. Louis (see Figure 2-9). The site is 4 acres in area and is
bordered on the northwest by Dead Creek. The excavated area has been
partially filled with construction and demolition debris, but the area
remains below the surrounding topography.

The Hall property is presently used only for equipment storage.
Access to the Ball property is restricted by a chain-link fence with a
padlocked gate.

Site P. Site P is an inactive, lEPA-permitted landfill operated by
Sauget and Company covering approximately 20 acres in the northern part
of the DCP in Sauget (see Figure 2-10). The site is bordered on the
west by Illinois Central Gulf Railroad tracks; on the south by Monsanto
Avenue; and on the east by the Terminal Railroad Association railroad
tracks. The two railroads converge at the north end of the site.

2-14
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Sice P is characterized by steep sloping landfill sides along its
east and south-central portions. The majority of the site is covered
with cinders. Deep erosional channels are prevalent along the slopes.
The south-central portion of the site vas not landfilled because of the
presence of a potable vater line in this area. A nightclub and asphalt-
covered parking lot presently occupy approxiaately 3 acres in the
southeast corner of the site. Access to the site is not restricted.

Dead Creek Sectors C through F. Creek Sectors C through F include
the entire length of Dead Creek south of Judith Lane. This portion of
the creek flovs south-southvest through the Village of Cahokia prior to
discharging into the Prairie OuPont Floodvay (see Figure 2-11). The
floodvay subsequently discharges into the Cahokia Chute of the Missi-
ssippi River. The creek is wider in these sectors than in Sectors A and
B, and the banks are not as heavily vegetated as along CS-B. In the
southern portion of CS-D, near Parks College, the creek runs underground
through a corrugated pip*. The creek resurfaces briefly at the inter-
section of Illinois Route 157 and Falling Springs Road. Downstream of
this point, the creek runs vest through a series of culverts prior to
draining into a wetland are* west of Illinois Route 3.

Creek Sectors C through P are delineated as follows: CS-C, Judith
Lane to Cahokia Street; CS-D, Cahokia Street to Jeroae Street; CS-E,
JeroM Street to the intersection of Illinois Routes 3 and 157; and
CS-F, froa this intersection to the discharge point in Old Prairi«
DuPont Creek. Access to Creek Sectors C through P is unrestricted, and
children have been observed playing in and around the creek on several
occasions.

2.2 SITE GEOGRAPHY
2.2.1 Physiography
2.2.1.1 Are* Topography

The OCP study area is situated in the far southwest portion of the
Springfield Plain within the Till Plains Section of the Central Lowland
Province (Leighton et al. 1948) of Illinois (see Figure 2-12). The
Springfield Plain is basically a flat till plain consisting of Illinoian
drift. The western boundary of the till plain is Barked by aorainic and
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flood plain features, including broad and flat svampy areas, terraces,
curved ridges and svales, and crescent-shaped ox-bow lakes.

The project area lies in the floodplain, or valley bottom, of the
Mississippi River in an area knovn as the American Bottons. For the
most part the topography consists, of nearly flat bottonland, although
many irregularities exist locally across the site areas. Topography in
the site area is controlled by structural features of the bedrock vhich
resulted fro* glacial and fluvial events. Generally, the land surface
in undisturbed areas slopes fro« north to south, and from the east
tovard the river. This trend, hovever, is not followed in the immediate
vicinity of the OCP study area. Elevations at Area 1 sites range from
410 to 400 feet above mean sea level (MSL), while elevations at Area 2
sites range from approximately 425 to 400 feet above MSL. Little
topographic relief is exhibited across individual sites, with the
exceptions of Sites G and P. The Mississippi river floodplain is
defined by steep-rising bluffs to the ease and west of the river. These
bluffs rise abruptly 150 to 200 feet above the valley bottom, and are
located approximately 5 miles east of the OCP study area.

2.2.1.2 Surface Drainage
Surface drainage in the project area is typically toward the

Mississippi River (Area 2 sites) or tovard Dead Creek (Area 1 sites).
However, significant site-specific drainage patterns are present. A
brief description of surface drainage for individual sites is given
below.

Area 1 Sites

Site C. Drainage at Site G is generally east tovard CS-B. A large
depression exists in the south-central portion of the site. Surface
runoff in this area flows tovard the depression.

Site H. Drainage at Site B is typically to the vest tovard CS-B.
Several small depressions capable of retaining rainwater, are scattered
across the site. Precipitation in these areas infiltrates the ground
surface rather than draining from the site.
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Site !• Drainage is generally to the vest toward the tvo holding
ponds which make up CS-A. CS-A also receives surface and roof drainage
from the entire Cerro plant area located vest of CS-A. This drainage
flows through a series of storm sewers and effluent pipes. A large
depression exists in the northern portion of Site I. Precipitation
runoff in this area flows toward the depression.

Site L. Site L is a former subsurface impoundment which has subse-
quently been covered with highly permeable material (cinders). Runoff
from the surface, although inhibited by the permeable nature of the
cinders, flows toward CS-B.

Area 2 Sites

Site 0. Surface drainage of Site 0 is generally to the west toward
the Mississippi River. Drainage to the river, however, is impeded by
intervening topographic features, including the levee. Site 0 has been
clay-capped. Surface runoff flows to low areas around the site or to
storm sewers.

Site Q. The majority of Site Q is covered with highly permeable
material which allows rapid infiltration of most precipitation. The
limited surface runoff is primarily directed toward the river. Two
large ponds are located in the east-central portion of the site. Sur-
face runoff in this area is directed toward the ponds. Site 0 is
located on the river side of the COB flood control levee. The southern
portion of the sit* has experienced periodic flooding over the last 10
years, most notably in 1977 and 1987.

Site R. Site R is presently covered with a clay cap. Surface
runoff typically flows toward the river. Two small drainage channels
along the western boundary of the site direct flow to the river.
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Peripheral Sites

Site J. Surface runoff from Site J generally flows to a ditch
along the vest side of the site. This ditch eventually drains into a
storm sever. Hovever, Site J is covered with highly permeable material,
and several depressions are scattered across the site, creating local
drainage patterns in the depression areas.

Site K. Surface drainage from Site K is tovard lov areas situated
north and east of the site. Site K has very little topographic relief,
and precipitation commonly ponds on the site or infiltrates the surface.

Site M. Site H receives surface runoff from a small residential
area located east and south of the site. Vater in Site M eventually
drains into CS-8 through a cut-through located in the southwest corner
of the site.

Site N. Because the excavation which constitutes Site N only
partially filled, it receives runoff from the surrounding area. The
creek bank in this area (CS-B) is approximately 10 feet higher than the
lowest point in the excavation.

Site P. A wi.de range of topographic relief is exhibited across the
entire surface of Site P. The east and west boundaries of the site are
marked by sharply sloping sidewalls which rise 30 to 40 feet above the
foot of the landfill. A valley is found in the west-central portion of
the site. This ares, was not landfilled due to the presence of a potable
veter line in the area. All of the landfill sidewalls are marked by
deep, broad erosion gulleys, indicating uncontrolled runoff from the
landfill to surrounding areas.

Dead Creek
Dead Creak serves as a surface water conduit for much of the Sauget

and Cahokia area. The creak runs south and southvest through these
towns to an outlet point in tha old Prairie OuPont Creak floodway,
located south of Cahokia. The floodway in turn discharges to the
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Cahokia Chute of the Mississippi River. The total distance from Judith
Lan« to the ultimate discharge point into the Mississippi River is
approximately A.2 stream miles.

As discussed previously, CS-A is isolated from the remainder of
Dead Creek because the culvert under Queeny Avenue has been blocked vith
concrete. CS-A drains to an interceptor at the north end of the Cerro
property. Vater from this interceptor is carried to the Sauget Treat-
ment Waste Vater Treatment Plant. The culvert is partially blocked at
the south end of CS-B, and flov froa this sector to the remainder of the
creek is restricted. Although the degree of this restriction has not
been deterained, it is knovn that water does not usually flov through
this culvert.

2.2.2 Land Use
A vide variety of land utilization is present (see Figure 2-13).

The primary land use in the town of Sauget is industrial, vith over 50X
of the land used for this purpose. Saall residential, commercial, and
agricultural properties ace also interspersed throughout the tovn. Land
use in Cahokia is residential, comaercial, and agricultural. Signifi-
cant land use features, in relation to individual project sites, will be
discussed belov.

Land surrounding the Area 1 project sites is used for several pur-
poses. A saall residential area is located immediately east of Sites H
and I, across Falling Springs Road. The nearest residence is approxi-
mately 200 feet froa these sites. The Sauget Village Ball is also
located on top of, or adjacent to. Site I (the exact boundary of the
former excavation in relation to the village hall is unclear on the
aerial photographs). South of Sites G and L are tvo saall cultivated
fields, vhich are used primarily for soybean production. These fields
separate the sites froa a residential area in the northern portion of
Cahokia. Several saall commercial properties are also found in the
immediate vicinity of Area 1 sites.

Land surrounding the Area 2 project sites is used aainly for
industrial purposes. Several commercial enterprises are located
northeast of these sites, near the intersection of Illinois Route 3 and
Monsanto Avenue. The nearest residential area to the Area 2 sites is
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located approximately 0.5 mile to the southeast. An abandoned power
plant is situated directly north of Sites Q and R, and an oil company
tank farm is located east of the southern portion of Site Q. The
presently operating Sauget Waste Water Treatment Plant, Trade Waste
Incineration, and Clayton Chemical are also near Site 0.

Most of the peripheral sites in the DCP study area are located in
relatively close proximity to residential areas. Site J is located
approximately 1,500 feet from a residential/commercial area in the city
of East St. Louis. Site K is located adjacent to a small residential
area in Sauget, as are Sites M and N. A commercial enterprise is
located on top of a landfilled area at Site P, and other commercial
properties are located immediately east of the site.

The entire population of th* villages of Sauget and Caholcia is
located within a 3-mile radius of the Area 1 sites. According to 1980
U.S. Census figures, the populations of these towns are 205 and 18,904,
respectively. Portions of Centreville (pop. 9,747); Alorton (2,237);
East St. Louis (55,200); and St. Louis (453,085), are also located
within 3 miles of the project sites. Assuming an evenly distributed
population for the aforementioned towns and cities, approximately 6,000
people live within 1 mile of the DCP sites. According to the Illinois
Department of Commerce and Community Affairs (1988), approximately 3,200
people are employed by industries within 1 mile of the Area 1 sites.
The city of St. Louis is located approximately 0.25 mile west of Site R,
across the Mississippi River.

2.2.3 Climate
The climate in the DCP area is generally described as continental,

with hot, humid susmms and mild winters, punctuated by extremely cold
periods of short duration. The site area is located in a major frontal
convergence zone where want, moist air from the Gulf of Mexico meets
cold, dry air from Canada. This convergence zone produces a variety of
rapid changes in veather conditions.

The 80-year average precipitation is 35.4 inches per year (SIMPRC
1983), although the yearly average over the last 25 years has increased
slightly to 39.3 inches per year. June is normally the vettest month,
with an average of 4.3 inches of rain. Much of the summer rainfall is
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produced by thunderstorms, which are also responsible for the unusually
heavy rains which periodically cause isolated flooding. Rainstorms
vhich produce 1 to 2 inches of precipitation are common. Relativ*
humidity typically ranges betveen 50 and 60* during the summer. Snow
can occur in any and all months from November through April. Annual
snovfall averages 17 inches.

The regional average annual temperature is 56* F, vith a January
mean of 32* F and a July mean of 79* F. Periodic polar air fronts move
through the area during the winter, producing lovs of -10 to -15° F.
July and August are typically hot and humid, producing temperatures
above 90* F on an average of 22 days per year. Temperatures in excess
of 100* F generally occur for short periods of 3 to 5 days.

Vind direction is typically from the northeast during the winter
months and from the south to southwest during the summer. The mean
annual velocity is 9.3 mph (U.S. Department of Commerce 1968).

2.3 REGIONAL GEOLOGY
The geologic formations present in the OCP area consist of

unconsolidated alluvium and glacial outwash, which are underlain by
Hississippian and other bedrock layers. These bedrock layers are
underlain by basement granitic crystalline rock. The geologic formation
sequence for south-central Illinois is presented in Figure 2-14. The
study area, the American Bottoms, and the Mississippi River channels are
all located in a broad, deeply cut bedrock valley. The bedrock valley
is delineated by bluff lines on both sides. Based upon available data,
the bedrock valley has steep walls along the bluffs while the valley
bottom slopes gently toward the middle of the valley.

Vithin the bedrock valley, the Mississippi River has provided the
primary mechanisms controlling the recent formation of geology and
hydrogeology. Bergstrom et al. (1956) suggest that the bedrock valley
is pre-glacial in nature; however, William et al. (1970) conclude that
insufficient data exist to suggest a pre-glacial valley structure for
the Mississippi River. Nevertheless, glaciation did significantly
modify and redesign the Mississippi River and its valley through both
glacial and interglacial periods. These chances occurred as glacial
wasting caused massive amounts of meltwater to be directed generally
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southward through and around bedrock and ice contacts, ultimately
discharging into the Gulf of Mexico. Through geologic history, a wide
and deep valley (2 to 8 miles across and up to 170 feet deep) has been
carved into the predominantly soft sedimentary bedrock underlying the
river (Bergstrom et al. 1956). Changes in stream flov, direction, and
sediment load have caused this valley to fill vith secondary alluvial
sediments. These constantly changing parameters have resulted in the
river continuously picking up and depositing (and cutting and filling)
its sediment base, thereby directing and redirecting the river and its
channels through time.

The unconsolidated valley fill, present in the bedrock valley,
ranges in thickness fro* approximately 70 to 120 feet in the study area.
The thickness of the valley fill in the region of the study area is
depicted in Figure 2-15. A cross-section of the valley fill in the
vicinity of the study area is presented in Figure 2-16.

The valley fill deposits are typically composed of tvo main forma-
tions which may extend as deep as 120 feet in the DCP area. The Cahokia
Alluvium, the uppermost formation, is composed predominantly of silt,
clay, and fine sand deposits, generally indicative of an aggrading
environment. These deposits were laid dovn as flood events of the
Mississippi River, eolian activity, bank slumping, erosion, and/or slugs
of material deposited directly by tributary streams. This formation has
been frequently reworked by the Mississippi River and typically consists
of coarser material intertongued vith finer-grained deposits. As such,
these deposits are variable in thickness (ranging from IS to 30 feet).
Larger expressions of tributary deposits may font thicker alluvial fans
vhere high energy steams dissipated and dropped their sediment load.

The second major formation of the floodplain setting is the
Mackinaw Member of the Henry Formation. This formation underlies the
Cahokia Alluvium, and is composed of sand and gravel from glacial
outwash. Within the study area, this material rests directly on the
bedrock surface and can be highly variable in thickness (70 to 100
feet), due to the fluvial processes which formed it. This formation
typically contains portion* which are interbedded in complex ways due to
meandering of the river throughout its history.
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A third, minor formation noted locally vithin the floodplain, but
not discovered vithin the site investigation area, is the Peyton Collu-
•/ium. This material is composed of fine-grained silt (loess) and clay
(till) which has slumped from upland areas and accumulated at the base
of steep bluffs.

Immediately adjacent to the floodplain (and 3.5 to 5 miles east-
southeast of the sites) is an upland area marked by a steep bluff (50 to
150 feet above surrounding terrain). Structurally, these upland areas
are based unconformably on bedrock (vhich has not been eroded as deeply
as the adjacent valley), and consist of 10 to 100 feet of unconsolidated
sediments of predominantly glacial origin. No upland formations exist
in the study area; however, erosion and slumping of the upland has
provided the parent material for the Cahokia Formation and Peyton Collu-
rium, vhich are found in the floodplain. *_

The entire study area is underlain by relatively soft sedimentary
rock layers. Typically these rocks consist of shale, limestone, and
sandstone. The earliest sedimentary rock overlying the granite basement
rock is Cambrian-age sandstone, limestone, dolomite, and shale. The
Ordovician system overlies the Cambrian deposits. Its formations also
consist of sandstone, dolomite, limestone, and shale. Overlying the
Ordovician is the Silurian System, consisting of numerous limestone
layers. Next youngest is the Devonian System, with limestone, sand-
stone, and shale formations. At the top of the sequence is the
Hississippian System containing numerous limestone, shale, siltstone,
dolomite, and sandstone layers. Significant bedrock formations of the
Hississippian System include the St. Genevieve and St. Louis limestones,
vhich represent the bedrock surface below the OCP study area. Although
absent in the study area, the Pennsylvanlan System is present in the
adjacent highlands and at one bedrock high located within the valley
south of the site area. This system contains various sandstones,
siltstone*, and shale formations.

Bedrock structure in the area appears to be controlled by a
significant fold, known as the Vaterloo anticline, and by fluvial
erosion (primarily by the Mississippi River). The fold is centered
approximately 6 miles south of the site area, and the structure trends
north-northwest (see Figure 2-17). This fold has bent the overlying
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rock in the area, producing a gentle east-northeast of up to 3X on the
bedrock strata. This dip allovs the deep strata to be exposed by
bedrock valley erosional processes southwest of the study area, while
maintaining these same formations at a deeper elevation to the northeast
of the study area.

2.4 GROUNDVATER GEOLOGY
Groundvater in the DCP study area exists in both the unconsolidated

valley fill and the underlying Mississippian limestone and sandstone
formations. Vhere these bedrock formations are located immediately
belov the unconsolidated material, sufficient groundvater is available
for small or medium users. However, because of the abundance of ground-
water in the valley fill sand and gravel, the bedrock aquifer is of
little significance in the study area. The majority of available
groundvater in the study area is present in, and obtained from, the
valley fill materials. The Illinois State Water Survey (ISVS) has
identified the study area as one in which the chances of obtaining well
yields of 500 gallons per minute (gpm) or more are good. The coarsest
deposits, which are most favorable for water development, arc commonly
encountered near bedrock and generally average 30 to 40 feet in
thickness. Hovever, because of the alluvial nature of deposits in the
study area, sand and gravel deposits which yield significant quantities
of groundvater are commonly found in the study area nearer the ground
surface.

Horizontal groundvater movement in the shallow deposits throughout
the study area generally follows the land surface topography, with
lateral movement toward local discharge zones (veils and small streams),
and some movement into the deeper unconsolidated aquifers. Groundvater
in the deeper unconsolidated valley fill deposits generally follows the
bedrock surface. Accordingly, groundvater generally flovs dovnstream
through the sand and gravel aquifers in much the same direction as the
original streamflov, but at a much slover rate.

Recharge of groundvater in the study area is received from direct
infiltration of precipitation and runoff, subsurface flov of infiltrated
precipitation from the bluff area to the east, and induced infiltration
from adjacent riverbeds vhere pumpage has lowered the vater table belov
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the level of the river. Direct recharge of the vater table captures a
portion of the annual precipitation. A major portion of th« precipi-
tation runs off to streams or is lost by evapotransporation before it
reaches the aquifer. Nevertheless, precipitation is probably the aost
important recharge source for the study area as a whole. The aaount of
surface recharge that reaches the saturation zone depends upon many
factors, including the character of the soil and other materials above
the vater table, the topography, vegetative cover, land use, soil
moisture, depth to the vater table, the intensity and seasonal
distribution of precipitation, and temperature. Because of the lov
relief and United runoff in the study area, and because the upper silt
and clay fill is not so impermeable as to prevent appreciable recharge,
most of the precipitation either evaporates or seeps into the soil.
Because of the extensive flood-control netvork in the area, recharge
from floodvaters provides only limited groundvater recharge to the area.
Based upon a modified fora of the Oarcy equation, Schlcht (1965)
calculated the average rate of surface recharge to be about 371,000
gallons per day/square mile (gpd/mi ) for the study area.

Presently, groundvater levels in the OCP study area range from
approximately 15 feet to 28 feet belov ground surface. The depth to
groundvater increases in an east to vest direction toward the Missi-
ssippi River. Groundvater levels have historically varied as much as SO
feet due to vithdravals from Industrial and municipal pumping centers.
The significance of past groundvater pumpage is discussed in Section
4.1.3 of this report.

2.5 VATER RESOURCES
An assessment of groundvater and surface vater resources in the OCP

area vas performed to evaluate the potential impact of project site
activities on these resources. Information and data for this assessment
vere collected fro* the folloving sources:

e Illinois State Geological Survey (ISGS), Champaign, Illinois
e Illinois State Vater Survey (ISVS), Champaign, Illinois
e Illinois Environmental Protection Agency (IEPA), Division

Public Vater Supplies, Collinsville, Illinois
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• Illinois American Water Company, East St. Louis, Illinois
• U.S. Army Corps of Engineers (COE), St. Louis, Missouri
• Illinois Department of Public Health (IDPH), Edvardsville,

Illinois
• Village of Cahokia Water Department
• Commonflelds of Cahokia Public Water District, Cahokia,

Illinois
• Village of Dupo Water Department
e Prairie DuPont Public Water District
• Hurst-Rosche Engineers, Inc., East St. Louis, Illinois
• University of Illinois Agricultural Extension Service,

Belleville, Illinois
e Geraghty & Miller Groundwater Consultants (G & M)

(Hydrogeologic reports prepared for Monsanto and Sauget
Sanitary Development and Research Association)

Public, private, and industrial vater supplies and usage were
investigated for this assessment.

Hazard Ranking System (HRS) scoring typically has addressed vater
usage within a 3-mile radius of the site to be scored. Due to the
extent and severity of contamination found in the DCP study area, the
range of this assessment vas expanded to include potential target areas
outside of this radius.

The primary source of drinking vater for area residents is an
intake in the Hississippi River. This intake is located at river mile
181, approximately 3 miles north of the DCP study area. The drinking
vater intake is owned and operated by the Illinois American Vater
Company (IAVC) of East St. Louis, and it services the majority of
residences in the vicinity of the DCP area. IAVC supplies vater to
residents in East St. Louis, Centerville, Alorton, Sauget, and several
tovns located north of East St. Louis. The vater intake location and
distribution system for IAVC are presented in Figure 2-18.

In addition to the IAVC distribution netvork, several companies and
municipalities purchase vater from IAVC for distribution to tovns in the
general DCP area. The Commonfields of Cahokia Public Vater District
purchases vater from IAVC and distributes it to portions of Cahokia and
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Centerville Township (see Figure 2-18). The Cahokia Water Department
also purchases water from IAVC and distributes it to small residential
areas in the west and southwest portions of Cahokia. The Village of
Oupo, located approximately 3.S miles south of the OCP area, is supplied
by vater purchased froa IAVC and distributed through the Oupo Vater
Department. Dupo also provides water to the Prairie DuPont Public Vater
District, which includes the towns of North Dupo and East Carondelet.

Although the majority of residents in the DCP area are supplied
drinking water by public systems, many others rely on private ground-
water sources. (See Section 2.4 for a discussion of local groundwater
availability.) Several of the residents relying on private sources for
drinking water live south of the general DCP area. Additionally, due to
the relatively shallow water table and the abundance of groundwater
resources, many additional residents use shallow wells to water lawns
and gardens.

A review of IDPB and ISGS files indicated that at least 50 area
residences have wells which are used for drinking water or irrigation
purposes. These wells are located in Cahokia (23 wells), East St. Louis
(5), East Carondelet (16), and Dupo (6). Located private wells are
shown in Figure 2-19. The nearest private wells to any of the DCP sites
are located on Judith Lane, immediately south of the Area 1 sites.
Based on interviews with these well owners, only one of the five wells
located in this area is used occasionally as a source of drinking water
and the other four are never used for this purpose.

It must be noted that the estimate of SO wells given above is a low
approximation of the number of private wells in the DCP area. The
figure is based OR information in IDPB files, and indicates only the
wells sampled or analyzed by IDPH within the last 2 years. The figure
does not include the hoaes on Judith Lane known to have private well
supplies, nor does it include an unknown number of residences in the
Schmids Lake are* (approximately 3 miles southwest of the Area 1 sites).
This area is not covered by any public water distribution, and residents
in the Schaids Lake area rely entirely on groundwater veils for their
drinking water supply. A Southwestern Illinois Metropolitan and
Regional Planning Commission (SXMRPC) report (1983) listed 69 residences
in Centrevilie Township (including the towns of Sauget, Cahokia,
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Alorton, and Ccntrcvillt) which use private vater systems. The same
report lists 57 residences in East St. Louis and 365 residences in
Sugarloaf Tovnship (including the tovns of Dupo, North Dupo, and East
Carondolet) which use private veil supplies. In summary, although the
majority of residences in the general project area are serviced by
public vater supply systems, veil over 50 homes utilize private veil
supplies for drinking vater or irrigation purposes.

Industrial groundvater usage in the DC? area has been very
extensive in the past. Peak use occurred in 1962 when groundvater
pumpage exceeded 35 million gallons per day (mgd). The historical
aspect of industrial groundvater pumpage is discussed in Section 4.1.3
of this report. Relatively fev industries presently utilize veil-
supplied groundvater for process or cooling vater. Although a general
degradation in groundvater quality in the area is one likely reason for
the cessation of groundvater pumping by area industries, specific
documentation relating veil abandonment to contamination has not been
located. ISVS file information listed 13 industries as potential
groundvater users in Tovnships 1 and 2 North and Ranges 9 and 10 Vest,
which covers the entire project area from National City on the north, to
the Village of Dupo on the south. Telephone contacts vlch these listed
industries revealed that seven facilities have active veils, with uses
ranging from filling backup firefighting reservoirs to use as process or
cooling vater. In addition to the veils listed in ISVS files, ISGS veil
log files indicate that up to 20 additional industrial veils are located
vithin a 3-mile radius of the Area 1 sites. Mb attempts v«re made to
contact industries listed for these veils on ISGS veil logs. All of the
industrial veils art screened in the Henry Formation sand and gravel
aquifer at depths ranging from 35 to 110 feet. Facilities vith active
vater veils used for Industrial purposes are shown on Figure 2-19.
Total groundvater puapage from industrial sources in the project area is
presently estimated to be less than 0.5 mgd.

Surface vater use in the immediate OCP area (river mile 178) is
limited to recreation and freight trafficking. The surface vater intake
(river mile 181) vhlch supplies drinking vater to residents on the
Illinois side of the Mississippi River vas discussed previously in this
section. The City of St. Louis is also supplied drinking vater from an
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intakt in the river. This intake is located at river ail* 190, approxi-
mately 12 miles north of the DCP area. Residents in St. Louis County,
Missouri, including all of the surrounding suburban areas, are serviced
by the St. Louis County Public Water District, which utilizes intakes in
the Missouri and Meramec rivers as water sources. According to the
available sources, the nearest downstream surface intake on the Illinois
side of the Mississippi River is located at river Bile 110, approxi-
mately 65 miles south of the project area. This intake supplies drink-
ing water to residents in the Town of Chester and surrounding areas in
Randolf County, Illinois. The nearest potentially impacted public water
supply on the Missouri side of the river is located at river mile 149,
approximately 23 miles south of the DCP area. The Village of Crystal
City, Missouri (pop. 4,000), located 28 miles south of the DCP area,
utilizes a Ranney veil adjacent to the Mississippi River as a source for
drinking water. Although this is not actually a surface water intake,
it is assumed that the well dravs river water due to its construction
and location adjacent to the river.

An assessment of irrigational use of groundwater and surface water
in the DCP area was also conducted as part of the water supply search.
Although agricultural land is found throughout the immediate project
area, this land is apparently not irrigated. The nearest irrigated
land, other than residential lawns and gardens, is located in the
Schmids Lake-East Carondolet area. According to the University of
Illinois Agricultural Extension Service, three wells in this area are
used to irrigate approximately 400 acres of farmland. Approximately 1.9
mgd are withdrawn from vater wells for irrigational use in St. Clair
County (Kirk et al. 1982). Other than the three wells located in
Schmids Lake-Baat Carondolet area, no specific information concerning
the location of veil* used for irrigation is available.

2.6 SITI HISTOtT
The DCP area has an extensive and complex history of waste disposal

activities. A brief history of individual project sites was previously
outlined in a report titled "Description of Current Situation at the
Dead Creek Project Sites,* completed by B & I in July 1986 (provided as
Appendix A). Because site histories were described in the July 1986
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report, this section will be limited to a discussion of points not
covered in the that report. Items specifically presented in this
section will include: an examination of historical aerial photographs,
a brief chronology of local investigations conducted by governmental
agencies and area firms, and a discussion of site ownership at the time
of disposal activities.

2.6.1 Analysis of Aerial Photographs
Historical aerial photographs were used initially by IEPA to

identify potential sources of contamination observed in the OCP study
area. These photographs also provided a chronology of disposal activi-
ties at the DCP sites. The photographs revealed several excavated areas
which were thought to have been subsequently used for vaste disposal
activities. IEPA then conducted a preliminary hydrogeological
investigation in the area and presented the findings, along vith an
assessment of the photographs (St. John 1981). In order to assess site
conditions and to more accurately locate site boundaries, E & E obtained
aerial photographs for the years 1937, 1950, 1955, 1962, 1973, 1978, and
1985. Results of this analysis vere also used to determine placement of
soil gas monitoring points, soil borings, and monitoring veils.

The aerial photograph from 1937 (see Figure 2-20) shovs the project
area vith present site boundaries and distinguishing features super-
imposed on it. The Sauget area had been significantly industrialized at
the time, indicating that some form of industrial vaste disposal
activity probably occu/red in the area prior to 1937. The only current
OCP sites evident in the photograph are Sites B and I, which vere
apparently undergoing initial excavation at the time. Queeny Avenue had
not yet been constructed, and a single excavation extended north of Site
H, across the present location of Queeny Avenue, and onto the southern
portion of Site I (the present boundaries for Sites R and B vere based
on property ownerships and the separation of the area* by Queeny
Avenue). Figure 2-20 also shovs Dead Creek as an uninterrupted stream,
vith little activity along the banks of the creek.

The aerial photograph from 1950 (see Figure *-21) shovs significant
change in the DCP area. Several additional eaeavatlema can be seen in
the general area around Dead Creek, and industrial activity in the area
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increased significantly. New excavations visible in tht figurt were
located at the areas now designated as Sites G, I, K, M, and N. All of
these pits were excavated into the water table, which was approximately
25 feet below ground surface at that time (Bruin 1953). The majority of
Site H had been filled by 1950, with the exception of a small area in
the northwest corner of the site. Queeny Avenue was completed by 1950.
This construction divided the pit initially seen in the 1937 photograph.
Harked discoloration can be seen in CS-A and the northern portion of
CS-B, indicating disposal into the creek or runoff from the pits
entering the creek. Residential development had also increased in the
DC? area, particularly south of Site H along Dead Creek.

The aerial photograph from 1955 (see Figure 2-22) shows a new
excavation in the eastern portion of Site J. The initial pit at Sites H
and I had been completely filled, and the area appears to be low-lying
in relationship to the surrounding topography, indicating that material
in the pit had settled. Disposal activities continued in the northern
part of Sites I and G. The excavations at Sites K, H, and N remained
essentially unchanged, although the water table was no longer evident in
any of the three sites. This is probably due to the large increase in
groundwater pumpage between 1950 and 1*55, which lowered the water table
in the area between 5 and 10 feet. Residential development continued to
increase, most notably on Valnut Street which is immediately east of
Site H. Initial activity was also seen at Sites Q and R, adjacent to
the Mississippi River.

The aerial photograph from 1962 (see Figure 2-23) shows a marked
increase in what appears to be disposal activity at Sites Q and R. A
tank farm had been constructed along the river adjacent to Site R.
Several small excavated areas are seen in the northern portion of both
sites, and vaste material is evident along the east side of Site Q.
Disposal activity continued at Site G, and the photograph shows the site
expanded to the vest toward Illinois Route 3. The north excavation at
Site I and the pits at Site K and Site N had been filled. Site N did
not change, although vater is again evident in the pit. The initial
excavation at Site J had increased in size, and a second pit is now seen
to the north of the plant buildings at the site. Surface disposal is
not evident at Site J in the 1962 photograph. The only remaining
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project sices not active by 1962 were Sites L, 0, and P. Discoloration
is again seen in CS-A and CS-B, and dark stains are also evident along
the vest bank of CS-B in an area adjacent to Site G. These stains are
distinguishable from the lighter discoloration mentioned previously, and
are possibly the result of discharge from an effluent pipe reported to
have been utilized by the Hidvest Rubber Company.

The aerial photograph from 1973 (see Figure 2-24) shows the first
evidence of disposal activity at the three remaining project sites: Site
L, Site 0, and Site P. The former surface impoundment at Site L is
clearly identifiable immediately to the north of a cultivated field.
The vater in CS-B is again discolored, particularly in the area adjacent
to Site L. The sludge lagoons at Site 0 appear to have been active for
several years, and a dark liquid or sludge-like material is visible in
the two west lagoons. A large amount of excavation is seen ae Site P,
vith dark staining evident in the south-central and eastern portions of
the site. The present boundaries of Site R are defined, and significant
liquid waste disposal is evident in the southern one-half of the site.
Several individual cells, or berued areas, are seen in this area.
Disposal activities appear to have been completed in the northern
portion of Site Q (adjacent to Site R), although landfilling continues
to the south. Vith the exception of Site L, activity at the sites in
the immediate Dead Creek area appears to have been completed. A
building has been constructed along the west side of Site G in an area
where previous photographs indicated waste disposal activity. Site I
has been graded and is being used as a storage area. The large pit at
Site J has been partially filled, but ponded water is still visible.
Initial activity is also apparent in the surface disposal area to the
northeast of the plant buildings at Site J. Although the excavation at
Site K had apparently been filled previously (see Figure 2-23), activity
is again seen in this area. A large pit had again been excavated, and a
dark liquid (possibly water) is seen throughout the excavated area.
Commercial and residential development in the area had approached
present conditions.

The aerial photograph from 1978 (see Figure 2-25) again shows
significant activity at Sites 0 and F. Disposal activities at Site Q
and R appear to have been completed. Sites J and L remain unchanged.
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The excavation at Site K has again been filled. Light-colored staining
remained evident in CS-A and CS-B. This observation is consistent with
complaints from local residents to IEPA concerning odors and discolora-
tion in the creek during this time. The appearance of the remaining
project sites shovn on this figure resembles current conditions in the
DCP area.

The aerial photograph from 1985 (see Figure 2-26) shows site
conditions at the onset of this project. Vaste disposal activities had
been completed at all DCP sites. Sites shoving waste material at the
surface include Site G, Site J, and Site P. Site 0 and Site R had been
capped and vegetated, and construction of the nev regional vastewater
treatment plant (south of Site 0) underway. Large piles of coal and
cinders are evident on the surface of Site Q. A building and parking
area have been completed in the southeast corner of Site P. Vater is
still evident In the pits at Site J and Site M, and the impoundment at
Site L had been filled.

It should be noted that the analysis of historical aerial photo-
graphs was limited to only those sites included in this study. Several
other potential sources of contamination, such as the Route 3 Drum Site,
are also evident in the photographs.

2.6.2 Chronology of Site Activities
The DCP area has a long history of investigation activity by

government agencies' and private consultants to area industries. A brief
chronology of these activities, with references to specific project
sites, is as follovsi

March 1942 Correspondence from an Illinois Sanitary Vater
Board engineer represents the earliest available
file information concerning vaste discharge and
contamination in Dead Creak and the Mississippi
River.

March 1967 Sauget & Co. filed a registration application for
disposal site (Site 0) to the Illinois Department
of Public Health (IDPH).
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August 1968

August 1968

March 1971

IDPH sampled monitoring veils at Site R. Ph«nols
detected in all veils sampled.

In response to an IDPH request, Monsanto sub-
mitted a vaste inventory of material disposed of
at Site R. Inventory included 35,470 cubic yards
of material, listed by chemical category.

*

The Cahokia Health Department received complaints
from area residents concerning chemical dis-
charges to Dead Creek.

April 1971 IDPH inspection of Dead Creek (CS-B) indicated no
apparent discharge from CS-A following the
blockage of the Queeny Avenue culvert.

April 1971 IEPA inspection of Site R revealed disposal of
bulk chemical vaste and drums.

April 1971 IEPA inspector observed Waggoner Company (Site L)
tank truck discharging material directly to Dead
Creek.

May 1971

June 1971

Illinois Pollution Control Board (PCB) order
71-29 issued to Saugtt & Co. to respond to
request for information concerning Site R, and to
cease using cinders for final cover at Site Q.

Monsanto responded to PCB'order 71-29, listing
18,400 cubic yards of chemical wastes disposed of
at Site R for the year 1971.

July 1971 IEPA cited Vaggoner Company for discharges to
Dead Creek.
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August 1971

September 1971-
August 1972

Vaggoner responded to IEPA, stating discharges to
Dead Creek had ceased, and that the company vas
using a pit for discharges (Site L) at that time.

IEPA conducted monthly inspections at Site Q,
citing inadequacy of daily and final cover, and
disposal of liquid wastes.

August 1972

December 1972

January 1973

IEPA conducted leach tests of cinders used as
cover at Site Q. Material determined to be
inadequate due to high metal content and
permeability.

IEPA sampled monitoring veils at Site R. Phenols
detected in all veils sampled.

IEPA issued a permit to Sauget & Co. to operate
landfill (Site P). The landfill vas authorized
to accept only non-chemical vaste from Monsanto.

January 1973

February 1973

March 1973

IEPA sampled vaste ponds at Site R. Limited
analysis shoved high concentrations of phenols.

IEPA sampled monitoring veils at Site R. High
chemical oxygen demand (COD) and phenols vere
detected in all samples.

Mississippi River floodvaters inundated Sites Q
and R. IEPA observed vaste material in the
vater. Conditions persisted until May.

November 1973 Illinois Secretary of State revoked the authority
of Sauget & Co. to transact business in the State
of Illinois.
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May 1974

January 1975

IEPA sampling of monitoring veils at Sic* R
indicated phenols in all samples.

IEPA inspection of Site Q indicated that disposal
activities had been completed at the site.

May 1975 IEPA received a complaint concerning chemical
contamination in Dead Creek. Inspection revealed
discoloration of water and creek bank along CS-A
and CS-B.

October 1975

February 1976

IEPA inspection at Site P indicated disposal of
chemical waste from Monsanto in violation of the
site permit.

IEPA sampled monitoring veils and high volume
Ranney veil at Site R. PCBs detected in Ranney
well.

September 1976 IEPA inspection at Site Q revealed underground
fire and smoldering at the site. Condition
persisted for approximately 1 month.

August 1977

October 1977

December 1977

Monsanto submitted correspondence to IEPA
indicating that the company had ceased production
of PCBs at its ICrummrich plant.

O'Appolonia Consulting Engineers retained by
Monsanto to conduct a subsurface investigation of
Site R and propose appropriate closure
alternatives.

IEPA inspection at Site P indicated disposal of
25 metal containers of phosphorus pentasulfide.
Monsanto ordered to remove the material.
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May 1978 Monsanto submitted closure plan for Site R to
IEPA.

August 1978

September 1978

PCS order 77-84 filed against Sauget & Co. to
apply final cover at Site Q.

Monsanto began closure operations at Site R which
included covering, grading, capping, and securing
the site.

July 1979 Complaints received by IEPA concerning fires and
smoldering in Dead Creek (CS-B).

October 1979 Monsanto cited by IEPA for disposal of chemical
paekagings at Site P in violation of permit
issued January 1973.

October 1979 IEPA sampled monitoring veils at Site R.
Analysis revealed contaminants including
chlorophenols, chlorobenzenes.and aniline
derivatives in the samples.

October 1979 IEPA inspection at Site R indicated that closure
operations at the site had been completed.

May 1980 IEPA received notice that chemical wastes and
drums were uncovered during excavation work for a
railroad spur at Site Q. File information
indicates that construction workers at the site
became nauseous; however, specific information
concerning exposure-related illness has not been
located.

May 1980 IEPA received additional complaints concerning
fires in Dead Creek.
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June 1980 IEPA and the University of Illinois conducted a
joint investigation of effluents from industrial
plants and water treatment plants. The report of
this investigation indicated the presence of
several mutagenic contaminants in the Sauget
Vaste Vater Treatment Plant effluent.

August 1980 Incident in which local resident's dog died,
apparently resulting from exposure to contam-
inants in the creek bed, reported to IEPA.

August 1980 The U.S. Food and Drug Administration (PDA)
collected fish samples from the Mississippi River
near Site R and the Sauget Vaste Vater Treatment
Plant discharge point. Analysis of the samples
indicated the presence of several PCB congeners
and pesticides in downstream fish.

September 1980 IEPA surface water/sediment sampling revealed
high concentrations of a vide variety of organic
and inorganic contaminants in Dead Creek (CS-B
through CS-E).

September 1980 IEPA placed a seal order on Dead Creek (CS-B and
Site M), and the Illinois Department of Trans-
portation (DOT) completed construction of a snow
fence with warning signs around the area.

October 1980 IEPA conducted additional sediment sampling in
the creek bed (CS-B) in conjunction with
Monsanto. Results revealed videspread
contamination in the area.

October 1980 IEPA initiated a hydrogeologic investigation in
the Dead Creek area in order to determine the
source(s) of contamination in the creek.
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October 1980

October 1980

November 1980

IEPA collected air samples in the creek bed
(CS-B). Results vere not quantified, but
revealed the presence of volatile organics and
hydrocarbons.

The Illinois Attorney General's office
interviewed area residents vho discussed past
operation of several disposal pits in the area
that reportedly received cheaical wastes.

IEPA sampled vater and sediments in CS-A on
Cerro Copper Products property. Results indicted
high concentrations of PCBs and hydrocarbons.

December 1980 USEPA and TAT contractor inspected CS-B for
possible 311 immediate removal action. Not
deemed to be warranted.

March 1981 IEPA sampling of monitoring wells at Site R
revealed high concentrations of a variety of
organic contaminants.

March 1981 Following a long history of effluent problems,
the Sauget Waste Vater Treatment Plant submitted
specifications for a pretreatment program to more
efficiently treat its waste streams.

April 1981 IEPA completed report on hydrogeologic inves-
tigation in the Dead Creek area. Results
indicated widespread groundwater and soil
contamination. Report concluded that further
investigation was necessary.

May 1981 Illinois Attorney General filed suit against
Sauget & Co., alleging several violations of the
Illinois Environmental Protection Act (Site 0).
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Hay 1981 Monsanto filed CERCLA notification for the Sauget
(Monsanto) Illinois Landfill on Falling Springs
Road (Sites H and I). Also submitted notifi-
cation for Site R.

June 1981 The Village of Sauget submitted CERCLA notifi-
cation for former sludge lagoons (Site 0).
Notification indicated that lagoons had been
neutralized and clay-capped.

August 1981 Patterson & Associates report outlined major
discharges to the Mississippi River in the Sauget
area, and indicated a discharge of 30 organic
priority pollutants expected to exceed 0.5
million pounds.

September 1981 USEPA formed a Sauget task force to investigate
past and present waste disposal activities in the
area. The task force conducted limited
investigations and intervievs at Sauget area
industries. Results from these investigations
are described individually in this chronology
(see USEPA investigations between 1981 and 1983).

October 1981

October 1981

November 1981

U.S. Food and Drug Administration collected fish
samples from river upstream and downstream of
Site R. Downstream fish contained several
organic contaminants.

IEPA sampled seeps adjacent to river at Site R
and Site 0. Results showed high concentrations
of organics.

USEPA TAT contractor sampled seeps at Site R.
Higher chlorinated dioxins (hexa- through octa-)
found in samples.
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December 1981 IEPA issued supplemental permit to Saugtt and
Company to alter landfill operation at Site P due
to the presence of a potable vater line dis-
covered in the center of the site. The vater
line remains in its original location. Consider-
ing the widespread groundvater contamination in
the Sauget area, the vater line nay eventually be
impacted by the presence of contaminants.

December 1981 Monsanto retained Lav Engineering Company to
drill additional test borings at Site R.

January 1982 USEPA FIT contractor conducted property search to
determine the ownership of various waste disposal
sites in the Sauget area.

March 1982 USEPA collected private veil and garden soil
samples at residences in the Dead Creek area.
Results shoved little contamination. Also
sampled sediments in CS-A and veil on Cerro
Copper Products property. Organ!cs detected in
groundvater sample. Sediments shoved
concentrations of lead and cadmium above
EP-toxicity limits.

March 1982 USEPA FIT contractor conducted air monitoring in
CS-B. Organic vapor readings up to 900 ppm
detected.

March 1982 USEPA sampled treatment plant effluent at the
Hississippi River. Results indicated high levels
of organic pollutants discharged to the river.
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Jun« 1982 Illinois Attorney General's office filed
complaint against Monsanto, alleging several
violations of the Illinois Environmental
Protection Act.

July 1982 USEPA FIT contractor submitted HRS score for Site
R. Site scored 7.23 and did not qualify for the
NPL.

July 1982 Illinois Attorney General's office conducted a
property search in support of proposed action at
disposal sites.

October 1982 USEPA completed construction of chain-link fence
around CS-B and Site M, replacing snov fence
originally constructed by the IEPA.

December 1982 IEPA collected soil samples around Bliss Vaste
Oil tanks at Clayton Chemical in the vicinity of
Site 0. High levels of PCBs and pentachloro-
phenol detected. Dioxin contamination suspected.

January 1983 Construction began on the nev American Bottoms
regional vastevater treatment plant.

January 1983

February 1983

Illinois Attorney General's office filed suit
against Bliss and Clayton Chemical. Alleged
vater pollution hazard.

IEPA inspected reported underground tank at Bliss
and Clayton, near Site 0. Analysis of samples
from tank shoved high levels of organics.
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February 1983

March 1983

IEPA and Envirodyn* Engineers soil sampling
revealed PCB and 2,3,7,8-TCDD (dioxin)
containination in an area northwest of Site 0 at
the Sauget Vaste Water Treatment Plant.

FOA completed an investigation of contamination
in Mississippi River fish in the St. Louis area.
The report indicated the presence of organic
contaminants in fish up to 150 miles south of the
Sauget area, and concluded that the contaminants
detected (chlorinated.nitrobenzene*) vere
directly attributable to discharges in the Sauget
area.

April 1983 Clean-up plan for dioxin-contaminated soils
submitted and approved by IEPA/USEPA.

June 1983 IEPA ordered the excavation of underground tank
ovned by Bliss, situated on Clayton Chemical
property. Tank found to be ruptured. Soil and
waste samples collected by IEPA.

June 1983

August 1983

October 1983

USEPA PIT contractor initiated subsurface
investigation at Site Q. Sixty-three of 112
organic compounds analyzed for detected in sub-
surface soil samples. 2,3,7,8-TCDD detected in
tvo samples.

Based on the results of previous sampling, IEPA
ordered excavation of additional soil from exca-
vation of Bliss underground tank.

G 4 M retained by Monsanto to conduct a detailed
hydrogeologic investigation of Monsanto property
in Sauget, including Site R.
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Octobtr 1983

May 1984

IEPA received numerous complaints from area
residents concerning contanination in Dead Creek.

Wastes in lagoon area at Site 0 were uncovered by
workers excavating a trench for a water line to
the new treatment plant. Trench was covered, and
water line was installed above ground. No
reports of exposure-related illness resulting
fro* this incident have been located.

July 1984 G & M initiated a hydrogeologic investigation at
Site 0 to characterize the influence of the
former sludge lagoons on area groundwater.

July 1984 Monsanto applied for a permit to construct a
revetment along the bank of the Hississippi River
at Site R. Revetment installed some time in
1985.

August 1984 Contaminated soils were encountered by workers at
Site 0 during excavation for construction of
transfer sever. Soil sampling by private
consultant revealed high concentrations of
phenols and PAfls. No reports of exposure-related
illness resulting from this incident have been
located.

October 1984 IEPA conducted inspections at Site G and CS-B in
order to determine scope of proposed cleanup at
the sites. Samples from oily pits at Site G
revealed a variety of organ!cs.

December 1984 IEPA submitted HRS for Dead Creek and surrounding
sites. Score of 29.23 was not accepted by USEPA
due to lack of documentation.
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December 1984 IEPA selected a contractor for a limited scope
cleanup at Site G and CS-B. IEPA later recon-
sidered cleanup, and decided to delay activity
until a detailed investigation of the area was
completed.

December 1984

January 1985

March 1985

IEPA received an anonymous phone call indicating
that it would be dangerous to excavate Site G due
to the presence of underground toxic vastes.

IEPA began procurement activities to select a
consultant to perform an SI in the Sauget area.

Illinois Attorney General's office reentered suit
against Sauget & Co. Ordered final cover to be
applied at Site Q and requested civil penalty.

June 1985 Petition from area residents sent to Illinois
Governor James Thompson's office requesting
cleanup of Dead Creek. "Clean Illinois" money
appropriated for SI.

July 1985 IEPA selected consultant (E & E) to conduct SI at
the 12 disposal sites and Dead Creek.

October 1985

August 1986

September 1986

E fc E conducted preliminary geophysical investi-
gations and topographic mapping at the DCP sites.

E 4 E submitted proposed scope of vork revisions
directed toward BUS scoring to the IEPA. FS
portion of the investigation postponed.

Initial G & M report on hydrogeologic investi-
gation for Monsanto properties submitted to IEPA.
Report estimated load of 77 pounds per day of
organic contaminants to river from Site R.
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October 1986

November 1986

E & E initiated field investigations at the DCP
sites. Soil gas monitoring indicated widespread
contamination at Area 1 sites.

E & E soil sampling revealed extremely high con-
centrations of organics, particularly PCBs, in
surficial soils at Site G.

December 1986 G & H completed report on investigation at Site
0. Report outlined the extent of groundvater
contamination attributable to the former sludge
lagoons.

Nay 1987 USEPA emergency response investigation led to the
construction of a fence around Site G, restrict-
ing access to the site. The fenct vas con-
structed by Monsanto under the supervision of
USEPA.

October 1987 E & E completed field investigations at the DCP
sitts.

March 1988 E & E submitted first draft of SI report for IEPA
reviev.

It must be noted that this chronology is not a complete list of
activities at the DCP sites. An attempt was aade to highlight signi-
ficant investigation activities or occurrences at the sites, while
omitting routine inspections and other less significant activities.

2.6.3 Historical Site Ownership
In order to develop a more accurate picture of the history of waste

disposal activities at the DCP sites, a historical property search was
conducted to determine the ownership of sites at the time disposal
activities were occurring. Sites for which file material contained
sufficient information on owners/operators were not researched. The
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historical property starch vas focused around the Dead Creek area sites,
including Sites G, H, I, and K. Disposal operations at these sites
predated the enactaent of regulatory controls, and as a result, no
records are available concerning the ovner/operator of the sites. Due
to the large number of transactions for several properties, many records
vere incomplete or missing for certain dates of interest. Hovever,
property ownership in the period relevant to disposal activity vas
obtained for each of the sites in question. A summary of property
ownership of the DCP sites relative to disposal operations is presented
in Table 2-1.

2.7 WASTE CHARACTERIZATION
The majority of the DCP sites vere used for the disposal of both

general refuse and industrial vastes. Since many of the sites have been
inactive for 15 years or acre, a comprehensive list of vastes accepted
at the sites is not available. Monsanto submitted inventories of vaste
material disposed of at Site R to IEPA on tvo occasions. These inven-
tories are the only detailed listings of vaste types for the DCP sites.
Because Monsanto has a file policy to destroy records older than 5
years, complete information concerning vaste types and volumes is not
available. Vaste treatment sludge vas disposed of in the lagoons at
Site 0. Due to the nature of the influent to the Sauget Vaste Vater
Treatment Plant (over 90Z from area industries, vith Monsanto being the
largest single contributor), and the long history of contaminated
effluent from the plant, it is likely that the sludge at Site 0
contained «any of the same vaste types listed on the inventories for
Site R. Site P vas a solid vaste disposal facility permitted by the
IEPA to accept only nonchemical vaste from Monsanto. However, several
IEPA inspection reports indicate that chemical vastes vere disposed of
at Site P. On on* occasion, Monsanto vas required to remove
approximately 25 metal containers labeled phosphorus pentasulfide from
the site. Site P also received a supplemental permit to accept metal-
bearing filter cake waste from Edwin Cooper, Inc. (now Ethyl Corp.).
Site Q also reportedly accepted chemical wastes, although no specific
information is available concerning waste characteristics.

BBSUM000092



L9-Z

a

S

•

S

n
m

I

e

8

I
m

S

.

" "

S 5 S § I
i * i i
S S i* w5 M «i «*

U f f if*
ii i i !•£
Ij | | |||
x • •• > Jf 5 S

"• * III
=" = It
1* * W **

- s 8 -
£
„
J

5? 7 r : * ? ?• f f 5 ?
* i ' • , 5 P £ : s
5 * i 7 e n H • p o: i i -• i | E{|
If £ S S * n ••«

" f S ^ n t • « < • * .
S o • o c e n " s» e • n c »» r> n
n • a • — r • •
f - 5 n • n

! ' f
oo

« » • • « » « » % • • ;e • M „ • « • < » eI : f t : 4 ^ 4 ?Is. ; s J s sB»~ - • r> f <
r, - ~ «; - < < K
*» • n • • •- • e • • •
9 t* • ** •* On e o n »

n

eo

• **

ff
f Mn

*?i ;t ^
w »
J 4

r

8

f
?

ee
n•»

,

|

;
M

8
H

§
M

8
8
g
o
e
»M
H

H

0

!I

•4
r
•
iwi



i
f««
3

••
u

I

;
to

M

to
ft

I
-•«
*•

• -24*

H• o
o T?

• f
to ••: *
• to

:*
**

»
• -*
2 2

8
uil• a• u

X -•
M •: 8f sa i

9u
8

to

I

S

.
u

. 8
|

I

2

s
2

.

u
Q

• •
- to - - -
•» to *• X «•

2 f 2 2 2
M to M M •
« » — » i

4«

J
5 ;

^
•« •

2 «yd a
to U

i I5 5
: i - !r s «
& M ' tf

• s !
2 * 2 ! S: 2 1 1 2

-

i.
• f
M

• u
• •* w 7* • u* to u -M: s r il\\ e
I P" ii =li i
•« •« ^
A M , A
8 f» «

• •

• » a «

^

^
2
<«•

i

i
u

_. \
to •

\ I
\ !
V to

• _•
2 U

to «

8 2«•

f 2: i
to U

* Sii i3 ̂  :•- _• •
•• to

M M Lis !
:

w
3 8
to W

1 U

-:1»:H
j [
to

• •
to ft*

£ ii^i!
• U

to

S 8

] 8
*• u

il
wjl

! 1M • •<•

I |;
H to •

iH

•••

S
M

4*
«

to
•*
>

«

|
•u
M

•
Uto
]

2-68 RBNUM000094



Although very little information is available concerning the
characteristics of waste material disposed of at the majority of the DCP
sites, previous investigations and sampling have identified a vide
variety of chemical compounds at the sites. Notifications vere also
submitted to the USEPA. These documents contain information on general
vaste types (e.g., organic, inorganic) and volumes, for several of the
DCP sites, including Sites H, I, 0, Q, and R. A partial list of vaste
types identified at the various project sites vas prepared to highlight
the similarity of vaste types found at the different sites (see Table
2-2). The list is not a comprehensive catalog of all compounds
identified at the sites.

2.8 PREVIOUS INVESTIGATIONS
As discussed previously in this report, site histories and previous

investigations have been described in detail in a report titled
"Description of Current Situation at the Dead Cre«k Project Sites" (see-
Appendix A). Although the Sauget area has been extensively studied,
several of the project sites had not been studied previously. These
include Sites H, J, K, and N (Site H vas identified, but not
specifically investigated, in the investigation outlined belov).

As a result of several incidents involving contaminants in Dead
Creek (CS-B), IEPA initiated a hydrogeologic investigation in 1980 to
determine the source of contamination in the creek. The investigation
included detailed sampling of the creek sediments and surface vater,
installing and sampling 12 monitoring veils, and drilling borings to
characterize subsurface soils. The investigation revealed significant
and videspread contamination in and around the northern portion of Dead
Creek, and identified the present Area 1 sites as likely sources of
groundvater contamination. The results of this investigation vere
presented in a report (St. John 1981) and are synopsized in the report
in Appendix A.

In 1983, IEPA and a private consultant (Envlrodyne Engineers, Inc.)
conducted a joint investigation in an area to the north of the former
sludge lagoons at Site 0. This Investigation vas performed as a result
of previous sampling conducted in the area by IEPA which shoved high
concentrations of PCBs in surficial soils. This investigation included
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collecting 33 surface and subsurface soil samples, vhich vere subse-
quently analyzed for PCBs and 2,3,7,8-tecrachlorodibenzo-p-dioxin
(2,3,7,8-TCDD). The results of this analysis samples showed significant
PCS and 2,3,7,8-TCDD contamination throughout the area, and led to the
removal and containment of approximately 2,800 cubic yards of contam-
inated soil. The results of this investigation are also included the
report in Appendix A.

Also in 1983, USEPA Field Investigation Tea* (FIT) with E & E as
the consultant conducted a subsurface investigation in the northern
portion of Site Q as a result of an incident in vhich buried drums vere
unearthed during excavation activity. The study included a systematic
geophysical investigation, followed by a drilling and sampling program
to investigate possible subsurface contamination. The geophysical
investigation identified the probable limits of landfilling and burial
zones of relatively large concentrations of iron-bearing materials such
as drums or car bodies. The drilling/sampling program consisted of
drilling 18 test borings through the landfill, and collecting 35 soil
samples for full priority pollutant analysis. The results of the
investigation shoved that 63 of the 112 organic compounds on the
priority pollutant list vere present in the subsurface samples. Tventy
organic compounds vere detected at concentrations exceeding 100 parts
per million (ppm). In addition, 2,3,7,8-TCDD vas detected in tvo
samples. The investigation confirmed the presence of organic
contaminants throughout the northern portion of Site 0, and substanti-
ated reports of chemical vaste disposal at the site. Results and data
for this investigation can also be found in Appendix A.

In 1983, Monsanto retained G & M to conduct a hydrogeological
investigation at several Monsanto properties, including Site R. The
investigation included the installation and sampling of approximately 60
monitoring veils* a soil boring investigation, hydraulic conductivity
testing, and vater level measurements. G & M also did extensive file
research on past groundvater use in the area. The G & M investigation
delineated groundvater flow regimes and identified source areas of
groundvater contamination. Using the data obtained during field
investigations, G 4 M estimated contaminant loading to the Mississippi
River at an average rate of 77 pounds per day of organics (Geraghty &
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Miller 1986). G & M concluded that this loading is insignificant due to
the dilution of constituents upon discharge to the river. G & M's
procedures, results, and conclusions were presented in a report
previously submitted to IEPA (Geraghty & Miller 1986).

G & M vas also retained by the Sauget Sanitary Development and
Research Association (SSDRA) in 1984 to perform an assessment of
groundvater conditions at Site 0. The investigation included the
installation and sampling of 14 monitoring veils, collecting groundvater
measurements, and drilling 12 soil borings. This investigation vas
conducted concurrently vlth the investigation of Monsanto property,
which vas described above. G & M identified tvo source areas that have
impacted groundvater quality at Site 0. The areas identified include
the former sludge lagoons and an unlined pit located to the northeast of
the lagoons. G & M also concluded that source areas to the east of the
SSDRA property are probably contributing factors for groundvater contam-
ination found at the site. The results of the G & M investigation on
the SSDRA property vere discussed in a report vhich vas also submitted
to IEPA (Geraghty & Miller 1986a).

Although E & E and IEPA do not necessarily agree vith all of
G & M's findings, the investigations indicate that both Site 0 and Site
R have contributed to some degree to the contamination of various media
in the Sauget area.

In addition to the investigations described above, IEPA and USEPA
have collected samples from several of the DCP sites on numerous occa-
sions. Sample results and other data obtained from these events are
presented in the current situation report, vhich is attached as
Appendix A.
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3. REMEDIAL INVESTIGATION PROCEDURES

3.1 INTRODUCTION
This section presents the purpose, nethods, and procedures of the

DC? field activities, as outlined in the revised scope of vork proposal
subedited to the IEPA in August 1986. These field activities included
geophysical investigations, soil gas Monitoring, surface vater and sedi-
•ent sampling, surface and subsurface soil sampling, installation of
•onitoring veils, hydraulic conductivity testing, infiltration testing,
groundvater sampling, and air sampling. E 6 E developed a Vork Plan,
Sampling Plan, and Quality Assurance Project Plan (QAPP), based on the
original scope of vork proposed by IEPA, in Nay 1986. These documents
vere supplemented vith a proposal for a revised scope of vork (submitted
to IBPA in August 1986), vhieh served as an addendum to the tfork Plan;
an addendum to the QAPP describing air sampling methods and analytical
procedures; and a site-specific Health and Safety Plan. The proeedurts
for all field investigations vere governed by the QAPP and the addendum
for air sampling. Geophysical surveys vere conducted in October and
December 1983. The remaining field investigations vere conducted during
the period from October 1986 to October 1987. All fieldvork vas per-
formed by B & B personnel or subcontractors under the direct supervision
of E & B.

3.2 GEOPHYSICAL SU1VETS
Geophysical surveys, including aagnetometry and electromagnetics

(EM), vere conducted at DCP Sites G, H, L, and a portion of Site J
during October 1985. Geophysical survey procedure* vere governed by a
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•ini-QAPP and Work Plan, submitted to IEPA in October 1983. Investi-
gations at Sit* G replaced those originally scheduled for the surface
disposal area at Site J, because a visual inspection of the surface
disposal area at Site J indicated unfavorable conditions for a aag-
netonetry survey. The area was covered vith aetal-bearing slag and
foundry sands, vhich would have prevented developing an accurate
representation of subsurface conditions at the site. The originally
proposed surveys at Site I were also not completed due to access
restrictions imposed by Cerro Copper Products.

3.2.1 Electromagnetics Survey
The purpose of the EM study was to characterize subsurface aateri-

als and identify contaminant plumes at the sites surveyed. The EM
technique measures the electrical conductivity of subsurface soils,
rock, and groundwater. Subsurface conductivities are dependent on
several factors, including soil moisture concent, the thickness of soil
and rock layers, and the presence of dissolved ions or other chemicals.
Many contaminants will produce an increase in free ion concentration
when introduced to soil or groundwater systems. An increase or decrease
over background conductivity can reveal the presence of contaminants in
soils and/or groundwater.

A Geonics Limited Model EM-34 EN conductivity meter was used for
the surveys. The EM technique consists of inducing an electromagnetic
current between two coils attached by a cable of a specific length. The
transmitter coil generates a primary electromagnetic field, which passes
through subsurface materials, generating a secondary electromagnetic
field that is recorded in the receiver coil. The secondary magnetic
field produces an output voltage which correlates to subsurface
conductivity. Sampling depth of the EM meter is varied by changing the
coil spacing and the orientation of the coils (e.g., a larger distance
between coils allows for deeper penetration of the induced magnetic
field).

EM surveys were conducted at Sites G, B, L, and J. Survey grids
were laid out at each site using a compass and tap* measure. Grid
spacing varied, depending on the dimensions of the) area being surveyed.
At Sit* Bt coil spacing* of 10 and 20 Mt«rt, corresponding to nominal
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sampling depths of 13 and 30 «eters, respectively, vere used. The
remaining sites were surveyed using 10-eeter coil spacing. Both hori-
zontal and vertical coil orientations, allowing increased resolution of
sounding points, were used at all sites surveyed. The EM leter vas
calibrated in background areas prior to conducting the surveys at each
site.

3.2.2 Magnetoaetry Survey
The purpose of the eagnetonetry survey vas to locate possible areas

of ferrous Materials such as buried steel drums, which vould in turn
enable «ore efficient placement of soil borings and aonitoring v«lls.
The aagnetoaetry principle is based on eeasuring the intensity of the
earth's magnetic field. The presence of ferrous Materials creates local
variations in the intensity of the magnetic field, allowing the
detection of such materials as steel drums. The magnetic response
measured by a magnetometer is proportional to the mass of ferrous
materials, and is also related to the distance to the material, the
degree of degradation (corrosion) of the material, and the orientation
of the material.

The magnetometry survey vas subcontracted to Technos, Inc., of
Miami, Florida. Technos used a fluxgate gradiometer magnetometer (MAG)
with continuous measurement capability. This aystea provides a detailed
search over the entire length of a grid line, and allows operation in
areas vhere other magnetometer systems would fall due to surface "noise"
(such as fences or other ferrous materials on the surface). This is
possible because the sensors on the MAG minimise the presence of objects
on the horison while maintaining full sensitivity for buried objects.

MAG surveys were conducted at Sites G, B, L, and J. Survey grids
were laid out at each site in similar fashion to those used for the EM
work. The NAG was calibrated in background areas prior to the field
surveys at each site. The unit consisted of two vertical fluxgate
sensors which provided vertical gradient measurement of the magnetic
field with a maximum sensitivity of 0.3 gammas per foot. Data from the
MAG were continuously recorded on a strip chart recorder along each
survey line, and reference marks were made om the chart for mapping
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purposes. Ttchnos submitted a rtport, describing the proctdurts and
results of the survey, to E & E in December 1985.

The results of both geophysical surveys are discussed in Section
4.1.1 of this report.

3.3 SOIL GAS SURVEY
Previous investigations at the DC? sites shoved the presence of a

vide range of organic contaminants in various media (soil, groundvater)
throughout the project area. Several volatile organic compounds (VOCs)
were among the contaminants previously detected at the sites. Due to
the areal extent of contamination found in the DCP area, a soil gas
survey was conducted to identify significantly contaminated areas (using
volatile organics as an indicator), identify the boundaries of the
former excavations, and determine migration routes of contaminants. The
results of the surveys enabled the more efficient placement of soil
borings and monitoring veils. The survey vas conducted during October
and November 1986.

Because the distribution of contaminants at the Area 2 sites had
been fairly veil-documented, the soil gas survey vaa centered around the
Area 1 sites and the peripheral sites. A total of 96 locations were
sampled, includingi 12 locations at Site G, 12 at Site B, 16 at Site I,
12 at Site J, 8 at Site K, 10 at Site L, 6 at Site N, 8 at Site N, 3 in
CS-A, 6 in CS-B, and 3 in CS-C. Soil gas sample locations for the Area
1 sites (including CS-A and the northern portion of CS-B) are shovn in
Figure 3-1. Sample locations for Sites J and K are shovn in Figures 3-2
and 3-3, respectively, and sample locations for the southern portion of
CS-B, CS-C, Site M, and Site N are shovn in Figure 3-4.

Sampling locations at Sites G, H, and L were selected using the
grid systems previously developed for the geophysical investigations at
the sitea. The remaining sites vere sampled randomly, vith an initial
perimeter survey to locate "hot spots," followed by the selection of
additional locations radiating from these hot spots to determine the
areal extent of contamination at the sitea. Background data vaa col-
lected for each site at locations selected in the field. The background
data served aa a baseline for each site, and va* compared vith the re-
maining sample locations at each site.
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The primary equipment used for the soil gas survey consisted of
5/8-inch outside diameter (00) stainless steel veil points and rod
sections. The veil points vere 6 inches long, and had four narrov,
vertically oriented slots to permit gas flov into the point. Bach rod
section vas 2.5 feet long, and had a stainless steel threaded end to
allov flush connection to the veil points. This sampling assembly vas
driven into the ground to the desired sample depth using a special
cylindrical hammer. The above-ground end of the sampling assembly vas
fitted vith a Teflon ferrule reducer, vhich a1loved 1/4-inch inside
diameter (10) Teflon tubing to be attached directly to the veil point.
This tubing enabled the soil gas to be drawn from the veil point
directly to an analyser. A Poxboro Corporation organic vapor analyzer
(OVA) Model-128 vas used to drav and analyze the samples. The OVA has a
pumping rate of approximately 2 liters per minute, vhich vas found to be
sufficient to drav samples from shallov depths. Por analytical
purposes, the OVA utilises the principle of hydrogen flame ionization to
detect and measure organic vapors.

Sampling vas performed by initially driving each veil point to a
depth of 3 feet, and attaching the Teflon connector and tubing. This
assembly vas then allowed to equilibrate for several minutes. Polloving
equilibration, vadose zone air vas vithdravn from the veil point by the
OVA air pump, and analyzed (vith the instrument in the survey mode) for
total VOCs using the OVA detector system. If the air pump on the OVA
vas stressed (indicating veil point blockage), Grade 0 or B compressed
air vas blown through the sampling assembly to clear the veil point. If
organic vapors were detected, the OVA probe warn left attached to the
tubing until a concentration peak was achieved. After collecting an
initial reading, the) sampling assembly was again allowed to equilibrate.
A replicate analysis was then performed at each location to verify OVA
reading*.

In addition to background and replicate analysis, two other pro-
cedures were followed to maintain quality assurance of the soil gas
data. The first procedure involved using an activated carbon filter,
attached to the OVA probe, to check for the presence of methane. The
second procedure consisted of collecting a vadose zone air sample in a
gas sampling bag using a method slightly modified from that described

3-9
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above, and running a aOr« detailed analysis of the sample with a bench-
top gas chroutograph (GC). This procedure was used primarily as a
confidence check for the survey procedure described above. Analysis of
the gas bag samples was United to peak identification on the GC strip
chart. A total of six samples was collected and analyzed using this
procedure.

Results of the soil gas survey are presented and discussed in
Section 4.2.1 of this report.

3.4 SURFACE WATER AND SEDIMENT SAMPLING
Surface vater and sediment samples were collected from Dead Creek

and Site M for the purpose of determining the distribution of contami-
nants in these areaj. Thirteen surface vater samples, including three-
quality control (QC) samples, were collected during the investigation.
Samples vere collected from upstream and dovnstreaa locations in Creek.
Sectors A, B, C, and D, and from two locations in Site M. Tventy-thre*
sediment samples, including four QC samples, vere collected. Sediment
samples vere collected from tvo separate depth intervals at upstream and
downstream locations in Creek Sectors A, B, C, and D, and from three
locations at Site M. Eight additional sediment samples, including tvo
field QC samples, vere collected from CS-B (3 samples), CS-C (2), and
CS-A (1) for dioxin analysis.

The date* of collection and locations of the surface vater and
sediment samples are listed in Table 3-1, and sample locations are shovn
in Figure 3-3. Except for those samples collected for dioxin analysis,
all samples vere submitted to E & E's Analytical Services Center (ASC)
in Cheektovaga, Nev York, for analysis of all Hazardous Substance List
(BSL) compounds, plua metals and cyanide (see Table 3-2). Dioxin
analysis va* performed by Envirodyne Engineers, Inc. (EEI) in St. Louis,
Missouri. All surface vater and sediment samples vere collected during
the veek of November 3, 1986.

Surface vater samples vere collected using vide-mouth glass jars,
dedicated for each sample location in order to minimise cross-
contamination. The jar vas initially dipped into the creek and rinsed
three times at each sample location. The jar vaa than used to transfer
the sample into 1/2-gallon glass bottles, 40-mL glass vials, and 1-liter
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Table 1-1

SUMACS MATM AMD SEDIMENT SAMTLC LOCATIONS

Sanpl*

SO-01-
SO-02*
SO-15*
SO-B**
SO-17"

•o-o* •
so-ot*
SO-11*
•0-11
10-14
SO- 1 5
SO- It
10-17
•0-11
BO- If
SO- 21
SO- 21
•0-22
•0-21
•0-24
•0-25
S0-2t
SO-27
SO- 20
SO-2»

Oat*

11-S-l*
U-S-B<
11-S-M
11-S-M
11-S-M
11-5-0*
ll-5-0«
11-5-Ot
ll-5-*t
11-5-Ot
11-5-1*
11-5-Ot
11-5-Ot
11-5-0*
11-5-0*
11-5-1*
11-5-1*
11-5-1*
11-5-1*
11-5-1*
11-5-1*
11-5-1*
11-5-1*
11-5-0*
11-5-0*

Location of Sanpla

CS-B. 411' Soutk of Not co Bid*.
CS-B. Adj. Mortk ond Notco Bldf.
CS-B. 150' Mortk of Juditk Lana
CS-B. 151* Hoctk of Juditk Lane
CS-C. 25- Mortk of Cakokia St.
CS-C, 25' Noitk of Cakokia St.
CS-O, 15* Soutk of Cakokia St.
field Blank
CS-B. Adj. Mortk end Netco Old*.
CS-B. Adj. BJottk ond Metro Bld«.
Sito N - At cut-tkrougk
Sito N - Mortkoaat cocnor
Sit* N - Hortk central
CS-B, Adj. Mortk ond Metro Bid*.
CS-B. 150- Mortk of Juditk Lane
CS-B. 151* Hertk of Juditk Lane
CS-C. 25* Soutk of Juditk Lane
CS-C. 25- Soutk of Juditk Lane
CS-C, 15- Bortk of Cakokia St.
CS-C, 15' Mortk of Cakokia St.
CS-O, 15* Soutk of Cakokia St.
CS-O. 15- Soutk of Cakokia St.
CS-O, 25* Soutk of Binder St.
CS-D. 25' Soutk of Binder St.
rield Blank

Depth |ft)

0-0.5
1-0.5
0-0.5
0-0.5
0-0.5
0-0.5
0-0.5

0-0.5
2-1

0-0.5
0-1.5
0-0.5
0-1.5
0-1.5.
1.5-2
0-0.5 •
2-2.5 •
0-0.5
2-2.5
0-0.5
1.5-2
0-0.5
1.5-2

Connonta

•tronq odor, oily
• trono. odor, oily

duplicate of SD-OS

blank toil
• troao. odor, oily

blank soil
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Table J-2

OHOMKC ADD IlfOMJUflC FAJtAHBTtlU LIST

Seal volatile*

2 , 4 ,<-trlcalorophonol
p-chloro-a-creael
2-ehloropheaol
2 . 4-diehlorophenol
2,4-dlMtltylpheaol
2-nitrophenel
4-nitrephenel
:.4-dlnltrophenol
4 . f-dinlt ro-2-ewthylpaenol
pentachlorophenol
phenol
bencoie acid
2-aethylphenel
]-a*thylpa«ael
4-aethylpheaol
2.4. S-t richloropAoaol
•cenaphtheae
benaldlae
1.2. 4-t rlchlerebeaseae
heiaeblereb«aiea«
heiaehlereethaae
bit* 2-«hlereethyl I ether
-chlareaapathaleae
. 2-dlchlerob«aieae
. 3-dichloreb«naeae
. 4-dlchlorob«nteae
. 3'-dlcblorobeaildlao
. 4-dlaitrotolueae
. (-dlaitretolueae

•••i volatile* (Coat.)

bia(2-etbylheiyl)phthalate
beacyl butyl phthalate
di-a-btityl phthalate
di-n-eetyl phthaiate
diethyl pathalate
dlMtayl phthalate
beaie ( a I anthracene
b«aieia Ipyreae
beaielbXluoraathene
beaie) k ) f lueraathene
chryaene
aceaapathylena
anthracene
beaie (e .h.iiperyleae
f luereae
paeaaatbrene
dlaeiase ( a , h » anth raceae
lad««e (1. 2, )-e.d Ipyreae
pyreae
aaaliaa
beacyl alcohol
4-chlereaailla«
dik*at«<«raa
2-**taylaapthaleae
2-nitreaailiae
4-«ltroaalllBe

Volatllea
aereleia

galatilea (Coat.)

ethylbeaieae
a*tayl«a« chloride
chleroMthaao
brea*a«thaae
breacfora
broavdichloreotethane
chloredibrea«a«t)taae
tetracalereethene
toluene
trlchleroethene
vlayl chloride
acetoae
2-butaaeae
carbea dlaulfide
2-heiaaeae
4-ae>thyl-2-p*ataaeae
•tyreao
vlayl acetate
tyleae*

>e»tictde*/»C»a

aldrla
dleldria
cblerdaao
4, 4 '-DOT
4, 4 '-ON
4,4'-DOO
alpaa-eadeaulfaa

Inortanio

aluaiaua
chraaiua
bariua
be ry Hi via
cobalt
copper
iron
nickel
MBfaaeae
boron
vaaadlua
araeate
aatiaony
aeleaiua
thalllua
•ereury
tla
eadaUuai
lead
cyaaide-

fluoraatheae
4-ehloropheayl phony1

•eryleaitrll*
b«a««a«
e«rb«a t*tr>ebl«rld«

bin 2-chloroethe»y laetbaae

heiachlorocyclep«atadleae
liophoroae
naphthalene
nltr«b«naene
ll-altro«odlphenylaaiae
fl-nitroaediprepylaaiaa

1 , 2-dlebl«r»«t»4ta«
1.1. 1-t rieal*r»«tli«a«
1 . l-«U«al*ce*tb«a*
1.1. 2-trleal«r*«tb«a«
1.1,2. 2-t«tra«ai*c*«tb*a«

ea4e«yl(«a foliate
eadrla
oadrla al4oayde
hoptaebler
hoyt««aler op«ildo
• IplM-MK
beta-MC

l-«al«r*«tbyliriayl etaar
ekl*r«(«rm

trta«-l,2-41cbl«fo«tb«a«

traaa-t , )~dlcfel*r«pr*p«a«
ei«-l . )-dlcal*r«prep«a*
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plastic bottles. The temperature, pfl, and specific conductivity of the
vater was eeasured in the field.

Surface sediment samples vere collected using stainless steel
coring tools. In order to minimize cross-contamination between sample
locations, a dedicated coring tool vas used at each location. Samples
were cored from the surface to a depth of 6 inches, and then transferred
to 8-ounce wide-mouth glass jars. Subsurface sediment samples vere
collected using a hand-held bucket auger and stainless steel utensils.
The bucket auger vas used to core a hole to the desired sample depth,
and a sample vas collected. A core vas then removed from the center of
the bucket, and transferred to sample jars using the stainless utensils.
The bucket auger vas decontaminated betveen sample locations using the-
following procedure:

e Scrub with brushes in trlsodium phosphate solution,
e Rinse with delonised vater,
e Rinse vith acetone,
e Rinse vith hexane,
e Rinse vith acetone, and
e Rinse vith deionized vater.

Quality assurance/quality control procedures (QA/OC) for the
sampling vere governed by the project QAPP. Surface vater and sediment
blank and duplicate sample* vere submitted as directed in the QAPP.
Chain-of-custody and record-keeping procedures vere also followed as
described in the QAPP.

The analytical results for surface vater and sediment samples are
presented and discussed ia Section 4.2.2 of this report.

3.5 SUXfACI SOIL SAMPLING
Although the original scope of work called for surface soil

sampling at several of the OCP sites, initial site visits and a review
of available file material Indicated that surficial wastes vere probably
present only at Sites 6 and J. For this reason, surface soil samples
vere collected only at Sites 6 and J, as outlined in the proposal to
implement a revised scope of vork, submitted to IIPA in August 1986.

3-13
RENUM000113



The purpose of the surface soil sampling vas to characterize vaste
types present and define the overall extent of surface contamination at
the sites. Forty-eight surface soil saeplts, including seven QC
saaples, were collected and submitted to the ASC for analysis. Sampling
vas conducted during the veek of November 10, 1986.

A grid with 50-foot intervals vas staked out at Site G prior to
saaple collection. This grid vas constructed using a coapass and tape
•easures. A total of 74 sampling points, or grid sections, were
saapled. The grid pattern used for surface soil sampling at Site G is
shown in Figure 3-6. Grid sections vere saapled by collecting three
subsasiples frosj each section, and compositing the subsaaples in order to
provide a representative sastple for each grid section. Subsaaples vere
collected using a dedicated stainless steel coring tool for each grid
section. Coapositlng vas done by thoroughly eixing subsasiples in
stainless steel bowls prior to placement in 8-ounce jars. Dedicated
stainless steel tools vere used to «ix and transfer the saaples. The 74
saaplas were then screened in the field using the procedure described
below. The field screening procedure was used to reduce the nuaber of
saaples requiring detailed laboratory analysis. Following the field
screening, a total of 39 saaples, plus six QC saaples, was selected for
analysis of BSL compounds as well as eetals and cyanide (see Table 3-2).
A suaaary of surface soil saaple locations selected for analysis froa
Site G is presented in Table 3-3.

In addition to the surface soil sampling described above for Site
G, two additional composite saaples vere collected for dioxin analysis.
One saaple was collected fro* a ridge in the southern portion of the
site (grid sections 13 through F3) along which several corroded druas
vere observed, and the) second saaple was coaposlted froa areas around
two oily pita in the northwest corner of the site (grid sections A7, A8,
B6, 17, B8). The saaples were collected and coaposited in the saae
fashion as described above.

Three surface soil saaples, including one field QC saaple, were
collected froa Site J. One saaple was collected froa the surface dis-
posal area northeast of the foundry buildings, and the other saaple was
collected iaaodiately southeast of a large pit in the southeast corner
of the property. Saaples were collected to a depth of 6 inches below

3-16
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T«bl. 3-1

SUXPACI SOIL SAJtfLC LOCATION

Stufl*
»u«*«r

Si-01
JS-OJ
SI-03
SI-04
SS-OS
SS-04
SS-OT
SS-OI
SS-0*
SS-10

si-u
ss-u
SJ-13
SS-14
JS-1J
JS-1«
SS-17

SI-11
Sl-lf
JS-JO
SI-21
SI-22
II- 21
IS- 14
SI-2S
si-2«
SI-27
SI-21
SS-2f
SS-10
si- 11
SS-12
SI-11
SI-14
SI-IS
SI-14
SI-17
SI-11
IS- It
SI-40
SI-41
SI-42
•1-41

D*t*

S*aitl*d

ll-10-««
U-10-M
11-11-M
11-11-M
11-11-M
11-11-44
li-U-4*
11-11-44
11-11-1*
Ll-11-4*
11-11-4*
11-11-44
11-11-M
11-11-44
ll-ll-«
U-il-44
11-11-K
11-ll-M
11-11-M
11-11-M
11-11-44
11-11-4*
11-11-4*
11-11-M
11-11-44
11-11-M
11-11-44
11-11-M
11-11-M
11-ll-M
ll-ll-««
11-11-M
ll-D-44
11-12-44
11-1J-47
11-12-47
ll-U-«7
ll-U-47
11-12-47
11-1J-47
11-11-47
11-12-47
ll-U-47

S«>fil« LaotioB Ca^Mati

Sit*
Sit*
Sit*
sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
Sit*
lit*
lit*
Sit*
Sit*
Sit*
sit*
Sit*
Sit*
lit*
Sit*
Sit*
lit*

a.
a.
a.
a.
a.
a.
a.
a.
a.
a.
a.
a.
«,
a.
a.
a.
a.
a.
a.
«.
a.
a.
a.
a.
a.
a.
«.
a.
«.
a.
a.
a.
a.
a.
a.
a.
a.
a.
a.
a.
a.
a.
a.

arid ci
arid 91
arid 12
arid 12
arid H2
arid H2 dupiie«(* or ss-o»
arid 12
arid J2
arid AJ
arid ii
arid Cl
arid 01
arid IJ
arid PI
arid ai
arid 91 dufllett* at SS-IS
arid ill
arid A4
arid 14
arid 04
arid 04
arid 14
arid P4
arid 94
arid a4 dufllett* •« SI-24
arid 14
arid 14
arid J4
arid AS
arid is
arid IS dnplieat* at SS-JO
arid cs
arid os
arid IS
arid PS
arid as
arid us
arid A«
arid •<
arid e*
arid 04
arid P*
arid 17
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Tabl* J-J (Cent.)

Oat*
Location

SS-44

SS-4S

SS-4<

SS-47

SS-4S

U-1J-K

11-11-K

11-11-M

U-1J-M
U-IJ-M

ri*ld Hank*
field Hank*
Sit* J. iouta*a*t of fit
Sit* J, turfae* dli*«ial area
Sit* J, lurfae* dlap«aal ar*a

• laak ion
llaak aatl

duplicate of SS-47

• field blanks eonii*t*d of tall fro» aa undl«turb«d ar*a la a baekcrouad loeatloa to th* oaat
of th* er*]*ct ac**.

Soureo: feolofy aad Ia*trea**at. tae. IfM.
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ground surface using dedicated stainless steel coring tools.
As discussed above, a field analytical screening procedure vts em-

ployed to reduce the number of samples requiring detailed laboratory
analysis. This procedure consisted of initially placing a saall amount
(approximately 3 to 5 tablespoons) of sample from the composite sample
container into a gas vashing bottle. The material in the gas washing
bottle vas then heated to a temperature of approximately 180* P. An
OVA vas subsequently connected to the gas vashing bottle vith Teflon
tubing, and measurements vere collected (vith the OVA in the survey
mode) at 30-second intervals until a concentration peak vas achieved.
An activated charcoal filter vas attached to the OVA probe to check for
the presence of methane. Prior to collecting readings from the gas
vashing bottle, background interference vas accounted for by zeroing the
OVA readout using the calibration adjust knob. Betveen uses, the gas
vashing bottles vere cleaned using brushes and a trisodium phosphate
solution, and dried using 0-quality compressed air.

Surface soil sampling procedures, QA/QC, and subsequent chemical
analysis vere governed by the QAPP and sampling plan developed for the
project. The submittal of blank and duplicate samples, chain-of-custody
procedures, and record-keeping procedures vere folloved as described in
the QAPP.

The analytical results of the surface soil sampling investigation
are presented and discussed in Section 4.2.3 of this report.

3.6 HTDROGIOLOGXC INVESTIGATION
The primary objective of the hydrogeologic investigation vas to

provide a preliminary database for evaluating the groundvater quality,
subsurface soil conditions, and groundvater flov regime at the OCP
sites. Field investigation tasks consisted of subsurface soil sampling,
monitoring veil installation, veil development, hydraulic conductivity
(slug) testing of selected veils, and water level measurements. The
drilling and installation of veils vas subcontracted to Pox Drilling,
Inc., of Itasca, Illinois, and vas performed during the period December
11, 1986 to March 3, 1987. Slug tests vere conducted by I & I personnel
on Hay 11 through 13, 1987. Vater level data vere also collected by
B & I personnel on March 26, Hay 12, and October 1, 1987.



The follovinf sections detail procedures utilized during the hydro-
geologic Investigation.

3.6.1 Subsurface Drilling and Stapling
Seventy-one soil borings were drilled to evaluate the hydrogeologic

conditions at the DCP sites. These sites included: Sites G, H, I, and L
in Area 1; Sites 0, Q, and R in Area 2; and peripheral sites J, K, N,
and P. Honitoring veils vere installed in 35 of these borings in Areas
1 and 2. The locations of soil borings and Monitoring veils are shovn
on Figures 3-7 through 3-12. Soil borings vere numbered vith the letter
of the site at vhich the boring vas drilled, folloved by a number in-
dicating the sequence of drilling. Borings that developed into
•onltoring veils vere also designated vith an "BE" (indicating an
B 6 E-drilled veil) folloved by a number indicating the sequential order
of veil installation. Some UFA veils in Area 1 vere replaced during
this investigation. Original designations for these veils vere retained
and the prefix "BE" vas added to the number of each veil replaced.

Soil borings ranged in depth from 14 to SO feet. In general,
borings vere advanced through the surficial fine-grained silt, clay, and
silty sand deposits until the silt-free, fine- to medium-grained sands
of the lover Cahokia/upper Henry formations vere encountered. All
monitoring veils vere screened in this material, typically at a depth of
10 to 20 feet belov the vater table. Table 3-4 lists the depths of all
soil borings and monitoring veils completed during this investigation.
Soil borings vhich vere not developed into monitoring veils vere
tremie-grouted to the surface using a bentonite/cement grout. In
borings that extended belov vaste materials, that portion of the boring
belov the vaste vas plugged vith a thick bentonite slurry and/or
bentonite grout prior to retracting the auger vhich vas used as
temporary casing. Vhen voids in the vaste zone prevented grouting to
the surface* drill cuttings, silica sand, and grout vere used to
backfill the boring. In addition, a 3- to 5-foot cement plug vas
installed in soil borings to prevent surface run-off from infiltrating
the boring. Drill cuttings and drilling mud* that remained at the
completion of drilling vere drummed for future disposal.
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Tlbl* 3-4

*>«• AHD ocrn*

Borin.j/w«ll
Xu after

Jlt» 0
01
02/11-05
03/tC-ll
04/CC-4100
OS
OO/M-4107
07
Ot
0*
11-41 01
(1-4102
CI-4103
KC-4104

Jlt« H
HI
K7/CC-01
MJ/CC-02
H4
HS
R<
H7

HI/CC-03
Hf/CI-04
tC-410«
JC-4110

5tt« t
Il/CC-12
12
13
I4/CC-13
IS/CC-14
If
i7/tc-i)
II/CC-4112
I»/CC-14
110
111
I12/CC-20

Oit» of
CeofUotioa

01/12/07
01/14/07
01/20/07
01/27/07
01/27/07
02/23/07
02/24/07
02/24/07
02/24/07
02/2S/07
02/20/07
02/20/07
02/2S/07

12/10/00
Ol/OS/07
01/041/07
01/07/07
01/00/07
01/07/07
01/00/07
01/00/07
01/13/07
01/92/07
12/10/00

01/20/07
01/20/07
01/30/07
01/20/07
01/10/07
02/02/07
02/91/07
02/91/07
02/94/07
02/94/07
02/01/07
01/11/17

Oorinf
0«pta (ft)

20
2S
2S
2S
20
30

27. S
30

17.8
22. S
22

23. S
24

SO
3)
21
SO

27.)
SO
SO
3)
2)
30
21

34.)
40
30

J7.J
30

32.)
32.)
2«
31
30

30.)
2*

Clcv.tioa of
"•ll icr««a Octtoa

0»Ptn (ft) out)

«A M
23 300.00
21 304.4)
21 303. S3
"A MA
2« 377. SS
"A KA
•A «A
«A HA

2J-) 307.34
21.) 300.30
21.) 300.10
24 30J.07

"A BA

11 173.))
21 104.00
"A MA
HA u

"A (A
•A M

1» 177.11
21 300.31
2t 377.20
11 304.00

14.) 174.14
«A RA
HA BA

27. S 101.07
1« 171.30
HA KA
2» 370.00
2< 3)0.00
13 371.01
HA HA
HA HA
1* 301.00

Cl*v«tlon «t
rote*
IHSLI

.

HA-
411.34
40».0]
407.17

HA
400.47

HA
HA
HA

412.1)
400.10
400.74
400. M

HA

400.14
401. »1

HA
HA
HA
HA

411.47
411.24
407.21
400.00

400. U
HA
HA

400.7*
410. »S

HA
400.41
407.47
400. <)

HA
HA

411.41
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TtbU 1-4 (Coat.)

BorinoyWoll

itto L
LI
L2
LJ
L4/CC-410f

Slto 0
Ol/Cf-21
02/11-22
01
04
05
04/11-13
07/11-24
00/II-2S
ot
010

Jtto Q
Ql/If-0*
02/K-07
Ql/M-00
0.4/fI-O*
QS/fl-10
a«/ft-l7
Q7/IE-10
00/BE-lf

Jlto »
ri
f2
ri
M
rs

5it» J
Ji
J2
Jl

RI
K2
•3

D«t» of

12/11/1*
12/12/1*
12/12/0*
12/l«/.«

92/l«/»7
02/17/«7
02/17/07
02/17/07
02/17/07
02/K/07
02/1>/07
02/24/07
02/2C/07
02/2«/*7

01/11/17
31/20/07
01/21/07
01/21/07
01/22/07
02/0«/07
92/OV07
02/10/07

02/11/07
02/11/07
02/11/07
02/12/»7
02/12/«7

12/17/0*
12/17/0*
12/17/i*

12/K/O*
01/12/07
01/22/07

•orinf
Depth i ft 1

20
20
20
2S

30
35
20
20
20
35
33
IS
20
14

11. S
11

10.S
31
31
41

43. S
41

IS
4*
10
IS
IS

20
35
25

20
20
20

*•!!
Dopttl Ift)

RA
RA
RA

22.5

2*
31
HA
RA
RA

11. S
11
11
RA
RA

11
17.5

1*
11

32. S
43
43

42. S

M
RA
RA
•A
RA

RA
RA
IU

RA
RA
RA

Elovotion of
lercon lottva

(ML)

RA
RA
RA

30S.27

377. «*
3*1.77

RA
RA
RA

174. M
177.00
17$. fl

RA
•A

30*. 22
3*1.15
1*2.00
110.10
104. CO
nt.oo
17S.20
170.12

RA
RA
RA
RA
RA

RA
RA
RA

RA
RA
RA

—————— —— — —————

(lovttton it
TOIC*
IIUU

RA
HA»
HA^

400.71

40*. 11
41*. 11

HA-
HA
HA

410.04
411.0*
410.43

HA-
RA-

421.11
421.31
421.14
415.40
411.40
421.0*
411.54
421.22

RA
RA
RA
HA
HA

HA

RA
RA

RA
RA
RA
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Tiblo J-« (Coat.)

Sorln«/WoU 0«to of
Coaputloa

•or in*
Dopta (ft) Oopth (ftl

TOIC Top of ionor caiia*.
RA Hot ipplleaklo.

loureot fcolo«y •»< laviro

novation of
Seroon lottoa

IIUL)

llovitioa tt
TOIC*
(HID

t. inc. lilt.
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Soil borings vere drilled using 3 3/4-inch 10 hollov-stM augers.
Vhtn heaving sands vert encountered or vhen drilling below vaste rotary
vash methods, using water fro« the Town of Cahokia municipal system and
bentonite, were also employed to complete the borings. In these
situations, the hollow-stesi auger served as the temporary casing through
which the rotary drilling was conducted. Split-spoon samples at 2.5- or
5-foot intervals were collected at all boring locations. Samples were
obtained by driving a 2-inch 00 standard split-spoon sampler (ASTM
D1586) with a 140-pound weight, free-falling 30 inches. The driving
resistance was recorded for each 6-inch increment sampled with the
split-spoon sampler. Blow counts are recorded on the boring logs in
Appendix B.

After opening the split-spoon, the samples were screened with a
phocolonization meter (HNu) for volatile organic compounds, and readings
were recorded in a logbook. A visual description of each sample was
recorded on field boring logs by the project geologist. The description
included the texture, density, structure, color, mineralogy, moisture
content, and thickness of layers, as well as the depth to the water
table.

The entire contents of each split-spoon sample was retained and
placed in laboratory-cleaned 32-ounee glass jars. To facilitate future
sample screening and compositing, field samples from two consecutive
split-spoon intervals vere stored together in each 32-ounce jar (e.g.,
samples from the 1- to 2.S-foot and 3.5- to S-foot intervals were
combined in one 32-ounce jar). The sample jars were suitably boxed,
marked, and labeled with the date, boring number, and depth of each
sample within the jar. Immediately following the completion of each
boring, samples vere screened for organic compounds using an OVA and the
screening methodology described in Section 3.5. Following screening,
depth intervals from each boring were selected for compositing and
chemical analysis, baaed on screening results and visual observation of
samples. Table 3-5 shovs the locations and depths of composite samples.
With the exception of samples P1-S3 and P2-54, all samples vere com-
posited from depth interval samples collected from within a single
boring. In sample PI-33, samples from the 0- to 10-foot depth interval
in borings P-l, P-2, P-3, and P-4 vere composited; in sample P2-54,



T«bU J-S

SUBflUlPACI JOIL SMtfU bOCATXOM

S*apl*
Hu>b«r

Site o
01-2<
31-27
OB-2*
32-10
32-11
31-11

3B-14
04-33
04-J4
33-17
34-47
34-41
37-41
04-70
Ot-71

Site H
HI-14
HI-13
H2-14
HI-17
HI-10
H4-1*
RB-20
H9-21
HC-22
H7-21
KI-24
H9-20

Sit* I
11-14
12-1*
11-44
19-41
19-43
14-41
IB-44
17-49
17-4*
17-47
I (-44
If-4f
114-94
111-91
111-43

Date

01/13/07
01/13/07
01/14/07
01/14/07
01/14/07
01/2</07
01/2C/07
01/27/07
01/27/07
01/27/07
02/23/07
03/34/07
03/34/07
03/24/07
03/34/07

12/10/04
12/14/4*
01/09/07
01/04/07
01/44/07
01/04/07
01/47/47
01/07/47
01/00/07
01/04/47
01/0*/47
01/11/47

^

41/17/47
41/24/47
01/34/07
01/14/47
01/14/47
03/43/47
43/41/47
43/43/47
93/41/47
43/41/47
43/44/47
43/44/47
43/44/47
03/44/07
03/49/47

U»e«tion Iborinf i

01
01

32
02
01

04
04
09
0*

97
04
0»

HI
•1
H2
•I
•1
•4

•9
•4
H7
•4
•9

11
12
II
19
19
14

17
17
17
19
If

X14
111
111

D«pth ( f t l

0-10
10-20

3-19
3-19

10-20

9-20
3-20
3-13

20-10

10-29
10-20
19-40

19-29
19-94
9-24

10-20
10-24
14-29

0-14
14-94
19-44
9-19

19-29

Can tntt

4-10
9-39
9-19

9-27.9
20-17.3

10-29

1.9-12.9
11.9-22.9
11.9-22.9

4-24
21-1*
19-14
4-34

34-14

• lit
• ••4
••il blank
fill
4uylle«t« of 32-10
el«y *•!•• (ill
•ail bleak
el«y «ad i«B4
du*lie«t» »t 34-J9

b«l*v
• •11 blMk

v«lt«
•••t*

•Ilty •••*
duplicate •( HI-17

••il
(ill

(b«akfr«ua4 (or thl* depth)

«r tal* d«fth)

fill ••« vait*
fill aatf oait*
f i l l and clay

••il
fill
«••* b«l«v (in
««pli««t« •< 17-44
•••t*

•M4] b*l«V «••!•

•M41 •*!«•
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Tabla )-» (Caat.)

SlBpla

(tuatoar

I12-J7
I12-JO

»ita L
LI-01
(.1-0 a
L2-OJ
LI-04
L4-0*
L4-10

«ita J
Jl-11
J2-1.2
J3-U

lit* «
Rl-OI
K2-29
KJ-32

»ita H
•1-09
W2-04
(It-07

Jit* •
P1-9J

F2-94

F9-99
M-94

lit* o
01-94
02-40
01-41
04-41
09-41
09-44
Oi-49
04-44
0»-7J
0»-71
010-74
010-79

Data

02/13/17
02/13/17

12/12/04
12/12/04
12/12/04
12/12/04
12/17/04
12/17/04

12/17/04
12/17/04
12/17/04

12/14/04
01/12/0?
01/22/07

12/19/04
12/19/04
12/14/04

02/11/0?

02/11/0?

02/X2/I?
01/11/97

02/14/07
01/17/07
01/17/17
01/17/07
OJ/17/17
01/17/17
01/10/07
92/10/0?
01/14/07
02/20/07
01/14/07
02/14/07

Saapla
Location (borlaf)

112
112

—
LI
L2
LJ
L4
L4

Jl
J2
J3

Kl
K2
K)

•1
•2
—

n, ri.
ri. M
n. ft.
M. »4

»9
rs

01
01
01
04
09
09
—
04
0»
oo
010
010

Saaol*
Depth (ft)

3-12
10-27

—
9-10
9-19
9-19

10-20
10-20

10-20
19-29
0-10

0-10
0-10

10-20

0-10
9-19
—

0-10

29-19

10-19
10-19

19-19
20-10
10-20
0-10
0-20
0-20
—

19-29
0-10
19-20
9-1*

10-1 S

COOMB ti

• »«l <b«ekfr«uitd far ttiu
• ••41 (baekfrauad far thu

toll bluik
illt
fill ••« nit
fill IB4I lilt

iilty •••«
duylletta at L4-0»

(••tfy «Ht
•••4
fill

fill
fill
el«y «B4 iaad balaw fill

tilt
tilt t land b«lav fill
••11 blaak

daath)
dapth )

fill Icaaf>aalta4 aeraca barlaat)

ia*4l b«law fill (eaao>aaitad
••taaa kvriafa)
fill
tfv»licata af »9-»9

•aad (backfrauad far thii
• aad
allty »a»d
tlud^a aad land
taad
4Hialic«ta af O9-41
tail blaak
••lU
fill
italaad aaa4
tl«4f«
ataiaad a«a4

dapthl

Oa«raat I«ala4jr , lac. 1900.
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saaplas froa tha 25- to 35-foot intarval vara coapositad froa tha saaa
four borings. This vas dona bacausa of tha liaitad nuabar of staples
schadulad for Sita P and tha dasira to hava chaaical data for a vldar
portion of tha sita.

Dapth intarval saaplas vara coapositad in tha folloving aannar:

a Tha antira portion of aaeh dapth intarval to ba coapositad vas
thoroughly aixad in a claan stainlass staal bovl using a stain-
lass staal tablaspoon.

a Natarial vas choppad, aixad, and stirrad until it vas raasonably
hoaoganous.

a A stainlass staal tablaspoon vas usad to transfar tha aatarial
to tha appropriata saapla containars. A claan stainlaas staal
tablaspoon vas dadicatad for aatarials for aaeh coapoaita.

a Saapla jars vara saalad, labalad, and paekagad for shipaant as
spacifiad in tha projaet QAPP.

QA/QC saaplas ineludad ona duplicata saapla for avary 10 fiald
saaplas and a blank soil saapla for aaeh shipaant to tha laboratory.
Blank soil saaplas vara collactad froa soils takan froa an undisturbad
araa aast of Araa 1 sitas. All saaplas vara shippad to tha ASC, and
analyxad for the paraaatars listed in Table 3-2.

3.6.2 Monitoring gall Construction
All aoaitoriag vails vare constructed froa 2-inch ID threaded,

flush-jointed 304 stainless steel veil casing. Casings tarainatad in a
continuous vire-vound vail screen vith a slot size of 0.010 inches.
Sereens vara also constructed froa 304 stainless steel. A 5-foot screen
length vas usad at each veil. A stainless steel plug vas velded to the
bottoa of aaeh seraan. Stainless steel vas chosen because of its gener-
al inartnass to ehaaical attack and poor sorptive properties in the
presence of chlorinated organic coapounds.
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In most cases, the veil screens were surrounded by a natural sand
pack that collapsed around the screen after augers vere raised or
drilling fluid was removed. The depth to the sand pack vas checked with
a weighted tape to ensure that the annular space around the screen vas
properly filled. Vhen formation collapse did not occur or did not cover
the screen, a clean silica sand vas placed in the annulus to complete
the sand pack. Sand packs vere extended to at least 2 f««t above the
top of the screen. A minimum 2-foot-thick bentonite pellet seal vas
then placed around the veil casings above the sand pack. The remainder
of the annulus vas then tremie-grouted to the surface vith a
bentonite/cement slurry.

To complete the veil installations, 4-inch ID round, locking steel
protective casings vere placed around the veil casings and embedded in
the grout. Concrete plugs vere placed around the protective casings at
the ground surface to prevent storm runoff from entering the borehole.
Specific veil construction details for each veil are presented in the
boring logs in Appendix B. After installation, all veils vere not
disturbed for a minimum of 3 days before being developed. This period
alloved sufficient time for the bentonite veil seal to svell and the
grout to set before development began.

3.6.3 Monitoring Veil Development
An air-lift method vas used to develop each veil. In this method,

a 1/4-inch ID air line vas taped to the outside of 3/4-inch 10 flush-
jointed PVC pipe of sufficient length to reach the bottom of the veils.
The submerged end of the air line vas bent and inserted into the open
end of the PVC pip* so as to direct the flov of air up into the pipe and
not into the formation surrounding the screen. As pressurized Grade 0
air vaa applied to the air line, water vas lifted inside the PVC pipe
and discharged by vay of a T-fitting at the surface to a 55-gallon drum.
Water vas pumped from, the veils until a minimum of 15 veil volumes vere
removed or until the discharged vater vas relatively clear and free of
fina sand or silt-sixed particles. All development equipment, including
the PVC pipe and air line, vas steam-cleaned betveen each vail to pre-
vent cross-contamination.
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3.6.4 Dacontaaination
Prior to th« aobilization of the drill rig on tach site, the rig

and all aaaociatad drilling equipaent vere thoroughly cltantd vith a hot
vattr pressure vaah systea. All tools and equipaent vere steaa-cleaned
betveen borings to prevent cross-contaaination. Monitoring veil
casings and scraana vtra also steaa-cleaned prior to installation.
During drilling, tha split-spoon saapler vaa claanad batvaan usaa by
scrubbing vith bruahaa in a trisodiua phosphata solution folloved by
rinaaa of deionized vatar, diluta acttona, diluta hexane, diluta
acetone, and a final daionizad vatar rinaa. Spant daeontaaination
fluida vara containarizad in a 55-gallon drua.

3.6.5 Aquifer Meaaureaents

3.6.3.1 Vatar Laval Maaauraaanta
Vatar levels vara aaaaurad in navly inatailed aonitoring veils on

March 26, Hay 12, and October 1, 1987. On October 1, a select nuaber of
Monsanto Cheaical Co. valla and piaxoaaters vara alao aaaaurad at Site
R. A chalked, graduated stainleaa steal tape vaa used for each
aeaauraaent. Readings vara accurate to 0.01 foot. Maaauraaents vere
alao recorded on March 26 and October 1 for pool elevations in the tvo
ponda vhich conatitute CS-A at Site I. Vater levels in the northern
half of CS-B vare insufficient to aaaaura on all three aeaauraaant
dataa. Daily readings of tha Mississippi River stage vere alao obtained
for the period January 1 to Noveaber 1, 1987, froa the COB Market Street
gauge.

All aonitoring veil aaaaureaenta vare recorded froa the topa of the
inner caainga (TOIC) inside the protective caainga. Tha aaaauring tape
vaa cleaned betveen each veil vith deionized vater to prevent cross-
contaaination. All vatar levels vere recorded within a 24-hour period
on each aaaaurea«nt data.

Vatar level data vara converted to elevationa above aaan sea level
(MSL) baaed oa a surrey of veils conducted by K 6 E on March 4 and 5,
1987. All elevationa vera referenced to benchaarks eatabliahed by
Surdex Corporation during tha topographic aapping of OCP aitaa.

Vater level data ara reported in Section 4.1.3.3.
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3.6.5.2 Hydraulic Conductivity Tests
Slug ttsts vere performed on Hay 11, 12, and 13, 1987, to determine

the in-situ hydraulic conductivity of aquifer materials at IS repre-
sentative monitoring veils. These included EE-G101 and EE-G102 at Site
G; EE-03, EE-04, and EE-G110 at Site H; EE-13, EE-15, and EE-G112 at
Site I; 11-21, EE-24, and EE-25 at Site 0; and EE-06, EE-08, EE-09, and
EE-17 at Site Q.

In this test, a water tight cylinder (slug), consisting of a 1-inch
10, 5-foot-long PVC pipe filled with silica sand and attached to a
stainless steel cable, vas inserted into the veil and positioned belov
the vater table. By inserting the slug, a knovn volume of vater vas
displaced, thereby raising the vater level in the veil. After the vater
level had returned and stabilised at its initial static level, the slug
vas suddenly removed from the veil. By removing this knovn volume, the
vater level vas depressed belov the static level and the test vas
alloved to begin. The vater level vas then measured at a sequence of
0.2-, 1-, and 5-second intervals until it returned to the static level.
An Enviro-Labs DL-120 pressure transducer and field printer vere used to
measure and record changes in head versus elapsed time.

Field test data vas analyzed using the Bvorslev (1951) method. In
this analysis, it is assumed that the aquifer is unconfined, the veil is
of small diameter, and the length of the screen is small compared vith
the length of the veil. A regression technique vas used to determine a
best fit approximation for the field test data. The equation for the
best fit line vas thea used to determine the basic time lag, vhich in
turn vas used to compute the hydraulic conductivity (K).

Because slug tests yield conductivity values for only a small
portion of the aquifer immediately around the veil screen, a large
number of tests verm conducted within the study area in order to esti-
mate the hydraulic conductivity of the aquifer (in this case the upper
portion) as a vnole.

Results of the slug tests are reported in Section 4.1.3.3.

3.6.6 Infiltration Testing
A Soil Test TM Hodel 422-500, double ring-infiltrometer vas used to

determine the infiltration rate of surficial soils at sites G, H, 0, and
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Q. Two locations in the fill material at Sitt H vtrt tested on June 20,
1987. On July 14, 1987, one test vas conducted on the clayey cover
material of lagoon 13 at Site 0. At Site G, tvo tests v«re conducted on
July 20, 1987. The first test location vas in an undisturbed portion of
the site near soil boring Gl. The second test vas located in a fill
area in the vicinity of boring G5. One test vas also conducted at Site
Q on July 20, 1987, near boring Q7/EE-18.

Test procedures were in accordance with ASTN standard 03382-75. In
this method, tvo open cylinders (12- and 24-inch diameter), one inside
the other, are driven into the ground and partially filled vith vater
vhich is then Maintained at a constant level. The volume of vater added
to aaintain the vater level is the eeasure of the voliuM of vater that
Infiltrates the soil. The volume infiltrated during timed intervals is
converted to an infiltration velocity expressed in inches per hour. The
max!BUB infiltration velocity is equivalent to the infiltration rate.

The ASTN standard indicates that many factors affect the infil-
tration rate, e.g., the soil structure, the condition of surface soils,
soil Moisture content, the chemical and physical nature of the soil and
of the applied vater, the head of applied vater, and the temperature of
the vater. The ASTH also indicates that rates determined by ponding of
large areas are considered the aost reliable MIhod of determining in-
filtration rates, but that, because of the high cost of this method, the
infiltrometer-ring method is more feasible economically. Because of the
number of aforementioned variables and the fact that tests made at the
same site are not likely to give identical results, the rates determined
by this method verm used for comparative purposes only.

The results and a discussion of the infiltration testing are
presented in Saction 4.1.4.

3.7 GKXJNDVaTtm SAMPLING
A single round of groundvater samples vas collected from all DCP

monitoring veils during the weeks of March 16 and March 23, 1987. In
addition to the monitoring veils, four residential veils and one active
industrial veil (Clayton Chemical Company) vere sampled. The purpose of
the groundvater sampling vas to provide site-specific and area-vide
groundvater quality data, identify contaminants present at the DC?
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sites, and determine the extent and location of contaminated plumes.
Fifty-six groundvater samples, including ten field QC samples, were
collected. Sampling procedures, record-keeping requirements, QA/QC, and
subsequent chemical analysis were governed by the QAPP and sampling plan
developed for the project. Table 3-6 lists the locations of all ground-
vater samples collected. Sample locations for the Area 1 and Area 2
sites are shovn in Figures 3-13 and 3-14, respectively. Private veil
sample locations are shovn in Figure 3-15.

During the groundvater sampling, sample bottles from three moni-
toring veils (EE-G102, EE-21, and EE-23) vere broken prior to analysis.
Veil EE-21 is the background veil for Site 0. QC guidelines for HRS
scoring stipulate that background data must be collected for each media
sampled, in order to provide a comparison betveen "natural" conditions
and conditions resulting from site activities. Because the background
sample for Site 0 vas lost, resampling of all veils on the site vas
necessary. A replacement sample for veil EE-G102 near Dead Creek vas
also collected. All replacement samples vere collected on July 14,
1987.

All groundvater samples vere submitted to the ASC for analysis of
HSL organics as veil as metals and cyanide (see Table 3-2). Temper-
ature, pB, and specific conductivity measurements vere also recorded in
the field for each sample.

Groundvater sample results are presented and discussed in Section
4.2.5 of this report.

3.7.1 Sampling Equipment
Dedicated 1 1/4-inch ID bottom-filling stainless steel bailers and

stainless steel cables vere used to purge monitoring veils and collect
groundvater samples. During veil purging and sampling, bailer cables
vere directed into plastic-lined wash tubs in order to prevent contact
vith the ground surface. Samples from private veils, vith one ex-
ception, vere collected from outside taps. The exception (GV-55) vas
collected from a residential veil constructed of 1-inch ID steel casing
vith a fixed elbov at the surface. This veil vas sampled using a
Hesterflex sampling pump vith Tygon tubing.
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TtbU j-<

SHOUirDM&TIK SMtfLt LOCATIOHS

Ituabar

OW-Ol
OW-02
UW-03
aw-04
3W-OS
SW-04
aw-07
ow-oi
«w-o»
ow-io
OW-ll
<n»-i2
OV-ll
9W-14
4W-1S
9W-14
OW-17
4W-14
<JW-U
aw-20
OW-21
<n*-22
OW-21
OW-24
4W-2S
OW-14
OW-27
OW-24
4W-29

4W-10
OW-ll
aw- 3 2
4M-11
4W-14
4W-19
ow-14
4W-17
4W-14
4W-1»
4W-40
414-41
4W-41
OW-41
4W-44
4V-4S

,:z.<
3-14-47
3-14-47
3-14-47
3-14-47
3-14-47
3-14-47
3-14-47
3-14-47
3-14-47
3-17-47
3-17-47
1-17-47
1-17-47
1-17-47
1-17-47
1-17-47
1-17-47
1-14-47
1-14-47
1-14-47
1-10-47
1-14-47
3-21-47
3-21-47
3-21-47
1-21-47
1-21-17
1-21-07
3-21-47
1-21-47
1-21-07
1-14-47
1-14-47
1-14-47
1-24-47
1-24-07
1-14-47
1-24-47
1-14-47
1-14-47
1-14-47
1-24-47
1-24-47
1-1S-47
1-2S-47

Saopl* Loeatloa Caaaaat*

Slta g, wall (t-04
Sit* g. wall ft-07
Slta g. Wall (1-09
Slta g. Wall (t-10
Slta g. Wall tt-17 lackaraund wall-Sit* Q
Slta g. Wall (1-04
Slta g. Wall ll-lf
Slta g. Wall fl-lt DUBlleit* •( OW-07
Slta g, Wall (1-14
Slta •. wall (1-01
Slta H. wall (1-02
Slta •. Wall It-01
Slta •. wall It-44 Mektra«atf wall-Sit* •
Slta 4. wall It-4101
CS-4. wall It-4101
CS-4. Wall (t-4104

llaak watar Oataaliad vatar bleak
Slta L. Wall (1-4100 Sackfrauad vall-Slta L
Slta 4. wall (t-4107
Slta 4, wall It-4107 OUflleata a« OW-l»
Slta 4. wall It-OS
•l*ak watar Oalaaltad vatar blank
Slta I. Wall It-11
Slta I. Wall n-12
Slta 1. wall 11-4111
Slta t. wall It-14
Slta I. Wall It-lS
Slta I. wall It-14
Slta I, wall It-11 OWBllcata or ow-24
•laak watar Dalanliad watar blank
Slta I, wall It-24 •aekcreuad wall-sita I
Slta 4. wall It-11
Slta 4, wall It-4104
Slta 4. wall It-4102
•lank watar Oalaniiad vatar blink
Slta «. wall It-4110
Slta L. Wall !!-410»
Slta 0. wall Ct-21 lackaraun* wall-Sit* o
Slta 0. wall It-21
Sit* 0. wall lt-2)
Slta 0, wall It-24
Sit* 0. wall It- 2 4 Owftllccta at 4W-41
Sit* o, wall tt-lS
lit* t. wall r-1
Sit* I, Wall S-24A
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Tibl* 3-4 (Coat.I

Nuaber Jaael* Location Cooamiti

(3W-4*
5W-47

SW-44
OW-4»
3W-SO
ow-si
OW-32
3W-S3
OW-34
SW-SS
OM-34
OW-34A*
OW-ltA«
9W-4.0A*
OW-41A*
OW-43A*
«»-»7
(JW-14A*

3-2S-47
3-2S-47
3-2S-47
3-25-47
3-2S-47
3-23-47
3-24-47
3-24-47
3-24-47
3-24-47
3-24-47
7-14-47
7-14-47
7-14-47
7-14-47
7-14-47
7-14-47
7-14-47

Site R. Well >-7
Sit* R. Well B-24A
Site R. Well 4-24A
Sit* R. Well I-23A
Sit* R. Well F-ll
•laak water
Wrifht roaidoaco
Settle* reildeac*
Schaiidt reaideace
He Dona Id reaideace
Claytoa Cheaical well
Site 0. Well CC-21
Site 0. Well CI-22
Site 0. Well tl-23
Site 0, Well It-24
Sit* 0. wall 11-23
•leak water
Site 9, well 11-4102

Duplicate of ow-47

Deieaited water blank
100 Judith Laae
102 Judith Lane
104 Judith Laae
10* Judith Lane

Oeiealied water blaak

• RoplacoMat *aa*)la*. Oriaiaal laaiilea ow-34. OW-40. tad «»-34 were net able ta be aaalyied
be«auae ia>pl* bettlea vere broke*. All wella at Sit* O were reaaayied, a* we* well tl-4102.

fourco: tealoey and taviroaaeat. Inc. 1*44.
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3.7.2 Veil Evacuation
Prior to collecting groundvattr sampIts, the static water Itvel in

«ach monitoring veil vas measured to determine the volume of water in
each well. After calculating the volume of water stored in each casing,
veils vere purged using stainless steel bailers. A minimum of three
well volumes was purged from each monitoring well. Samples were col-
lected immediately after purging at each well.

Residential wells were purged by allowing outside taps to flow for
approximately 5 minutes prior to sample collection. The well sampled
with the Masterflex pump was also purged for approximately 5 minutes.
Because the well at Clayton Chemical is pumped on a regular basis, the
tap was allowed to flov for approximately 3 minutes in order to accli-
mate the tap line plumbing.

3.7.3 Decontamination
Stainless steel bailers purchased for the groundwater sampling were

thoroughly cleaned off-site prior to use to remove any contamination
resulting from the manufacturing process. Bailers were cleaned using
the decontamination procedure described in Section 3.4 of this report.
The procedure includes scrubbing in a trisodium phosphate solution, a
triple solvent rinse, and tvo deionized water rinses. After cleaning
and drying, bailers were wrapped in aluminum foil for transport to the
field, and kept wrapped until their use. Replacement samples were
collected using the same bailers as used initially for each well. The
same decontamination procedure was used prior to collecting the re-
placement samples.

3.7.4 Sample Filtering and Preservation
Groundvater samples collected for metals analysis were filtered in

the field prior to submittal to the laboratory. The filtering procedure
consisted of using a Masterflex pump to drav a sample into a filter as-
sembly containing Teflon screens and a 0.45-micron filter. Samples were
pumped through this assembly into clean 1-liter plastic sample bottles.
After filtering, samples vere preserved with nitric acid and iced in the
shipping container.
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Vhenevar possible, visually cl««n samples and blanks v«re filtered
before oily or dirty samples. Between samples, deionized water vas run
through the filter assembly and tubing in order to avoid cross-contami-
nation. If exceptionally dirty or oily samples vere encountered, filter
tubing vas replaced prior to filtering another sample.

As stated above, samples analyzed for metals vere preserved vith
nitric acid. Samples submitted for cyanide analysis vere preserved vith
sodium hydroxide. All samples analyzed for organic parameters were
cooled vith ice prior to shipment, as vere the samples for metals and
cyanide analysis. Sample bottles were labeled and placed in plastic
bags to avoid contamination from the varmiculite used as packing
material. Custody seals vere placed on the lids of each sample bottle
and on the lids of the ice chests used for shipment.

QA/OC for the sampling vere governed by the project QAPP.
Chain-of-custody and record-keeping procedures as described in the QAPP
vere also followed.

The analytical results for groundvater samples are presented and
discussed in Section 4.2.5 of this report.

3.8 AIR SAMPLING
Air sampling vas conducted at tvo OCP aggregate site areas (Area 1

and Area 2) in order to increase the possibility of qualifying sites for
inclusion on the USBPA NFL. Sampling procedures, QA/QC, and subsequent
chemical analysis vere governed by an addendum to the project QAPP,
submitted to IEPA in March 1987. Air samples vere collected during the
veeits of July 13 and July 20, 1987.

3.8.1 Monitoring Strategy and Design
Previous investigations in the OCP area had indicated the presence

of a vide variety of contaminants in several media. For this reason, an
air sampling strategy vas developed to address a vide range of chemicals
rather than focusing on a single class, or group, of compounds. The
sampling program vas also designed to address both volatilization of
contaminants and contaminants bound to airborne particulatea. USBPA QC
requirements for scoring an air release using the HIS model are very
stringent. A detailed •sampling approach, resulting in quantified data,
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vas necessary to meet the requirements. The OCP air stapling strategy
vas designed to satisfy all QC requirements for HRS scoring and provide
source identification and quantified data concerning the nature and ex-
tent of air contaaination at the sites sampled.

As described in the QAPP addendum, air samples vere collected at
"worst-case" sites in order to maximize the potential for detecting
airborne contaminants. Area 1 sites where air samples vere collected
included Dead Creek (CS-B) and Site 6. Area 2 sites sampled included
Sites 0 and R. The QAPP addendum also specified additional
site-specific sampling, if necessary, to meet HRS requirements. The HRS
aodel is currently undergoing revision, and because its final form is
uncertain, additional sampling vould have been of little value, and
therefore vas not conducted.

The air sampling investigation consisted of recording meteor-
ological data, such as vind speed and direction, and collecting air
samples with both modified high-volume samplers and lover-volume
personal sampling pumps. The high-volume sampler vas equipped vith a
paniculate filter, and a glass sampling cartridge loaded vith poly-
urethane foam (PDF) and Florisil granular sorbents assembled in series.
Air samples vere also collected using lover flov rates on activated
charcoal and PUP sample tubes vith the personal sampling pumps. For
each area sampled, high-volume stations vere located at one upvind
background location, and four dovnvlnd locations. One duplicate
(collocated) station vas also placed in a dovnvlnd location. Low-flov
pumps vere run at five locations corresponding to the high-volume
stations.

A total of 132 air samples, including 40 field QC samples, vere
collected during the investigation. At each high volume station,
samples verm collected at 12-hour intervals over a 2-day period. Three
samples vere collected per station, resulting in 30 air samples plus six
duplicate* for each area sampled (Site G/CS-B and Sites Q/R). In ad-
dition, six field blanks vere submitted for each area. At each lov-
volume station, samples vere collected at 8-hour intervals over a 2-day
period. Tvo samples vere collected per station, resulting in 16 air
samples plus four duplicates for each area sampled. Pour field blanks
vere also submitted for the lov-volume sampling assembly for each area.
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Th« number of samples described here represents individual sample analy-
ses for tach samplt medium employed. For reporting purposes, each
sanple location was assigned a numerical designation, which represents
all sample media and analyses for each location. Sample locations for
Site G/CS-B and Sites 0/R are shovn in Figures 3-16 and 3-17, re-
spectively.

3.8.2 High-Volume Saapling Assembly
High-volume air samples were collected using a General Metals Works

(GHV) Model PS-1 air sampler. The PS-1 sampler contained a special
saapling assembly vhich held a 4-inch diameter glass fiber filter at the
inlet and a glass sampling cartridge in its lover cannister. The
sampling cartridge vas loaded vith PR grade Florisil sorbent, sandwiched
between two PUP plugs.

3.8.2.1 PUF/Plcrlsil Cartridges
Loaded sampling cartridges were prepared and precleaned at the ASC

prior to shipment to the field. Loaded cartridges consisted of two PUF
plugs, 50 am and 25 urn in length, and each 65 mm in diameter, sandwiched
around 25 «L of 16/30 mesh, PR grade Florisil sorbent. Prior to loading
the cartridges, the PUF plugs were cleaned by extracting with acetone
for 12 hours in a Soxhlet extractor, and drying under vacuum at room
temperature. Assembled cartridges were rinsed with hexane, acetone, and
water and dried in a desiccator. Prior to shipment, two assembled
cartridges were re-extracted, and the extracts were analysed as
laboratory blanks to ensure the adequacy of the cleanup procedure.
Cartridges were wrapped in aluminum foil and placed in individual,
padded samples jars for shipment.

3.8.2.2 Paniculate fibers
Whatman QUA glass fiber filters (4-inch diameter) were used to

collect particulate samples. As a OC procedure, three filters were
digested for metals analysis and three filters were extracted for PCS,
pesticide, and sealvolatile analysis prior to transport to the field.
Filters vere dried in a desiccator for 24 hours, weighed to 0.0001-gram
accuracy, and placed in individual labeled petri dishes for transport.
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3.8.2.3 Stapling Procedure
Prior to initiating sampling, the GMV PS-1 samplers vere calibrated

according to the procedures described in the QAPP addendum. An orifice
calibration unit, designed specifically for the PS-1 sampler, vas em-
ployed for calibration. The saaplers vere elevated in order to place
the sampling head at approximately 5 feet above ground surface, and
plastic sheeting vas placed on the ground in the immediate vicinity of
the samplers to avoid dust generation. Power vas supplied to the units
by gas-povered generators, vhich vere placed dovnvind of the samplers to
prevent sample contamination from the generators.

High-volume samples vere collected for a 12-hour period at a flov
rate of approximately 8 cubic feet per minute (cfm). Actual flov rates
vere calculated following the sampling period by incorporating meteor-
ological data, the volumetric flov derived from calibration of the
units, and elapsed sampling times. Calibration data and flov calcu-
lations are included in Appendix C of this report.

Motor failure occurred on the final day of sampling at Sites Q and
R at sample location DC-27. The motor vaj inspected in the field for
typical malfunctions such as brush vear, but it could not be repaired.
Because the motor failure occurred after only 2 hours of elapsed
sampling time, the sample vas not submitted for analysis.

Specific operating procedures vere followed as delineated in the
QAPP addendum. The PS-1 samplers and generators vere monitored at
1-hour interval* through the sampling period, and maintenance vas per-
formed as needed. Gloved hands and forceps vere uaed to install and
remove sample cartridges and filters. Meteorological data vere obtained
from the Bi-State Parks Airport, vhich is located less than 1 mile from
the areaa sampled. Meteorological data vere recorded at four intervals
during the sampling period, as vere Magnehelic gauge (theoretical flov)
readings.

4 field blank, including a filter and a loaded cartridge, vas
shipped to the ASC for each day of sampling. Field blanks vere exposed
to conditions at dovnvind locations without having air drawn through the
media. All record-keeping, packaging, and custody procedures were also
followed as described in the QAPP addendum.
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3.8.3 Lov-Volumt Sampling Assembly
Low volume air samplts were collected using Gilian Instrument

Corporation Model HFS 113UT sampling pumps and sorbent sampling tubes.
Both charcoal and PUF sorbent tubes vere used as sample collection
media. Specific flov rates for each sample tube vere achieved by using
a flov controller manifold.

3.8.3.1 Charcoal Sorbent Tubes
Supclco, Inc. (catalog number ORBO-32) charcoal sorbent tubes vere

used for the investigation. These consisted of 150 mg of activated
coconut charcoal, 20/40 mesh, arranged in front and back sections sepa-
rated by small PUP plugs. The charcoal tubes vere sealed by the manu-
facturer, and required no cleanup or preparation prior to use.

3.8.3.2 PUF Tubes
PUF sorbent tubes vere prepared and cleaned at the ASC. PUF was

initially cleaned using the procedure described in Section 3.8.2.1. PUF
plugs vere then cut into 7.5-cm lengths vith a diameter of approximately
22 mm, and loaded into 20 mm 10 by 20 cm borosilicate glass tubes dravn
dovn to a 7-mm open connection for attachment to the manifolds. PUF
tubes vere solvent-rinsed and dried in a desiccator, and then vrapped in
aluminum foil for transport to the field.

3.8.3.3 Sampling Procedure
Lov-volume sampling pumps and manifold assemblies vere calibrated

prior to sample collection using a standard rotometer (BUG calibrator).
Sampling tubes verm placed approximately 5.5 feet above the ground sur-
face adjacent to high-volume samplers. For each ares, sampled (Site
G/CS-8 and Sites 0/1), low-volume assemblies vere located in one upvind
background location and four dovnvlnd locations corresponding to high-
volume stations. Charcoal and PUF sorbent tubes vere placed in the flov
control manifold in a vertical position vith the sample inlets facing
dovnvard.

Samples vere collected for an 8-hour period, vith manifold inlets
set to flov rates of approximately 1 L/min for the PUF tubes, and ap-
proximately 100 mL/min for the charcoal tubes. Sample pumps vere moni-
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tored »t 1-hour intervals over the course of sampling.
At the end of the sampling period, the sampling assemblies vere

recalibrated to obtain final flow rates. Average flow rates and total
sample volumes vere calculated using initial and final flov rates from
the calibrations. Sample tubes vere capped immediately after the final
calibration, and placed in individual, labeled vrappings. Field blanks
vere submitted to the ASC for each day of sampling. All sample
handling, packaging, and custody procedures vere folloved as specified
in the QAPP addendum.

3.8.4 Sample Parameters
All air samples vere submitted to the ASC for analysis. Parti-

culate filters from the high-volume assembly vere quartered, with tvo
diagonally opposite quarters analyzed for metals, and the remaining
portions analyzed for PCBs, pesticides, and semivolatile organic com-
pounds (see Table 3-2). High-volume sampling cartridges (PUP/Florisil)
vere analyzed for PCBs, pesticides, and semivolatiles. The POT sorbent
tubes from the lov-volume assembly vere analyzed for semivolatile com-
pounds, and the charcoal sorbent tubes vere analyzed for volatile or-
ganic compounds.

Analytical data vere received from the ASC vith the results
reported in ug per sample medium (e.g., PUF cartridge, filter, etc.).
These results vere subsequently converted to a standard unit of ug/m
using final flov volume calculations for the high- and lov-volume
sampling assemblies. All flov data vere corrected to standard
temperature (77*P) and pressure (29.92 inches Bg). Plov volume
calculations and calibration data are included in Appendix C. A
breakdown of air samples and analyses is presented in Table 3-7.

The. extraction procedure employed for the semivolatile analysis of
high-volume PUF cartridges led to the formation of an alcohol vhich
caused column decomposition. Due to this problem, semivolatile analysis
of the PUP cartridges vas halted after samples DC-01 through DC-07.

Analytical procedures vere governed by the addendum to the project
QAPP. Blanks, replicates, and matrix spike samples vere analysed as
specified in tha QAPP addendum.
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Tabla 3-7

AI« JAKVLt UJCATIOM. KtDIA, SAKTU IfUKSCM, MID ANAtrSCS

Araa Callaetlon Hadlua laaplaa** Analyiia

Slta a/D*ad Craak alaaa flbar Pillar (1/21*
alaaa flbar Plltar (1/2)*
rur/Plariail
Sorb*at Tub* - PUT
farbant Tub* - Chares* 1

Sit* 0/Slta R (Uaaa Plbar Piltar 11/2)*
01*a» Plbar Piltar (1/2)*
pur/ri«ri»ii
Jorbant Tub* - PUT
Sarbvat Tub* - Charcoal

14 Natala
14 PCia. Paatleldaa. laaivalatllai
14 PCI*. Paatietdaa. la>i«*latilaa
12 SaaUvalatilaa
12 valattlaa

14 Natal*
14 PCla , Paatiexda*. Sa>tvolatil*a
14 PCBa , PaaCieidai. S**)ivolatilat
12 S**it*alatilaa
12 Valatilaa

• Plltcri v*r* cut Into «u*rt*r«. •tth dt«*an*ll/ opp««lt* <ru*rt«ri b*laf eo*fcln*d far
• nalytxi.

•• Th* nua»*r a( ••••lea llatad laeluda* tvo blank* and t«* duplicate* far aaeA eallaettan
••diuai Uitad.

seurca: teela«y aad tmfIt•••••!, Inc. Ifll.
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PHYSICAL AND CHEMICAL INVESTIGATION RESULTS AND DISCUSSION

4.1 PHYSICAL RESULTS AND DISCUSSION
This section presents the results of the geophysical and hydrogeo-

logic investigations conducted by E & E at the DCP sites. These
investigations were conducted to meet the site characterization ob-
jectives outlined in Section 1 of this report. Requirements for site
characterization included an evaluation of site-specific geologic
conditions, an assessment of the groundvater regime on a site-specific
and area-vide basis, and the delineation of contaminant sources and
their effects on the local environment.

The evaluation of the area is based on data obtained from the
electromagnetic (EM) and magnetometry surveys, subsurface drilling and
sampling, monitoring veil installation, and aquifer measurement tasks
described in Section 3. Investigation-derived data vere supplemented
with published reports from ISVS, ISGS, and IEPA.

4.1.1 Geophysical Surveys
A geophysical investigation, including flux-gate gradiometer

magnetometry in November 1985 and electro-magnetic induction (EM) in
December 1985, vaa completed at Sites G, H, J, and L. The results of
these surveys are as follovs:

Site C
The mmgttmtoaetry survey at Sit* G shoved that a m*j«r magnetic

anomaly area is present through most of the northern portion of the site
(see Figure 4-1). Several smaller anomalies vere found north of the
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large depression in the southwest corner of Site G. D*t* from survey
lines that vere extended into a cultivated field south of the fill area
showed no magnetic anomalies. The mounds in the northwest corner of the
site produced small anomalies at the surface and larger anomalies at
depth, indicating significant quantities of buried ferrous metals.

An EH survey was also conducted along the grid used for the
magnetonetry investigation. Results from shallow soundings (approxi-
mately 0-7.5 meters in depth) revealed three areas with relatively high-
intensity anomalies (see Figure 4-2). These include a 50-foot by
20-foot area in the northeast corner, a 150-foot by 100-foot area in the
east-central portion, and the entire mounded area along the west peri-
meter of the site. Deep soundings (approximately 10 to 15 meters in
depth) indicated a significant anomaly covers most of the northern
portion of the Site (see Figure 4-3). Three negative anomalies were
recorded in the center of the fill area, possibly Indicating higher,
off-scale instrument readings or the presence of significant quantities
of non-conductive material such as concrete. EM values were compared to
background readings of 5 to 50 millimhos recorded in the open field
immediately south of Site G. Elevated magnetometry and EN values cor-
relate with areas of waste disposal identified from historical aerial
photographs and subsequent on-site soil borings in which waste was
detected.

Site H
The results of the magnetometry survey indicate three large areas

with major magnetic anomalies and two smaller localized areas with low-
intensity anomalies (see Figure 4-4). All anomalies are large enough to
indicate burled drums or a large amount of other buried ferrous metal.
The southernmost large anomalous area correlated well with one of the
surface depressions observed at the site, while the other two large
areas partially correlated with depressions. This information, in
conjunction with historical photographs, indicates that all anomalous
areas are part of one large fill or disposal pit.

Further evaluation of Site B was done using EM along the grid
established for the magnetometry study. Various coil spaeings allowed
for three different depths of penetration. Results from shallow
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soundings at a 0 to 7.5-meter effective depth range (see Figure 4-5)
indicate three high-intensity anomalous areas which correlate with the
magnetic anomalies seen in the magnetome try survey. These anomalous
areas vere also seen in the results from intermediate soundings at a 5-
to 15-meter range (see Figure 4-6). In addition, three negative
anomalies vere noted near the north and central portions of the site.
These negative readings indicate areas of lover conductivity, and may be
attributable to relatively non-conductive contaminants (organics), or to
other materials such as concrete rubble or clay. Soundings at a 12- to
30-meter range (see Figure 4-7) shoved much lover conductivity readings
over the entire site. These findings indicate that disposal may have-
been generally limited to a depth of less than 13 meters.

Site J
The magnetonetry survey results indicated no significant anomalies

vithin the survey area described in Section 3.2. Several small
anomalies did appear, but these vere not large enough to indicate buried
drums. On-site observations suggest that these smaller anomalies may be
a result of buried slag or interference from steel castings and scrap
metals vhich are stored adjacent to the survey area.

An EM survey vas conducted using the same grid system used for the
magnetometry study. However, several survey points vere offset due to
physical limitations (coil spacings for the EM vere changed, depending
on desired penetration, thus necessitating offsets). Analysis of the CM
data for both horizontal and vertical dipoles (10-meter spacing) indi-
cate an elongated, elliptical-shaped anomaly southeast of the unlined
pit. This anomaly dissipates to the north and is probably attributable
to the stockpiled castings and scrap.

Site L
Results from the magnetometry study indicated a magnetic anomaly in

the southwest corner of the site. Another anomaly vas observed between
rows of heavy construction equipment parked in the area. Bovever, an
accurate assessment of the sise and actual magnitude of the anomalous
areas vas not possible. It is believed that these anomalies are the re-
sult of surface interference from the construction equipment.
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An EM survey vas conducted using different coil configurations to
obtain readings from various depths. Readings at Site L showed no
significant anomalies, although readings vere generally higher than
those obtained at a random check point in the cultivated field south of
the site. These higher readings probably occurred due to the presence
of cinders covering Site L but not the cultivated field. Shallow
soundings indicated a single anomaly vith the approximate dimensions of
150 feet by 100 feet in the southeast corner of Site L. Deeper instru-
ment penetration showed an anomaly at a similar location; however, the
size and magnitude of the readings were smaller than for the shallow
investigation. Values from both penetration depths, however, were in
the range expected for cinders and similar fill material (40 to 80
millimhos).

4.1.2 Site Stratigraphy and Lithology
The upper 20 to SO feet of the unconsolidated valley fill deposits

found in the American Bottoms was investigated during the hydrogeologic
study in the Sauget area. Stratigraphic data presented in this section
was developed from soil borings and hand auger borings at individual
sites and additional data from previous investigations completed by IEPA
(IEPA 1981) and USEPA FIT (USEPA 1983). Based on this information,
geologic cross-sections illustrating the stratigraphy encountered at
Areas 1 and 2 and Site K were developed and are presented below. Boring
logs detailing the lithology at each boring location are presented in
Appendix B. All Stratigraphic samples were described in the field by
a geologist and classified, where appropriate, into geologic formations
after a reviev of the available literature. Stratigraphic classifi-
cations are based on descriptions by tfillman and Frye (1970) of
Pleistocene deposits of Illinois.

Two formations were encountered during drilling in area. They are
in descending order, Cahokia Alluvium and Henry Formation.

The Cahokia Alluvium is the uppermost formation and consists of
thin discontinuous beds of silt, clay, and silty sand. In the Sauget
area, the alluvium is composed of loess and till eroded from the upland
areas as veil as sediments deposited by the Mississippi River during
channel meandering and flood episodes. The type section for the Cahokia
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Alluvium is found in an ISGS test hole drilled approximately 3 miles
southwest of the tovn of Cahokia (Villivan and Frye 1970). In this
boring, the Cahokia consists of 30 feet of interbedded sandy silt and
clay overlying 15 feet of fine- to medium-grained siIty sand. A similar
sequence of strata vas observed for this formation in soil borings
drilled in the study area. In these borings, an average of 13 to 20
feet of sandy silt and clay deposits were found overlying silty sands.
The surflcial silt and clay strata appear to thin slightly vlth greater
distance from the Mississippi River. This trend is illustrated by an
average thickness of 20 feet in Area 2 and 13 feet in Area 1. In the
lover portion of the Cahokia, the silty sand deposits tend to coarsen
vith depth although the fine- grained sand fraction appears to pre-
dominate. Sieve size and hydrometer analysis of these silty sands (IEPA
1981) also indicate that, vith Increasing depth, the percentage of silt
decreases vhlle sand grain size increases. This results in a nearly
clean fine- to medium-grained sand in the deepest portions of the
formation. Because of this, the Cahokia appears to grade almost im-
perceptibly into the sand and gravel valley train deposits of the Henry
Formation belov.

The upper portion of the Henry Formation consists of light brovn to
gray, fine to coarse-grained sand that becomes more coarse vith depth.
At many locations, bands of coarse gravel, cobbles, and occasional
boulders are found at depths greater than 75 feet (Bergsfrom 1956). The
Henry Formation contains little if any silt-size particles, vith the
exception of sporadic thin silt or clay lenses, vhich do not affect the
vater-ylelding characteristics of the formation. These sand and gravel
deposits directly overlie the Mississippian Age St. Genevieve Limestone

In the Sauget area, differentiation of the Henry Formation and
Cahokia Alluviua deposits is not possible on the basis of mineralogical
and textural characteristics or on lithologic breaks. This is due
primarily to the revorking of lover Cahokia and upper Henry sands by
river scour-and-fill during recent geologic time) (Bergstroei 1956).

Other materials vhich vere identified during the investigation
include various types of fill material and vastas. Surficlal fill
materials vere found at every site investigated. Materials used for
fill ranged from silty clay, silt, and sand to demolition debris,

4-12 BBNUM000165



o
o
o
!-•
CTv
Ot

, MONSANTO CHEMICAL C

«-.̂  "t*:u, \ !•
| \"*l -'T."~-"'A T'~: ii"4£IM' .r-* .̂

•L» MEinA.._«._ I •'

/* «-..\ \
»-X Ht < •

«».uNt « I OtOtOOIC CHO(* UCIIOM
1OCAIOHII A A. • •. C C



Hot OIMVM 40 I————I
IMllIt »l*MKNM«r |____I



JOB Ht I



C'
4UH SITE L

i.>—
OB

APPROXIMATE EXTENT
OF STAINED SOIL

AVLHAQE CMOUNOWArEH
LEVEL

FIGURE 4 12 GENERALIZED QEOLOQIC CROSS-SECTION C-C*



recently disposed vaste material, demolition debris, and refuse vas also
found on the surface, particularly in the eastern half of the site.

The horizontal extent and approximate thickness of vaste deposits
found bclov the fill at Site G is shown in Figure 6-11. The thickness
contours vere developed based on data fro* the soil borings. Wastes
appear to have been placed in an old sand pit excavation identified in
historical aerial photographs (see Figures 2-21 and 2-22).

The deepest part of the pit and the greatest thickness of vaste
material encountered vas in boring G9, where 23 feet of black oily
sludge, refuse, and unknovn vastes vere found directly overlying lovtr
Cahokia or Henry formation sands. The average thickness of vaste found
in the remainder of the site is 15.7 feet. Based on results of boring
G8, vhere 18 feet of vaste vas encountered less than SO feet fro* the
vest bank of Dead Creek (CS-B), the sidevalls of the disposal pit are
probably relatively steep. The absence of vaste in borings G3 and 64
indicates that the pit probably does not extend beneath Queeny Avenue.
The total voluM of saturated vaste material and soil vlthin the
disposal pit is approximately 60,000 cubic yards. Soil borings indicate
that the disposal pit vas generally excavated down to the silty fine
sand deposits found near the bottom of the Cahokia Alluvium Formation.
These sand deposits vere found to be extensively stained belov the
disposal pit. Hovever, the vertical extent of stained soil could not be
determined during this investigation. At the present time, the majority
of vaste material at Site G is belov the vater table, vhich averages 11
feet belov ground surface.

Site 8
Historical aerial photographs suggested that Site H vas a sand and

gravel borrow pit prior to commencement of disposal activities at the
site. The photographs indicated that the disposal pit also encompassed
the southern half of Site I. This disposal pit has since been filled
and bisected at the surface by the construction of Queeny Avenue.

Soil borings and geophysical studies conducted during the present
investigation confirmed that the southern portion of this disposal pit
Is located vithln the boundaries of Site H. Data from the eight borings
drilled at the site indicate that the site is covered by fill material

RBNUM000170



consisting of brovn to black silry clay, mixed with crushed liaestone,
bricks, and cinders. The northwest corner of the site (boring H-2) is
predominantly covered with cinders. Pill materials ranged in thickness
from 2.5 feet (boring H3, thought to be just outside the disposal pit
area) to 13 feet (boring S3). The presence of fill at all eight boring
locations suggests that the entire site has been reworked to some degree
by activities associated with the disposal pit. Chemical analysis of
fill from boring H5 (see Section 4.2.4) also suggests that the fill
aaterial nay be contaminated at some locations. However, visible
evidence of contamination was not generally observed in the fill during
drilling. Based on the thickness of fill found in each boring, the
volume of fill at Site H is approximately 66,000 cubic yards.

Visibly contaminated waste materials were found underlying the fill
over a major portion of the site. This is illustrated in cross-sections
A-A' and B-B' (Figures 4-9 and 4-10, respectively). Vastes consisted of
varicolored sludges, solids, and oily refuse. The approximate thickness
of these materials is shown in Figure 4-11. Based on boring results,
the maximum depth of the disposal pit is estimated to be 26 feet below
ground surface (at boring H4). Chemical wastes and sludges were identi-
fied primarily in borings H4 and R6, while oily refuse and fill were
found in HI. Oily, black stained wood predominated in boring H2.

The excavation of the disposal pit at Site H appears to have been
similar to the excavation of the pit at Site G. Both pits appear to
have been excavated down to the bottom of the Cahokia Alluvium or into
the top of the Henry Formation. Sands and silts from these formations
were visibly stained to a depth up to 10 feet belov the bottom of the
disposal pit.

Most of the vast* materials within the pit are presently below the
water table, which averages 10 feet belov ground surface. Based on the
thickness of waste material at each boring, the volume of saturated
waate material and contaminated soil is approximately 110,000 cubic
yards in Site H.

Site I
Data froa borings II, 12, 19, and 111 at Site I, in conjunction

with historical aerial photographs, confirmed that the disposal pit at
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Site B extends below Qu««ny Avenue to include the southern half of Site
I. The location of a second disposal pit, north of the access road to
Cerro Copper Products (formerly Old Queeny Avenue), was also confirmed
by borings 15 and 16. Aerial photographs indicate that neither pit
extends beneath the access road. The extent and thickness of wastes
found in both pits is shown in Figures 4-10 and 4-11.

In general, fill material covers most of the site. The fill con-
sists of brown to black sandy clay, mixed with gravel, slag, and
occasionally asphalt. Crushed limestone gravel was used at the surface
in the southern half of the site to support tractor trailer traffic,
while in the northern half, sporadic piles of construction debris,
concrete, and wood have been scattered around the site. Surficial fill
material found in soil borings ranged in thickness from 3 feet at boring
14 (outside the disposal pit areas) to 13 feet covering the disposal
pits at borings 12 and 15. The volume of fill is estimated to be 50,000
cubic yards.

Waste materials found below the fill in both pits consisted of oily
sand, clay, wood, and cinders mixed with other refuse such as cardboard,
rubber, and cloth. Sludge-like material was also found in both pits.
Based on soil boring data, the depth of the pit north of the access road
is approximately 26 feet. The pit south of the access road is at least
23 feet deep. Waste materials were encountered in borings II, 12, IS,
16, 19, and 111. the total volume of saturated waste material and
contaminated soil in both pits is estimated to be 140,000 cubic yards.
Both pits appear to terminate in fine sand and sandy silt deposits
characteristic of the lover portion of the Cahokia Alluvium. These
materials were stainmd below both pits.

Creak S«ctor A is also located within the boundaries of Site I.
This section of the creek contained what appeared to be nearly stagnant
water during the whole period of the investigation. Sediment samples
collected froa both the northern and southern portions of CS-A consisted
predominantly of sandy silt, suggesting that the creak bottom may be
heavily silted along its entire length. Water within the creak con-
sistently appeared oily vith a heavy oily scum observed on the water
surface near the interceptor pipe at the north end. Samples of both
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creek water and sediment contained significant organic contamination
(se* Section 4.4.2.1).

At the present tiae, waste materials vithin the two pits are belov
the water table, which averages 10 feet belov ground surface.

Site L
Site L is the location of a former surface impoundment used by the

Harold Waggoner Company to dispose of wash water from a tank truck
cleaning operation. Figure 4-8 shows the location of four soil borings
drilled at Site L. A geologic cross-section was developed based on
these borings, and is shown in Figure 4-12.

Data from the borings indicate that the surface impoundment was a
shallow excavation, approximately 8 feet deep. This impoundment ex-
tended into the sandy silt deposits of the upper Cahokia Alluvium.
Borings L2 and L3 are believed to be located vithin the confines of the
old impoundment. In these borings, 5 to 8 feet of fill material con-
sisting of black cinders, clay, concrete, and brick overlie loose sandy
to clayey silt, which grades to silty fine sand at approximately 17
feet. The contact between fill material and silt is believed to re-
present the bottom of the excavation. The silt and sand deposits were
found to be extensively stained from approximately 5 feet to the
termination of the borings at 20 feet.

Borings LI and L4 vere positioned outside of the old impoundment.
In boring LI, 2.5 feet of cinders and aamhalt fill material was found
overlying upper Cahokia silt and sand deposits. However, no staining
was observed in these deposits. Geologic strata encountered in boring
L4 waa similar to that of LI, with the exception that in L4 black-
stained deposits similar to those found in L2 and L3 were observed from
approximately 10 to 17.5 feet; no stained deposits were found in LI.
The fact that staining was not observed until the water table was en-
countered at approximately 10 feet suggests that liquids disposed in the
old impoundment infiltrated downward until encountering the vater table.
Liquids then acquired a horizontal component of flow, moving in a
westerly direction with the predominating direction of groundwater flow.
No lining was observed for the Impoundment, indicating that liquids dis-
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charged from the tank trucks ver« allowed to drain by infiltration into
the soil and subsequently into the groundvater below the site.

Creek Sector B
The northern half of Creek Sector B (CS-B) is included as part of

Area 1 due to its proximity to Sites G, L, and CS-A, and because of the
apparent contributions of these sites to the contamination identified
within the creek. The geology and chemical contamination of CS-B vas
extensively investigated by the IEPA during its September 1980 hydro-
geologic study of the creek and vicinity (IEPA 1981). Results of that
investigation indicate that the creek at one time flowed at a sufficient
velocity to erode through the silt and clay deposits of the upper
Cahokia Alluvium into the fine sands and silty sands typically found at
the base of the Cahokia. As the velocity of the creek decreased over
time, the scour channel that had formed filled with the clayey silt and
other fine-grained deposits that compose the creek bed today.

A cross-section of the creek bed derived from data from the IEPA
report is shown in Figure 4-9. The present clayey nature of the creek
bed also appears to be the result of erosion and slumping of clayey silt
from the steep banks of the creek. Numerous deep gulleys have been
eroded beneath the fence along the west bank of the creek as a result of
runoff from the Metro Construction Company property. Another factor
which has affected the nature of the creek bed is the past discharge of
rubbery wastes from a former outfall from the Midwest Rubber Company.
Previous discharge* from this pipe have produced a sponge-like effect in
surface soils downstream of the pipe.

In the northern half of CS-B, water appears in the creek following
precipitation events. Because the gradient of the creek bed is
extremely slight, varying only 1.35 feet in in elevation from Queeny
Avenue to Judith Lane to the south (IEPA 1981), water appears to
stagnate in small surface depressions and a shallow channel that has
formed in the northern half of CS-B. Following a heavy rainfall, run-
off to the creek flows downstream at a slow rate until it becks up at
the blocked culvert below Judith Lane. Evaporation is probably the
major cause of water loss in the northern half of CS-B. The fine-
grained clay and silt materials of the creek bed, along vith the rubbery
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waste material found at the surface of the creek bed in this section,
suggest that infiltration of water into the subsurface is limited. In
the southern half of CS-B, water losses due to infiltration nay be
greater as a result of the higher levels of ponded water. Leakage
through the culvert may also contribute to water losses. At the present
time, water loss rates fro* any of these factors are unknown.

4.1.2.2 Peripheral Sites
The investigation of Sites J, K, N, and P vas limited to the

drilling of soil borings and collection of subsurface soil samples. A
geological cross-section was developed for Site K to investigate the
location of stained soils belov the surface. Cross-sections for the
remaining sites were not developed because the boring data were insuf-
ficient or because significant layers of waste and stained soils were
not encountered.

Site J
Three soil borings were drilled at Site J. Borings Jl and J2 were

drilled in the surface disposal area north of the Sterling Steel
foundry; boring J3 was drilled near the borrow pit southeast of the
foundry (see Figure 3-9). The surface disposal area behind the plant
appears to have been used for the disposal of spent foundry sand, slag,
and construction debris. Historical aerial photographs and soil boring
results indicate that no excavation occurred in this area prior to com-
mencement of disposal activities.

In boring Jl, 4 feet of fill material consisting of black foundry
sand, rock, and brick fragments was found overlying silty clay and sandy
silt of the Cahokia Alluvium. Boring Jl was terminated at a depth of
20 fe«t. No visible contamination was observed.

IB boring J2, similar fill material vas found to a depth of 6 feet.
Belov the fill, silty clay and sandy silt deposits were encountered to a
depth of approximately 22 feet, where a medium to coarse, veil sorted
sand (possibly Henry Formation) vas encountered. Borehole monitoring
with an HNu indicated that this sand vas contaminated vith volatile
organics from 22 feet to boring termination at 25 feet. Subsequent
chemical analysis of this sand (see sample results for J2-12, Section
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4.2.4.1) shov«d the prtstnct of numerous organic contaminants. The
source of these compounds may be leaks or spills from the Mobil Oil
Company tank farm located immediately east of the site.

Boring J3 vas drilled approximately 15 feet south of the open pit
located southeast of the foundry. In this boring, 8 feet of fill
material consisting of foundry sand, sandy clay, and brick vas found
overlying 10 feet of foundry sand and slag. Belov this, brovn to gray
medium-grained sand vas encountered from IS to 25 feet. Groundvater vas
encountered approximately 15 feet belov ground surface. Boring J3 was
terminated at 25 feet. A sample of foundry sand from 10 to 20 feet vas
submitted for chemical analysis (see sample results for J3-13, Section
4.2.4.1). Visibly contaminated soils vere not observed in this boring.

Site K
Site K is the location of a former sand pit vhich may have been

used for vaste disposal operations beginning sometime in the late 1940s.
The pit has since been filled and covered vith soil and gravel, and the
area has been graded to the surrounding topography. Three 20-foot
borings vere drilled at Site K, and a subsurface sample from each boring
vas collected for chemical analysis. The location of borings at Site K
are shown in Figure 4-13. Data from these borings are depicted in
geologic cross-section 0-0 (see Figure 4-14). In general, 10 to 15 feet
of fill, consisting of a mixture of brovn silty clay, sand, and rock or
brick fragments, vas found overlying discontinuous layers of fine to
coarse sand and silty clay. The substantial thickness of fill en-
countered indicates that all three borings vere located vithin the pit
area seen on historical aerial photographs. Although vaste materials
vere not observed* black-stained soils vere observed in each boring near
the bottoei of, or immediately belov, the fill material. Vater vas en-
countered at 7 to 10 feat belov the surface in each boring.

Site M
Investigations at Site H vera confined to a soil gas survey and

sediment sampling described in Sections 3.3 and 3.4, respectively.
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Site N

Site N is a borrow pit vhich may have been used for vaste disposal.
The pit was excavated for road construction materials and has since been
partially filled with concrete, rubber, and other demolition debris.
Tvo borings were drilled at Site N (see Figure 3-11). Boring Nl was
drilled to a depth of 20 feet. Approximately 2 feet of crushed gravel
and fill material vas found overlying 18 feet of interbedded silty sand,
sandy silt, and fine sand, typical of the Cahokia Alluvium. Vaste
material vas not observed in this boring. However, black and reddish-
fa rovn staining vas noted on silt and sand samples from 6 to 10 feet.
Screening of these samples vith an RNu shoved readings slightly elevated
(2 to 15 ppm above background). A composite sample (Nl-03) from 0 to 10
feet vas collected for chemical analysis.

In boring N-2, fill material vas found to a depth of 10 feet.
Belov the fill vas approximately 3 feet of sandy silt, followed by an
extensive deposit of fine sand. This sand, coarsening vith depth, vaj
present to boring termination at 40 feet. No vaste material or unnatu-
ral staining vas observed. A subsurface sample (N2-06), consisting of
the silt and sand found immediately belov the fill, vas submitted for
chemical analysis. Groundvater was encountered approximately 1 foot
below the ground surface, due to the location of the borings at a
relatively low elevation within the pit, vhich is only partially filled.

Site P
Site P is an inactive, IEPA-permitted landfill vhich vas allowed to

accept only noneheaical vaste from Monsanto and other companies in the
Sauget area. Although the permit stipulated only nonchemical waste,
IEPA files contain several reports of hazardous waste disposal at the
site. Five 30- to 40-foot borings were drilled to investigate
subsurface conditions at this site (see Figure 3-12). Three composite
subsurface samples and a duplicate were collected from the borings for
chemical analysis. Analytical results are discussed in Section 4.2.4.3.

Data from the soil borings indicate that fill material consisting
of silty clay, cinders, slag, and refuse has been disposed directly on
the land surface. The thickness of fill ranges from 13 feet at boring
PI to 28 feet at boring P2. In general, the surface of the site is
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covered vith 1 to 2 feet of cinders and slag. Fill material was ob-
served at all five boring locations. Vith the exception of PI, fine- to
medium-grained sand vas found immediately belov the fill in each of the
borings. This sand vas present to boring termination at 30 to 40 feet.
In PI, 5 feet of brovn silty clay vas found belov the fill prior to the
fine- to medium-grained sand. The absence of clay and the relatively
greater thickness of fill at other boring locations suggests that clay
materials nay have been scraped from the surface or revorked to incor-
porate debris when disposal vas initiated.

Significant vaste material layers vere generally not observed;
however, the fill materials may be contaminated to some degree. For
instance, in boring PI an odor similar to that of lubricating oil vas
noted in a split-spoon sample taken from 3.5 to S feet. A composite of
this sample and split-spoon samples from 0 to 10 feet in borings P2, P3,
and P4 (sample PI-53) vas submitted for chemical analysis.

Groundvater vas encountered in the sand deposits found belov the
fill at depths vhich generally ranged from 25 to 30 feet.

4.1.2.3 Area 2
Figure 4-15 shovs the locations of borings and geologic cross-

sections developed for Area 2 Sites 0, Q, and R. Boring data from
D'Appolonia (1980) and Geraghty & Miller (1986) vere used to develop the
cross-section for Sitt R (see Figure 4-15). USEPA-FIT (E & E 1983) data
vere used to supplement DCP boring data to develop the geologic cross-
sections for Site Q.

Site 0
The) hydrogeologic investigation at Site 0 focused on the four

inactive sludge devatering lagoons located south of the Sauget Vaste
Water Treatment plant. Ten borings, ranging in depth from 14 to 35 feet
vere completed vithln and around the site (see Figure 4-15). Results of
these borings are illustrated in cross-sections E-E and F-F', in Figures
4-16 and 4-17, respectively.

The lagoons have been capped by a brovn silty clay fill vhich
ranges in thickness from 1 foot in boring 010 to 7 feet in boring 02.
The access road/vater main berm vhich runs roughly north and south above
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lagoon 2 is also thought to b« constructed vith similar material.
Borings 03, 04, 05, 09, and 010 v«e drilled in an attempt to penetrate
lagoons 1, 3, and 4 which were identified from historical aerial photo-
graphs. Approximate lagoon boundaries are shovn in Figure 2-5. Results
from these borings indicate that much of the sludge material was pro-
bably removed prior to capping. However, some sludge or sludge and
lime-neutralized material was found in three of these five borings. In
boring 03, 6 inches of a black, spongy tar-like substance was observed
from 6.5 to 7 feet below the surface, above another 6 inches of stained
clay. In boring 04, a black sandy, clay-like material, interpreted to
be stabilized sludge, was found from 4.5 to 5.5 feet with staining also
observed in the sand deposit under this material. In boring 010, 1 foot
of silty clay cap materials was found overlying 4 feet of cinders. Ap-
proximately 2 feet of saturated black and green sludge was observed
below the cinders. The sand and silt found immediately below this
material was extensively stained to a depth of 10 feet.

Visible contamination was not observed in boring OS which may have
been located, inadvertently, between lagoons 2 and 3. No sludge wes
found in boring 09, although black and orange staining, along with an
oily sheen, was observed on silt and sand deposits to a depth of 15
feet.

The general stratigraphy of Site 0 is represented in boring 07
where 2 feet of fill overlie 13 feet of discontinuous silt, clay, and
silty sand layers which gradually grade into a clean (silt-less) water-
bearing fine- to medium-grained sand at 15 to 20 feet belov the surface.
Water levels in wells screened within this clean sand averaged 14.5 feet
below the surface.

Site 0
Sit* Q is an inactive waste disposal facility operated by Sauget

and Company b«tveen 1966 and 1973. The site is presently leased to the
Pillsbury Company, which operates a coal-unloading and grain-loading
facility at the site. Subsurface conditions in the northern half of
Site Q, immediately east of Site R, were previously investigated by
USEPA FIT (B 4 I 1983). The results of this investigation have been
summarized in the "Current Situation Report* (provided in Appendix A).
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Because of th« extensive nature of the FIT investigation in the northern
portion of the site, work there for this investigation was limited to
the drilling three 43-foot borings and developnent of these borings into
monitoring veils. In the southern portion of the site, five borings
were drilled and monitoring veils vere installed in each boring. The
locations of all borings and the cross-section for this site are shovn
in Figure 4-15. Soil boring data from the FIT investigation (E & E
1983; B Series borings in Figure 4-15) vere used for the cross-section
for the northern half of the site. The cross-section G-G' is shovn on
Figure 4-18.

Data fro* soil borings in the northern portion of the site indicate
that the surface is covered with approximately 4 feet of highly permea-
ble cinders and fly ash that has been used as a cover material for the
refuse and fill belov. The refuse and fill consists of a mixture of
municipal garbage, clay, cinders, and construction debris vhich is fre-
quently oily and black from staining. The thickness of this layer
appears to increase southward, vith only 3 feet found in boring B-l at
the north end of the site 17 feet found in B-17. Immediately belov the
fill are silt and silty sands of the Cahokia Alluvium. These deposits
coarsen vith depth and at approximately 20 to 28 feet grade into the
fine- to medium-grained sands typical of the lover Cahokia and Henry
Formation. Borings Q6, Q7, and Q8 vere terminated vithin these sand
deposits at approximately 43 feet.

In the southern portion of the site a similar mixture of fill
material vas found from the surface to depths of 16 to 28 feet. Hov-
ever, the oil and staining observed in the northern fill vas not found.
In borings Ql, Q2, and Q3, 7 to 13 feet of clay and silt vas found
immediately belov the fill. Belov this clay and silt vas silty sand.
In borings Q4 and 05, sand vas found directly belov the fill material,
indicating that a portion of the upper Cahokia (clays and silts) may
have been excavated prior to disposal of refuse.

The vater table vas generally encountered in the silty sand
deposits belov the fill at an average depth of 27 feet. Vater levels
vere found to be belov the fill at all boring/veil location* during
measurement dates, except at borings Q5 and 08. Vater levels at these
locations vere found at or above the base of the fill on tvo occasions.
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The frequency and length of time that portions of the fill may be belov
the water table appears to be dependent on seasonal fluctuations of the
Mississippi River and the response of the vater table to these fluctu-
ations. These effects vill be discussed in Section 4.1.3.3.

Site R
Site R is the Sauget Toxic Dump, an inactive industrial waste land-

fill used by the Monsanto for the disposal of liquid wastes. Vastes
were pumped fron tank trucks and drums into several unlined pits around
the site then covered with fly ash, cinders, sandy clay, or gravel. The
site has been inactive since 1977. A clay cap, 3 to 6 feet in thick-
ness, has been installed as part of a closure plan for the site.

A great deal of data regarding the subsurface conditions at Site R
has previously been developed by IEPA, D'Appolonia (1980), and Geraghty
& Miller, (1986) in conjunction with several hydrogeologic investiga-
tions conducted at the site. Field work and data collection by Geraghty
& Miller for Monsanto continues to this date. Because of the large
volume of subsurface information already available for the site, the
scope of the present investigation was limited to a review of the
available subsurface data, groundvater sampling of selected on-site
wells, and water level measurements. Groundvater flov and sample re-
sults are discussed in Sections 4.1.3.3 and 4.2.5.2, respectively.

A geologic cross-section of Site R and a small portion of Site Q is
presented in Figure 4-19.

In general, borings through Site R indicate that 5 to 20 feet of
fill consisting of flyash, cinders, silty clay, sand, miscellaneous
debris (e.g., glass, scrap metal), and unidentified saturated waste
material and contaminated soil is present belov the clay cap
(D'Appolonia 1980). Underlying the fill is IS to SO feet of Cahokia
Alluvium consisting of interbedded silt, clay, and silty sand which
grades to a fine- to medium-grained clean sand that coarsens with depth.
Deeper borings drilled by Geraghty fc Miller indicate that this sand
continues dovn to bedrock, with cobble and boulder layers (encountered
at 68 to 126 feet) directly overlying the limestone bedrock.

Groundvater occurs in the alluvium belov the fill and fluctuates in
depth in response to changing Mississippi River levels. Bovever, water
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levels in the alluvium frequently are found at a higher elevation than
inland sites. This is due to the proximity of the site to the river in
combination vith perched conditions and bank, storage effects, as a
result of which, when groundvater rises into the alluvium due to a rise
in the river levels, it is retained there after the river level drops.
Generally, groundvater levels remain belov the base of the fill, but nay
rise to encounter fill materials vhen river levels exceed the flood
stage elevation of 410 NSL (the base of fill is approximately 406 HSL).
This situation has occurred at least once in 1973 vhen the river ele-
vation topped 423 HSL at the Market Street gauge during a period of
intensive flooding. Although groundvater levels infrequently encounter
the fill, the potential for contaminants to migrate into the groundvater
system belov the site is indicated by the presence of leachate found to
a depth of 60 feet (O'Appolonia 1980) in D'Appolonia boring B-10 (shovn
in Figure 4-15).

4.1.3 Groundvater Hydrology
4.1.3.1 Hydrogeologic Units

Groundvater exists in both the Cahokia Alluvium and Henry Formation
valley fill materials under vater table and leaky artesian conditions.
Based on the results of this investigation, a reviev of the available
literature, and HRS scoring procedures, these strata have been classi-
fied as a single hydrogeologic unit due to the hydrologic connectivity
exhibited betveen strata and the lack of significant confining layers
betveen or vithin the individual strata. Although the Mississippian
bedrock formations immediately belov the valley fill also contain
groundvater, the relatively lover permeability of these formations and
poor vater quality vith depth generally preclude their use as an im-
portant aquifer in the area.

Schicht (1965) and Bergstrom (19S6) indicate that the combined
effect of variation! in grain sixe (coarsening vith depth) and degrees
of sorting vithin the valley fill have caused the hydraulic conductivity
(permeability) of the valley fill to increase vith depth. These varia-
tions in conductivity affect the groundvater flov system and ultimately
the transport of contaminants vithin the study area. To facilitate the
hydrogeologic evaluation of the area, the valley fill has been divided
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into three zones - shallow, intermediate, and dt«p - based on relative
hydraulic conductivities. These zones have been assigned based on the
lithology described in boring logs in the literature and aquifer test
results compiled by Schicht (1965). Descriptions of the three zones are
as follows:

Shallow Zone. This relatively lover conductivity zone is composed
of the coarse alluvial (silty sand) deposits found belov the surficial
fine-grained silt and clay. The zone extends from the water table to a
depth of approximately 45 feet below the ground surface and averages 35
feet in thickness. This depth corresponds to the depth of Cahokia
Alluvium in the type section boring described in Section 4.1.2. All
monitoring wells installed during this investigation were finished
within this zone. Hydraulic conductivities, determined from slug test
data from these wells average 96.6 gpd/l
for this zone is the Mississippi River.
data from these wells average 96.6 gpd/ft . The natural discharge point

Intermediate Zone. This zone includes the medium- to coarse-
grained sand and gravel deposits of the Henry Formation and extends from
45 to 75 feet belov the surface. A depth of 75 feet was chosen for the
bottom of this zone based on boring logs presented by Schicht (1965).
These borings included Mobil Oil Co. test well 10 (T.2N.,R.10V.Ssc. 25)
and Monsanto Chemical Corp. veil S-2 (T.2N.,R.lOW.Sec. 27) as veil as
ISGS test hole No. 2 (Bergstrom 1956), where coarser deposits such as
cobbles, boulders, and coarse gravels are reported belov a depth of 75
feet. Schichc also reports the results of aquifer tests utilizing pro-
duction veils screened vithin this zone (Ovens Illinois Glass Co. and
City of Wood River). Hydraulic conductivity values for this zone were
determined to be 2,300 gpd/ft2 and 2,440 gpd/ft2, respectively in these
tests. Although the hydraulic conductivity determined fro* the Ovens
Illinois Gl&» Co. veil is based on specific capacity data and thus can
be only be considered a rough approximation of conductivity, Schicht
indicates that the value is reliable due to its similarity to values
computed from aquifer tests in comparable strata. These values also
compare vith a value of 3,300 gpd/ft2 reported by Gerafhty fc Miller for
aquifer test data from a 65-foot veil on the Monsanto property. The
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storage coefficient was in tht water cable range: 0.155 and 0.04 for the
City of Wood River and Monsanto test, respectively. The discharge point
for this zone is also the Mississippi River. A 1984 hydrographic survey
conducted by The U.S. Army Corps of Engineers indicates that the river
channel bottom is vithin the intermediate zone, at a relative depth of
60 feet (361 MSL) below the ground surface at Site R. The channel has a
coarse sand and gravel bottom typical of this zone and is relatively
sediment free due to the high river velocity.

Deep Zone. This zone includes the coarsest deposits of the Henry
Formation, which directly overlie the bedrock. The zone extends from 75
feet to approximately 120 to 130 feet below the surface. Schicht (1965)
reported the results of aquifer tests conducted with partially penetra-
ting wells at the Mobil Oil Co. property (1961), east of Site J, and on
the Monsanto property (1952). Results from the tests conducted at the
Mobil Oil Co. site indicated a hydraulic conductivity of 2,900 gpd/ft2

and a storage coefficient of 0.100. A storage coefficient of this
magnitude signifies water table conditions. Results from the test at
Monsanto indicated a hydraulic conductivity of 2,800 gpd/ft and a
storage coefficient of 0.082. Reported values of hydraulic conductivity
for this zone may be minimum values due to the effect caused by the
partial penetration of tested wells. Discharge from this zone is ulti-
mately to the Mississippi River.

4.1.3.2 Historical Croundvater Flov
Prior to development of the Dead Creek area, groundvater levels

in the study area were very near the surface elevation of 400 feet above
MSL. As a result, ponds, swamps, and poorly drained areas were preva-
lent. The development of the area led to the construction of levees,
drainage ditches, and most importantly, production wells which caused
the lowering of groundvater levels and the diversion of groundvater flov
tovard pumping locations.

The Sauget area has historically been one of the major centers for
groundvater withdrawal in the American Bottoms. Vithdravals have
largely been from production veils owned by 10 to 17 firms in the area.
The Monsanto Chemical Co. property appears to have been at the center of
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a large con* of depression which formed as a result of heavy punpage
from Henry Formation sand and grav«l deposits. Other facilities that
contributed to overall drawdown include Cerro Copper Products Co., Amax
Zinc, and Midwest Rubber.

Figure 4-20 shows the estimated groundwater pumpagt in the Sauget
area for the years 1890 to 1980. The effect of this pumpage on the
potentiometric surface is illustrated in Figures 4-21 and 4-22. As
shown in Figure 4-20, pumpage in the study area increased significantly
from less than 100,000 gpd in 190S to 31 mgd in 1960 (Ritchcy 1984).
The change in the groundwater flow pattern during this period can be
seen by comparing the 1900, 1951, 1956, and 1960 potentiometric surface
maps (Figure 4-21). In the late 1950s and early 1960s, flow was from
all directions toward the cone of depression centered on the Monsanto
Chemical Co. property, and the resultant gradient within the cone of
depression exceeded 30 feet per mile (Schicht 1962). Water levels in
the center of the cone were as much as 50 feet lover than prepuaping
levels. Vater levels in Areas 1 and 2 were lowered approximately 30
feet (to 370 MSL) by 1959. This is 27 feet lover than the present
average water level of 397 MSL measured at sites in both study areas.

In 1960, a nev well field was put in service adjacent to the
Mississippi River. The effect of this nev field is shown in the No-
vember 1961 potentiometric surface map, where a small cone of depression
has formed around the Monsanto Chemical Co. Ranney veil No. 3, located
northwest of Site R. Vater levels in other parts of the DCP area,
particularly Area 1, recovered somewhat to an elevation of 380 MSL in
response to this pumpafe.

Groundvater withdrawals peaked in 1962 at 35.5 mgd. From 1962 to
1965, pumpage decreased to 30.4 mgd, partly as a result of water
conservation at one industrial facility (Ritchey 1984). The potentio-
metrie surface m*p for 1966 indicates that groundwater pumpage was
concentrated around the Ranney collector near the river. As a result,
water levels decreased significantly in Area 2 and only slightly in Area
1. However, vatcr levels in Area 1 remained approximately 22 feet lover
than levels measured today.

Groundvater withdrawals continued to decline to 21.2 mgd in 1970
and 12.1 mgd in 1971. These large decreases were due to the closing of
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tvo major groundvattr using facilities (Ritch«y 1984). By 1973, punpag*
had ceased at the Monsanto Ranney veil No. 3 adjactnt to the river. The
effect of this change can be seen in the 1973 potentionetric nap shown
in Figure 4-22. However, a snail cone of depression still existed
around the Monsanto facility. Vater levels in the study areas were at a
relatively high elevation in 1973. This phenomenon was probably the
result of Mississippi River flooding which occurred earlier that year.

From 1971 to 1977, pumpage dropped to 4.7 mgd. This drop was due
to the conversion by some industrial facilities from groundwater pumping
to public water supplies from the Mississippi River for their water
(Ritchey 1984). A regional deterioration in groundwater quality nay
have been one reason for this conversion to the use of river water
(Geraghty and Miller 1986).

By 1980, pumpage had dropped to 0.5 mgd. Based on ISVS water level
data for 1985, this low level of pumpage continues today. The potentio-
metric surface maps for 1980 and 1985 show no cone of depression in the
study area, indicating that by 1980 significant groundwater withdrawals
had ceased.

The lowering of the water table as a result of groundwater with-
drawals in the study area in the past had changed the natural ground-
water flow direction (to the west, toward the river) to radial flow
toward pumpage locations at the Monsanto plant and the Monsanto Ranney
well No. 3. A significant cone of depression, great enough to draw
groundwater from Areas 1 and 2, probably formed in the early 1940s and
existed until sometime between 1977 and 1980. During this period,
groundwater withdrawals also established hydraulic gradients from the
Mississippi River toward the pumping centers. Aa a result, groundwater
levels were belov the surface of the river. Thus, appreciable quanti-
ties of water were diverted from the river into the aquifer by the
process of induced infiltration. Schicht (1965) estimated the induced
infiltration recharge volume for the study area to be approximately 18.5
Bgd, or approximately 58Z of the 31.9 mgd total being withdrawn.

The primary importance of these groundwater withdrawals and subse-
quent flow diversions for this study is the effect they My have had on
contaminant migration from study area sites. Beginning In the early
1940s, heavy pumping from the intermediate and deep lones of the valley

4-45



fill deposits at th« Monsanto facility productd a deep cone of depres-
sion which lowered the water tablt near the plant from the shallow zone
into the intermediate zone and causad water levels in the shallow zone
at surrounding properties (i.e., Area 1 sites) to drop to elevations of
370 to 380 feet above MSL. During this early period of pumpage, the
pits at Sites G, H, and I were being dug. Figures 4-9 and 4-10 show
that these pits were excavated to a depth of 373 to 383 feet above MSL.
Excavation to this depth suggests that digging progressed until the
water table was encountered. These pits were subsequently filled with
liquid and solid wastes. Because the bottoms of these pits were unlined
and at or near the water table, surface pumpage in the area would have
drawn leachate and contaminants from the shallow zone off-site toward
the pumpage location and into the more permeable intermediate and deep
zones. Once having migrated to these deeper zones, contaminants would
migrate farther and faster than they could in the relatively impermeable
shallow zone. Contaminants in Area 1 would not only have been drawn
off-site toward the Monsanto Plant, but, based on the groundwater flov
direction indicated by the November 1966 potentiometric surface map (see
Figure 4-22), may also have been pulled toward the Mississippi River by
the cone of depression created by the Ranney collector No. 3 near Site
R. The overall result of these flov diversions is an increase in the
vertical and areal extent of contamination and the mixing of contami-
nants across hydrogeologic zones.

Similar contaminant migration patterns are thought to have occurred
in Area 2. However, wastes were not disposed at Sites 0, 0, and R until
the late 1950s and mid-1960s, during which time contaminants would have
been drawn off-site exclusively tovard the Ranney collector at Site R.
Flov would have continued in this direction until 1972 or 1973 when
pumpage from the Ranney collector was discontinued. Based on the po-
tentiometric surface maps for 1973 and 1977 (see Figure 4-22), flow may
then have been reversed tovard a small cone of depression still evident
at or near the Monsanto plant.

In the. 1970s, when groundvater vithdravals vere being phased out
and being replaced by pumpage from the river, the vater table in Area 1
rose into the vaate deposits at Sites G, H, and I. This probably re-
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suited in the increased loading of contaminants to the groundvatcr
system and migration of contaminants off these sites toward the plant.

These pumping effects on contaminant migration continued until
approximately 1980, when significant groundwater withdrawal was dis-
continued and flow to the Mississippi River was resumed. During the
period 1940 to 1980, contaminants from both Areas 1 and 2 were contained
within the cones of depression produced in the area, preventing the
discharge of contaminants to the river. However, with the return of
westerly flow patterns in 1980 , the potential for contaminant discharge
to the river was established. Except for seasonal fluctuations, this
flow pattern continues today. Flow patterns and the potential impact of
contaminant discharge to the Mississippi River is discussed further in
Section S.

4.1.3.3 Current Croundvater Flow
The following discussion of current groundwater flow patterns is

based solely on data collected from monitoring wells screened within the
shallow zone of the aquifer (see Section 4.1.3.1). The groundwater in-
vestigation concentrated on the following objectives: determining
whether an observed release of contaminants to groundwater has occurred
at previously uninvestigated sites; determining the sources(s) of ob-
served releases; and filling gaps in data needed for the BUS model. A
detailed physical and chemical examination of the intermediate and deep
aquifer zones was beyond the scope of this investigation. However, a
finite difference groundwater flow model and a contaminant transport
model were used to conduct a preliminary evaluation of the intermediate
and deep zones. The results of this modeling are presented in Section
5.

Area 1
Groundwater Flov Direction. Current groundwater flov patterns in

the shallow zoo* of Area 1 are based on water level measurements re-
corded on March 26, May 12, and October 1, 1987. These measurements are
provided in Table 4-1. Directions of groundwater flov for each measure-
ment date were developed fro* this water level data and are shown in
Figures 4-23, 4-24, and 4-25, respectively.
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The general groundvattr flow direction vas vest to slightly north-
vest, tovard the Mississippi River, on all three measurements dates.
Minor fluctuations observed in the flov fields are thought to be the
result of variations in local geology. A horizontal hydraulic gradient
vas calculated between veils EE-04 (east of Site H) and EE-05 (vest of
Site G) for all three measurement dates. These values are 0.00091 for
March 26; 0.00056 for May 12; and 0.00078 for October 1, 1987. The
arithmetic average of these values is 0.00075. These results indicate
that the slope of the vater table in this area is very slight.

The major feature in the flov system is a small groundvater mound
which has formed beneath CS-A at Site I. The mound is probably caused
by relatively lover permeability sandy silt deposits vhich have col-
lected in the creek bed and kept vater levels in the creek perched
approximately 2.5 feet above the surrounding vater table. Because these
ponds receive storm vater and roof drainage from the Cerro facility, a
positive head is maintained vithin the ponds. These fine-grained de-
posits, hovever, appear to be permeable enough to allov vertical seepage
of surface vater, albeit slov, to the vater table belov. This seepage
is evidenced by vater levels in veil EE-15, located just vest of the
north pond of CS-A, vhich are consistently elevated above the surround-
ing vater table because of leakage from the pond. The effects of this
mounding on vesterly groundvater flov are expected to be minimal.

The hydraulic conditions (i.e., mounding) in the northern half of
CS-B vould probably be similar to those of CS-A if a positive head vas
maintained in CS-B. Hovever, because the culvert connecting CS-A to
CS-B has been blocked, CS-B receives a much smaller volume of runoff
than CS-A. The small amount of storm runoff vhich CS-B does receive
flovs to the southern naif of CS-B where it ponds above the blocked
culvert at Judith Lane. Slov leakage through the creek bed may occur in
this area, but tbii phenomenon has not been investigated. Slov leakage
may also occur belov vater-filled surface depressions in the northern
half of CS-B follovlng intense rainfall events. Leakage of this nature
vas not extensive enough to cause observable mounding effects during
this investigation.

Creek Sector B also does not appear to be a consistent discharge
point for local groundvater flov. Vater levels measured in veils
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adjacent to the creek (i.e., EE-G102, EE-G109, and EE-G110) were 1 to 2
feet below the creek bottom on May 12, when water levels were the
highest of the three Measurement dates. Hovever, should groundwater
levels rise above the elevation of the creek bed during months of
greater precipitation, contaminated groundvater fro* Sites G and L,
could be discharged to the creek. At the present time, groundwater is
in contact vith contaminated sediments which extend to a depth of
approximately 7 feet (394 MSL) below the creek bed (IEPA 1981).

Hydraulic Conductivity. Hydraulic conductivity values for the fine
sand and silty sand deposits of the shallow zone were determined by the
analysis of slug test data from eight wells in Area 1. Table 4-2 lists
the conductivity values calculated from these tests. The hydraulic

4 econductivity values range from 3.3 x 10 ft/sec to 1.5 x 10 ft/see
with an arithmetic average of 1.2 x 10~* ft/see. Hydraulic conductivity

A
within an order of magnitude of 10 ft/see is typical for the uncon-
solidated clean to silty fine-grained sands encountered in the shallow
portion of the aquifer (Freeze and Cherry 1979). This value represents
an approximation of the hydraulic conductivity of the shallow zone as a
whole. Hovever, because of the grading lithology of deposits in the
shallow zone, and because the slug test methodology is only applicable
to a small radius of influence, variations in conductivity are to be
expected.

Groundvater Velocity. Groundwater velocities were calculated to
evaluate the rate of contaminant transport due to groundwater movement
in the shallow zone. Aa approximation of the velocity (V) at which the
groundvater move* vam calculated using Darcy's equation. Assuming
laminar flov in saturated conditions,

V - Kl
ne

where: K • hydraulic conductivity,
i • horizontal hydraulic gradient, and
ne • effective porosity.
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A range of velocities for Area 1 vas calculated using the average
hydraulic conductivity value determined froa Area 1 slug tests (K . 1.2
x 10" ft/sec) and the horizontal hydraulic gradient values determined
for each of the water level measurement dates. An effective porosity
value of 0.15 vas assumed for the silty sand deposits (Johnson 1967) in
each velocity calculation. The results of these calculations are shown
in Table 4-3. Velocities ranged from a high of 0.0063 ft/day on March
26, to a lov of 0.0039 ft/day on Hay 12, with an average velocity of
0.0053 ft/day (19.4 ft/yr). These extremely lov velocities indicate
that the shallow zone alone is not a significant pathvay for off-site
migration of contaminated groundvater toward the Mississippi River.
However, the hydraulic interconnection between the shallow zone and the
ouch more permeable intermediate zone vould provide such a pathvay. The
signifance of the relationship between these two zones and the potential
effect on contaminant migration is addressed in detail in Section 5.

Area 2
Groundvater Plow Direction. Current groundvater flov patterns in

the shallow zone of Area 2 (Sites 0, Q, and R) are based on water level
measurements recorded on March 25, Hay 12, and October 1, 1987. These
measurements are provided in Table 4-4. Directions of groundvater flov
for these measurement dates were developed from this water level data
and are shown in Figures 4-26, 4-27, and 4-28, respectively.

Because these sites are close or adjacent to the Mississippi River,
water levels measured in monitoring veils in this area fluctuate in
response to the rise and fall of the river stage. The degree of fluctu-
ation vithin any given veil due to changes in river stage decreases vith
distance avay from the river. The average change in vater levels at
Site Q for the three measurement dates vas 5.05 feet. This is compared
to an average change at Area 2 Site 0 and Area 1 Site G, which are
progressively farther froa the river, of 3.88 feet and 1.52 feet, re-
spectively.

The rising and falling river stage also has an effect on ground-
vater flov directions in Area 2. This is shown in the water table
contour map for March 26 (see Figure 4-26), when the vater level in the
Mississippi River vas at higher elevation than groundvater at Site Q.
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o*ouromT» VCLOCZTT CAIXULATZOIM
AXCA i

Date

March It

nay 12.

October

Average

Hydraulic Caad. . K*
ift/ieo

, 1*17 1.2 i 10~4

1*17 1.2 s 10~4

1, 1*17 1.2 I 10*4

1.2 « 10~4

Gradient. 1
Ift/ftl

0.000*1

a. BOOS*

0.00071

0.00077

Effective
Poroaity, ae

0.13

0.13

0.13

0.13

Velocity, »
( ft/day)

O.OOC1

0.001*

0.0094

0.001)

• Average value of all Area 1 aluf teata.

Source: Ccelafy and tnwiroa»ent, Inc. 1*11.
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The high river stage produced a hydraulic gradient from the river to a
groundwater divide located between Site 0 and Site Q, vhich caused
groundwater at Site Q to flow in an east to southeast direction toward
the divide, whereas flov at Site 0, although also toward the divide, is
in a northwesterly direction toward the river. In contrast to this flow
pattern, groundwater flow on Nay 12 (see Figure 4-27) and October 1 (see
Figure 4-28), when the river stage was lower than the groundwater level,
was west-northwest toward the river at Site 0 and Site Q.

Flow direction at Site R could not be determined on March 26 and
Nay 12 due to the lack of access to monitoring wells for water levels
measurements. However, water levels were measured on October 1 as shown
in Table 4-4. Water levels from Site R wells B-26B, B-28B, P-l, and
P-ll were used in conjunction with levels from surrounding wells on
Sites Q and 0 to determine groundwater flow directions because of the
similar elevations of their screened zones. Other water levels from
Site R were from wells (i.e., B-26A, B-28A, and P-7) terminated at a
significantly higher elevations and in different geologic conditions
than wells B-26B, B-28B, P-l, and P-ll. According to the Geraghty &
Miller (1986) report for this site, these wells are screened within the
fine silty sand, silt, and clay deposits which exist belov the landfill.
These fine-grained deposits tend to cause local perched water table
conditions (i.e., bank storage) following high river stages; therefore,
water levels from these wells were not used to evaluate the flow
direction on this date. The bank storage effect may be one explanation
for the unusually high water levels recorded in well EE-19 on March 26
and May 12. Another reason for these high water levels may be that
similar perched or slov drainage conditions (due to the presence of
lower permeability wastes or fine-grained materials) may also exist at
some locations in Site Q.

In Figure 4-29, water table elevations for wells BE-10, EE-18, and
EE-19 arc correlated vith daily Mississippi River stage data measured by
the U.S. Any Corp* of Engineers at the Market Street gauge. Vhen
groundwater levels are belov river stage, as on March 26, flov is in an
easterly direction avay from the river (see Figure 4-26). When ground-
water levels arm above river stage, as on May 12 and October 1, ground-
water flov is westerly toward the river (s«« Figures 4.27 and 4-28).
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The anomalous levels for well EE-19 are also shown, along vith the
corresponding river stage peaks which produced these conditions. The
similarity of water level elevations in all three wells on October 1
indicates that a river stage greater than 397.5 (recorded on August 30,
1987) is required to produce perched water table effects in well EE-19.

The eastward extent of flow reversal in Area 2 is dependent on the
stage to which the Mississippi River rises. The location of the ground-
water divide generally delineates the eastward extent of this effect.
On March 26, 1987, the divide occurred between Sites 0 and 0 in response
to a river elevation of 400 MSL recorded approximately 6 days earlier.
Geraghty & Miller (1986) reported a groundwater divide located just west
of Illinois Route 3 in response to a riv«r stage of approximately 412
MSL on November 21, 1985. This indicates that flow reversal in these
shallow zone may be expected to approach Area 1 when river elevations
exceed the official flood stage level of 410 MSL. Horizontal hydraulic
gradients for each water level measurement date were also calculated for
Sites 0 and Q. At Site 0, the average gradient was 0.0008. At Site Q,
the average gradient for flow toward the river was 0.0030. On March 26,
when groundwater flow was away from the river, the hydraulic gradient at
Site Q was 0.0004. Because of the responsiveness of Site Q wells to
changes in river stage, the gradient is highest at this site during
periods of low river stage (e.g., 0.0034 on October 1). Subsequently,
as river stage rise*, gradients toward the river decrease until river
stage exceeds the elevation of the groundwater. At this point, gradi-
ents reverse away from the river and begin to increase until river stage
begins to fall. This effect was also observed at Site 0. The fluctu-
ation of gradient* is less at this site than at Site Q due to the
greater distance of Site 0 from the river.

Hydraulic Conductivity. Values were determined from slug test
analysis of seven Are* 2 wells. Results are provided in Table 4-5. At
Site 0 conductivity value* ranged from 2.1 x 10"5 ft/see to 5.2 x 10"
ft/sec, with an arithMtic average of 2.0 x 10~* ft/sec. At Site Q
value* ranged from 3.1 x 10"3 ft/ sec to 3.6 x 10"4 ft/sec, with an
arithmetic average of 1.7 x 10"* ft/sec. These value* are within an
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order of magnitude of the values determined for Area 1, indicating that
similar geologic materials were monitored in both areas.

Groundvater Velocity. Groundwater velocities within the shallow
zone at tvo Area 2 sites (Sites 0 and Q) were calculated using the
procedures discussed for Area 1. Results are provided in Table 4-6.
At Site 0, the average velocity of flov toward the river, based on the
available gradients, was 0.0968 ft/day. This rate is approximately 18
times greater than the average velocity calculated at Area 1 for flow
toward the river in the shallow zone. At Site Q, the average velocity
for Hay 12 and October 1, when flow was observed toward the river, vas
0.2938 ft/day. This rate is approximately 55 times greater than velo-
cities for the same dates in Area 1. On March 26 when flow was away
from the river at Site Q, the groundwater velocity was 0.0382 ft/day.
Groundvater velocities in Area 2 are expected to vary from these
averages as gradients fluctuate in response to the river stage.

4.1.4 Infiltration Tests
The results of infiltration testing using a double-ring infiltro-

meter arc reported in Table 4-7. Infiltration rates were calculated by
the method described in ASTH standard 03385-75. Because of the many
variables involved in this test method (described in Section 3.6.6), the
limited number of tests conducted, and the expected variation of re-
sultant infiltration rates from location to location at any given site,
the rates reported in Table 4-7 are not necessarily representative of
infiltration rates for the respective sites. More realistically, these
values represent a range over which the infiltration rate may vary at
any given site, depending on the soil type, moisture content, and soil
structure. In areas where sandy materials predominate near the surface,
infiltration rate* aay be similar to values reported for Site G (10.1
and 12.0 in/hr). In areas where a high percentage of silty clays are
found, infiltration ratea siailar to that of Site 0 (1.5 x 10 in/hr)
may be expected. Infiltration ratea for sites covered with hetero-
geneous fill materials (Sites G, B, J, K, L, P and Q) may exhibit a
large range of values. At Site 0 and Site I, where silty clay haa been
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Table «-«

SHOWHDIfATM VELOCITY CALCUtATIOMS
AXBA 2

Hydraulic Cond. , K Gradient. 1
Date lft/aect (ft/ft)

SITt 0

March 2«,1*I7 2.1 * 10~4 0.9001
Nay 12. Iff 2.1 * 10~* 0.0007
October 1. 1*17 2.1 i 10~4 0.0011

Averaee 2.1 i 10~4 0.0001

SITZ Q

March 2«. 1M7 1.7 s 10-4 0.0004*
Hay 12. IM7 1.7 i 10~* 0.002*
October 1. 1*17 1.7 i 10~4 0.0014

Av»raf««« 1.7 x 10~4 0.0010**

C((*ctiv« Velocity, V
roroalty. n« ( ft/day i

O.li O.OJC]
O.lS 0.0(47
0.1S 0.1572

O.lS O.OM*

O.lS 0.0112*
O.lS 0.24*2
O.lS 0.124C

O.lS 0.2*11**

• flow tradloat la avay froa rtvor.
•• Xvoraco (or May 12 and Octobor 1 whoa flow fradioat ia toward tha rivor.

Source : leolofr aad fa*lroaawat, lac.
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T«bl« 4-7

IMUITS or IltrXLTXATXOR TISTIIW

LMftB

T««t 9t Test
Awtor 04t« (bri)

lit* a
1-4 7-20-07 0.11
2-« 7-20-07 O.SO

Slt« •
!-• 4-10-17 0.34
2-1 4-10-47 0.7S

8it» 0
1.0 7.1«.07 l.J

itt« 0
1-4 7- JO-4 7 l.S

V«IUM Za<iltr«t«4 Ia<lltr«tioa
Mtrlaf T»«t 7«l»eity (let* I, V

(•11 ia/hr c»/hc

11.124 10.1 K.i
11,124 12.0 10. S

113.4 l.S i I0~l J.7 s 10
181-2 7.S I 10~' l.t i 10

4S.t l.S I 10~2 l.t i 10

S7».l 2.1 x 10~l S.3 i 10

-I
-1

-»

-1

••»«••• l»vlr«MMt. lac. 1MO.
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used as cov«r material over large portions of the sites, infiltration
rates are expected to be at the lov end of the observed range.

The prinary utility of infiltration rates in this investigation is
for an evaluation of the efficiency of surface soils to inhibit the
infiltration of precipitation to the subsurface. For example, there is
a greater potential for precipitation to leach contaminants from surface
or subsurface soils in areas with high infiltration rates than in areas
vith lover rates, where a large part of the precipitation may be lost to
overland flow or discharged by the process of evapotranspiration. Pre-
cipitation that reaches the subsurface in high infiltration rate areas
nay eventually recharge the aquifer. Should contamination be present
above the water table, contaminants could then be transported to the
aquifer. Areas with higher infiltration rates may also manifest a
relatively greater rise in the water table following a precipitation
event. This could result in the aquifer coming in contact with wastes
normally isolated above the water table.

VIthin the study area, the occurrence of high infiltration rates
and the subsequent potential for contaminant leaching to the subsurface
nay be significant at the following sites.

Site 0 Contaminated refuse was found above the water table
(E & E 1983). The potential for high infiltration rates
exists due to the use of cinders and fly ash as cover
material.

Site P Analysis of subsurface soil sample PI-53 indicates that
contamination is present above the water table. Cinders
and fly ash were also used for cover material.

Site L Site history indicates that wastes were discharged to
soils above the water table. Soils above the water table
were also observed to be visibly stained during subsurface
drilling. Permeable cinders and construction debris were
used to fill the old impoundment.
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Site J The surface of the site is covered with foundry sand and
slag. Leaching of heavy metals is possible in this
permeable material.

Site K Significant contaaination vas found in samples of fill
material (Kl-08 and K2-25) above the vater table. The
potential exists for high infiltration rates to occur in
the heterogeneous fill material at the site.

Other sites at which high infiltration rates nay exist include
Sites G, H, and I. Although large volumes of waste are already in
contact with the aquifer at these sites, high infiltration rates could
result in additional contaminant loading to the aquifer from wastes and
contaminated fill material found above the water table.

At Site 0 and Site R, it is assumed that the silty clay cover
material will limit the infiltration rate relative to other sites. At
Site N, the water table is located 1 to 2 feet belov the surface. Or-
ganic contaminants were found in each of the two borings at Site N
(Nl-05 and N2-06). However, because of the high water table, laboratory
results may be representative of groundvater quality rather than soil
quality. The significance of high infiltration rates at this site is
presently unknown.

Conversely, the occurrence of low infiltration rate areas could be
particularly significant at Site G, where surficial waste materials and
contaminated soils could be carried off-site by overland flow during
precipitation events.

In summary, although the infiltration test data is limited and
somewhat inconclusive due to the many variables involved, the data
provide a preliminary evaluation of the leaching and run-off potential
at the DC? sites. Additional site-specific data would be necessary for
a more precise evaluation.

4.2 CHEMICAL RESULTS AND DISCUSSIONS
Chemical contaminant investigations consisted of analysis of sub-

surface soil gas, surface vater, sediments, surface soils, subsurface
soils, groundvater, and air samples collected at various sites and creek
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sectors. The procedures and locations of the sample collection were
described in Section 3. Vith the exception of subsurface soil gas
samples, all samples were analyzed for organic and inorganic data
packages which Included all HSL compounds, plus metals and cyanide (see
Table 3-2). Vith the exception of dioxin analysis samples, which were
analyzed by Envirodyne Engineers, Inc., St. Louis, Missouri, analyses of
samples were conducted at E & E Analytical Services Center (ASC) using
procedures defined in E & E's approved Dead Creek Project Quality
Assurance Plan, dated May 1986. Procedures were slightly modified at a
January 30, 1987 meeting attended by Ron Turpin of QAS at IEPA; Jeff
Larson, Federal Site Project Manager at IEPA; Mike Miller, E & E Project
Manager; Andy Clifton, E & E ASC Manager; and Caryn Vojtovicz, E & E GC
Manager to compensate for the extremely high contaminant concentrations
which were being encountered in samples from the DCP sites. Complete
analytical results for all samples are tabulated and presented in
Appendix D.

Discussion of analytical results for each investigation are usually
broken down into the following categories: volatile organics, semi-
volatiles, pesticides and PCBs, and inorganics. In general, the organic
compounds analyzed for are not naturally occurring and their presence
indicates contamination due to human activities. Laboratory analyses
included many inorganic parameters which are ubiquitous and have little
environmental or health significance. Accordingly, although these para-
meters are included in the Appendix D results, they are not discussed in
the report. The inorganic parameters of interest were antimony, ar-
senic, barium, cadmium, chromium, cobalt, copper, lead, mercury, silver,
vanadium, zinc, and cyanide.

The analytical data are sometimes qualified. Qualified data are
indicated by a "J," an "E," or a "B." The "J" qualification indicates
estimated concentrations less than or equal to detection limits. For
all "J'-qualified data, the analyte has been detected and is present.
The "E" qualification indicates that the concentration is estimated be-
cause the amount detected in the sample exceeds the calibrated range for
that compound. The "E"-qualified values are probable underestimates of
true concentrations. The "B" qualification indicates that the analyte
has been found in the laboratory blank as veil as the sample, indicating
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possible or probable laboratory or field contamination. Compounds that
are frequent laboratory or field contaminants are: acetone, 2-butanone,
methylene chloride, and all phthalates. Because these laboratory/fitld
contaminants vere frequently detected but were determined on most in-
stances not to be indications of environmental contamination, most
detected concentrations of these chemicals vere ignored. In a limited
number of samples, the detected values vere determined to be actual
indicators of environmental contamination, and in these cases the de-
tected concentrations are discussed.

4.2.1 Soil Gas Survey
Ninety-six soil gas survey locations vere tested at Sites G, H, I,

J, K, L, H, and N, and Creek Sectors A, B, and C. The soil gas survey
vas conducted to provide semi-quantitative data concerning the levels of
contamination at the project sites listed above. The data vas used to
aid in the placement of soil borings and monitoring veils rather than as
an analytical method to determine contaminant boundaries.

4.2.1.1 Results
The results are presented in Table 4-8 and Figures 4-30, 4-31,

4-32, 4-33, and 4-34.

Site G. Eleven locations vere tested for volatile soil gases at
Site G. Soil gas test results for Site G provided only limited indica-
tions of the presence of subsurface volatile organics. The highest soil
gas measurement at Site G vas detected at SG-12 vhich measured greater
than 100 mg/L. Tvo other soil gas samples at Site G vere substantially
above background: SG-11 (100 mg/L) and SG-30 (18 mg/L).

Site H. Tvelve locations vere tested for volatile soil gases at
Site B. Soil gas results for Site B identified six locations (SG-13,
SG-15, SG-18, SG-21, SG-22, and SC-23) vhere volatile organic soil gases
vere detected at greater than 1,000 mg/L and one location (SG-14) at
greater than 100 mg/L.
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Table 4-i

SOIL GAS MOHITOIING MSULTS

••II Oaa

l«catl<M
«lta

DacifaiatieB
Location of Saopla Depth (ftl Concentiat ion

Above •ackground I nay LI

•a-1 as* (aat aautb of Metco,
1 (••( •••» «C D««4 Ct««k (O.C.I r*oc*

*-
>>4
1st

M-2

SO-1

!•• f*«t south of Natco.
1 faat aatt af D.C. ra»ca
Adjacant to ICPA 010*

J04 (aat (outh o( Metro,
•4 (aat «a«t a( D.C. ranca

M-4 27i (aat aouth of Hatio.
»« (aat aaat at D.C. fanca

>1000

M-S 27} (aat aouth of Natro.
til (aat aaat of D.C. faaca

at
>1000

1S« (aat aauth of Natro.
ISt (aat aaat of D.C. fence

1 .7 140

•0-7 10} (aat aauth of Hetio.
US (aat aaat of D.C. Pence
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Tabt* <-• I Coat.I

•ail <>••
Location

Sit* Location of Saopl* Depth (ft) Concent ration
Atoov* ••ck 9 round (

SO-f
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•O-ll

M-U
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M-41

M-4t

SO-SI
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lit font oaat of D.C.

110 f*«t couth of Ou«*ny Aw»..
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1
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Tahlo «-• I Coot. I
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Table 4-i (Cont.)

••ll Gaa
Location

•it* Location of Saaiple Depth (ft) Concentration
Above Background (nq/L|
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M-flS
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Tatolo 4-1 (Cant.I

•oil on* fit* Location of Saaplo Oopth (ft)
Location »ins>ar Do«i«natlon

SO- 4 4 I/CS--A SO foot aouth of north lino, 1
•Mat *ido of pond
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Tab la «-• I Cant. I

*>

o

1
oo
|0

Sail Gaa lit* Location of Saapl* Dapth (ft I
Location ifilBhir D*ai«mation

M— <S B Southwaat rornor of ait* 1

M-*< • Southaaat cornar of ait* )

M-fl • Morthaaat cornar of ait* 1

tO~ It • North central half of ait* J

M-77 * South cantral aita area, IS faat veat 1
of power to war

S4}-t( K Center of neat half of ait* 1

M-fi K Canter of aaat half of aita 1

M-7> J ISO faat north of aouth*aat cornar 1

•O-71 J North central aurfac* diapoaal area 1

SO- 00 J Ha at central -SO (eet eaat of •.•. tracka 2
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Site I and Creek Sector A. Nineteen locations wtre tested for
volatile soil gases in CS-A and Site I. Results froe these locations
identified six locations (SG-61, SG-62, SG-63, SG-71, SG-72, and SG-75)
vhere volatile organic soil gases were detected at greater than 1,000
mg/L, and one location (SG-60) substantially above background at 92
mg/L.

Site L. Ten locations vere tested for volatile soil gases at Site
L. At five locations (SG-4, SG-5, SG-6, SG-8, and SG-9), volatile
organic soil gases were substantially above background (>1,000 mg/L,
>1,000 mg/L, 340 ng/L, 30 «g/L, and > 1,000 eg/L( respectively). These
soil gas locations vere spread across the northern half of Site L.

Creek Sector B. Seven locations vere tested for volatile organic
soil gases in CS-B. Soil gaa test results for CS-B identified tvo
locations (SG-28 and SG-46) vhere volatile organic soil gases vere sub-
stantially above background (>100 mg/L and 280 mg/L, respectively).
These test locations vere in the northern 300 feet of the creek sector.

Site J. Twelve locations vere tested for volatile soil gases at
Site J. At four locations (SG-79, SG-30, SG-88, and SG-89), volatile
organic soil gases vere substantially above background (>1,000 mg/L,
>100 «g/L, > 1,000 mg/L, and 65 «g/L, respectively). These four
locations are in the northwest portion of Site J.

Site K. Eight locations vere tested for volatile soil gases at
Site R. At four locations (SG-64, SG-65, SG-66, and SG-90), volatile
organic soil gases vere substantially above background (>1,000 mg/L,
>1,000 «f/L, >800 mg/L, and >1,000 «g/L, respectively). These locations
are in the western half and the southeastern corner of the site.

Site M. Six locations vere tested for volatile organic soil gases
at Site H. Only relatively low levels vere identified. In the north
central portion of the site and on the northeast side of the site, 18
mg/L and 16 mg/L of volatile organics vere detected at SG-40 and SG-42,
respectively.
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Site N- Eight locations were tested for volatile organic soil
gases at Site N. At five locations (SG-29, SG-30, SG-32, SG-34, and
SG-36), volatile soil gases were substantially above background (180
rog/L, >1,000 aig/L, 38 ag/L, 680 mg/L, and >1,000 «g/L, respectively).
The highest concentrations were detected in the eastern and southeastern
portions of the site.

Creek Sector C. Three locations were tested for volatile organic
soil gases in CS-C. The highest detected concentration was 1.5 ng/L at
SG-26.

4.2.1.2 Discussion
The highest levels of soil gases at the OCP site were at Site B and

Site I/CS-A. At both sites, six locations had concentrations greater
than 1,000 «g/L. At Site B, the locations of high readings encircled
the excavation identified in historical aerial photographs which is nov
filled. At Site I/CS-A, the locations of high readings were in the
southern and southwestern portions of the site. The locations in the
southern portion cut across the excavation identified in historical
aerial photographs which is nov filled; the locations in the south-
western portion correspond to the western edge of that excavation.

Sites J, K, L, and N also had locations with concentrations greater
than 1,000 «g/L. The highest concentrations in Site J were along the
northwestern site boundary. At Site K, the highest concentrations were
along the western site boundary. At Site L, the highest detected con-
centrations extended across the site, east to west. At Site N, the
highest concentration* vere detected in the southeastern portion of the
site.

Sites G and M and CS-B had substantially elevated soil gas
readings, although all detected concentrations were belov 1,000 «g/L.
CS-C had no readings above 1.5 «g/L.

The results indicated the possibility of groundvater contamination
at Sites J, K, and N, where no monitoring wells exist and no groundwater
quality data exists. These soil gas test results provided a basis for
locating the soil borings and monitoring wells.
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A.2.2 Surface Water and Sediment Sampling
Surface water and sediment samples were collected from Creek

Sectors A, B, C, and D, and from the pond on Site M.

4.2.2.1 Results
Dead Creek surface vater and sediment sampling results are pre-

sented in Figures 4-35, 4-36, and Table 4-9. Complete results are in
Appendix D. Organic and inorganic constituents were detected in the
sediments of Creek Sectors A, B, C, and D, and in the pond at Site M.
Contaminant groups detected included volatile organics, semivolatiles,
pesticides and PCBs, and organics. Organic contamination in surface
vater was limited to Creek Sectors A and B. Inorganic contamination was
present in Creek Sectors A, B, C, and 0, and Site H.

Volatile Organics. Analysis of the 11 samples of surface vater
revealed volatile organics in tvo samples, both from CS-A. Eight
volatiles vere detected; the highest concentration vaj for 1,1,1-
trichloroethane (0.041 mg/L) at SV-13 in CS-A.

Analysis of the 21 samples of Dead Creek sediments revealed vola-
tile organics in tvo samples. Six volatiles vere detected in CS-B
sample SD-14; the highest detected concentration vas for chlorobenzene
at 5.2 mg/kg.

Semivolatile Organics. Analysis of the 11 surface vater field
samples revealed Semivolatile organics in tvo samples. Tvo semi-
volatiles vere detected, vith the highest concentration being 0.009J
mg/L of 2-nitroaniline in CS-B sample SV-04. Sample SV-12 contained
4-chloroaniline at 0.003J mg/L.

Analyses of the 21 sediment samples revealed semivolatile organics
in all 21 samples. Tventy-nine different semivolatiles vere detected.
The highest concentration vas 220 mg/kg of 1,4-dichlorobeniene at SD-14,
from CS-B. Benxo(a)pyrene, the most frequently detected semivolatilt,
vas detected in 13 samples. Table 4-9 lists the most frequently de-
tected semivolatiles.

4-89
BBNUM000240



^•^ - *SV x
«? ^v \ V* "^ •• i 4=^K^r.



«l



in
3
n

fi

M
O
Mn

O

s
Mi
IL»
u
1

*.e

§

e
9

to
W •*9 a
e u9 e
•• 9
•* U

9 •
J •

£

5

a
9o> -«a M

!
1 o

:
M

m
X
i
~
S

i

;,

i
i *

3
4

1

X

J iiiiiiiiiiii i i i i 4

n •»
^ — • • • " " • • ^ »; ' «t • » S *
"* ™ 0 • * ™ 0

-. --

s : i .: : : : : . s :: s : : j s ::? : i 21 s ? ? 2 - I : . s s : :! : ! HJ: 2*1 : ; ̂  ; k: ~ . « .
* - " a u S Jl « * t S * « • S S S S

' * • « M » 1 2 « f 2 S S i S • • • ! ( • «
• ' • • • • • 1 • 1 t I f 2 J • 3 2 2 2 S» U • . . . . . . ( l i - i S j J ' W j » 4 4 4 4 *

e

^
w
3

O

A

9

:
•
M

0

1
3e

\
W

U

î
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Pesticides and PCBs. Analysis of tht 11 surface vat«r samples
revealed Aroclor 1260 in three samples. All three were from CS-B. The
highest concentration detected vas 0.044 mg/L in SV-06. No other pesti-
cides or PCBs vere detected in surface water saaples.

Analysis of the 21 sediment samples revealed PCBs in 18 samplts.
The highest PCS concentration vas in SD-14, fro* CS-B, vhere Aroclor
1248 vas detected at a concentration of 480 «g/kg. Aroclor 1254 and
Aroclor 1260 vere the most frequently detected PCBs (14 times each).
One pesticide was detected in sediments. Endrin vas detected at a con-
centration of 0.58 me/kg in CS-D sample SD-25. Table 4-9 lists the
pesticides and PCBs detected in sediments.

Pioxin. Analysis of seven sediment samples from six locations vere
analyzed for 2,3,7,8-tetrachlorodibenzo-p-dioxin (2,3,7,8-TCDD). No
2,3,7,8-TCDD vas detected.

Inorganics. Analysis of the 11 surface vater samples revealed ele-
vated concentrations of the heavy metals cadmium, mercury, copper,
barium, arsenic, chromium, and lead. The highest concentrations vere
detected in Creek Sectors A and B. The highest detected heavy netal
concentration vas 17,900 mg/L of copper in CS-B sample SV-06.

Analysis of the 21 sediment samples revealed elevated concentra-
tions of cadmium, mercury, copper, barium, arsenic, chromium, and lead.
VIth the exception of cadmium, the highest concentrations vere detected
in Creek Sectors A and B. The highest detected heavy metal concentra-
tion vas 17,300 mg/L of barium in CS-B, sample SD-19.

4.2.2.2 Discussion
Examination of the results of the surface vater and sediment sam-

pling reveals contamination in all four creek sectors sampled (A, B, C,
and 0) and in the pond on Site M. Creek Sectors A and B had the most
highly contaminated surface vater samples. CS-A had the greatest number
of contaminants (11), vhile CS-B had the highest single contaminant
concentration of 0.044 mg/L of Aroclor 1260. Because Creek Sectors A
and B are effectively impoundments, the results vere as expected, i.e.,
higher concentrations than in Creek Sectors C and D, where the natural
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flow is unimpeded and drainage is occurring. No organic contamination
of surface water was detected at Site M.

Similarly, the most highly contaminated sediment samples were those
from Creek Sectors A and B. The general absence of volatiles in sedi-
ments may have been due primarily to the medium concentration methodo-
logy utilized by the laboratory on all but one of the sediment samples,
rather than the absence of contamination. Vhen volatiles in one sedi-
ment sample (SD-14) were analyzed by low-concentration methods, six
volatiles were detected. Sample holding time limits prevented re-
analysis of the samples whose volatiles were analyzed by medium-
concentration methods. The semivolatile, pesticide/PCB, and inorganic
contamination in sediments was, as expected, substantially higher than
in associated surface waters and correlated well with the contamination
detected in the surface water. The highest organic contaminant concen-
trations identified in CS-B sediment samples, where 1,4-dichlorobenzene
(220 mg/kg), Aroclor 1248 (480 mg/kg), Aroclor 1224 (141 mg/kg), and
Aroclor 1260 (66 mg/kg) were detected. The highest organic contaminant
concentrations were: in CS-A, Aroclor 1254 (71 mg/kg); in CS-C, Aroclor
1224 (11 mg/kg); in CS-D, Aroclor 1224 (7.2 mg/kg); and at Site H, Aro-
clor 1242 (20 mg/kg). A number of the same semivolatiles and PCBs were
identified in all four creek sectors. They included benzo(a)pyrene,
benzo(b)fluoranthene, pyrene, Aroclor 1224, and Aroclor 1260. Organic
contaminants in sediments were generally highest in CS-B, followed by
CS-A, CS-C, and CS-D. Organic contaminants detected in Site N sediments
consisted of PCBs. The contaminants 1,4-dichlorobenzene, pentachloro-
phenol, Aroclor 1248, Aroclor 1224, and Aroclor 1260 were detected in
their highest concentrations in Creek Sector B which is immediately
adjacent to Site G, where extremely high concentrations of these
contaminants were detected in surface and subsurface soil samples.
Inorganic contaminants vere generally highest in CS-A followed by B, C,
and 0. The highest concentrations of barium and copper were detected on
CS-B.
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4.2.3 Surfact Soil Sampling
4.2.3.1 Results

Surfact soil vas sampled at tvo sites (Site G and Site J). Signi-
ficant results are presented in Figures 4-37, 4-38, 4-39, and 4-40, and
Table 4-10. Complete results are in Appendix 0. Volatiles, semi-
volatiles, pesticides, and PCBs, and inorganic contaminants vere
detected in the Site G surface soils. Analysis of surface soil samples
from Site J revealed only semivolatile and inorganic contamination.

Volatile Organics. Analysis of the 43 surface soil samples from
Site G revealed the presence of 12 different volatiles. The most
frequently detected volatile and the one vith the highest concentration
vas 4-*ethyl-2-pentanone, vhich vas detected in 22 samples, vith the
maximum concentration detected in sample SS-33 at 2.0 mg/lcg. Sample
SS-38 contained the greatest number of volatiles (seven).

No volatiles vere detected in surface soil samples from Site J.

Semivolatile Organics. Analysis of the A3 surface soil samples
from Site G revealed semivolatiles in 33 samples. Tventy-six semi-
volatiles vere detected. The compounds vith the highest concentrations
vere 1,4-dichlorobenzene (22,000 mg/kg) and pentachlorophenol (21,000
mg/kg) in samples SS-21 and SS-39, respectively. Pentachlorophenol vas
detected most frequently (14 times); benzo(a)pyrene vas detected 13
times, and pyrene 12 times. Benzo(a)pyrene vas detected in 13 samples,
the maximum concentration vas 22J mg/kg in sample SS-15.

No semivolatiles vere detected in surface soils at Site J.

Pesticide* and PCBs. Analysis of the 43 surface soil samples from
Site G revealed PCBs in 40 samples and the pesticide degradation product
4,4'-DM in five samples. Three congeners of PCB vere detected: Aroclor
1248, Arocler 1254, and Aroclor 1260. PCBs vere detected in six samples
at concentrations greater than 1,000 mg/kg. The highest PCB concentra-
tion vas in sample SS-11, vhich contained Aroelor 1248 at 24,000 mg/kg;
Aroclor 1234 at 29,000 mg/kg; and Aroclor 1260 at 21,000 mg/kg. Five
samples contained 4,4-DOE; of these, sample SS-07 contained the highest
concentration (0.3 mg/kg). Octachlorodibenzo(b,a)-l,4-dioxin (OCDD) vas
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detected in three samples, vith the highest concentration in sample
SS-25 (130 i»g/kg).

Dioxin. Two composite surface soil samples from Site G were
analyzed for 2,3,7,8-TCDD. One vas from grid sections B3 through F3,
and the other vas from grid sections A7, AS, and 86 through B8. Neither
sample contained 2,3,7,8-TCDD.

Inorganics. Analysis of the 43 surface soil samples from Site G
revealed elevated levels of antimony, arsenic, barium, cadmium,
chromium, cobalt, copper, lead, mercury, nickel, silver, vanadium, zinc,
and cyanide compared to background samples SS-44 and SS-45.

Analysis of the three Site J surface soil samples revealed chromium
and nickel concentrations at comparable or higher levels than Site G.

4.2.3.2 Discussion
Although volatiles were detected in 22 of 43 samples, the concen-

trations of volatiles present in surface soil samples were limited com-
pared to concentrations of other organics detected. This is probably
due to the tendency of volatiles to evaporate or to penetrate into
subsurface soils. Surface soil sample SS-38 contained the greatest
number of volatiles. This sample vas collected near the location of
subsurface soil sample G8-70, vhich contained very high concentrations
of the same volatile*.

Semivolatiles and PCBs make up the bulk of the contamination de-
tected in surface soils. Figures 4-37, 4-38, 4-39, and 4-40 depict the
locations and concentrations of total organics, PCBs, pentachlorophenol,
and 4,4'-DOI, benso(a)pyrene, and octachlorodibenso(b,e)-l,4-dioxin
(OCDO) in surface soil samples at Site G. The heaviest contamination is
found across the central 200-foot-vide and 500-foot-long section of Site
G vhich corresponds to the pit location identified in aerial photo-
graphs. Although in many cases the PCBs comprised the largest portion
of the organic contamination, in a number of areas pentachlorophenol;
1,4-dichlorobensenej naphthalene; 4-nitrophenolj 2-nitroanilinej and
other sealvolatile* comprised the largest portion. There is very little
pattern to the distribution of the contaminants, other than the high
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level of contamination present in the central area of the site. The
4,4'-DDE contamination is confined to a localized strip in the southwest
portion of the site. It should be noted that 4,4'-DDE and other con-
taminants may be present but undetected in some samples due to the use
of elevated detection limits, vhich resulted from the dilution of sample
extracts, in accordance with contract laboratory protocol.

Fifteen of the organic chemicals detected vere detected in 10 or
more samples. This suggests the likelihood that many contaminants vhich
vere undetected in certain samples may be present belov detection limits
used. Because of the highly concentrated nature of the soil samples,
many analyses vere conducted at a dilution factor of 1,000.

The presence of detected OCDD in three samples suggests the lilcely
presence of 2,3,7,8-TCDD. The compound 2,3,7,8-TCDD and other
chlorinated dioxins and furans frequently accompany OCDD, but usually at
a lover concentration than the OCDD. The surface soil samples from Site
G analyzed for 2,3,7,8-TCDD vere from grid sections vhich did not
contain any detected OCDD.

Only one surface soil sample from Site G contained no detectable
organic contamination, sample SS-01 from the southeast corner of the
site.

The absence of organic contaminants at Site J indicates the general
absence of chemical disposal activities at the site.

The inorganic contamination detected at Sites G and J occurred in
no obvious pattern of location nor combination of contaminant frequency.

4.2.4 Subsurface Soil Sampling
Subsurface soil samples vere collected from Area 1 Sites G, B, and

L, Site I/Creek Sector A; from Area 2 Site 0; and from peripheral sites
J, K, N, and P.

4.2.4.1 Results

Area 1
Analytical results for subsurface soil samples collected from

borings at Sites G, B, I, and L are presented in Figure 4-41, and Tables
4.11, 4-12, 4-13, and 4.14. Complete results arm in Appendix D. Vola-

4.103
RBHUM000254



• x,^ r , / ••! r- .' . •' < • •••• / ••
' \ i ' / / \'\ :

RBKUM000255



; s

M
•4
M

8

a
Ij

2
M

|

O

ea
9 **a •
a «- a
- u
S Su u
• M

«l t

S
JlJ
u

, i

* <M
O U

ij

3
u1

1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 t 1

•* »

: 2 . 1 •

9 « M 1 8 ° w • • 4 4 4. 1:2 f: 2 .123?? ! : !O • >• • ^ • •« i f f u u * * » « i «

£ I f i J S S i J ? - ; J r r 5 S ? l : . J« : : ? : i ? z i l i l * * T T 2 i i f &7 2 « ? l ? r 5 J iff", r -. •. 1 1 1 t i
f U M « J M « • • l i « « M « « M n & l « C U

4-105 RBNUM000256



-
M

5

•4

1
»

•
^

e
9»• «e M« •e >•

^ 44• e
u •a u3 e
U 9u•
M tft :
* !a

a
9

4ri ^• o>
• M
•* "**

S ?
U —

5 -: 2• w

r 2
•

•?«« w
0 U•
u M

i 3
3 •

•4
t-

J
•
U

I

« — 0» p- r»
1 l 1

i* « •o a a

n u^ * •
« f» O•* — »

«

,

*| -• n m
4 « - -
••• Q M tou 9 • ••» 1 •• ••
S i * i
& .55

••

t«
•

«tf
9

M

ie
•
X
M

Ms••
ta *J
& t
• •
!• •*

•9 "
• •
•I 0
• i
* «4
•• U•• «*I «1 *• • -» *i2 ' »* i•
0 •

M
W

•
•
M

• •
M •

i -
M *M

4 i
•i 2• •V •• •

H-i • *• ^o •
U ^ to

f T :
• M •

• 8 &
« M

i 4 i .
1 - - Sj ] l»
- 5 . ^

• • 19 9 •
^ •* M
• • «•
» » •>

? i !M *>
2 1 1 2« • « • « *

M «* •
W • • •

< • M M t

• • t U

•

u•
M

tf

k«
^«
»a
1
|
eu
M

*•
•
Uto

4-106 RZNUM000257



I S

a

M
HI

2
5
9

8
I

8

*
M

M

k.
O

M

9>a
e

«ou

»

W Jt

8 |
8

U •

M U
• •

H
•• w
o u

• 1
£

1
11

•u•*

s
•

f

mm*

^ l t f t ^ < * M # * P t ^

w

: . 1

• •

• ( « • •

11 -i

: * t

4-107 RBNOM000258



» Ie M
e *
: !e uo eo au
-• M

• 4

8

ae

• a>
W Jt
** \

u —aa •»
O 9

4*
** U

ft i•*a

^ M
O U

to *#

3 •

£

I
•1

•

^ ^ •* » ^ at
^ •* ^ **• *H ^ ^
I I I 1 1 | 1

* » ! • « • • » • M lA Va a a a a a a

e a e • « f» o

o • •
^

S

• P
22 ? :,|I | - 8 g :

1 : i : i i i s
•« • «4 • » . • H

9

;
•J
5
•
9

0

i
i

a

to

f
to

?
^I
i
•

4

*

o
~ .
M M
U U
• •
^ •
^ «
U

J «
^ •
• u

4 U
0•

u•

• <

• t
•«

«•• •
•
M
0
M •

4 M

•

^
• u

U M

u **

** •

^ **: ^u
• e

• "
••• M

• •

I I

1 2
•t *

3 ?
j :
j S

2 •
•*• ^«
M M

M 1

•

U
2
J
I
hi
••*

ai•
6
uII

••

uu

4-108 RBNUM000259



a

** * ^ * v » » » - * » —
I I I I I I I I I I I
• * M * * * « « « ' I « , A *

M

U

* I

w *w

ii

1•
i
f4•
»

2̂ 2 i

::
M

•• • • • •

I I I 1 1 •.-.
l i l . i i j
u « u a i » » . « > 4 u •• » i - M « « « f « B a «V * V * * V M l u « t a wi . ! 1 1 i j : | 2 3- - - : j ^ i i 1 3 i =

4-109 ,000^0



T*bla 4-11 (Coat. I

Nuatoei of • ifk.act CoacantietioD Staple Containiag
Chaaical •••* Tiaai Datactad* Datactad (•oykgl Ntqbait Concent rat loa

pytaaa « «»J It-41
dtba*«af«(M I S.t It-41

1 14 ll-il
« 2 t 7 uo-jo

•«•••(• I (lu«i*atk«a« 2 1U it-4)
ClM«c«aa 1 IS It-4]

2 10 19-4*
I 4.) !»-«»
I 4»0 It-4)

A(«cloc Ut* i )40J IS-41

• A tatal •( It •ufecuifaca toil •••pla* M«(« colt«ct*d C«oa Sit* I. Tfc» auat>*(« lilted r«p<««*at ta« nuat>*( of •••pl*«, of
ta« t*t*t •( It, ia n4iick **ck caapouad <••• datactad.

• BatiMtad »»ln«. taiiuat dalatad ia aaapla aicaad* tka caltbiatad raa^a.
J Batlaatad valua. •••ult ii fcaatai tkaa taco. but !••• tbaa tka (pacitiad detection lia>t.

Saute*: Icalofy ead Caviroaaaat, Inc. !•••.



1 : l s *Mf i r | £ s i l i l " I I
i & i { £ & ~ f £ r ; r £ : [ ? i I E
* n If ni l I I I :s •* 1 ~! 1 J i ' ! I

r I : : i ! f
ft w?

o e e e » • e~ . o • » _ » . . . . . »

r r r p r r r r r r r r r r r r
i i i i i i i i i i i i i i i i

?
JT

i

•4if^ «•n ow *«•&•

•*•

f •
S S
f*• na o•— ni :
X w
w m
* •
<» «*

•••
ea

f-
r •: i#* ^
ne na on 9
a •
2 a
r *
ea

M

o•»
ine•̂i

n

g
M
r
VI

Ir
i
«•
5
In

S
IA

5

r

to
«—
•

t
*



tile, semivolatile, pesticide/PCB, and inorganic contamination vere
identified at all sites except Site L, vhere no subsurface pesticide/PCB
contamination was detected.

Site G
Volatile Organics. Analysis of the 12 subsurface soil samples from

nine borings at Site G revealed a total of 11 volatiles in 11 samples.
Samples G6-67 and G8-70 each contained nine detected volatiles. Samples
G5-37, G7-69, and G9-71 each contained eight volatiles. The highest
concentration of any volatile contaminant detected was 540 ag/kg of
chlorobenzene in sample G7-69. Sample Gl-27 contained only one vola-
tile, and Gl-26 contained none.

Semivolatile Organics. Analysis of the 12 samples of subsurface
soils from nint borings at Site G revealed a total of 23 semivolatiles
in nine samples. Sample G3-37 contained 14 semivolatiles and sample
G9-71 contained 11. The highest concentrations of any semivolatile
contaminants vere 5,400 mg/kg of naphthalene in sample G8-70 and 4,800
ing/leg of pentachlorophenol in sample G7-69. Field samples Gl-26, Gl-27,
and G3-33 contained no detected semivolatiles.

Pesticides/PCBs. Analysis of the 12 samples of subsurface soils
from nine borings at Site G revealed one pesticide and two PCB con-
geners. The pesticide, 4,4-DDB, vas detected in four samples (G2-30,
G2-31, G6-67, and G7-69). The highest concentration detected vas 135J
mg/kg in sample G7-69. Aroclor-1260 vas detected in six samples, vith a
high concentration of 4,400 mg/kg in G8-70. Aroclor-1248 vas detected
in one sample (G9-71), at a concentration of 174 mg/kg.

Inorganics. Analysis of the 12 samples of subsurface soils from
nine borings at Site G revealed elevated concentrations of arsenic,
barium, chromium, cobalt, copper, lead, mercury, nickel, and vanadium
vhen compared to background soil samples GB-29, GB-34, and GB-68. The
highest concentrations vere about 100 times background concentrations.
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Site a
Volatile Organies. Analysis of the 11 field samples of subsurface

soil from nine borings at Site H revealed a total of 10 volatiles in
seven samples. Sample H3-17 contained seven detected volatiles.
Samples HI-14 and 82-16 each contained six volatiles and sample H4-19
contained five detected volatiles. The highest concentration of any
volatile contaminant was 450 mg/kg of chlorobenzene in sample HI-14.
Field samples H3-21, H7-23, B8-24, and H9-28 contained no volatiles and
sample H6-22 contained only one.

Semivolatile Organics. Analysis of the 11 samples of subsurface
soil from nine borings at Site H revealed a total of 32 semivolatiles in
nine samples. Sample H2-16 contained 21 semivolatiles. The highest
concentrations of any semivolatile contaminants vere 31,OOOE mg/kg of
1,4-dichlorobenzene; 19,000 mg/kg of 1,2-dichlorobenzene; and 7,600
«g/kg of 1,2,4-trichlorobenzene in sample HI-14. Other high concen-
trations included 2,300 mg/kg of naphthalene; 2,100 mg/kg of phenana-
threne; and 1,330 mg/kg of fluoranthene in sample H2-16. Sample H2-16
contained 17 detected semivolatiles at concentrations greater than 100
nC/kff» including benzo(a)pyrene, benzo(a)anthracene, benzo(b)fluor-
anthene, dibenzofuran, pyrene, and anthracene. Field samples H7-23 and
H9-28 contained no detected semivolatiles.

Pesticides/PCBs. Analysis of the 11 samples of subsurface soil
from nine borings at Site H revealed three pesticides and one PCB
congener. The pesticides, 4,4'-ODE and 4,4'-DOT, vere detected in
samples 85-21 and H8-24. The pesticide 4,4'-ODD was detected in one
sample, 85-21. The highest pesticide concentration vas 0.9 mg/kg of
4,4'-DOT in sample 85-21. Aroclor 1260 vas detected in six samples.
The highest Aroelor 1260 concentration vas detected in H4-19 at a
concentration of 18,000 mg/kg.

Inorganics. Analysis of the 11 samples of subsurface soils from
nine borings at Site H revealed elevated concentrations of arsenic,
barium, cadmium, chromium, copper, lead, mercury, nickel, zinc, and
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cyanide. High concentrations vere generally ranged from 10 to 1,000
times background.

Site I/Creek Sector A
Volatile Organics. Analysis of the 16 samples of subsurface soil

from 10 borings at Site I/CS-A revealed a total 10 volatiles in thirteen
samples. Sample 110-50 contained eight volatiles. Samples 15-41 con-
tained seven volatiles; and samples 12-39, 15-42, and 16-43 contained
six volatiles. The highest concentration of any volatile contaminant
was 130 mg/kg of chlorobenzene in sample 13-40. Samples 17-45 and
112-58 contained only one detected volatile, and samples 17-46, 17-47,
and 112-57 contained no volatiles.

Semivolatile Organics. Analysis of the 16 samples of subsurface
soils from 10 borings at Site I/CS-A revealed a total of 25 semivola-
tiles in 11 samples. Sample 16-43 contained 15 detected semivolatiles.
The highest concentrations of any semivolatile contaminants were 8.300E
•g/kg of 1,2,4-trichlorobenzene and 1,300 mg/kg of hexachlorobenzene in
sample 15-41; 1,800 mg/kg of 1,4-dichlorobenzene in sample 111-51; and
510 ag/kg of naphthalene in sample 19-48. Sample 15-41 contained five
additional semivolatiles at concentrations greater than 100 mg/kg, in-
cluding fluoranthene; anthracene; n-nitrosodiphenylamine; 1,2-
dichlorobenzene; and 1,4-dichlorobenzene. Samples 17-45, 17-46, 17-47,
112-57, and 112-50 contained no detected semivolatiles.

Pesticides/PCBs. Analysis of the 16 field samples of subsurface
soils for 10 borings at Site I/CS-A revealed three pesticides and one
PCI congener. The pesticides were 4,4'-ODD, 4,4'-DOT, and toxaphene.
Toxaphene was detected at a concentration of 490 mg/kg in 16-43;
4,4'-DOD vaa detected In 19-48 and 19-49 at 30 and 6.6 mg/kg, re-
spectively; and 4,4'-DOT vas detected in 19-49 at 4.3 mg/kg. Aroclor
1260 was detected in four samples; the highest concentration vas 340J
ag/kg in 13-41.

Inorganics. Analysis of the 16 sample* of subsurface soils from 10
borings at Site I/CS-A revealed elevated concentrations of antimony,
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chromium, copp€r, l««d, mercury, nickel, vanadium, and cyanide. High
concentrations ranged from 20 to greater than 3000 times background
concentrations.

Sice L

Volatile Organics. Analysis of the five samples of subsurface
soils from four borings at Site L revealed a total of six volatiles in
five samples. Sample L3-04 contained the highest concentration of any
volatile contaminant, 27 mg/kg of toluene. Five volatiles were detected
in sample L2-03, and four vere detected in samples L3-04, L4-09, and
U-10.

Semivolatile Organics. Analysis of the five samples of subsurface
soil from four borings at Site L revealed a total of 13 semivolatiles in
three samples. Sample L2-03 contained nine semivolatilea, and sample
L3-04 contained eight. The highest concentration was 58 mg/kg of penta-
chlorophenol, in L3-04. Samples LI-02 and U-09 contain no semivola-
tiles, and sample LA-10 contained only one.

Pesticides/PCBs. No pesticides or PCBs vere detected in Site L
subsurface soils samples.

Inorganics. Analyses of the five samples of subsurface soil from
four borings at Site L revealed elevated concentrations of antimony,
copper, lead, and nickel. The high concentrations of antimony and
nickel vere about 100 times background concentrations, and the high
concentrations of copper and lead vere 2 to 5 times background.

Area 2
Analytical results for subsurface soil samples from Site 0 are

presented in Figure 4-42 and Table 4-15. Complete results are presented
In Appendix 0.

Site 0
Volatile Organies. Analysis of the 11 samples of subsurface soils

from 10 borings at Site 0 revealed a total of 12 volatiles in nine
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samples. Sample 02-60 contained 11 volatiles. Th* highest concentra-
tion of any volatile contaminant was 620E ing/leg xylenes in sample 04-62.
Sample 01-59 and 06-66 contained no volatile organics.

Semivolatile Organics. Analyses of the 11 samples of subsurface
soils from 10 borings at Site 0 revealed a total of 19 Semivolatile
organic contaminants in eight samples. Sample 09-72 contained 19
semivolatiles; sample 04-62 contained 14 semivolatiles; and sample
010-74 contained nine semivolatiles. The highest concentrations vere
3,800E mg/kg of butyl benzylphthalate; 110 mg/kg of 1,4-dichlorobenzene;
and 100 mg/kg of 1,2-dichlorobenzene in 010-74; and 470 mg/kg of penta-
chlorophenol, 280 mg/kg of pyrene and 280 mg/kg of chrysene in sample
04-62. Samples 01-59, 02-60, and 06-66 contained no semivolatiles.

Pesticides/PCBs. Analysis of the 11 samples of subsurface soils
from 10 borings at Site 0 revealed three PCBs in seven samples. Aroclor
1242 was detected in five samples. The highest concentration vas 1,900
mg/kg, in sample 04-62. Aroclor 1232 and Aroclor 1260 vere also de-
tected in tvo samples, 03-64 and 05-63, respectively. No PCBs vere
detected in 01-59, 02-60, 03-61, and 06-66.

Inorganics. Analysis of the 11 samples of subsurface soils from 10
borings at Site 0 revealed elevated concentrations of cadmium, copper,
mercury, and nickel. High concentrations ranged from 5 to 100 times
background concentrations.

Peripheral Sites
Analytical results for subsurface soil samples collected from

borings at Sites J, K, N, and P are presented in Figures 4-43, 4-44,
4-45, and 4-46, and Tables 4-16, 4-17, 4-18, and 4-19, respectively.
Complete results are in Appendix D.

Site J
Volatile Organics. Analysis of the three samples of subsurface

soils from three borings at Site J revealed three) volatiles in tvo
samples. Field sample J2-12 contained 2 mg/kg of ethylbenzene and 8
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mg/kg of xylenes. No volatile* were detected in Jl-li. On« volatile
was detected in sample J3-13.

Seaivolatile Organics. Analysis of the three samples of subsurface
soils from three borings at Site J revealed ten senivolatile organics
contaminants in tvo samples. Sample J2-12 contained eight semivola-
tiles, and sample J3-13 contained tvo semivolatiles. The highest
concentrations of semivolatiles were 18 ing/leg of naphthalene, 61 mg/kg
of 2-methylnaphthalene, and 14 mg/kg of phenanthrene, in sample J2-12.
Field sample Jl-11 contained no detected semivolatiles.

Pesticides/PCBs. Analysis of the three samples of subsurface soils
from three borings at Site J revealed on* PCB congener in one sample.
Aroclor 1260 vaa detected at a concentration of 0.18 mg/kg in sample
J3-13. No PCBs were detected in samples Jl-11 or J2-12. No pesticides
were detected.

Inorganics. Analysis of the three samples of subsurface soils from
three borings at Site J revealed no elevated levels of inorganics in any
of the samples.

Site K
Volatile Organics. Analysis of the three samples of subsurface

soils from three borings at Site K revealed tvo volatiles in sample
Kl-08. No volatile organics vere detected in samples K2-25 or K3-32.

Semivolatile Organics. Analysis of the three samples of subsurface
soils from three borings at Site K revealed 17 semivolatiles in three
samples. Sample K2-25 contained U detected semivolatiles. Sample
Kl-08 contained 13 detected semivolatile compounds, and sample K3-32
contained seven seaivolatiles. The highest concentrations of any semi-
volatile contaminants vere 1.7 mg/kg of phenanthrene, 2.2 mg/kg of
fluoranthene, and 1.2 mg/kg of benzo(b)fluoranthene in sample K2-25, and
1.8J mg/kg of pyrene in sample Kl-08.

REMUM000279
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Pesticides/PCBs. Analysis of the thrt« samples of subsurface soils
from three borings at Site K revealed three PCBs in three samples.
Sample Kl-08 contained 120C mg/kg of Aroclor 1248, sample K2-25 con-
tained 4.8 mg/kg of Aroclor 1248 and 6.3 mg/kg of Aroclor 1260, and
sample K3-32 contained 19 mg/kg of Aroclor 1242. No pesticides vere de-
tected in any of the samples.

Inorganics. Analysis of the three samples of subsurface soils col-
lected from three borings at Site K revealed elevated concentrations of
tin, mercury, and cyanide. High tin concentrations vere about three
times background concentrations.

Site N
Volatile Organies. Analysis of the two samples of subsurface soils

from two borings at Sitt N revealed ont volatile organic in sample
Nl-05. No volatiles vere detected in sample N2-06.

Semivolatile Organies. Analysis of the tvo samples of subsurface
soils from tvo borings at Site N revealed seven semivolatile organics in
sample Nl-05 and four semivolatile organics in sample N2-06.

Pesticides/PCBs. Analysis of the tvo field samples of subsurface
soils from tvo borings at Site N revealed no pesticides or PCBs.

Inorganics. Analysis of the tvo field samples of subsurface soils
collected fro* tvo borings at Site N revealed elevated levels of mercury
in sample N2-06.

Site P
Volatile Organics. Analysis of the four samples of subsurface

soils collected from tvo borings at Site P revealed eight volatiles in
sample PI-53 and tvo volatiles in sample P2-54. No volatiles vere de-
tected in samples PS-55 and PS-56. The highest concentrations of any
volatile contaminants detected vere 0.41 mg/kg of toluene and 0.45 mg/kg
of xylanes in sample PI-53.
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Semivolatile Qrffanics. Analysis of the four samples of subsurface
soils collected from tvo borings at Sice P revealed 3.9J ng/lcg of
phenol, 8.9J ing/kg of 1,4-dichlorobenzene, and 3.6J ng/lcg of 1,2-
dichlorobenzene in saaple PI-53. No seaivolatile contaminants were de-
tected in samples P2-54, P5-55, or P5-56.

Pesticides/PCBs. Analysis of the four samples of subsurface soils
collected from tvo borings at Site P revealed no pesticide or PCB
contaminants.

Inorganics. Analysis of the four samples of subsurface soils
collected from tvo borings at Site P revealed elevated levels of lead in
sample P5-55 and cyanide in samples PS-55 and P2-54. The lead concen-
tration in sample P5-55 is five to ten times background levels.

4.2.4.2 Discussion

Area 1
Examination of the results of the subsurface soil sampling of

borings at Sites G, H, I, and L reveals contamination at all sites and
in most borings. Site 8 exhibited the greatest quantity of contami-
nation. Sample HI-14 contained 6Z organic chemical contaminants, sample
H4-19 contained 22 organic chemical contaminants, and sample H2-16
contained 1.2% organic chemical contaminants. Samples from Sites G and
I included samples which contained 1Z (G8-70) and 1.1X (15-41) organic
chemical contamination. Samples from Site L were relatively less
contaminated, but on* sample contained more than 0.01X organic chemical
contaminants.

Site C. Samples from borings G-5, G-6, G-7, G-8, and G-9 all
exhibited substantial organic contamination. These borings had many of
the same contaminants. Aroclor 1260, naphthalene, xylenes, ethyl-
benzene, chlorobenzene, toluene, 4-methyl-2-pentanone, and benzene were
detected in samples fro* all five borings. Numerous other contaminants
vere common to three or four of the borings. Because generally only one
sample was analyzed per boring and because samples vere composited from
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various depths vithin each boring, a specific depth profile of the in-
dividual contaminants cannot be made. Hov«ver, because the samples
analyzed vere composited from samples collected from different depths
for each boring (5-15 ft, 10-20 ft, 10-25 ft, 20-30 ft, and 35-40 ft),
the presence of common contaminants in each sample plus visual exami-
nation and HNu readings of boring residues suggests the likelihood of
fairly continuous contamination throughout each of the boring locations.
Many samples contained numerous tentatively identified compounds, pre-
sent at hundreds and sometimes thousands of ag/kg. Analysis of sample
G2-30 tentatively identified the coeluted presence of octachlorodibenzo-
furan and octachlorodibenzo(b,e)-l,4- dioxin at 120J «g/kg. These
compounds vere not detected in the analysis of the duplicate samples.

Site H. Samples from borings HI, 82, and H4 all exhibited sub-
stantial contamination. Samples from borings B3, H5, and H8 exhibited
lover concentrations of contaminants, but each contained numerous
contaminants in the 0.1 to 5.0 ag/kg concentration range. Although
sample HI-14 contained only 13 organic contaminants, the concentration
of contaminants present in the sample required the use of medium-
concentration methodology and a dilution factor of 2,000 for the
semivolatile and pesticide/PCB fractions. As a result, many contami-
nants present in concentrations in the 10 to 300 mg/kg range vere more
likely undetected than not present. Similarly, for sample H4-19, a
pesticide/PCB analysis dilution factor of 20,000 raised the detection
limits of all three compounds to 160 mg/kg or greater. The detection
limits for 4,4'-DDD vere 320 if/kg. Hovever, laboratory analyses
tentatively identified 4,4'-ODD at 98J mg/kg and 2,4'-ODD at 8.9 mg/kg.

The heaviest contamination detected vas found in the north and
northvest portion of Site B, vhere borings HI, H2, and H4 are located.
The absence of contamination at boring locations B7 and B9 indicates
that disposal activities vert limited to the vestern two-thirds of the
site. The middle third of the site had lover levels of contamination
than the vestern third.

Site I. Samples from borings 15, 111, 12, 16 and 19 all exhibited
substantial contamination. Samples from borings XI, 110 and 13 exhi-
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bittd lover conctntrations of contaminants, but each contained numerous
contaminants including some detected in excess of 100 ing/kg.

Th« composite sample taken from 5 ft to 27.5 ft at boring 1-5
exhibited the highest amount of contamination of the subsurface samples
at Site I/CS-A. The sample from boring 12 and the 6 ft to 20 ft com-
posite sample from boring 111 exhibited the next highest amount of
contamination, followed by samples from 16, 19, II, 110 and 13. The
five samples taken from borings 17 and 112 indicate the absence of
subsurface soil contamination at these locations.

The heaviest subsurface soil contamination at Site I/CS-A vas found
generally along a line running north-south near the center of the site.
The area encompassing borings 16, 15, 12, and 111 is the area of
greatest subsurface soil contamination. Borings 13, II, 19, and 110,
though they revealed substantial contamination, appear to be located on
the edge of most heavily contaminated zone. Borings 17 and 112 art
outside the contaminated subsurface soil zone.

Contamination vas detected in borings 15 and 111 in samples from
depths greater than 25 feet, but to a lesser degree than in samples from
the upper 25 feet. This indicates that vaste disposal at Site I/Creek
Sector A occurred at depths shallower than 25 to 30 feet.

Samples from various borings at Site I had numerous contaminants in
common. Common contaminants included 1,2-dichlorobenzene; 1,4-
dichlorobenzene; 1,2,4-trichlorobenzene; and hexachlorobenzene. Many
contaminants found at Site I vere also found at Site H.

Site L. Of the Site L subsurface soil samples, samples from
borings L2 and L3 exhibited the greatest contamination. However, con-
tamination In these samples vas substantially lover than the levels
detected at Sites G, B, and I. Subsurface soils in borings LI and L4
exhibited only contamination with volatile organics, with a maximum
concentration of 0.093 mg/kg of toluene in sample L4-09. Based upon the
sample results, the primary subsurface soil contamination at Site L
appears to be centered in the pond. Limited subsurface soil contami-
nation vas detected east and vest of the pond, at boring locations LI
and U.
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Many of the contaminants dttected at Sites G, H, and I v«re
detected in samples L2-03 and L3-04, including: 1,4-dichlorobenzene;
naphthalene; methylnaphthalene; pentachlorophenol; and phenanathrene.
Unlike Sites G, B, and I, Site L had no PCBs in subsurface soils.

Area 2
Subsurface soil samples from Site 0 in Area 2 revealed contami-

nation in all but tvo borings. Individual samples from Site 0 contained
0.4X, 0.3Z, and 0.05Z organic contaminants. The level of contamination
at Site 0 was lover than that of several samples from Sites G, H, and I,
but higher than that of any sample from Site L.

Site 0. Samples from borings 04, 09, and 010 all exhibited sub-
stantial organic contamination. Samples from borings 09 and 010 ex-
hibited higher levels of contamination in shallow samples (0 to 10-foot
depth) than in deeper samples (10 to 20-foot depth). Similarly, the
highest level of contamination of all Site 0 samples was detected in
sample 04-62 from a depth of 0 to 10 feet. Samples from borings 04, 09,
and 010 had many common contaminants such as, Aroclor 1242; pentachloro-
phenol; pyrene; chrysenej phenanthrene; 1,2-dichlorobenzene; chloro-
benzene; ethylbenzene; and xylenes. Many of these contaminants were
also detected in subsurface samples from Sites G, H, and I. Samples
from borings 02, 03, and 05 contained limited contamination relative to
borings 04, 09, and 010. Subsurface soil samples from borings 02, 03,
and OS from 20 to 30 feet, 10 to 20 feet, and 8 to 20 feet, respective-
ly. Samples from off-site borings 01 and 06, which contained no de-
tected contamination, were from IS to 25 feet.

The sampling results indicate that the heaviest contamination at
Sit* 0 is in the north-central portion of the site, although heavy
contamination also exists in the eastern half of the site.

Although both samples from boring 05 contained limited detected HSL
contaminants, the analyses indicated high concentrations of tentatively
identified compounds (TICs). These TICs consisted of numerous
substituted aromatic compounds such as 1-aethyldecylbenxene and
1-pentylheptylbenzene, indicating the presence of contamination in the
south-central portion of the site.
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Sample analysis results, along vith HNu field sample monitoring
results, indicate lover subsurface soil contamination in the western
portion of the site. Although, because of the United number of borings
and samples taken at the site, substantial contamination may exist in
this area.

Peripheral Sites
Site J. Analysis of the soil from boring J2, on the east side of

the site, shows substantial contamination by volatile and semivolatile
organic contaminants. Ethylbenzene, xylenes, acenaphthene, dibenzo-
furan, fluorene, and phenanthrene were detected. Soil from boring J3,
near the pit southeast of the Sterling Steel Foundry, shows low levels
of dichlorobenzene and Aroclor 1260 in the sample from 0 to 10 feet
deep. These samples shoved different contaminants, although many of the
compounds detected were also detected at Site I and other sites. Soil
collected from betveen 10 and 20 feet deep in boring Jl, in the northern
portion of the site, shoved no contamination.

The most highly contaminated soils at Site J vere found in soils
collected from betveen 15 and 25 feet at boring J2. The concentration
of total organics detected in J2 vas at a substantially lover concen-
tration than the highest values found in samples from Sites G, H, I, L,
and 0.

Site K. Samples from borings Kl, K2, and K3 snov contamination
vith organic compounds. Analysis of the soil samples collected front
borings Kl and K2 betveen 0 and 10 feet indicate contamination by sever-
al semivolatile compounds, including benzo(a)anthracene (0.94J and 0.9
<n«/kg){ chrysene (l.OJ and 0.9 mg/kg); benzo(b)fluoranthene (1.0 and 1.2
of/kg); and benzo(a)pyrene (0.93J and 0.94 mg/kg), respectively. The
sample collected betveen 10 and 20 feet at boring K3 also shoved semi-
volatile contamination, but at lover concentrations (e.g., benzo(a)-
anthracene at 0.33 mg/kg and benzo(a)pyrene at 0.6 mg/kg). The results
of the analyses indicate fairly even and videspread semivolatile
contamination across the site. Concentrations, while substantial, were
lover than the high values at Sites G, H, Z, and 0.
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Analysis of tht soil samples also indicated that PCB contamination
is present at all three borings. Borings Kl and K2 shov Aroclor 1248 at
120 mg/kg and 4.8 mg/kg, respectively; K2 also shows Aroclor 1260 at 6.3
mg/kg; and K3 also shows Aroclor 1242 at 19 ng/kf.

All subsurface soil samples from Kl show cyanide contamination in
soils between 0 and 10 feet, and K3 shows elevated tin levels in soils
between 10 and 20 feet compared to background soil sample concentra-
tions.

Site N. Soil samples from borings Nl and N2 had the same semi-
volatile compounds as detected in subsurface soil samples at Sites H, I,
K, and L. The shallow soils in the pit located at the northwest corner
of the site are contaminated at levels lower than detected in the Site K
borings. Borings Nl and N2 show contamination with compounds such as
benzo(b)fluoranthene (0.29J mg/kg and 0.15J mg/kf respectively); pyrene
(0.55 mg/kg and 0.22J mg/kg); and phenanthrene (0.43 •C/*ff and 0.20J
mg/kg). In addition, boring Nl (0 to 10 feet) shows contamination with
benzo(a)anthracene (0.26J mg/kg); chrysene (0.28J mg/kg); and
benzo(a)pyrene (0.21J mg/kg). These compounds were not detected in soil
from boring N2 (5 to 15 feet). However, soils from boring N2 did show
mercury levels elevated above background, while mercury was not detected
in soils from boring Nl. Neither boring Nl nor boring N2 reflected con-
tamination by volatile organic compounds, pesticides, or PCls.

Site P. The majority of subsurface soil contamination at Site P
was confined to boring PI. Analyses of the sample taken from boring PI
revealed volatile and lighter-fraction semivolatile contamination. Two
volatiles were detected in boring P2. No other organic contamination
was detected at the site. This may have been partially because the PI
sample waa collected from shallow (0-10 feet) soils, whereas samples
from borings P2 and PS were collected from greater depths (10 to 35
feet). Soils in the eastern portion of the site are contaminated with
semivolatile and volatile organic compounds, but the contamination de-
creases with depth. Many of the contaminants detected in boring PI were
also detected at Sites G, H, I, L, and 0.

4-135
R2NUM000286



Non€ of the soil samples taken at Site P indicated contamination by
pesticides or PCBs.

Soils from betveen 10 and 25 feet at the southvest corner of Site P
(sample P5-55) show lead concentrations five to ten times higher than
background. Elevated cyanide levels vere also detected in soils from
betveen 10 and 25 feet in the southvest corner (sample PS-55), and be-
tveen 25 and 35 feet in the eastern portion of the site (sample P2-54).

A.2.5 Groundvater Sampling
Groundvater sampling vas conducted at Sites G, H, I, L, 0, Q, and

R, and at five private veils in the study area.

4.2.5.1 Results
Results of the groundvater sampling and analysis are shovn in

Figures 4-47, 4-48 and 4-49, and Tables 4-20, 4-21, 4-22, 4-23, 4-24,
and 4-25. Complete analytical data are provided in Appendix 0.

Area 1
The groundvater sample results discussed belov are based upon the

samples collected from monitoring veils on March 17, March 18, and March
24, 1987, with the exception of sample GV-34A which vas collected on
July 14, 1987. The collection of sample GV-34A on July 14, 1987 at veil
EE-G102 vas necessary because of accidental destruction of semivolatile
and pesticide/PCB sample bottles of sample GU-34 collected March 24,
1987.

Site G
Volatile Organics. Analysis of the nine samples of groundvater

from eight monitoring veils located on or around Site G revealed a total
of 13 volatile!. All field samples contained at least one detected
volatile contaminant. Sample GV-19 and duplicate sample GV-20 contained
eleven and nine detected volatiles, respectively. Sample GV-33 con-
tained seven volatiles, and sample GV-32 contained five volatiles. The
highest concentration of any volatile contaminant detected vas 7.3 mg/L
of toluene in sample GV-19. Chlorobenzene, the moat frequently detected
volatile, vas detected in seven samples.
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Semivolatile Or^anics. Analysis of the nint samples of groundvater
fron eight monitoring veils located on or around Site G revealed a total
of 20 semivolatiles. At least one seaivolatile contaminant vas detected
in six of the samples. Duplicate samples GV-19 and GV-20 contained 14
and 15 detected volatiles, respectively. Sample GV-33 contained nine
semivolatiles, and sample GV-32 contained six semivolatiles. The
highest concentration of any semivolatile contaminant detected vas 150E
ug/L of benzole acid in sample GV-20. Naphthalene, the most frequently
detected semivolatile, vas detected in five samples.

Pesticides/PCBs. Analysis of the nine samples of groundvater from
eight monitoring veils on or around at Site G revealed one PCS congener,
Aroclor 1260, and no pesticides. Aroclor 1260 vas detected in three
samples from tvo monitoring veils. The highest concentration of Aroclor
1260 vas detected in sample GV-19, vhich contained 0.89 mg/L.

Inorganics. Analysis of the nine samples of groundvater from eight
monitoring veils on or around Site G revealed elevated concentrations of
antimony, arsenic, cadmium, chromium, cobalt, mercury, nickel, vanadium,
zinc, and cyanide compared to background groundvater concentrations.

Site H
Volatile Organics. Analysis of the five groundvater samples col-

lected from five monitoring veils on or around Site H revealed a total
of seven volatiles. Volatiles vere detected in each groundvater sample
from Site H, vith the exception of GV-13. Samples GV-10 and GV-11 each
contained six volatile organics. The highest concentration vas 11 mg/L
of chlorobenzene in sample GV-11. Chlorobenzene and benzene, the most
frequently detected volatile at Site H, vere detected in four of the
five samples.

Seaivolatile Organics. Analysis of the five groundvater samples
from five monitoring veils on or around Site B revealed a total of 24
semivolatiles. Semivolatiles vere detected in each groundvater sample
from Site H except GV-13. Sample GV-10 contained 19 semivolatiles and
sample GV-11 contained 18. The highest concentration vaa 6.4E mg/L of
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4-chloroaniline in sample GV-10. The most frequently detected seal-
volatile was 4-chloroaniline, which was detected in four saaples at Site
R.

Pestieides/PCBs. Analysis of the five samples of groundw«ter from
five monitoring wells on or around Site H revealed one PCB congener,
Aroclor 1260, and no pesticides. Aroclor-1260 was detected in one
sample, GV-10, at a concentration of 0.052 mg/L.

Inorganics. Analysis of the five saaples of groundwater from five
monitoring wells on or around Site B revealed elevated concentrations
of aluminum, arsenic, cadmium, chromium, cobalt, copper, lead, nickel,
zinc, and cyanide, compared to background groundvater concentrations.

Site I
Volatile Organics. Analysis of the eight sample* of groundwater

fro« seven Monitoring wells at Site I revealed a total of 13 volatiles.
At least one volatile contaminant was detected in each sample, except
samples GV-23 and GV-31. Sample GV-29 is a duplicate of sample GV-24.
Sample GV-26 contained 10 detected volatile contaminants, and sample
GV-27 and GV-28 each contained seven. The highest concentration of any
volatile contaminant detected was 3.1 mg/L of chlorobenzene in sample
GV-26. Chlorobenzene and benzene, the most frequently detected vola-
tiles, were detected in six samples.

Semivolatile Organics. Analysis of the eight samples of ground-
water from seven monitoring wells at Site I revealed a total of 19
semivolatiles. Six of the eight field sample* contained at least one
semivolatile. Samples GV-23 and GV-31 contained no semivolatiles.
Sample GV-26 contained IS semivolatiles, the greatest number detected in
any sample. Sample GV-28 contained the highest concentration of any
detected semivolatile, 9.6B mg/L of 4-chloroaniline. Sample GV-26
contained 8.3 mg/L of 4-chloroaniline. The semivolatile 4-chloroanilinc
was also the moat frequently detected contaminant. It waa detected in
six of the eight sample*. The semivolatiles 1,2-dichlorobensene and
1,4-dichlorobenzene vere each detected in five field sample*.
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Pesticides/PCBs. No pesticides or PCBs were detected in any of the
Site I groundvater samples.

Inorganics. Analysis of the eight samples of groundvater froa
seven monitoring veils at Site I revealed elevated concentrations of
arsenic, barium, and nickel compared to background groundvater con-
centrations.

Site L
Volatile Organics. Analysis of the one saaple (GV-37) of ground-

vater froa the aonitoring veil at Site L revealed a total of four vola-
tiles. The highest concentration of any volatile contaminant detected
vas 0.97B ag/L of toluene. Chloroform vas detected at a concentration
of 0.73 ag/L.

Seaivolatile Organics. Analysis of the ona saaple of groundvater
from the monitoring vail at Site L revealed a total of six sealvola-
tiles. The highest concentrations of any seaivolatiles detected vere
for phenol and 2-chlorophenol, vhich vera both detected at 0.15 ag/L.
The next highest concentrations vere 0.075 ag/L of 4-aethy1phenol and
0.06 ag/L of 4-chloroaniline.

Pesticides/PCBa. No pesticides or PCBs vere detected in the Site L
groundvater saaple.

Inorganics. Analysis of the one saaple of groundvater froa the
aonitoring veil at Sita L revealed elevated concentrations of arsenic,
cadaiua, cobalt, vanadiua, and zinc compared to background groundvater
concentrations.

Area 2

Site 0
There vara tvo groundvater saapling rounds for Site 0. The analy-

ses of tha first round samples vara only partially performed due to the
accidental destruction of several of tha saaples. Tha discussion belov
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is based upon the results of the analyses of the second sampling round
conducted on July U, 1987, which complete analyses w«re performed for
all samples.

Volatile Organics. Analysis of the five samples of groundvater
from five monitoring wells at Site 0 revealed a total of 16 volatiles.
Sample GV-39A contained 16 detected volatiles. Sample GV-41A contained
wo volatiles and GV-40A contained one. The highest concentration vas
180E mg/L of chlorobenzene in GV-39A. Chlorobenzene and benzene v«re
detected in GV-41A. Toluene vas detected in GV-40A. No volatiles were
detected in GV-38A or GV-43A.

Semivolatile Organics. Analysis of the five samples of groundvater
from five monitoring veils at Site 0 revealed 11 semivolatiles. Only
sample GW-39A contained semivolatiles. The highest concentration vas
15E mg/L of 1,4-dichlorobenzene. The contaminant 1,2-dichlorobenrene
vas detected at a concentration of HE mg/L.

Pesticides/PCBs. No pesticides or PCBs vere detected in any
groundvater samples from Site 0.

Inorganics. Analysis of the five samples of groundvater from five
monitoring veils at Site 0 revealed elevated concentrations of arsenic,
cadmium, lead, and vanadium compared to background groundvater concen-
trations.

Site Q
Volatile Orgeates. Analysis of the nine samples of groundvater

from) eight monitoring veils at Site Q revealed a total of 11 volatiles.
All samples contained at least one volatile contaminant. Sample GV-09
contained six detected volatiles, as did sample GV-07 and duplicate
sample GV-08. The highest concentration detected vas 6.7J mg/L of
chlorobenzene in sample GV-09. Chlorobenzene and benzene, the most
frequently detected volatiles, vere detected in all nine field samples.
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Semivolatile Organics. Analysis of the nint samples of groundvattr
from aonitoring veils at Site Q revealed a total of 20 semivolatilts.
At least one semivolatile contaminant was detected in six of the nine
samples. Samples GV-03, GV-05, and GW-06 contained no sealvolatiles.
Sample GV-09 contained 19 semivolatiles, and samples GV-08 and GV-07
contained 15 and 14, respectively. The highest concentration was 190E
mg/L of phenol in sample GV-08. The next highest vas 35E mg/L of penta-
chlorophenol in sample GV-08. The seaivolatiles 2-chlorophenol; 1,4-
dichlorobenzene; and 4-chloroaniline vere detected most frequently (4
tines).

Pesticides/PCBs. No pesticides or PCBs vere detected in any of the
nine groundvater samples from Site Q.

Inorganics. Analysis of the nine samples of groundvater from eight
monitoring veils at Site Q revealed elevated concentrations of arsenic,
chromium, cobalt, nickel, and cyanide compared to background groundvater
concentrations.

Site R
Volatile Qrganics. Analysis of the seven samples of groundvater

from six monitoring veils at Site R revealed a total of eight volatiles.
Sample GV-42 is a duplicate of sample GV-41. All samples contained at
least one volatile contaminant. Sample GV-47 contained seven. Sample
GV-49, vhich had three volatiles, contained the highest concentration,
16 mg/L of 1,2-dichloroethane. Chlorobenzene vas the only volatile de-
tected in all samples from Site R.

Semivolatile Organics. Analysis of the seven samples of ground-
vater from) six monitoring veils at Site R revealed a total of IS semi-
volatiles. AC least one semivolatile contaminant vas detected in each
of the samples. Sample GV-46 contained 13, and saaple GV-49 contained
nine. The highest concentration vas 601 mg/L of phenol in sample GV-49.
The semivolatile 4-chloroaniline vas the next highest concentration,
vith 25B mg/L in sample GV-46. The most frequently detected semivola-
tile vas 2-chlorophenol, vhich vas detected in each sample except GV-50.
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Pestieides/PCBs. No pesticides or PCBs vere detected in any of the
groundvater samples from Site R.

Inorganics. Analysis of the seven samples of groundvater from
monitoring veils at Site R revealed elevated concentrations of arsenic,
cobalt, nickel, vanadium, and cyanide compared to background groundvater
concentrations.

Peripheral sites
The results of analyses of samples collected from the five private

veils shovn in Figure 3-12 are presented belov.

Volatile Organics. Analysis of each of the five private veil
groundvater samples revealed a total of 11 volatiles. Sample GV-52
contained tvo volatiles, toluene (0.001BJ mg/L) and ethylbenzene (0.004J
mg/L). Sample Gtf-53 contained four including carbon disulfide (0.003J
mg/L) and styrene (0.002J mg/L). Sample GV-55 contained tvo volatiles,
toluene (1BJ mg/L) and styrene (0.002J mg/L). Sample GV-36 contained
eight volatiles including chlorobenzene (0.12 mg/L), benzene (0.094
mg/L), and vinyl chloride (0.017 mg/L). No volatiles vere detected in
sample GV-54. Toluene vas detected in four of the five private veils.

Semivolatile Organics. Analysis of each of the five private veil
groundvater samples revealed semivolatiles in only one sample, GV-56.
The semivolatiles 1,4-dichlorobenzene and 1,2-dichlorobenzene vere
detected at concentrations of 0.005J mg/L and 0.003J mg/L, respectively.

Pesticides/PCBs. No pesticides or PCBs vere detected in any of the
private veil groundvater samples.

Inorganics. Analysis of each of the five private veil groundvater
samples revealed elevated concentrations of arsenic, copper, lead, and
mercury compared to background groundvater concentrations.
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4.2.5.2 Discussion

Are* 1
Examination of the results of the groundvater stapling of monitor-

ing veils at Sites G, H, I, and L revealed groundvater contaaination at
each of the sites. Sites G, H, and I each had at least one veil that
exhibited extremely elevated volatile and semivolatile organic con-
taminants compared to other contaminated veils at the same site.

Site G. Groundvater samples collected at Site G exhibited
substantial organic and inorganic contamination. The greatest amount of
contamination was found near the center of the site at monitoring veil
EE-G107, vhere samples GV-19 and GV-20 were collected. Tvo other loca-
tions exhibited lover, but still substantial, groundvater contamination.
Groundvater samples from monitoring veils EZ-11 (GV-32), located
centrally along the northern edge of Site G, and BE-G106 (GV-33),
located in the northeast corner of Site G, exhibited substantial but
lover contamination than groundvater from EE-G107. Groundvater samples
from each of these monitoring veils had many of the same contaminants,
namely, chlorobenzene, toluene, benzene, 2-chlorophenol, 1,4-
dichlorobenzene, and 4-chloroaniline. Groundvater from monitoring veil
EE-G107 contained 14 contaminants also detected in subsurface soil
sample G6-67 from the same location, including chlorobenzene, toluene,
phenol, 4-chloroaniline, naphthalene, and Aroclor 1260. Groundvater
from monitoring veil EX-G106 contained benzene, chlorobenzene, and
1,4-dichlorobenzene, vhich had also been detected in subsurface soil
samples from the same location, as veil as numerous other contaminants.
Similarly, groundvater from monitoring veil El-11 contained chloro-
benzene and ethylbenzene, vhich vere also detected in subsurface soil
sample G3-33, from the same location, as veil as numerous other con-
taminants. Groundvater from monitoring veil BI-11 contained a sub-
stantial concentration of 4-chloroaniline (15E mg/L); this compound has
also been detected in a nearby subsurface soil sample (G7-69) at 230J
mg/kg. Results of groundvater sampling at Site G indicate that the area
of the most concentrated groundvater contamination is the south central
portion of the site, but organic and inorganic contamination is present
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to a lesser degree at numerous other locations. The off-site monitoring
veils EEC-101 (GV-14), EEC-103 (GV-15), EEC-104 (GV-16), and EEC 102
(GV-34), located to the south of Site G or on its southern perimeter,
all shoved some organic contamination.

Site H. Groundvater samples collected from monitoring veils at
Site H vere contaminated with numerous organic and inorganic contami-
nants, although generally at lover concentrations than at Site G. The
greatest groundvater contamination vas detected at monitoring veil
EE-02, vhere sample GW-11 vas collected. Veil EE-02 is located on the-
vestern edge of Site H, approximately halfvay betveen veil EE-01 to the
northvest and veil EE-03 to the southeast. Numerous contaminants vere
detected in sample GU-10 from veil EE-03 at concentrations vhich vere
elevated compared to background levels. Groundvater collected from
monitoring veil EE-03 exhibited fever and lover concentrations of con-
taminants than EE-02 and EE-01. Groundvater collected from monitoring
veil EE-G110, located vest of Site H and east of the fenced-off area of
Creek Sector B, exhibited still lover concentrations of contaminants.
The three organic contaminants (4-chloroaniline, chlorobenzene, and
benzene) and the inorganic contaminants (barium and nickel) present in
groundvater sample GV-36 from monitoring veil EE-G110 vere also present
in elevated concentrations in groundvater samples from EE-01 and EE-02.
Groundvater collected from monitoring veil EE-04, located east of Site
H, exhibited no organic or inorganic contaminants. Organic contaminants
detected in subsurface soil samples from borings HI, H2, H3 and H4,
located at or near monitoring veils EE-01 and EE-02, exhibited many of
the same contaminants aa vere detected in groundvater samples from these
veils. Some of the contaminants detected in subsurface soils and
associated groundvater included: chlorobenzene; toluene; benzene; 1,4-
dichlorobenzeaes 1,2-dichlorobenzene; 1,2,4-trichlorobenzene; 2,4,6-
trichlorophenol; and Aroclor 1260. Many of these contaminants vere also
found in contaminated groundvater samples from Site G.

Site I. Groundvater samples from monitoring veils at Site I ex-
hibited contamination in five of the seven veils. The greatest amount
of groundvater contamination vas in monitoring veil El-14, vhere sample
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GV-26 was collecttd. Veil EE-U is locattd near the center of the site,
just east of the railroad tracks. Numerous elevated concentrations of
contaminants were detected in groundwater sample GV-28 from well EE-16.
Veil EE-16 is located east of the railroad tracks, approximately 400
feet south of veil EE-U. Groundwater from monitoring wells EE-12
(located near the southeast corner of the site), and EE-15 (located on
the west side of Dead Creek, approximately 400 feet north of EE-U)
exhibited numerous contaminants at substantial concentrations. Ground-
water from monitoring well EEC-112, southeast of site shoved lower
levels of contamination. Groundwater samples from monitoring wells
EE-13 (GV-23), in the north-central portion of Site I, and EE-20
(GV-31), northeast of Site I, exhibited no organic contamination.
Groundwater from EE-13 exhibited some Inorganic contamination.

Numerous organic contaminants vere present in all contaminated
•onitoring wells at Sit* I. These included: chlorobenzene; benzene;
1,4-dichlorobenzene; 1,2-dichlorobenzene; and 4-chloroaniline. In
addition, many contaminants found in subsurface soils at Site I were
also found in associated groundwater. Some of these contaminants
were: toluene; ethylbenzene; 1,3-dichlorobenzene; phenol; naphthalene;
2-«ethylnaphthalene; and pentachlorophenol. Many of these contaminants
were also found in groundwater at Sites G and B.

Site L. The groundwater sample GV-37 from monitoring well EE-G109
on the west edge of Site L exhibited organic and inorganic contami-
nation. Many of the contaminants detected in the groundwater sample had
also been found in Sit* L subsurface soil samples. These included:
toluene; 4-methyl-2-p«ntanone; benzene; chloroform; phenol;
2-chlorophenol; 4-methylphenol; arsenic; cadmium; cobalt; and vanadium.
Contaminant concentrations in the groundwater at Site L were lower than
at Sites G, H, and I.

Area 2
Groundvater sampling at Sites 0, Q, and R revealed volatile, semi-

volatile, and inorganic contamination at each site. Neither pesticides
nor PCBs vere detected in groundvater samples from any of these sites.
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Site 0. Groundvater samples from Site o reveal«d substantial
volatile, semivolatile, and inorganic contamination at monitoring veil
EE-22, on the western boundary of Site 0, about midway between the
northern and southern edge of the site. Limited volatile and inorganic
contamination was detected in samples from wells EE-23 (GV-AOA), along
the southern edge of Site 0, and EE-24 (GV-41A), near the northern edge.
No contamination was identified in groundwater monitoring wells EE-21
and EE-22, located to the northeast and southeast of Site 0, respective-
ly-

Volatile and semivolatile contamination in groundvater from well
EE-22 included many contaminants also detected in subsurface soil
samples from the site. These contaminants included: trans-1,2-
dichloroethane; benzene; 4-methyl-2-pentanone; toluene; chlorobenzene;
ethylbenzene; xylenes; phenol; 1,2-dichlorobenzene; 1,2,4-
trichlorobenzene; naphthalene; and arsenic. Groundvater sampling
results indicate that contamination present in veil EE-22 is resulting
from materials buried to the east of the veil on Site 0. Buried
contaminants are entering the groundvater and are moving vesterly with
the groundvater flov.

Site Q. Groundvater samples from all monitoring wells at Site Q
exhibited contamination. The greatest amount of groundvater contami-
nation was in the northern third of the site, at wells EE-18 (sample
GV-09) and EE-19 (samples GV-07 and GV-08). Organic contaminant con-
centrations at these tvo veils were comparable to that of the most
contaminated veils at Sites G, H, and 0. Many of the organic contami-
nants in the groundvater at these wells had also been detected in
subsurface soil froa the northern portion of Site Q collected during the
July 1983 FIT investigation. These contaminants included: 2,4,6-
trichlorophenol; 2,4-dichlorophenol; pentachlorophenol; 1,2,4-
trichlorobenzene? 1,2-dichlorobenzene; nitrobenzene; chlorobenzene; and
4-methylphenol. In addition, many contaminants found in groundvater at
Site Q had also been found in groundvater at Sites G, B, I, and 0.
These included: chlorobenzene; 4-methyl-2-pentanonej benzene; phenol;
pentachlorophenol; 4-chloroaniline; 2-chlorophenol; 2,4-dichlorophenol;
arsenic; cobalt; and nickel. Although all other monitoring veils at
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Site 0 exhibited organic contamination, contaminants v«re fever and
concentrations vere significantly lover in the other v«lls. The highest
organic contaminant concentrations at the other monitoring veils vere:
0.12 mg/L of 4-chloroaniline at EE-06 (GV-01); 0.23 «g/L of xylenes at
EE-07 (GV-02); 0.033 mg/L of chlorobenzene at EE-09 (GV-03); 0.38E mg/L
of chlorobenzene at EE-10 (GV-04); 0.029 ng/L of chlorobenzene at EE-17
(GV-05); and 0.07 mg/L of chlorobenzene at EE-08 (GV-06). The highest
inorganic contaminant concentrations vere arsenic in monitoring veil
EE-10 (0.1 mg/L) and cyanide in EE-06 (1.56 mg/L).

Site R. Groundvater samples from Site R exhibited substantial or-
ganic and inorganic (arsenic) contamination. The greatest amount of
contamination vas at monitoring veil B-25A, near the eastern edge of the
site about 600 feet south of the northern site boundary. Hovevcr, con-
tamination detected at monitoring veil P7, along the vestern side of the
site about midvay betveen the northern and southern site boundaries, vas
of the same order of magnitude. Organic contaminants present in ground-
water at monitoring veils B-25A and P7, and in lover concentrations in
groundvater from other monitoring veils at Site R, reflected chemicals
reported by Monsanto to have been disposed of at the site. Some of
these chemicals/contaminants included: 2,4-dichlorophenol; 1,2-
dichlorophenol; 1,4-dichlorophenol; 1,2-dichlorobenzene; 1,4-
dichlorobenzene; phenol; 2-chlorophenol; chlorobenzene; and 4-chloro-
aniline. These and other contaminants had also been detected in
leachate and sediment samples collected during previous investigations
of the site by IEPA and USEPA. In addition, many of the contaminants
present in groundvater at Site R vere the same as in groundvater at
Sites G, H, I, 0, and 0. Although the four other monitoring veils at
Site R also exhibited organic contamination, contaminants at the other
veils vere fever and concentrations vere significantly lover. The
highest concentrations detected in the other veils ranged from 4.1 mg/L
of 4-chloroaniline in veil P-ll (GV-50) to 0.351 mg/L of chlorobenzene
in veil P-l (CT-44). Arsenic vas detected in groundvater samples from
all monitoring veils on the vest side of the site except veil P-7
(GV-46). Cyanide vas detected in groundvater fro* veil P-ll (GV-50), at
a concentration of 0.014 mg/L.
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Peripheral Sites
Private well groundvater from four residential veils located along

Judith Lane, just south of Site H, exhibited low-level organic contami-
nation in three of the four veil samples (GV-52, GV-53, and GV-55).
Private veil GV-54 exhibited no organic contamination, but did exhibit
arsenic, copper, lead, and mercury contamination.

The fifth private veil sampled vas the Clayton Chemical Co. veil
(GV-56), vest of Site 0, about 200 feet northwest of monitoring veil
11-22. Sample GV-56 exhibited 10 organic contaminants. Although the
contamination in GV-56 vas significantly lover than that in GV-39A, six
of the 10 contaminants detected in GV-56 were very elevated in GV-39A.
The difference in concentrations and contaminants present in these tvo
veils is attributable to the large volume of daily pumpage vhich occurs
at the Clayton Chemical Co. veil and to the fact that the Clayton veil
is screened at a greater depth than EE-22. The contamination detected
in GV-56 indicates that contamination originating at Site 0 is being
transported off-site and contaminating groundvater used by the public.

A.2.6 Air Sampling
4.2.6.1 Introduction

This section presents the analytical results of air samples col-
lected in Area 1 around Site G and CS-B, and in Area 2 around Sites Q
and R. Sampling was conducted on July 16 and July 17, 1987, at Area 1,
and July 21 and July 22, 1987, at Area 2. Results are presented
separately for each area sampled, and a discussion of the results
follows the data summaries for each area.

4.2.6.2 Area 1 - Site G/CS-B

Results
Analytical results for air sampling collected at Site G/CS-B are

presented in Figures 4-50 and 4-51, and in Table 4-26.

Volatile Organic*. With the exception of benzene, which was also
found in the blank samples, no volatile organic compounds were detected
for either day of sampling at Site G/CS-B.
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Semivolatile Organics. A total of 10 semivolatile compounds vere
detected in the seven samples collected on the initial day of sampling
(samples DC-01 through DC-07). The background sample DC-05 contained
four semivolatile compounds and sample DC-06 contained nine semivolatlle
compounds. Four semivolatile compounds, naphthalene, fluorene, 2-
nitroaniline, and pyrene, vere detected only in dovnvind samplts, with
the highest concentration being 0.44 ug/m for 2-nitroaniline in sample
DC-04. No semivolatile compounds vere detected during the second day of
sampling.

Pesticides and PCBs. PCBs vere detected in three dovnvind samples
on the first day of sampling, and in four dovnvind samples on the second
day. Samples DC-04 and DC-13, collected from the same station location
on consecutive days, contained three PCB congeners, including Aroclors
1248, 1254, and 1260. The highest concentration detected vas 0.18 ug/m
for Aroclor 1254 in both DC-04 and DC-13. Aroelor 1248 vas also de-
tected in the collocated samples on each day of sampling (DC-01 and
DC-06; DC-10 and DC-11). No pesticides vere detected in any of the
samples collected from Site G/CS-B.

Inorganics. Three heavy metals, lead, copper, and zinc, vere de-
tected at similar concentrations in all samples except the blanks, vith
the highest concentration being 1.43 ug/m for zinc in sample DC-09.

Discussion
Examination of the analytical results of air sampling conducted at

Area 1 indicates a docuaentable release of several contaminants, in-
cluding PCBs, naphthalene, 2-nitroaniline, fluorene, and pyrene. PCB
match data vere excellent for collocated samples on both days of
sampling. Considering the extremely high concentrations of PCBs de-
tected in surflcial soil samples at Site 6 (see Section 4.2.3), the
detection of PCBs in the dovnvind air samples constitutes an observed
release for BUS scoring purposes.

Although problem* vere encountered in the semivolatile analysis of
the cartridges (as discussed previously), careful review of the data
Indicated that the fluorene, 2-nitroaniline, benzyl alcohol, fluoran-
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then*, and pyr«n* detected are acceptable for us* in HRS scoring. All
of th«s« compounds were also frequently detected and at relatively high
concentrations in surficial soil samples fron Site G. In contrast, the
semivolatile compounds detected in the background sample (DC-05) were
not detected in any of the surface soil samples. This relationship, in
conjunction with the sample locations at which the compounds were de-
tected, provides adequate support that the listed airborne contaminants
resulted from sit* conditions.

Because benzene was detected in blank samples, it can not be sub-
stantiated for us* in HRS scoring. The semivolatil* compounds detected
in the background sample (DC-05) arc probably th« result of the pre-
viously discussed problems with the extraction procedure and column
decomposition. The metals analyses did not indicate any substantial
trends or significant differences in concentrations b«tw«*n upvind and
dovnvind samples. For this reason, the data for metals are not con-
sidered to constitute a r*l«as* of contaminants from th* sit*.

Meteorological data v*r* obtained from th* Bi-Stat* Parks Airport
in Cahokia for th* sampling dates. Du* to th* industrial nature of th*
project area, vind sp**d and particularly wind direction are important
factors to consider vh*n discussing results for air sampling. Vind
roses for th* intervals sampled are included on Figures 4-49 and 4-50.
Although th* preferred vind direction for sampling at Site G/CS-B vas
from th* southwest, th* south and southeasterly winds which prevailed
during the sampling were acceptable for monitoring site conditions. No
potential sources, oth*r than th* sites being monitored, arc located
vithin a reasonable distance to the south or southeast of th* sampling
area. This provides further substantiation that th* contaminants
detected in air samples at Site G/CS-B resulted from conditions at the
sites.

4.2.6.3 Area 2 - Sites Q and R
Results

Analytical results for air samples collected at Sites Q and R are
presented in Figures 4-52 and 4-53, and in Tabl* 4-27.
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Volatile Organics. Volatile compounds detected included 1,1,1-
trichloroethane, toluen«, and total xylenes. The compound 1,1,1-
trichloroethane was detected in two samples (DC-15 and DC-16) on the
first day of sampling, and three samples (DC-22, DC-23, and DC-24) on
the second day. Toluene and xylenes were detected only in DC-23,
collected on the second day of sampling. Benzene was detected in all of
the samples, but was also detected in the blank samples.

Semivolatile Organics. As discussed previously, the high-volume
PUT cartridges from these samples vere not analyzed for semivolatile
compounds. Paniculate filters and PUT sorbent tubes vere analyzed for
semivolatiles. Phenol vas the only semivolatile compound detected. The
phenol vas detected only in sample DC-20, collected on the first day of
sampling.

Pesticides and PCBs. PCBs vere detected in tvo samples on the
first day of sampling, and in one sample on the second day. Aroclor
1248 vas detected in samples DC-19 and DC-20, vith a high concentration
of 0.07 ug/m in DC-19. Three PCB congeners (Aroclors 1248, 1254, and
1260) vere detected in sample DC-26, vith a total concentration of 0.41
ug/m . No pesticide compounds vere found in any of the samples.

Inorganics. Hetals vere detected in all samples submitted for
analysis. Metals detected included copper, lead, and zinc. Chromium
vas not detected in any of the samples. The highest concentration of
copper vas 1.22 ug/m , in sample DC-23. The highest concentration of
lead vas 0.79 ug/m , also in sample DC-23. The highest concentration of
zinc vas 2.02 ug/m , in sample DC-26.

Discussion
Examination of tha analytical results of air sampling conducted at

Sites Q and R indicates a documentable release of phenol and PCBs. PCBs
vere detected on both days of sampling at tha same sample location
(samples DC-19 and DC-26). This sample location is in tha area in vhich
chemical vastes vera uncovered during past excavation activities for a
railroad spur. In addition, previous subsurface soil sampling around
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this arta (st« Sltt Q in Appendix A) had indicated high concentrations
of PCBs in site soils. Considering the high permeability of surface
material (cinders) at the site, a release of subsurface contaminants to
the atmosphere is not unexpected. Similarly, previous analytical data
from samples collected in the vicinity of sample DC-20 indicated the
presence of phenol (PCBs were not analyzed for in these samples).

The volatile contaminants detected in samples DC-12, DC-16, DC-22,
DC-23, and DC-24 must be closely scrutinized because other potential
sources are located in the vicinity of these samples. Trade Waste
Incineration, Inc. (TVI) is located immediately east of the northeast
corner of Site Q. Clayton Chemical Co. is located immediately to the
southeast of TVI. Both facilities handle a vide variety of organic
chemicals and vastes, although neither facility processes PCB vastes.
The facilities are also separated from Site Q by a flood control levee.

The presence of these tvo facilities necessitates careful exami-
nation of site histories and meteorological conditions in order to
determine the source of the volatile contaminants detected. Vind
direction on the initial day of sampling was highly variable, but vas
predominantly from the south or southwest. In contrast, wind direction
on the second day of sampling vas predominantly from the southeast,
which, in the absence of historical sample data, would indicate that the
aforementioned facilities would be potential sources of the volatile
contaminants detected. However, previous subsurface soil samples from
Site Q had shown high concentrations of toluene (2,400 ppm) and xylenes
(2,300 ppm). These previous sample data are synopsized in the Current
Situation Report in Appendix A. Volatile compounds were detected only
in the three northernmost sample locations (see Figures 4-52 and 4-53).
Sample locations to the south of Clayton and TVI were unlikely to be
influenced by these facilities, and contained no detected volatiles. As
a result, more specific sampling is required to accurately determine the
source for the volatile contaminants detected. In contrast, based upon
previous sampling data and site conditions, the PCBs and phenol detected
in air samples are attributable to Site Q. Site R could potentially be
a supplemental contributor.

RENUM000324
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5. GROUNDVATER TRANSPORT MODELING

5.1 INTRODUCTION
As part of th« DC? investigation, the groundvater flov regine and

contaminant transport beneath the study area were modeled using computer
simulations. These simulations were used to predict future movement of
groundvattr contaminants and estimate contaminant loading to th« Missis-
sippi River in th« shallow and intermediate zones of the unconsolidated
aquifer. The chosen study area for this task encompasses Sites G, H, I,
L, 0, Q, and R (see Figure 5-1). This area is 10,000 feet long and
8,200 feet vide. The western edge of the study area borders the Missis-
sippi River.

A modified version of Plasm (Prickett and Lonnquist 1971), de-
veloped by ISVS, waa chosen as the groundwater model for this study. A
aodified version of the random walk solute transport aodel by Prickett
et al. (1981) was chosen as the contaminant transport nodel.

5.2 GROUNDVATER MODELING
5.2.1 Groundwater Flov Model

Plasm is a finite difference model which can be used to predict
one- or tvo-dimenaional flov under artesian or groundwater flow con-
ditions. The model can be used for simulating groundvater flov under
heterogeneous, anisotropic, variable pumpage rate, lake/river/evapo-
transpiration, and steady or transient conditions. Plasm was modified
for this study to incorporate the effect of seasonal river stages. The
groundvater coefficients (permeability, transmissivity, and storage)
vere estimated based on aquifer testing, site hydrogeological con-
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ditions, and Batching numerical head data vith measured groundvater
heads.

During this investigation, tvo-diaensional groundwater flov vas
simulated in the shallow and intermediate zones. By siaulating tvo-
dinensional flov in each zone and assuming a uniform vertical gradient
between the two zones, a three-dimensional model vas obtained.

5.2.2 Finite Difference Grid Patterns and Boundary Conditions
The grid pattern used in numerical simulation is presented in

Figure 5-1. This variable grid pattern included 19 rovs and 21 columns.
A more condensed grid system vas selected for the area including Sites
G, B, and I, where more field measurement data were available for
comparison with computer simulated data. Boundary conditions for the
numerical simulation were based on the review of the available
groundwater contours constructed from field data. The west boundary of
the grid pattern borders the Mississippi River and groundwater heads at
the nodes at this boundary coincide with the river heads. At the
east boundary, a uniform groundwater flux in a direction normal to the
river is prescribed corresponding to a groundwater gradient of 0.0011
feet/foot. At the north and south boundaries, zero groundvater fluxes
are prescribed at directions parallel to the river. Since a symmetrical
boundary condition vas selected for the computer simulation, the
groundwater flov pattern is generally toward the river (equi potential
lines parallel to the river). For those computer simulations in which
the effect of pumping from tvo veils vas included, there vas some
shifting of the flov patterns. However, since the pumping volumes were
lov, the general flov pattern vas basically unaffected by pumping.

5.2.3 Assumptions for Computer Simulations
A series of simplifying assumptions were made for the computer

simulations. The assumptions are as follows:

e The aquifer is homogeneous and isotropic.

e The bottom elevation of the shallow zone is 370 feet above MSL,
and the bottoa elevation of the intermediate son* is between 320
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and 340 ft«t MSL. This assumption vas based on data colltcted
from soil borings performed by E & E, and a review of the liter-
ature (Bergstrom and Walker 1956; Geraghty & Miller 1986).

• The groundvater gradient in any vertical direction is uniform.

e The shallow zone is under water table conditions, and the inter-
mediate zone is under confined conditions.

e The boundary conditions are as assumed in Section 5.2.2.

e The effect of precipitation and evapotranspiration is negligi-
ble, and river head fluctuation is the predominant factor af-
fecting the groundvater heads in the study area. A comparison
of groundvater heads in select monitoring veils and river stage
data is presented in Table 5-1. The data show that groundvater
heads fluctuate in response to river stage fluctuations, and
that groundvater fluctuations are greater in areas closer to the
river.

e Groundvater head elevations at the nodes bordering the Missis-
sippi River vary each month, and groundvater heads at these
nodes are equal to the average river head for each corresponding
month. Table 5-2 shows average monthly Mississippi River heads
from 1984 through 1987.

5.2.4 Groundvater Flov Coefficients

5.2.4.1 Permeability/Transmissivity
Peraeability vas calculated using E & E slug test data. Detailed

descriptions of test locations and procedures are presented in Section
4.1.3.3. Baaed on the slug test results for Areaa 1 and 2, permeability
values for the shallow zone range from 1.5 x 10 to 5.2 x 10" ft/sec.
The logarithmic average of permeability values vaa 7.5 x 10" ft/sec
(48.70 gpd/ft2). The arithmetic average of permeability values vas
12.7 x 10"3 ft/sec (82.5 gpd/ft2). (In averaging the permeability
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values, data from the following monitoring veils vere used: EE-G101 and
EE-G102 from Site G; EE-03, EE-04, and EE-G110 from Site H; EE-13,
EE-15, and EE-G112 from Site I; EE-21, EE-24, and EE-25 from Site 0; and
EE-06 and EE-07 from Site Q).

Schicht (1965) reported permeability values for intermediate depths
at six sites in Madison and St. Clair counties, Illinois. Based on
these data, the mean permeability was 1,620 gpd/ft (2.S x 10 ft/sec)
(Geraghty & Miller 1986a). An aquifer test conducted by Geraghty &
Miller (1986a) in the intermediate zone provided a permeability value-of
3,300 gpd/ft2.

The transmissivity value for the shallow zone was calculated by
multiplying the permeability value by the thickness of the saturated
zone in this zone. The thickness of the saturated zone changes with
fluctuations of the groundwater head, and therefore it varies as a
function of time and distance from the river. The transmissivity value -
for the intermediate zone was calculated by multiplying the permeability
value by the thickness of the intermediate zone. Thicknesses of 30
feet and SO feet were used for the intermediate zone in this study.

5.2.4.2 Storage Coefficient
Values of storage coefficients calculated from slug tests perforned

in the shallow zone ranged from 0.1 ft3/ft3 to 0.00001 ft3/ft3. These
values were calculated based on the assumption of a confined condition
for the shallow zone. Schicht (1965) reported storage coefficients
for the intermediate zone ranging from 0.020 to 0.155 ft /ft . Aquifer
tests conducted by Geraghty & Miller (1986a) in the intermediate zone
reported storage coefficient of 0.04 ft /ft .

5.2.5 Calibration of the Groundwater Flow Model
The groundwater flow model was calibrated to provide a basis for

the selection of the best values for aquifer parameters. This cali-
bration also provided a method for gauging the accuracy of the computer
simulation data.

The model was calibrated by simulating groundwater heads from April
1, 1987, through September 30, 1987, and comparing the simulated data
with the measured field data. Computer simulation* vere made using

5-7
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average monthly Mississippi River heads. Average monthly riv.r heads
were calculated using daily river stag* data provided by COE (see Table
5-2). Initial conditions vere set equal to the field data neasured on
March 26, 1987. Because a time step of 15 days was selected for the
computer simulation, simulated data for May 15, 1987, and September 30,
1987, vere compared with the field data for May 12, 1987, and October 1,
1987, respectively (see Figures 5-2 and 5-3). Differences vere noted,
and reasons for these variations vere determined. Parameters knovn to
have an impact on vater levels vere adjusted, vithin the range of esti-
mates for these parameters, to improve the match of simulated and field
data. This process vas repeated until the match vas vithin a 1-foot
head difference. This head difference is reasonable, considering the
approximation in the computer simulation.

Groundvater model calibration vas performed for both the shallov
and intermediate zones. The following trials vere performed for the
shallov zones

Trial

A

B
C
0

Hydraulic Conductivity (K)
(«pd/ft2)
82.5
82.5
48.7
43.7

Storage Coefficient (S)
ft3/ft3

0.001
0.01
0.01
0.001

The following trial* vere performed for the intermediate zone:

Trial

A
B
C
D
E

Hydraulic Conductivity (K)
(tpd/ft2)

3,300
2,000
3,300
3,300
2,000

Storage Coefficient(S)
ft3/ft3

0.11
0.11*
0.04
0.001
0.11**

* Assuming zone thickness is 30 feet and no pumps arm running.
** Assuming zone thickness is 30 feet and tvo pumps arc running.
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In the shallow zon*, trial D, vith K - 48.7 gpd/ft2 and S . 0.001,
best matched the fitld data. In th« intermediate aquifer, trials B and
E, vith K - 2,000 gal/sq ft per day and S « 0.11, provided good Batches
vith field data. These coefficients vere then used in the numerical
simulation of the average annual flow regime.

5.2.6 Average Annual Flov Regime
Subsequent to calibrating the groundvater flow model, computer

simulations vere performed to estimate/predict the average annual flov
regime on a monthly time-step basis. Average monthly Mississippi River
heads from 1984 through 1987 vere calculated (see Table 5-2), and used
for computer simulation. Groundvater heads and fluxes vere calculated
and represent the average heads and fluxes for the corresponding months.

Computer simulations vere made for both shallow and intermediate
zones. For the intermediate zone, zone thicknesses of 30 feet and 50
feet vere considered. The simulation using the 30-foot thickness vas
run, assuming that tvo pumps vere each running at 1,000,000 gallons per
month (see Figure 5-1 for pump locations). This assumption vas made
based on reports that pumping at these locations has averaged 1,000,000
gallons per month from each veil (see Section 2.5).

Average annual flov data vere later used to estimate residence time
for contaminant transport from contaminant sources to the Mississippi
River, and to estimate contaminant loading to the river.

5.2.6.1 Horizontal Groundvater Flux and Gradient
Average monthly groundvater fluxes and gradients corresponding to

the average annual flov conditions vere calculated using a post-
processor to Plmra. These data for the shallow and intermediate zones
are plotted in Figures 5-4, 5-5, and 5-6.

Baaed on these data, groundvater flow in March, April, May, and
November is generally from the Mississippi River toward the sites
(positive sign in the flow data). In the remaining months of the year,
flow is generally toward the river (negative sign in the flow data).
Based on these data, groundvater fluxes to the river in the shallow zone
range from 0.0041 ft3/(ft2 day) to 0.021 ft3/(ft2 day) with the maximum
value occurring at the river edge. These values correspond to

5.11
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velocities of 0.027 ft/day to O.U ft/day (for effective porosity of
0.15 ft /ft ). Groundvater fluxes to the river in the intermediate zone
range froa 0.15 ft3/(ft2 day) to 0.81 ft3/(ft2 day), with the aaxiaum
value occurring at the river edge. These values correspond to
velocities of 1.0 ft/day to 5.4 ft/day.

Groundvater flux in the shallow zone is at a aaxiaua during August
and September, when the river head is at its lowest. Flux in the in-
termediate zone is also greatest during August.

In March, April, Hay, and November, when flow is from the river, a
zero velocity line is formed in each zone. This line in the shallow
zone extends a maximum of A,520 feet east of the river (about 1,000 feet
west of Site G) in Hay. The zero velocity line in the interaediate zone
extends a maximum of 5,020 feet east of the river (about 500 feet west
of Site G) in Hay. Table 5-3 shows average monthly flow data at the
river boundary. These data indicate that the zero velocity lines in
both shallow and intermediate zones do not extend to Site G.

5.2.6.2 Vertical Groundvater Gradient and Flux in the Shallow Zone
The Miaaissippi River generally constitutes a pressure release zone

(sink) for the groundvater in the area. Groundwater pressure is trans-
mitted faster in the intermediate zone than in the shallow zone. This
results in a generally downward groundwater gradient in the shallow
zone. In periods of high river stages, an upward gradient may exist in
areaa close to the river. Review of the field data reported by Geraghty
6 Killer (1986a) indicates that a downward gradient exists in the study
area and at times these gradients are significantly greater than
horizontal gradients.

Vertical groundvater gradients were calculated using groundwater
heads froa computer simulations of the shallow and intermediate zones.
The vertical distances between heads were taken as the distances between
midpoints of the shallow and intermediate zones. Plots of vertical
gradient versus distance fro* the river are presented in Figures 5-7 and
5-8. Baaed on theae data, groundwater flux in the shallow zone is
generally downward (a positive gradient). The vertical gradient in-
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creases with distance fro« the river. The ratio of vertical gradient to
horizontal gradient also increases vich distance from the riv«r. This
ratio is as high as 80 in the study area. An upward gradient (negative
gradient) exists in areas close to the river during April and Hay, when
the Mississippi River is at high stage (see Figure 5-7). This effect is
not apparent in Figure 5-8 because of pumping in the intermediate rone.
Based on these data, flov in the shallow zone, except in the vicinity of
the river, is generally downward fro* the shallow zone to the inter-
mediate zone. In the vicinity of the river (Site R), horizontal flow
becomes significant, and horizontal gradient may become more significant
than the vertical gradient.

Vertical groundwater flux was calculated by multiplying vertical
permeability values by the vertical gradients. Vertical permeability
wms assumed to be equal to the horizontal permeability. These values
were used to calculate contaminant migration from the shallow zone to
the intermediate zone.

5.3 CONTAMINANT TRANSPORT MODELING
A random walk solute transport model (Prickett et al. 1981) was

used to study contaminant transport in the DCP study area. This model
is used to simulate contaminant transport in groundwater by incorpo-
rating the effects of convection, dispersion, and chemical reactions.

Prickett et ai. (1981) has provided a detailed description of the
mathematical representation of this model and the basis for its numeri-
cal solution. In summary, the mathematical representation of the con-
taminant concentration rate includes both dispersion and convection
terms. The convection term, containing velocity, is solved by adaption
of a finite difference scheme. The dispersion term is solved by adap-
tion of the random walk technique, based on the similarity between con-
taminant distribution and normal distribution of a random variable. The
computer code for this transport model reads aquifer data from the
groundwater flov model, makes numerical calculations, and provides both
graphical and numerical representations of the contaminant transport.
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5.3.1 Contaminant Transport Coefficients
The transport coefficients required to run the random walk model

include:

• Retardation factor (Rf),
• Longitudinal dispersivity (d,), and
• Transverse dispersivity <d().

5.3.1.1 Retardation Factor
Retardation factor (R,) is defined as the ratio of velocity of the

groundvater to velocity of the contaminant. This ratio should be equal
to or greater than one. The retardation coefficient is dependent on the
organic carbon content (f.) of the porous nedia, and approaches 0 as
(he fQC level becomes 0. Winter and Lee (1987) reported the following
equation for R.:

Rf - 1 * .63 f. foc Kow

vhere f is mass fraction of solid, and K „ is the octanol-vater• ov
partition coefficient. A retardation coefficient of 1.50 was used for
the computer simulations in this study.

5.3.1.2 Longitudinal Dispersivity
Longitudinal dispersivity (d,) is the characteristic property of

the porous media. For granular material with porosity of less than
0.22, d, generally ranges from 20 feet to 100 feet (Anderson 1979). The
product of multiplication of the longitudinal dispersivity and ground-
vater flov velocity suemted vith the coefficient of molecular diffusion
is the coefficient of hydrodynamic dispersion in the longitudinal di-
rection (D.). A longitudinal dispersivity of 50 feet was used for the
study.

5.3.1.3 Transverse Dispersivity
Transverse dispersivity (d() is a factor affecting dispersion in a

direction normal to the flov line. The product of multiplication of
transverse dispersivity and groundvater flov velocity summed vith the

5-20
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coefficient of molecular diffusion is the coefficient of transverse
hydrodynamic dispersion (Dt>. The ratio of longitudinal dispersivity
to transverse dispersivity ranges from 1 to 20 (Anderson 1979). A
transverse dispersivity of 25 was used for this study.

5.3.2 Residence Time
Residence ti«e is defined as the required time for a contaminant to

reach the river from a site. Since groundvater flow in the shallow zone
is predominantly in a vertical direction, contaminants vhich originate
in the shallow zone will migrate downward and enter the intermediate
zone. In the intermediate zone, the contaminant migration will be
dominated by horizontal flow, and will flow westward to the river. The
residence time will be the of the migration times in the shallow zone
(•downward) and in the intermediate zone (westward). Residence time is
primarily dependent on the flow velocity (convection term); however it
is also dependent on the dispersivity, and the rate of adsorption and
desorption. Horizontal flow velocity in the study area is a function of
time (monthly variation) and location (distance to river). Vertical
flow velocity in the study area is assumed to be uniform along any
vertical direction and varies only with time.

Contaminant migration velocity is calculated using the following
equation.

V . *±ne

where V is groundvater velocity, K is permeability, i is the average
annual gradient, and ne is the effective porosity.

Za Site* 6, H, I, and L, the average annual vertical gradient is
0.015 feet/foot. Using this gradient and an average annual flow path of
14.39 feet, downward migration time was calculated to be 22 days. (Flow
path vu considered to be equal to half the thickness of the saturated
zone in the shallow tone). At Site 0, the average annual vertical
gradient and average annual flow path are 0.011 feet/foot and 13.46
feet, respectively. Using these data, the downward migration time was
calculated to be 28 days.



Contaminants entering the intermediate zone vill flow in a westward
dirtction toward the river. Flow velocity in this zone is a function of
tin* and distanct to the river. Using th* randon walk model (Prickect
et al. 1981), contaminants entering the intermediate zone near Site G
vill reach the Mississippi River in approximately 20 years (see Figure
5-9). Contaminants entering the intermediate zone in the area of Site 0
will reach the river in approximately 8 years (see Figure 5-10).

5.4 CONTAMINANT LOADING

Contaminant loading to the river was estimated using average annual
flow data found in the computer simulation. Table 5-4 presents the
estimated annual average and maximum loading to the river from the
shallow and intermediate zones. Summary tables showing contaminant
loading to the river from each site are presented in the Appendix E.
Based on these data, average and maximum values for total loading to the
river from the shallow and intermediate zones are estimated to be 47.93
Ib/day and 89.3 Ib/day, respectively. If the contribution from the deep
zone is included, the average and maximum value* for loading to the
river are estimated to be 69.93 Ib/day, and 219.3 Ib/day, respectively.
The method of calculation of loading to the river is presented below.
Two different methods based on site-specific conditions were used to
estimate contaminant loading to the river from shallow and intermediate
zones. These methods are described below.

5.4.1 Method 1
This method was used for Sites G, H, I, and L, where the approxi-

mate lateral and vertical extents of the waste zones (contamination
sources) were defined in the DCP subsurface investigation. For these
sites, loading was calculated based on the calculation of the flow com-
ponents (Qh, Qv) leaving the waste zone. The horizontal flow rate (Qh)
and vertical flow rat* (Qy) for each site were calculated using the
following relationships i

Qh * *h x *h x A v
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vhere KV and KO are equal and represent permeability; i. and i are the
horizontal and vertical groundvater gradients, respectively; and A and
Ah are tht estimated vertical and horizontal cross-sectional areas of
the waste zones. Contaminant mass (m) leaving each site and eventually
loading to the river vas calculated using the following relationship:

0 x

where Q is flow rate and C is the average concentration of the
contaminant detected in the water samples from monitoring wells in the
corresponding site.

Since the waste zones in these sites terminate in the shallow zone,
both Q. and Q are flow rates in the the shallow zone. However, based
on data from computer simulation, contaminants from shallow zone enter
the intermediate zone in a relatively short time and flow horizontally
toward the river. Due to the past pumping activities (see Section 4),
it is very difficult to estimate the contaminant plumes. However, based
on the present flow condition at the sites, as previously described,
contaminants originating from Sites G, H, I, and/or L and moving in the
intermediate zone will reach the river in approximately 20 years.

5.4.2 Method 2
Method 2 includes Sites 0, Q, and R, where the lateral and vertical

extents of the waste zones were not defined in the DC? subsurface in-
vestigations. In these sites, loading to the river (N) was calculated
using contamination data from each individual well. Contamination data
from each individual veil were assumed to represent a flov zone halfway
between that veil and adjacent wells. In the shallow zone, only hori-
zontal flov rat* was considered, and the flov zone was considered to be
between the water table and 370 feet NSL. In the intermediate zone, the
flov zone vam limited to elevations between 370 and 320 feet HSL.
Loading to the river for both shallow and intermediate zones were calcu-
lated using the following equation:

n
M.I qA.C.

* l
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where n is the total number of monitoring veils used to calculate flov
areas, q is the horizontal flux (Kih), and A. and C. are the cross-
sectional flov area and contamination concentration corresponding to the
monitoring veil i, respectively. Since no E & E contamination data v«re
available from the intermediate zone at Sites 0 and R, Gcraghty & Miller
(1986; 1986a) data vere utilized to calculate contaminant loading to the
river. Some portion of the contaminants originating from Site 0 is
intercepted by the veils in Site R; therefore, based on the review of
the contamination plume (see Figure 5-10), only 20X loading from Site 0
was considered in the total calculation of the loading to river. As
described previously, contaminants originating from Site 0 will enter
the river in approximately 8 years. Contaminants originating from Sites
Q and R vill enter the river in less than 1 year.

Contaminant loading to the river from the deep aquifer was esti-
mated based on the chemical data provided by Geraghty & Miller (1986).
Based on these data, the loading to the river from the deep zone is 56.9
Ib/day. However, considering the flov rate in the deep zone reported in
the same report, it appears that the flov zone for this estimate also
includes the intermediate zone. Therefore, the loading was recalculated
to include only loading from the deep zone (320 feet HSL to bedrock).
This recalculation resulted in an approximate average loading to the
river of 22 Ib/day. If the ratio betveen average and maximum loadings
in the shallov and intermediate zones is utilized for the deep zone, the
maximum loading from the deep zone may be estimated at approximately 130
Ib/day.

5.5 SUMMARY AND CONCLUSIONS
Summaries and conclusions of this computer simulation may be out-

lined as follovs:

e This simulation of groundvater flov and contaminant transport is
conceptually reasonable and consistent vith the hydrogeology of
the study area.

e Average annual groundvater fluxes (monthly tlrna step) and gradi-
ents vere calculated and plotted for both shallov and inter-
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mediate zones. Vertical hydraulic gradient in the shallow zone
is significantly higher than horizontal gradient (except in the
vicinity of the river), indicating predominantly vertical flov
in the shallow zone. In the intermediate zone, flov is toward
the river except in March, April, Hay, and November.

e Using the model, residence time was estimated for contaminants
originating from each site. Based on these data, contaminants
originating from the Sites G, H, I, and L reach the river in
approximately 20 years. Contaminants originating from Site 0
reach the river in approximately 8 years.

• Loading to the river was estimated based on the assumption that
any contaminants leaving the site eventually enter the river.
The estimated average and maximum contaminant loadings are 69.93
Ib/day and 219.3 Ib/day, respectively.

• This computer simulation is bound to all of the limitations and
errors common in all numerical simulations. Errors may arise
from model limitations (two-dimensional model in a three-
dimensional aquifer), incorrect aquifer data (transmissivities,
storage coefficients), and numerical calculations (truncations
and rounded-off errors).

The numerics defined for contaminant loading to the river are based
on the information provided from groundwater flov and contaminant trans-
simulation, and available groundwater quality data. Therefore they are
bound to limitationa and errors associated with numerical simulations
and groundvatcr quality data. However, it is B 6 E's opinion that these
are the beat possible estimates based on the available data.

RBHUM000352
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6. CONTAMINANT MIGRATION FATE AND IMPACT

6.1 INTRODUCTION
This section provides a qualitative assessment of the contaminants

of concern, the migration and fate of contaminants, potential pathways
of contaminant migration in terms of the possible receptors* and pos-
sible impacts of contaminants originating from the DC? area. This
assessment will provide information for scoring the DCP sites using the
HRS. In addition, this information provides some of the basic framevork
necessary for the future completion of an endangerment assessment for
the DCP area.

Although contaminants may be detected at a hazardous vast* site,
this contamination does not necessarily iaply that an adverse effect on
human health, welfare, or the environment will occur. For an adverse
effect to exist, each of the following conditions is required:

o A source of contamination (e.g., spilled or dumped waste);

o Release of the contaminant to a transport medium (e.g., leaching
to groundwater);

o Transport of the contaminant to a potential receptor location
(e.g., groundwater movement to residential wells);

o Exposure of the receptor to the contaminant (e.g., ingestion of
the contaminant in drinking water); and
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o Exposure tt a dose sufficient to produce an adverse effect
(e.g., intake of enough chemical to cause physical daaage).

The purpose of the following discussion is to present the elements
of contaminant migration and fate, and to provide data which could be
used to support a quantification of risk.

Although several nigration/exposure pathways have been identified
in this section, it should be emphasized that quantitative risks
associated vith these pathways have not been determined. The risks
related to many of these identified pathways (e.g., denial exposure to
creek sediments) may be minimi, but the pathways are addressed in order
to avoid the elimination of potential exposure routes. Further investi-
gation is necessary to determine quantitative risks for the identified
pathways, and to eliminate certain pathways from consideration.

6.2 CONTAMINANT SOURCE AND RELEASE
The following discussion describes the selection of contaminants of

concern for this assessment and summarizes concentrations of these con-
taminants detected at DCP sites.

6.2.1 Selection of Contaminants of Concern
Section 4 of this report presented a detailed discussion of the

concentrations of over 130 contaminants in groundvater, soil, and sur-
face water and sediments. The data were screened according to EPA
Superfund procedures to select indicator chemicals which would drive an
endangerment assessment for human health and environmental receptors.
Contaminants within each analyte group (volatile organics, semivolatile
organic*, pesticides and PCBs, and metals) were screened based on in-
herent toxicity and concentrations in the media. Screening by analyte
group permitted selection of contaminants which possess physico-chemical
properties indicative of mobility and/or persistence in the media of
concern.

Carcinogenic!ty was the primary factor considered during the evalu-
ation of contaminant toxicity. This emphasis was chosen because esti-
mated carcinogenic unit cancer risks typically drive human health risk
assessments. Contaminants vcre assessed baaed on EPA categorization as

6-2
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group A carcinogens (human carcinogens) and group B carcinogens
(potential human carcinogens). For noncarcinogens, heavy weighting vas
given to those vith a high degree of chronic toxicity, that is those
with lov chronic reference doses (RfOs). Vhere available, estimated
unit cancer risks and reference doses were extracted from the EPA
Superfund Public Health Evaluation Manual (EPA 1986a).

The screening began vith a listing of contaminants in the tvo
source media, namely soil and groundvater. After this screening, data
for Dead Creek sediments, surface vater, and air vere reviewed to
determine whether additional contaminants should be added to the list.
Table 6-1 summarizes the rationale for the selection of 25 contaminants
of concern for the OCP sites and creek sectors.

Neither polychlorinated dibenzodioxins (PCDDs) nor polychlorinated
dibenzofurans (PCDFs) vere included as contaminants of concern, because,
vith the exception of limited 2,3,7,8-TCOD analyses conducted on
sediments and surface soils, neither PCDDs nor PCDFs vere subjected to
specific analysis during this project. As a result, PCDDs and PCDFs
were only occasionally identified in samples as tentatively identified
compounds (TICs) and may have frequently been undetected due to elevated
detection limits used during many analyses. Without an adequate
analytical database for site characterizations, PCDDs and PCDFs could
not be effectively incorporated into this assessment.

Hovever, PCDDs and PCDFs may be present at the DCP sites in greater
frequency and concentrations than the data currently support. Previous
investigations at Site Q, Site R, and Creek Sector B identified the
presence of 2,3,7,8-TCDD in soil and sediment samples, and this
investigation identified high concentrations of PCBs and chlorophenols
at the DCP site* (PCDDs and PCDFs frequently accompany these chemicals).
Accordingly, PCDDs and PCDFs may require inclusion as contaminants of
concern in any additional site investigations or detailed endangerment
assessments.

6.2.2 Reviev of Contaminant Source and Release
Based on data developed during the project, each medium (soils,

groundvater, surface vater, sediments, and air) vaa examined for the
presence of contaminants of concern. This subsection presents maximum
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conctntrations by site area for tht affected media. See Section 4 for a
more complete discussion of contamination detected. Table 6-2 presents
the maximum concentrations of contaminants of concern in individual
surface soil samples at Sites G and J, the tvo sites where this Medium
vas sampled. At Site G, high concentrations of pentachlorophenol, 1,4-
dichlorobenzene, PCBs, PASs, and heavy metals were reported; at Site J,
heavy metals were the only contaminants indicated for this medium.

Table 6-3 presents tht maximum concentrations of contaminants of
concern in individual subsurface soil samples. In contrast to the sur-
face soil results, substantial concentrations of volatile organics
(e.g., benzene, chlorobenzene, etc.) were found in the subsurface soils.
This contrast is consistent with these contaminants' ability to readily
volatilize and/or migrate from surface soils to subsurface soils.
Additionally, high concentrations of semivolatile organics (e.g., chlor-
ophenol; 2,4-dichlorophenol; 2,4,6-trichlorophenol; pentachlorophenol;
dichlorobenzenes; hexachlorobenzene; and PAfls), PCBs, and heavy metals
were reported in subsurface soil samples at various DC? sites.

Table 6-4 summarizes the maximum concentrations of contaminants of
concern in groundvater samples. For comparative purposes, this table
also presents EPA drinking water maximum contaminant limits (MCLs) and
maximum contaminant limit goals (MCLGs), health advisories (HAs), and
reference concentrations for carcinogens corresponding to a 1 x 10*
lifetime risk assuming the use of the groundvater as drinking vater (EPA
1986a). As demonstrated in the table, groundvater associated with all
OCP sites is contaminated and concentrations of many of the contaminants
(e.g., benzene; 1,2-dichlorobenzene; tetrachloroethene; 2,4,6-
trichlorophenol; pentachlorophenol; etc.) greatly exceed the MCLs,
MCLGs, BAs, and/or reference concentrations for carcinogens at a number
of sites.

Dead Cre«k surface vater contained only lov concentrations of a
relatively fev organic contaminants, and vill not be subject to
tabulation in this section. This is consistent with the fact that many
of the contaminants volatilize from surface vater, whereas the less
water-soluble compounds partition to sediments.

RBNUM000358



T*bl« 4-2
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Table 6-5 presents the maximum concentrations of contaminants of
concern present in Dead Creek sediment samples. The Dead Creek sedi-
ments are primarily contaminated vith PAHs, PCBs, and metals.

Air samples vere collected at tvo OCP sites: Sites G and Q. The
results of the air saapling identified PCB emissions from both sites.
The limited amount of data obviates the need for tabulation of the air
sampling results which vere presented in Section 4.2.

6.3 ENVIRONMENTAL TRANSPORT AND FATE
6.3.1 Introduction

A variety of factors influence transport and fate. Subsection
6.3.2 addresses tvo significant factors, physico-chemical properties and
the persistence of contaainants in environmental media, for the contaai-
nants of concern at the OCP sites and creek sectors.

6.3.2 Physico-Cheaical Properties and Persistence
Physico-chemical properties are important determinants of the tran-

sport and fate processes vhich directly affect tha exposure potential
for huaans and environmental receptors. This subsection includes a
generalized discussion of tha properties of metals, followed by a dis-
cussion of tha more important properties of organic chemicals. This is
followed by a discussion of tha potential contaminants of concern.

Metals in wastes may be in a metallic fora, sorbed or chelated by
organic matter or oxides, sorbad on exchange sites of waste constitu-
tents, or soil colloids, or in the soil solution. Host aatals are im-
mobile at usual soil pH ranges and become significantly laachable only
if acidic solutions leach through tha soils. At tha normal range of
soil pfl values, metals have low concentrations in tha soil solution and
will not be leached at an appreciable rate. Other environmental factors
which Influence metal mobility include clay content, organic content,
oxidation-reduction potential, carbonate content of soil, and ground-
water or leachate chemistry.

Specialion of these chemicals is an important factor in their
mobility. If tha aatala are present as oxides or hydroxides, they will
remain relatively immobile. If they are present as soluble salts, the
most likely reaction that aay occur is tha hydrolysis of Mtals to

6-U
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T«bl« t-S

MAXIMUM CONCENTftATION Of SELECTED
CONTAMINANTS IN DEAD CBCCK SEDIMENTS
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either oxides or hydroxides, or the precipitation of lov-solubility sul-
fates or carbonates. When acids have also been spilled on the soils,
the mobility of the metals vill be increased until the acids have been
neutralized by native soil alkalis. At present, it is difficult to
evaluate the migration potential of metals in soils and groundvater at
some OCP sites due to the complexity of chemical interactions, physical
and chemical characteristics of soils, and biological processes In soils
and groundvater.

As discussed in Section 6.2.1, 19 organic chemicals plus two chemi-
cal classes (PCBs and PAHs) were selected as potential contaminants of
concern in soils, groundvater, surface vater, sediments, and air at the
OCP sites and creek sectors. The physico-chemical properties of the 19
organic chemicals are summarized in Table 6-6. PCB data are presented
fn Table 6-7. Data for 14 target compound list PAHs are shovn in Table
6-8.

For the purpose of this section, vapor pressure, vater solubility,
Henry's Lav (HL) constants, and soil-organic carbon partition coef-
ficients (KOC*) have been placed in four relative categories - very lov,
lov, moderate, and high - corresponding to ranges of values separated by
povers of ten. The relative categories for vapor pressure and vater
solubility vere based on E & E judgment. Henry's Lav constants were
assigned a relative category compared to a value (4.6 x 10
atm-m /mole) reported by McKay and Leinoner (197S) as representing the
dividing line above vhich chemicals should be regarded as having high
volatility from surface vater. K categories vere referenced to a
value of 100, belov vhich chemicals can be regarded as highly or

4

moderately mobile in tens of leachability from soils to groundvater and
potential to partition from sediments to surface vater. The categoriza-
tion of the aforementioned parameters for selected contaminants of
concern at the OCP sites and creek sectors is presented in Table 6-9.

Bight chemicals - benzene; chlorobenzene; 1,2-dichloroethanej
trans-l,2-dichloroethene; tetrachloroethene; toluene; 1,1,1-
trlchloroethane; and trichloroethene - have relatively high environ-
mental mobility characteristics. Each has a medium to high vapor pres-
sure and lov to moderate K , indicating that volatilization vill be an
important pathvay in surficial soils. The mediua to high vater solu-

6-17
RENUM000369



2 8
2 k

u
5
5
8
M
M

0> 1
O 0

u x
9 U
• •

9 —
U
• M

l i t I I I t I

U
a

l i 3 1 I I I I i
« * O O < « « I M V « «
^ • t r t « 4 « « ^ « « M i
I I u I I I I I I

ii
I?

6-18 RBNUM000370



o a
— M

• •

u

1 *

3.

1

o »» « e
O <1 "• O

£ ° * *

2 5 5 5

- « « «
i i i i• « • • > •• ^ ̂  •"

' I:*t~\-a, i z
ill:> * u *
? "t "2 »

i i
i •

4;
•

!|
• "

:

>• Hi

•

^

ft
O
to

U
••*

i «

O

•

if»M•
M

^ ^
>• ^

6-19
RENUM000371



ZiCOOOHONHH 02-9

rmn
I

?

I
5
M

i

3

• •

iiu
Hffr s s «
; : : i
\ i \ \§ • •
is! Ex 2 s :•» e S »

5 s J 1
P* W •« •

1 *

•» C

1 •s s**•a e

• n

H
p» •
V

• f
" W

e aP" p>e <

• PI
n

a ea PI

«

<

i
<
e

0
A

•J W <• •> W • U>
Ml » « * M • «J

r r n n n n n
: : : : :

e ec c

« n » p - < o o o e o
p- n 6 n• ir •» e•< ft. e•

C " ° 0 f . 0e e e . • * *

" - - - 1 - -
•W
*

* e •• «* * wi w

•> ^ * t* t^ * ^
» «^ M »« *• W «

* «d * * *

e «j * o e •

* i i i i i i
tj," t* ..t * M I* *

» • M H 9 H •
IT

o e e e o o e
' ' ' IS ' '

« e -j »e e e ^,
o e w I*e e e £e e e g

f r
H
I

i
n

»•
£

s 1

I !r •

n

M Kv
n

e"

ec

• "
M ;
w> e• PIn •

• B

•-? s
s : .
. s r
•W »

n

•r p

rH
vsico-cm

S

^ 1
<v •
O *
** i

5
S
M

2



e

2 Sa 2

5
5
S

U N
9 -1

o> aa a

J - j
• • X

8 a •u -

m
3 -

a

t i l l ) 1 t 1 1

• • •
• M *
• M Mu • •« • •
• M M: 2 s i- 5 1 5 5

! • • 0nil!

i S
•• to

l ! l i
f i 8 S S
: ;£i i

1 1 1 1 1 1 1 1

iH.l i i l S

6-21 RBNUM000373



a•
M

• o
in

S
fi
u

rc
m

sn
cs

1

o>

•
u
3

e

* 1a x
t• •

« W
> •

!

to U

•

to X• »
i ~

to •

•a -

If

3
C

oo

— o
o —

0 u

a fl

a

i

a «

i

r •B> « m
•• 9a i

0 •o o

ft ft

i i

to to

2 2

|

ll

o
o

1
o

in
io —

t

a *»

0

ft

—

i

a

!
o

1

oo

o

9

O
O

9
M

1

•

•

i *
0o

1o

to

9

-

*
1

!

•«•

•

5

]
s

a

a

a

9•*

t

*

•

i "

0o

ft

1

a

to

1

:
M
•
O
to
O

?
rv

0 0o o

' O

— 0 1

o — o— o

• 4

9
* M

O 1

O •

— •• •
to

a >• ae» - «« a aa > i

•
0 • —
0 0

ft ft ?

o o

! S 5
*l to toto a •a » »

**

ill
s i :
to • •
«• •» M

oo

o

2 3
o »

I ft
3 8

1
o

to
M

— *1
« — •

* a \ *> J

0•
i
•

• «

f t4
to 9m i

i
0 0)
•« V

2 S

if

I
!i
if

0 0 0
0 ° °

. ? r
> • > . » .

i i i
O « 0

? s s

> >. »•
to to to

O
— — •

1
• • •

: : :
M

t ?«

? a aa a

a a a» » >

••

to
•

» i i

O O Oo • a

i i i
— 0 0 0

• - - -

*
e

•11 i i
o o o

S 5 ? -

r f t « f t

• • • a« a • •
. . . .

« « « «• > • > « <

- i i

1 O•« a a —• to M .
,1

 
U

>
«
 

II

ic
kl

ar
o

at
h

aa
a 

N
od

ar
i

„
. 

lt
o

d
.f
i

l-
tc

ic
k

lo
ra

«
tk

«
n

a
 

m
«
k

! - -
i S -

6-22 REMOM000374



CM

\O

IMI

(OOO'OI -OOO' I I Mf"M
looo'i-oon »>

( 0 1 (toi <i
I 01 « ?<l It'll

(1 0>>

• ••-Oil

*»•/»

o.sr »•



bilities and low to moderate K^s indicate that transport to groundvater
is a major transport route. The physico-chemical properties suggest
that transport of these chemicals to the water table vill be only
moderately retarded relative to the infiltration rate of rainwater. The
same parameters, along with the high HL constants for these compounds,
also indicate that volatilization fro* surface water will be an
important transport pathway, whereas partitioning to sediments will be
far less significant.

Seven other chemicals - 2,4-dichlorophenol; hexachlorobenzene;
naphthalene; PAfls; PCBs; pentachlorophenol; and 2,4,6-trichlorophenol -
have relatively low environmental mobility characteristics. Each has
a low or extremely low vapor pressure, low to moderate water solubility,
high KOC> and low HL constant. The low vapor pressures and high K s
indicate that these chemicals will be strongly bound to surficial soils.
These two factors, plus the lov HL constants, also indicate that these
seven chemicals will strongly partition to sediments subsequent to
transport to surface water. Finally, as stated previously, the low to
moderate water solubilities and high K* suggest strong propensity to
bind to soil, resulting in significantly retarded transport of these
chemicals to groundwater. Once in the groundwater system), the high K s
indicate that movement of the chemicals will again be significantly
retarded relative to groundwater flow.

The remaining three organic chemicals - 4-methyl-2-pentanone;
2-chlorophenol; and dichlorobenzenes - fall in between the first two
groups with regard to environmental mobility.

The chemical 4-methyl-2-pentanone can be characterized as having
moderate vapor pressure, moderate water solubility, a lov HL constant,
and a lov K . Consequently, volatilization of this contaminant isoc
important in surface soil, whereas only moderate transport to ground-
water vill occur. In addition, the lov K , lov HL constant, moderateoc
water solubility, and moderate vapor pressure indicate that neither
volatilization from surface soils nor partitioning to sediment will
predominate.

The chemical 2-chlorophenol is characterized by a lov vapor
pressure, high vater solubility, lov HL constant, and a moderate KOC-
Consequently, volatilisation from surface soils vill occur at a slow

RBHDM000376



ratt. Moderately retarded rates of infiltration to groundwater and
transport in groundvater are also indicated by the properties listed
above for 2-chlorophenol. These properties also indicate that
partitioning to sediments is an important factor.

Olchlorobenzenes can be characterized as having high water solu-
bilities, moderate vapor pressures, high HL constants, and high K s.oc
These properties indicate that volatilization is an important pathway
from surface soil. A mixture of volatilization from surface water and
partitioning to sediment is expected for the dichlorobenzenes. The high
K indicates that dichlorobenzenes will be subject to relatively high
retardation and slow transport to groundwater. Based on the above data,
Table 6-10 summarizes transport pathways for the contaminants of concern
at the DC? sites.

Table 6-11 presents the generalized persistence values for organic
contaminants of concern. These persistence values reflect the rate at
which organic chemicals will break down in the environment and represent
values used for BUS scoring. Although some chemicals exhibit the same
persistence characteristics in all media, SOB* chemicals are more per-
sistent in certain media. For example, some PAfls are sensitive to
photochemical degradation by ultraviolet light and degrade rapidly in
the atmosphere. PAHs are generally persistent in sediment or soil.
Similarly, some chemicals may be affected by biological or chemical
activity in soils-or water, depending upon conditions.

All four metals (arsenic, cadmium, lead, and nickel) are regarded
as persistent in all media based upon their elemental nature. Many of
the volatiles for which data were found can be characterized as not
persistent. However, four of the volatiles (trans-l,2-dichloroethene;
tetrachloroethenei 1,1,1-trichloroethane; and trichloroethene) are
biodegraded primarily by a series of dechlorination steps to the human
carcinogen vinyl chloride (Smith and Dragun 1985). The biotransforma-
tion process is depicted in Figure 6-1. Host chlorinated semivolatiles
and PAHs can be classified as persisent. The PCBs are generally highly
persistent in all media, with only the lover chlorinated (and generally
less toxic) congeners subject to slow degradation.
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Table 6-1.1

PCUISTINCI Of COirTAHIHAJCTS OF CORCtMl

Ch«*lc*l •••• ?«rint«ne* Vtlu*

vol4til«
b*ns«n«* 1
chlorob«ns*n«* 2
1.2-diehloro«th«n«** 1
tnni-1. 2-dichloro«th»n« 90
4-**chyl-l-p«nt*aen* HO
t*triehlere«th«a« HO
tolmn*" 1
1 . 1 . l-triehloro«th«a««« re
trlcblor»«th«a«'« 2

5«atvol«til« Orq«aie«
ph«aol 1
2-ehloroph«nel« m
2.4-diehloroph«aol TO
2.4.«-trlchloroph»nol«' 3
pcatichlorapbcaol** 3
h«iaehlereb«a*«a«>> 3
n«phth*l*n«* 1
dlehlereb«as«a««** 3

>«••••• 1-3

1 Soa«wliit p«r«tit«at
2 f«r»iit«at coa»«ua4«
3 Hlfbly p«r»i»««at

no M oata (•«•«.
• uae*atr«ll»4 ••tar4«tt« Wiata Sit* Making lyitta. A Oi«r» luaual. fubliih«d July It. 1 > I 2

•• OMMtr*ll«« ••••r4*«* Wact* Sit* ••akia« *r«t«a. A U««r» luaual. Fu»liib«d July 1(. 1*12.
r«4wral l^ittct. Table S.

••• v*r««fcmr«w HMD.

S«ure*i C**l»«y *a4 Bavlr*a»aat. Ia«. 1999.

RBH13M000379



o>1
K>
OB

1

, B_«,iBsa
LJ

V-
Cl

liUaTIMMM
LJ

"<XCI
- . _.

«-

T>ntAO«.(MWM TMBM>

Clx ^C')c— <
Cl Cl

*
Tnic».n«t»« ?!<•»!•
C( XHvp— r-•U——L.
Cl NCIp

-*•

1. 1. l-TKICl

ClCl ,̂-

!

i.a-oi29£l
LJlk,c-
Cl—— 1
VIMn. G*

Clx

H'C-

«UM«aTMAMB

M
-C-H

H

r̂ MTYHMa

Cl
-cc H
1 —————
•UOMIM

-a'"XH

1
1. l-OIC»»_i

Cl
)c-

Clx

IWMTMMM>

r,»

"CNNH
-»

I
1. I-OICMLJ

ClH-S-—— ,
°̂ rH-r

•MOMTMAMB

M
-9-H

H
'
ITMAM*

M
-C — H

H

SOURCE: SmMN A OfCflum. 1«i4

FIGURE •-! BIOTRAM8FORMATION PATHWAYS KM VARIOUS VOtATlLE CHLORINATED
PRIORITY POLLUTANTS IN SOIL AND OMOUNOWATER

O
O
o
m
o



6-3-3 Overview of Transport Pathvays. Receptors, and Exposure Routes
Five media represent potential sources of human exposures and

potential adverse environmental impacts: air, soil, groundvater, surface
water, and sediments. The public nay be affected through exposure
routes of inhalation, ingestion, or dermal contact with a contaminated
release from these media. The potential human exposure routes are
presented on Table 6-12. Figure 6-2 illustrates the potentially
ignificant transport pathways for exposure to contaminants.s

6.3.4 Selection of Transport Pathways/Exposure Routes of Concern
6.3.4.1 Introduction

Not all of the transport pathways/exposure routes are significant,
however, because either the pathways are not complete (i.e., humans or
aquatic life are not exposed), or alternatively, potential receptors are
at locations far removed from contaminant sources, thereby minimizing
chemical concentrations at the exposure location.

This discussion will examine the various potential pathways and
identify those pathways of primary concern for HRS scoring and any en-
dangerment assessment. Pathways via each of the five media will be
examined. Table 6-13 presents a summary of the media contaminated at
each of the OCP sites and creek sectors. Each of these media will be
examined for transport pathways/exposure routes.

6.3.4.2 Soil-Related Transport Pathways/Exposure Routes

Surface Soil
Surface soil* were examined at Sites 6 and J during the current

investigation and Sites Q and R during previous investigations. Surface
soil contamination was detected at all four sites.

Th« extensive elevated contamination of surface soils at Site G
provides a source for transport. Transport pathways/exposure routes for
contaminanted surface soils at Site G are:

e Transport of contaminated runoff to adjacent property and/or
Dead Creek;
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Releaae
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Releate
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Huaaa Cspeaure
Rout*

Air

Surface Water

Sreuadvater

Soil

VoUtilintton

du<t

Surface ruaoff

areuad wit«r

Slt« Uccalaq

Caataaiaaat
lnfiltr*tl«a

lurCie* rua*(f

Coat*>ia*t«d fell

Surface water

Caataauaatad tell

Caataalaated tall

Dead Creek everflev

Coataslaated freuad
water

Caataaiaated tall

Dead Creek tedlaeat

Caataataated aell

Caataauaated tell/
leaeaate

lahalatian

:naalatlan

lahalatlan. infeition

DerMl eaatact,
iBfeatlaa af water at
aquatic speclea.

Oerael eaatact,
lafeatlaa

Dermal eaatact.
lafeatlaa

lafeatlaa.
deraal eaataet

infeatlaa.
direct eaatact

infeatlaa,
deraal eaatact

Deraal eaatact.
infection

SedlMat

r«flttve dust
femeratle*

Tracklaf

Tracklaf

Ceataataated tell
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Oeraal ceatact.
lafeatlaa

Dermal ceatact.
lae/eatlee.

Saureei Iceleey aad Cavlreaateat, ta«. IfK.

6-30



Oo

HUMAN*
INHALATION

AIM
HUMANS

o DERMAPOM
"

iP>,ABBOMPTION
INHALATION

HUMANS

o INCEST ION
OF AQUATIC
BPEC1KS

PATHWAYI
MfiCKPTORS

SOURCE: Ecology and Envlfonm«nl. Inc.. IBM.

FIGURE 6-2 CONTAMINATION TRANSPORT PATHWAYS. RECEPTORS AND EXPOSURE ROUTES



Ttbl* (-11

COIRMUIUUR OF COBCIJUI CO*TAHXHATXOII III MIOXA AT OC» SITE*

Soil*

Sit* Surf«e» lubturfac* <]roundv«t«r lurfac* tutor s«41a«nt Air

3 X X X

H X X

t/CJ-A X X X X
J X X
R X

L X X

H X

n x
o x x
V X

g x x x
R X X X

CS-i X X X
CJ-C X

CJ-0 X
CS-C X

Source: Cc«lo«y ••« ta*ir*aamt. Inc. 1MI.
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• Direct dermal contact with surface contaainants;

• Transport off-site as fugitive dust or volatilized Missions;
and

• Transport to groundvater via rainwater infiltration.

There are no berms or other surface controls to prevent runoff of
concentrated wastes or contaminated rainwater to agricultural land to
the south, Creek Sector B to the east, drainage ditches to the north,
and commercial land to the west. Public access to the site was only
recently restricted when an emergency fence was erected in Hay 1987 in
response to the limited, initial findings of this investigation (see
Table 6-14). There is no protective cover over the site to prevent
volatilization or fugitive dust emissions. Nor is there any cover to
prevent contaminated rainwater infiltration into the groundvater. Field
investigations conducted during this study verified surface soil con-
taminant releases to surface water (Creek Sector B), groundwater, and
the air. Dermal contact incidents occurred prior to the erection of the
emergency fence, when children on bikes and on foot were observed on
Site G.

Surface contamination at Site J is limited to several metallic con-
taminants of concern. Transport pathways/exposure routes for contami-
nated surface soils at Site J are:

e Direct dermal contact of people having access to the site,
e Transport off-site in uncontrolled runoff,
e Transport to groundwater via rainvater infiltration, and
e Transport off-sitt as fugitive dust emissions.

The field investigations of Site J conducted under this study did
not include sampling designed to verify releases of surface soil
contaminants. Accordingly, each of the pathways/routes identified above
remain as potential, with the exception of the direct dermal contact
route. Employees on the site are subject to dermal contact with site
contaminants. Access to the site is limited only by a fence around the
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o
H
I
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L
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o.
R

Access to aeneral Public Access to workort

Hot
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X X

X X
«•• x
X X
X X

X X
X X

X X
X X

!••• X
X X
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site and an unguarded main gat«. Accordingly, dermal exposure to
contaminants may occur vhen unauthorized persons venture onto the site.

Surface contamination at Site Q included both organic and inorganic
contaminants. Transport pathways/exposure routes for contaminated sur-
face soils at Site Q are:

• Transport off-site to the Mississippi River or adjacent property
in uncontrolled contaminated runoff;

• Volatilization and fugitive dust emissions;
• Infiltration of contaminated rainvater into the groundvater; and

• Dermal contact with surface soils/leachate on-site.

Field investigations conducted during this and previous investi-
gations verified surface soil contaminant releases to adjacent pro-
perties via contaminated leachate runoff, to groundvater via infil-
tration, and to the off-site atmosphere via fugitive dust emissions.
Access to portions of the site are uncontrolled and provide potential
direct dermal contact.

Organic and inorganic surface soil contamination at Site R in the
form of contaminated leachate vas documented during a previous study
(IEPA and E & E, 1-981). Similarly to Site Q, transport pathways/
exposure routes for Site R are:

e Transport off-site to the Mississippi River or adjacent property
in uncontrolled contaminated runoff;

• Volatilization and fugitive dust emissions;

• Infiltration of contaminated rainvater into tht groundvater; and

• Dermal contact vith surface soils/leachate on-site.

During a previous investigation, contaminated leachate vas observed
being discharged on the vest side of the site into the Mississippi
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River. Although acctss to the site is generally United by fencing
to authorized personnel, direct dermal contact vith the leachate by
boaters landing on the embankment was possible but not observed.
Although discharges of leachate to the Mississippi River are nov
obscured by the presence of riprap, discharges probably continue to
occur. Direct dermal contact vith the leachate is prevented by the
riprap. Limited air emission investigations have not verified the
presence or absence of air emissions. A clay cap has been constructed
over the site. Assuming proper cap installation, volatilized and
fugitive dust emissions would be expected to be limited. Although the
presence of a clay cap limits precipitation and surface contaminant
infiltration, contaminants present on the surface in leachate have been
detected in groundvater at the site.

Subsurface Soil
The subsurface soil contamination identified at Sites G, B, I, J,

K, L, N, 0, P, Q, and R and Creek Sectors A and B provides sources of
contamination for transport. Transport pathvays/exposure routes for
subsurface contaminants are:

e Transport to the groundvater;

e Dermal contact via excavation into wastes and contaminated
subsurface soils; and

e Volatilization to the atmosphere.

Release of contaminants to the groundvater has been verified at
Sites G, H, I, L, 0, Q, and R. Groundvater sampling at the other sites
was not vithin the scope of this project, nor has it previously been
conducted. Hovever, based upon groundvater investigation results at
Sites G, B, I, L, 0, Q, and R, release of contaminants in subsurface
soils and vastes to groundvater at Sites J, K, N, and P and Creek
Sectors A and B is expected. At Sites G, H, I, and R, contaminated
vaste is buried to a depth such that it is in direct contact vith the
groundvater. At the other sites, release to the groundvater requires
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the precipitation infiltration/leaching process to occur. Since there
is no impermeable cover at any of the sites, infiltration/leaching is
probably occurring.

Direct dermal contact vith subsurface vastes and soils could occur
only during excavation activities at the sites. This exposure vould
primarily occur only during authorized construction activities. For
sites vith limited or no access restrictions, unauthorized excavation
and exposure is possible.

Volatilization and off-gassing of organic subsurface contaminants
is occurring at the sites vhere organic contamination was detected.
This phenomenon is substantiated by high organic concentrations in soil
gases at the sites. These soil gases are released to the atmosphere by
volatilization on a steady-state basis. Emissions of volatilized sub-
surface contaminants were not investigated during this or previous
studies. Emissions may be at a rate which will produce no quantifiable
concentrations in the breathing zone on or near the sites.

6.3.4.3 Groundvater-Related Transport Pathways/Exposure Routes
Groundvater contamination was examined at Sites G, H, I, L, 0, Q,

and R during the current and previous investigations of the OCP area.
Contamination was detected at various levels at each of the sites.

There are tvo groundvater-related transport pathway/exposure routes
for the OCP sites:

e Ingestion, inhalation of, or dermal contact with groundvater
contaminants fro* private veils in or near the study area, and

• Transport to surface vaters (Mississippi River).

As described in Sections 2.4 and 2.5, groundvater is used by many
residents and industries in and near the DCP study area. Five
residences on Judith Lane immediately south of Ares 1 have private
veils. While most of these veils are used for lavn and garden vatering,
one veil is occasionally used as a source of drinking vater. In
addition, there are approximately 50 veils in the DC? area, as veil as
an unknovn number of residential veils in the Schmids Lake area approxi-
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nately 3 miles southwest of Area 1. The presence of organic and
inorganic contaminants in groundwater samples taken from private wells
along Judith Lane and at Clayton Chemical Co. property verifies the
exposure route.

Field investigations of the OCP area during this and previous
studies evaluated the connection between groundwater and surface waters.
As discussed in Section 4.1.3.3 of this report, investigations verified
the general movement of groundvater to the vest and vest-southwest and
discharge of groundwater to the Mississippi River when the river stage
was lower than the DCP area groundvater head. Discharge of groundvater
to Dead Creek surface vater was not observed. As discussed in Section
5, estimates vere made of rates of groundvater movements, concen-
trations, and contaminant loadings to the Mississippi River. Based upon
Sampling data and groundvater modeling, contaminated groundvater from
Sites R and Q is currently being discharged to the Mississippi River.
Investigations indicate that discharges from these sites vill continue
and that contaminated groundvater from the other sites vill also occur
over time.

6.3.4.4 Sediment-Related Transport Pathvays/Exposure Routes
Sediment samples from Creek Sectors A, B, C, and D, and Site M vere

examined during this investigation. No sediment samples vere collected
from the Mississippi River. Contamination of sediments in Creek Sectors
A, B, C, and D, and at Site M vas verified by this investigation. Con-
tamination of sediments in Creek Sector E vas verified during a previous
investigation (IBPA 1980). Contamination of the Mississippi River
sediments from contaminant discharges of DC? groundvater and leachate
runoff from) Sites Q and R is known to be occurring, but has not been
verified by sampling.

Sediment-related transport pathvay/exposure routes for all creek
sectors, Sit* M, and Mississippi River sediments are :

e Dermal exposure or ingestion;

e Ingestion of recreationally or commercially supplied
contaminated Mississippi River aquatic life; and
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• Infiltration of contaminants to groundvater from 0«ad Creak and
Site M sediments.

Direct deraal exposure to contaminated sediments can readily occur
at Creek. Sectors C, D, and E vhere access is unrestricted and children
have been observed playing (see Tablt 6-12). Exposure to Creek Sectors
A and B and Site M sediments is restricted by property or emergency
response fencing which surrounds the areas. Although only a potential
pathway until verified, access to contaminated Mississippi River
sediments is unrestricted and easy during lov river stages. Ingestion
exposure to contaminated aquatic life is a potential but unverified
pathway because a detailed site-specific aquatic life sampling
investigation has not been undertaken. A Food and Drug Administration
(FDA) study of Mississippi River fish identified the highest levels of
chlorobenzene residue present in carp and sucker fish caught "near a
chemical waste disposal site at Saugtt, Illinois" (Turavecz and Martin
1983). More study would be required to verify the pathway. Transport
of contaminants from Dead Creek and Site M sediments to the groundwater
via leaching and infiltration is expected based upon the physical
properties of the contaminants and the geologic and hydrologic setting.

6.3.4.5 Surface water-Related Transport Pathways/Exposure Routes
Surface water samples from Creek Sectors A, B, C, and 0, and Site M

were examined during this investigation. No samples were collected from
the Mississippi River. Surface water contamination was detected in
Creek Sectors A, B, C, 0, and Site M. Contamination of the Mississippi
River is known to b« occurring through transport of contaminants present
in DCP arcs groundvater and through leachate runoff from Sites Q and R.

Contamination of fish in the Mississippi River has also been
documented a* a result of various FDA and IEPA studies. According to
several undocumented reports, U.S. EPA also initiated an investigation
(caged fish study) to determine exposure to aquatic life in the river.
Apparently, fish populations in a location adjacent to Sit* R were
unable to survive, and the study was postponed. Specific information
concerning this study has not be«n located to date.
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There art several surface water-related transport pathway/exposure
routes for Dead Creek and Mississippi River surface waters:

• Dermal, inhalation, or ingestion exposure of recreational users
of the Mississippi River;

• Ingestion of contaminated Municipal drinking water taken from
Mississippi River;

• Exposure of aquatic life to contaminated Mississippi River
water;

• Ingestion of commercially and recreationally supplied con-
taminated aquatic life from the Mississippi River; and

• Dermal, inhalation, or ingestion exposure of people to
contaminated Creek Sectors A, B, C, D, and Site M.

Verification of contaminant release and receptor exposure via the
first four of these transport pathway/exposure routes was not within the
scope of the project. Accordingly each of these four pathways/routes
remain as potential. Recreational and commercial use of the Mississippi
River occurs immediately vest and downstream of Sites Q and R, as does
aquatic life habitation. The Mississippi River is also used for
Municipal water supplies up and downstream of the DCP area. However,
because the nearest downstream municipal drinking water intake is lo-
cated approximately 28 miles downstream of the project area and because
of th« dilution effects of the Mississippi River, the verification and
quantification of any or all of these four exposure routes may be dif-
ficult and vould require additional sampling, study, and modeling.

Thm exposure routes for surface water contaminants in Creek Sectors
A and B, and Site M are mitigated by the access limitations which now
exist as a result of fencing. Only site workers at Site I have access
to Creek Sector A surface waters. Emergency fencing precludes easy
access to Creek Sector B and Site M surface waters. Access and exposure
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to Crtck Sector C and 0 surface vatcrs is uncontrolled and represents a
verified direct exposure route.

6.3.4.6 Air-Related Transport Pathway/Exposure Routes
Air contamination vas examined at Sites G and 0- Releases of

fugitive dust and volatilized contamination from surface soils to the
air at these sites provides a source for exposure routes.

The air-related transport pathvay/exposure routes for Sites G and Q
are:

e Inhalation of contaminated air, and
e Dermal or ingestion exposure to air-transported dust deposits.

Air sampling at property boundaries of Sites G and Q verified con-
taminant release and supports these transport pathvay/exposure routes.
Access to Site G is nov limited as a result of the construction of an
emergency response fence. Access to portions of Site Q remain uncon-
trolled. The limited amount of adjacent receptors and the distance to
large, concentrated receptor locations may mitigate the impact of the
air pathvays/routes. Additional sampling, study, and modeling of re-
ceptor locations would be required for quantification of potential
impact.

6.3.4.7 Summary of POP Transport Pathway/Exposure Routes
Based upon the above discussion, contaminant transport pathway/

exposure routes exist for surface and subsurface soils, groundwater,
sediments, surface water, and air in the DC? area. These pathways/
routes represent direct exposure to sources or indirect exposure via
intermediate transport madia. Some of the pathvays/routes are verified
as complete. Other pathvays/routes remain classified as probable or
potential because sampling to verify completion vas not included in the
scope of this study. Table 6-16 presents a summary of pathways/ routes
discussed and the extent to which investigations support completion for
each pathvay/route.

It should be noted that additional pathvays/routes may be present
in the project area. Por instance, the potable water line which crosses
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Site P may be inpacted by groundwater and/or surficial contamination.
Because discussions on such pathways would be entirely dependent on
empirical data, they have not been included in this section.

The significance of each pathway/route will be evaluated by the
generalized assessment procedures under the forthcoming HRS 2 model. If
justified, further evaluation of the pathways/routes may be completed as
part of a detailed endangerment assessment.

6.4 TOXICITT ASSESSMENT
6.4.1 Standards and Criteria

According to the transport pathway/exposure route assessment in
Section 6.3.4, each of the media (soils, groundvater, surface vater,
sediments, and air) represents a potential risk to human health and/or
aquatic life. The following subsections contain a discussion of the
standards and criteria which may be applicable to each madia.

6.4.1.1 Soil and Sediment Standards and Criteria
Strictly speaking, there are no standards or criteria for the

contaminants of concern in soils at the DCP sites. For instance,
cleanup of PCB wastes under the Toxic Substances Control Act (TSCA)
applies only to disposal or spills after 1977. The Centers for Disease
Control (CDC) has developed an advisory level of 1 ppb (ug/kg) 2,3,7,8-
TCDO for Times Beach, Missouri residential soils. While useful for
reference, this advisory is not applicable to soils at the DCP sites,
which are not residential areas.

6.4.1.2 Groundvater Standards and Criteria
Tvo acts of drinking vater standards and criteria are potentially

useful in evaluating the groundvater contamination at the Dead Creek
sltesi

e EPA enforceable maximum contaminant limiti (MCLs), non-mandatory
proposed MCLa, or non-mandatory proposed or final maximum con-
taminant limit goala (MCLGs); and

e EPA non-mandatory health advisoriaa (BAa).
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Depending upon the stage of rulemaking, EPA nay have issued final
MCLs, proposed MCLs, final MCLGs, or proposed MCLGs for a particular
chemical. Proposed and final MCLGs are nonenforceable health goals
issued during the first stages of rulenaJcing. Proposed and final MCLGs
are set at 0 for substances evaluated as probable human carcinogens
(Group A or B) according to EPA veight-of-evidence carcinogenic!ty cri-
teria. For chemicals falling in other categories, MCLGs are usually set
based on chronic toxicity, or in the absence of suitable chronic data,
non-chronic data using the reference dose (RfD) threshold-based ap-
proach. Proposed and final MCLs are established as close to MCLGs as
feasible, taking into account cost, availability of treatment tech-
nology, and analytical methods (EPA 1985b; 1987a).

EPA drinking vater BAs have been developed from data describing
noncarcinogenic end points of toxicity using RfD*. HAs do not incor-
porate quantitatively any potential carcinogenic!ty. Consequently, for
chemicals classified as carcinogens, the BAs should be applied only to
assess non-chronic toxicity end points, with the understanding that
carcinogenic!ty must be addressed separately (EPA 1983d). HAj for
adults are developed using the RfDs. Derivation of HAs for children
assumes a standard 10 kilogram weight and 1 liter per day drinking vater
consumption. For those chemicals which are classified as human or pro-
bable human carcinogens, non-zero 1-day, 10-day, and longer-term BAs aay
be derived, with appropriate caveats. Bovever, EPA has not developed
and does not recommend using BAs for lifetime (chronic) exposures to
carcinogens.

Drinking vater standards and health advisory criteria for con-
taminants of concern at the DCP sites are presented in Table 6-17.

6.4.1.3 Surface Water Standards and Criteria
Under the jurisdiction of the Clean Vater Act, EPA has issued ad-

visory ambient vater quality criteria for the protection of aquatic life
and human health. These criteria have been issued for use by the states
in establishing industrial surface vater effluent standards. The first
set of these criteria, the ambient vater quality criteria (AVQC), have
been issued for both acute and chronic exposures for the protection of
freshwater and marine aquatic life. The freshwater standards are
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directly applicable to the Mississippi River. Table 6-18 presents the
ambient water quality criteria for both freshwater and marine aquatic
environments.

EPA ambient water quality criteria have also been derived, as ap-
propriate, for carcinogenic or noncarcinogenic human health end points
(EPA 1980a). For noncarcinogens, criteria have been developed based on
the RfD approach. EPA has developed criteria for carcinogens using
linear or linearized multistage models to estimate drinking water levels
corresponding to excess lifetime cancer risk estimates derived on the
basis of estimated lifetime consumption of drinking water (2 liters/day)
and aquatic species (6.2 grams fish and shellfish/day) taken from waters
containing the corresponding contaminant concentration. These human
health ambient water quality criteria were developed prior to 1980 and
published in 1980 (EPA 1980a; 1986g). Since then, EPA may have revised
its conclusions not only qualitatively as to the hazards presented, but
also quantitatively as to the risks associated with chemical exposures
and requisite exposure levels. Consequently, the water quality criteria
should only be used where not superseded by EPA health advisories,
drinking water standards, or State of Illinois standards.

Table 6-18 also summarizes the human health Ambient Water Quality
Criteria (AVQC) for the chemical contaminants of concern. In addition,
the Pood and Drug Administration (PDA) has issued a third set of
criteria, which outlines tolerance limits for PCBs in food. These
criteria are listed in Table 6-19.

6.4.1.4 Air Standards and Criteria
There are no ambient air standards or criteria specific to PCBs or

most of the otter contaminants of concern. PCBs were the contaminant
of concern which was detected in significantly higher concentrations in
the air downvind of Sites G and Q than upvind. Occupational Safety and
Bealth Administration (OSHA) Workplace Standards for PCBs and other
contaminants of concern exist; however, these standards are not meant to
be applied directly to the ambient environment. A contaminant-specific
endangerment assessment would need to be conducted to establish meaning-
ful air standards.
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6.4.2 Classification of Chemicals as Carcinogens or Noncarcinogens
Based on significantly different dose-response curves, resulting in

significantly different risk estimates, chemicals are often divided into
tvo categories—carcinogens and noncarcinogens. The term carcinogen
means any chemical for vhich there is sufficient evidence that exposure
may result in continuing uncontrolled cell division (cancer) in humans
and/or animals. The term noncarcinogen means any chemical for vhich the
data are either negative or are insufficient to evaluate potential car-
cinogenicity. These categorizations are not static. Rather, at any
time, additional data may become available vhich vould shift the veight
of evidence so that a noncarcinogen vould be reclassified as a carcino-
gen, or a carcinogen as a noncarcinogen. Risk assessments for most car-
cinogens are based on the concept that any exposure presents an infinite
cisk, or high probability, of cancer to man. As contaminant levels
decrease, however, there is a point at vhich concern for carcinogenic
risk becomes vanishingly small. Risk assessments for noncarcinogens are
based on the concept that there exists a threshold exposure level* belov
vhich adverse health consequences do not occur.

In this report, chemicals have been classified as carcinogens or
noncarcinogens based on EPA veight-of-evidence criteria vhich take into
account the quality and adequacy of the experimental data and kinds of
responses. Table 6-20 summarizes the five EPA veight-of-evidence cate-
gories in current use.

According to EPA guidelines, chemicals in groups A or B (B^ or Bj)
are considered human carcinogens or probable human carcinogens and are
subject to nonthreshold carcinogenic risk estimation procedures.
Chemicals in group C art considered possible human carcinogens and may
or may not be subject to carcinogenic risk estimation procedures, de-
pending upon the quality of the available data. Chemicals in groups 0
or B art considered noncarcinogens and are subject to standard thres-
hold-based lexicological risk estimation procedures. Tables 6-21 and
Table 6-22 present tht carcinogtnic classification for the contaminants
of concern.

Toxicological profiles for all contaminants of concern vere pre-
pared and are presented in Appendix P of this report. These profiles
take into account all the aforementioned criteria for assessing risk to
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health and th« environment. These profiles provide a basis for quanti-
fying risk and nay b« applied to any endangerment assessment for the DCP
area.

6.5 SUMMARY

Based on tht discussion in this section, the vastes and contamina-
tion at the DCP sites provides multiple sources of contaminants to be
released to the environment. Contained within these sources are
numerous high concentrations of contaminants vhich, because of their
nobility, persistence, and toxicity, represent a potential threat to
public health and the environment. The measure of the potential threat
is controlled by the existence or absence of pathways/routes to re-
ceptors. The assessment of pathways/routes for contaminants present in
the DCP area first identified possible pathways/routes and then
determined pathways/routes which, through field investigations, were:
verified as complete; unverified but probable; or unverified but
potential. Environmental standards and criteria (primarily water-
related) were identified. Examination of the groundwater contaminant
concentrations detected at many of the sites revealed many contaminants
in excess of or approaching standards and criteria. The contaminants
were assessed for their status as carcinogens. These ratings ranged
from human carcinogens to non-carcinogens.

Based upon this exposure assessment, an assessment of the sites
can readily be undertaken when the HRS 2 model is promulgated.
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7. FINDINGS AND CONCLUSIONS

7.1 INTRODUCTION
This section presents the findings of the background data starch

and field investigations for the DCP and the subsequent conclusions
concerning the nature and extent of contamination at the DCP sites and
creek sectors. These findings and conclusions are intended to be used
to support future Hazard Ranking System (HRS) scoring efforts and to
support future remedial activitits at the sites.

7.2 FINDINGS
7.2.1 Background Information and Site Features

The findings of the background data search provide a historical
perspective of the DCP sites and summarize site features. The findings
are intended to support subsequent HRS scoring by shoving that disposal
activities at the various sites are related by common ownership, opera-
tors, and generators, thereby substantiating site aggregation. The DCP
sites are aggregated into three groupings: Area 1 (Sites G, H, I, and L,
and CS-A and CS-B), Area 2 (Sites 0, Q, and R), and Peripheral Sites
(Sites J, K, M, N, and P and CS-C and CS-D).

la general, waste disposal activities at the DCP sites followed a
historical progression from the Area 1 sites to the Area 2 sites (see
Section 2). For the most part, disposal activities, if any, at the
peripheral sites appear to be unrelated to those at Area 1 and Area 2
sites. Findings of the background data search are presented under
separate heading* for the three site aggregates.
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• Prtvious investigations and sampling have indicated common con-
taminants, including phenols, chlorophenols, chlorobenzenes,
PAfls, and PCBs at all DCP Area 1 (Sites G, H, I, and L; CS-A and
CS-B) and Area 2 (Sites 0, Q, and R) sites and creek sectors.
All of these compounds vere listed on the waste inventories sub-
mitted by Monsanto for Site R, or are manufacturing byproducts
of compounds listed on the inventories.

e Previous investigations have indicated general groundvater con-
tamination across the majority of the DCP area. Several of the
DCP sites, including Sites G, H, I, L, 0, Q, and R, have pre-
viously been implicated as source areas for groundvater contami-
nation in the area.

e Chemical waste material is present on the surface only at Site
G. Slag, casting sand, and other industrial refuse/fill is
present on the surface at Sites J, N, and P. The remaining
project sites vere subsurface disposal areas or impoundments
that have since been covered with various fill material.

Area 1
e Historical aerial photographs show a single excavation across

current DC? sites H and I. The excavation was subsequently bi-
sected by the construction of Queeny Avenue. A second pit was
excavated at Site I after the initial pit was filled.

e Disposal activities at Sites G, H, and I occurred concurrently
betveen the years 1940 and 1955. Each property was owned in
whole or in part by Leo and Louise Sauget during the years of
operation.

e Monsanto submitted CZXCLA "Notification of Hazardous Waste Site"
forms to USKPA in 1980 for the Sauget (Monsanto) Illinois Land-
fill on Falling Springs Road in Sauget. The forma listed dis-
posal of organics, inorganics, solvents, and unknovn wastes, and
indicated belov-ground disposal of drums. The years of oper-
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ation for th« facility listed on the forms were unknown to 1957.
The pre-1957 tine frame corresponds with the tine frane for
activities at Sites 8 and I indicated by historical aerial
photographs.

e Historical aerial photographs indicate evidence of waste materi-
al being discharged to CS-A before 1950. Staining is evident in
photographs of CS-A since that tine. Presently, only surface
and roof drainage fron the Cerro Copper Products Company plant
is discharged into CS-A. Vater in CS-A is currently directed to
an interceptor at the north end of the Cerro property, and is
eventually discharged to the Sauget Waste Vater Treatment Plant.
Vater in CS-A is currently extremely discolored and oily, and
dark staining is evident along the entire length of the creek
bank. Flov from CS-A to the south is restricted by a blocked
culvert under Queeny Avenue.

e Historical aerial photographs also show evidence of direct dis-
charge of waste material to CS-B. Staining is currently evident
in the northern one-half of CS-B. A rubbery material covers the
creek bed in an area approximately ISO feet south of Queeny
Avenue, substantiating reports that effluent from the Midwest
Rubber Company was previously discharged to CS-B. Vater is pre-
sent in the northern one-half of CS-B only after periods of
•oderate to heavy precipitation. Vater is present at all times
in the southern one-half of CS-B. The entire length of CS-B is
choked vith vegetation. The vegetation restricts flow in the
creek. CS-B and Site N are currently enclosed by a chain-link
fence, which vas constructed as a response to the high levels of
contamination observed in CS-B during the 1980 ZEFA investi-
gation. Flov from CS-B to the remainder of Dead Creek is re-
stricted by a blocked culvert under Judith Lane.

Area 2
e Disposal operations occurred concurrently at current DCF Sites Q

and R. Historical aerial photographs indicate the presence of
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liquid vasti material at both sites. According to IEPA file in-
formation, both sites vere operated by Sauget and Company.

• Monsanto Chemical Company owns the property vhich constitutes
DCP Site R, and disposed of liquid chemical vastes at the site
between the years 1957 and 1974. Monsanto submitted inventories
of vastes disposed of at the site for the years 1968 and 1971 to
IEPA, vhich listed specific chemical compounds and derivatives.

• The Sauget Waste Vater Treatment Plant has processed effluent
from Sauget industries since approximately 1965. Monsanto has
been the largest single contributor to the plant since that
time. Betveen the years 1965 and 1978, the treatment plant dis-
posed of all or part of its clarifier sludge into a series of
lagoons (current DCP Site 0). The treatment plant has had a
long history of contaminated effluent. Phenol, chlorobenzenes,
aniline derivatives, PCBs, and mercury have consistently been
detected in plant effluent.

e Previous investigations and sampling have indicated unrestricted
flow of contaminated leachate and groundvater to the Mississippi
River in the area of Sites Q and R. This discharge, in combi-
nation vith the discharge of contaminated effluent from the
Sauget Vastevater Treatment Plant, has led to a general degrada-
tion of vacer quality in the river, and has contaminated fish in
the river. Pood and Drug Administration fish sampling indicated
the presence of contaminants from the DCP area in fish collected
as far ax 100 miles dovnstream (see Appendix A).

Peripheral Si tea
• Historical aerial photographs show excavated areas at current

DCP Sites J, K, M, and N. Vith the exception of Site M, vhich
vas investigated during lEPA's 1980 study, no file information
vas available for these sites.

REMUM000413
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• Th« largtr of the two excavations at Site J has b««n partially
filltd with casting sand, slag, and demolition debris. This pit
is excavated belov the vater table, and fill material is in con-
tact vith the groundvater. A triangular area to the northeast
of the foundry buildings at Site J is also covered with casting
sand, slag, and construction debris.

e The former pit at Site K was excavated on two separate oc-
casions. The excavation vas initially scan in the 1950 aerial
photograph. This initial excavation vas filled prior to 1962,
as evidenced by the photographs. The same area vas again ex-
cavated sometime prior to 1973, and a dark liquid or dark
staining is evident in the photograph from that date. The ex-
cavation had again be«n filled by 1978. Site K is located ad-
jacent to a small residential area.

• The excavation at Site M vas initially seen in the aerial photo-
graph from 1950. Water vas evident in the pit in all except the
1955 photograph, suggesting hydraulic connection betveen the pit
and groundvater at that time. Bovever, vater vas again seen in
the pit in 1962, vhen groundvater pumpage in the area reached a
peak of approximately 36 million gallons per day. Site H is
presently enclosed by a chain-link fence. Household debris is
scattered across the bank of the pit in the northeast corner.
Flov betveen the pit and the southern portion of CS-B occurs
through a break in the creek bank near the southvest corner of
Site H. No evidence of disposal activity in the pit vas seen in
historical aerial photographs, and the pit has remained es-
sentially unchanged since it vas initially excavated.

e The pit in the southvest corner of Site N vaa initially ex-
cavated soMtime prior to 1950. The pit has been partially
filled vith construction debris, but the area remains belov
grade aa compared vith the surrounding topography. The property
on vhich the pit is located is currently used by the H.H. Hall
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Construction Company for equipment storage. The entire property
is enclosed by a chain-link fence.

e Site P is a former lEPA-permitted landfill which was permitted
to accept only non-chemical waste from Monsanto and filter cake
vaste from Edwin Cooper, Inc. (nov Ethyl Corporation). Previous
IEPA inspections indicated the disposal of chemical wastes
and/or packagings at the site. Deep erosion channels are
currently seen along the entire east and vest perimeter of the
site. The central portion of the site was not filled due to the
presence of a potable water line in the area. A night club and
parking area presently occupy approximately 3 acres in the
southeast corner of the site. Access to the site is not re-
stricted.

• Previous IEPA sampling of surface water and sediments in the
creek indicated limited contamination as far south as CS-E (at
the intersection of Routes 3 and 157). Access to the creek is
not restricted south of CS-B, and children have been observed
playing in and around the creek banks in CS-D.

• Dead Creek flovs intermittently from CS-C to CS-B through a
series of culverts and underground pipes. Vest of CS-E, the
creek discharges into a wetland area. This area in turn dis-
charges to the Prairie DuPont Ploodway, located south of the
Town of Cahokla. The floodway subsequently discharges to the
Cahokia Chute of the Mississippi River. The creek bed is
heavily vegetated along its length between CS-C and CS-E, and is
often dry following extended periods without precipitation.

7.2.2 Vater Resources
The findings of the water supply search are intended to be used to

support the development of BRS scores for the aggregate site areas.
These findings provide a suvaary of data applicable to the targets
portion of the BIS model.

7-6
RBHUM000415



• Although the majority of residents in the DCP area utilize
public water supplies for drinking water, many residents to the
south of the DCP area rely on private well supplies. A review
of IDPH filts indicated that at least 50 hones in the general
area have active wells that are used for drinking water and/or
irrigation of gardens.

• Two separate rural areas, near East Carondolet and Schmids Lake,
rely entirely on groundvater supplies for drinking water. Both
areas are located outside of the distribution areas for public
water supply systems.

e The nearest private well used for drinking water is located ap-
proximately lM-«ile south of Site L, at 102 Judith Lane. Al-
though this veil is mainly used to water a garden, one of the
owners often drinks the water from the well.

e Based on available information, other than the use of private
wells for watering gardens, irrigational use of groundwater is
limited to three wells in the Schmids Lake - East Carondolet
area. Approximately 400 acres of farmland are irrigated by
these wells.

e Public water supplies in the DCP area utilize a surface intake
in the Mississippi River as the'source of rav water. The in-
take, located at river mile 181 (approximately 3 miles north of
the DC? area), is operated by the Illinois American Water
Company (LAWC). IAVC distributes water to residents to the
north of the DCP area, and sells water to other water companies
and municipalities for distribution.

e The City of St. Louis and surrounding areas utilise intakes in
the Mississippi, Missouri, and Meramec Rivers as sources of raw
water. All of these intakes are located in upstream areas from
the DCP sites.
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• Th« nearest downstream intake in the Mississippi River is
located at river mile 149, approximately 28 miles south of the
DCP area. The Village of Crystal City, Missouri (population
4,000) utilizes a Ranney veil adjacent to the river as a sourct
of drinking vater.

e The nearest downstream surface intake on the Illinois side of
the Mississippi River is located at river mile 110, approxi-
mately 65 illes south of the DCP area. This intake supplies
drinking vater to residents in the Tovn of Chester and sur-
rounding areas in Randolf County, Illinois.

7.2.3 Geophysical Surveys
This subsection suaaarizes the findings of geophysical investi-

gations conducted at OOP Sites G, H, J, and L.

Site G
e The magnetometry survey at Site G shoved that major magnetic

anoaalies cover most of the site north of the ridge located near
the southern boundary of the site, indicating that ferrous metal
objects Bay be buried throughout the disposal pit. Nuaerous
open and decayed druas were observed along the eaat, south, and
vest borders of the site.

e Shallow EM survey results indicated three areas of relatively
high inteiuity anoaalies in the northeast corner, in the east-
central portion, and the entire Bounded area along the vest
periaeter of the site. Deep soundings indicated a significant
anoaaly covers aost of the northern portion of the site.

Site H
e The results of the aagnetoaetry survey indicate three large

areas vith aajor aagnetic anoaalies and tvo saaller localized
areas vith lover-intensity anoaalies. These anoaalies appear to
be associated vith one large fill or disposal pit.



• Results from shallow CM soundings (0 to 7.5-«eter effective
depth rang*) indicated three high-intensity anomalies which cor-
related with magnetic anomalies detected in the magnetonetry
survey. Similar anomalies were detected during intermediate
soundings (5 to IS meters). Deep soundings (12 to 30 meters)
showed much lower conductivity readings over the entire site,
indicating that disposal was generally limited to a depth of
less than 15 meters.

Site J
e Several small anomalies were detected with both the magnetometry

and EM instrumentation. However, on-site observations suggest
that these small anomalies may be the result of buried slag or
interference from steel casings and scrap metals which were
found at the surface throughout the survey area.

Site L
e Results from the magnetometry study were inconclusive due to

interferences from heavy construction equipment located at the
site.

e EN survey results, using various coil alignments to obtain
readings fro*) various depths, showed no significant anomalies.

7.2.4 Geology and Soils
This subsection contains general findings regarding the DCP area

followed by specific findings for each site.

e The upper 14 to 30 feet of the unconsolidated valley fill de-
posit* found in the American Bottoms were investigated during
tho DCP study. The valley fill deposits are typically composed
of two main formations which extend as deep as 120 feet in the
DCP area.

e The Cahokla Alluvium is the uppermost formation and comprises
thin, generally discontinuous beds of silt, clay, and silty

HBWJM000418
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sand. In study area soil borings, an average of 13 to 20 fttt
of sandy silt and clay deposits vas found overlying silty sands,
which gradually grade into a fine- to medium-grained clean sand
in lover portions of the formation.

• Underlying the alluviun is the Mackinaw member of the Henry
Formation. The upper portion of the Henry formation consists of
light brovn to gray fine- to coarse-grained sand which coarsens
with depth. The literature indicates that bands of coarse
gravel, cobbles, and occasional boulders are found at depths
greater than 75 feet. These sand and gravel deposits directly
overlie the Mississippian Age St. Genevieve Limestone.

e In the OCP area, differentiation of the Henry Formation and
Cahokia Alluvium deposits is not possible on the basis of miner-
alogical and textural characteristics or on lithologic breaks.
As a result, the Cahokia Alluvium appears to grade almost imper-
ceptibly into the sand and gravel valley train deposits of the
Henry Formation below.

e Other materials identified during the investigation include sur-
ficial fill materials consisting of silty clay, silt, sand,
demolition debris, crushed gravel, fly ash, and cinders. One or
more of these materials were found at every OCP site.

e Buried waste materials were found at Sites G, H, I, 0, and 0
during this investigation. These included sludges, liquids, and
solids, together with refuse (e.g., wood and paper products) and
stained or oily fill material. Based on a review of previous
investigations and file information, similar materials were
disposed at Site R.

Area 1
Site C

e At Site 6, 3 to 12 feet of fill material vas found overlying 15
to 23 feet of wastes. Wastes were found directly overlying
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lovtr Cahokia or upp«r Henry Formation sands. These sands were
found extensively stained below the vaste material.

• The majority of vaste material at Site G is presently belov the
vater table, which averages 11 feet belov ground surface.
Vaste materials were also found at the surface, particularly in
the eastern half of the site, where two oily tar disposal areas
are located.

Site H
e At Site H, 2.5 to 13 feet of fill material vere found across the

site. The presence of fill in all eight on-site soil borings
suggests that the entire site has been reworked to some degree
in conjunction vith activities associated with the disposal pit.

e Vaste materials consisting of multi-colored sludges, solids, and
oily refuse vere found underlying the fill over a major portion
of Site H. The maximum thickness of vaste encountered vas 20
feet, in the central section of the site.

e Wastes at Site B vere found directly overlying Cahokia or Henry
Formation sands, which vere found stained, belov the disposal
pit. Vaste materials are belov the vater tablt, which averages
10 feet belov ground surface.

Site I/CS-A
e Tvo disposal pits vere identified at Sita I. The larger of the

tvo, located south of the access road from the Cerro plant (old
Queeny Avenue), vas part of a larger pit, the remainder of which
is the pit in Site B. The smaller pit is located north of the
access road.

e Fill material vas found covering most of Sita I. Fill ranged in
thickness from 3 feet - outside the disposal pit areas - to 13
feet covering both disposal pits.
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• Waste materials found below the fill at Site I consisted of oily
sand, clay, wood, and cinders, mixed with occasional refuse such
as cardboard, rubber, and cloth. Sludge-like material was also
found in both pits. The depth of both pits is at least 23 to 25
feet.

e Both pits appear to terminate in fine sand and sandy silt de-
posits characteristic of the lover portion of the Cahokia Allu-
vium. These materials vere found stained below both pits.
Vaste materials within the two pits are below the water table,
which averages 10 feet below ground surface.

e Sediment samples from both the northern and southern segments of
CS-A consisted predominantly of sandy silt, suggesting that the
creek bottom may be heavily silted along its entire length.

Site L
e Data from soil borings Indicates that the surface impoundment at

Site L was a shallow excavation, approximately 8 feet deep, and
dug into the sandy silt deposits of the upper Cahokia Alluvium.
This impoundment at Site L has been filled with cinders, clay,
concrete, and brick. Staining of the sandy silt deposits
observed in the unsaturated zone indicates that these materials
are permeable enough to have allowed contaminant migration to
the saturated zone.

Creek Sector B
e The creek bed in CS-B consists of fine-grained silt and clay

that have filled the old flow channel of the creek. Erosion and
slumpage of clay and silt from the steep banks of the creek have
alto contributed to the siltation of the creek bed.

e Rubbery wastes from the former Midwest Rubber Company outfall
were found at the surface of the creek bed in the northern half
of CS-B.
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• The culv«rt connecting CS-B to CS-A to the north has been
blocked, prohibiting flow between the two creek sectors. The
culvert at the south end of CS-B has also been partially
blocked, causing creek water to pond and sediment to accumulate
in the southern half of CS-B, north of Judith Lane.

Peripheral Sites
Site J

e At Site J, the area behind the Sterling Steel Plant appears to
have been used for the disposal of spent foundry sand, slag, and
construction debris. Four to six feet of this material was
found overlying upper Cahokia silty clay and sandy silt in this
area.

e Data fro* boring J3, drilled approximately IS feet south of the
open pit southeast of the foundry, shoved 18 feet of fill, in-
cluding foundry sand, overlying medium-grained sand. This
suggests that the present pit was once larger in diameter and
has since been partially filled.

e Although organic contamination of subsurface soils was detected
at Site J, no visibly contaminated soils were observed in any of
the borings at the site.

e Groundvater was encountered at 12 to 14 feet belov the surface
in each boring.

Site K
• At Site K, 10 to IS feet of fill consisting of a mixture of

brovn silty clay, sand, and rock or brick fragments, overlying
discontinuous layers of fine to coarse sand and silty clay were
found in soil borings.

e Although vast* materials were not observed in any of the three
borings drilled at the site, black-stained soils were observed
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in each boring near the bottom of or immediately below the fill
material.

• Groundvater vas encountered at 7 to 10 feet below the surface in
each boring.

Site N
• Site N is a road construction material borrow pit that has been

partially filled with concrete, rubber, and other demolition
debris. Three to ten feet of this fill material was found over-
lying interbedded silty sand, sandy silt, and fine sand typical
of the Cahokia Alluvium.

e No wastt materials were found in either of tht two borings
drilled at tht site. However, black and reddish-brown staining
was noted on silt and sand samples from 6 to 10 feet in boring
Nl.

e Groundwater was encountered at approximately 1 foot below the
surface, due to the location of the borings at a relatively low
elevation within the partially filled pit.

Site P
e Data from soil borings indicate that fill material consisting of

silty clay, cinders, slag, and refuse has been disposed directly
onto the land surface. The thickness of fill ranges from 13 to
28 feet.

• Vith the exception of boring PI, fine- to medium-grained sand
vu found immediately below the fill at each boring location.
In PI, 3 feet of clay separated the fill material from under-
lying sand deposits.

• Significant wajte material layers vert not observed at any of
the boring locations. However, analysis of a composite
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subsurface soil sample (sample DC-P1-53) indicates that fill
material may be contaminated.

• Groundwater levels in borings were generally 25 to 30 feet below
the surface in the sand deposits below the fill.

Area 2
Site 0

e The four inactive sludge dewatering lagoons which compose Site 0
were found to be covered with a silty clay cap which ranged in
thickness from 1 to 7 feet in borings across the site.

e Results from soil borings indicate that much of the sludge
material vas probably removed prior to capping. However, some
sludge or sludge neutralized with lime vas found in three of the
five borings drilled in the closed lagoons. The thickness of
this material ranged from 0.5 feet in boring 03, to 2 feet in
boring 010. Staining was also observed in the sand deposits
immediately belov this material.

e In areas outside of the lagoons, the general stratigraphy con-
sists of 2 feet of fill overlying 13 feet of discontinuous silt,
clay, and silty sand layers, which gradually grade into a clean
(silt-free) fine- to medium-grained sand at IS to 20 feet below
the surface.

e Groundvater levels averaged 14.5 feet belov the surface at Site
0.

Site 0
e Data fro* aoil borings in the northern half of Site Q indicate

that the sit* if covered vith approximately 4 feet of permeable
cinders and fly ash used as a cover material for the refuse and
fill buried belov.
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• The refuse and fill consists of a mixture of municipal garbage,
clay, cinders, and construction debris, which is frequently oily
and black from staining. The thickness of this material vas
found to range from 3 co 17 feet (E & E 1983).

• Belov the fill are silt and silty sands of the Cahokia Alluvium.
These deposits coarsen vith depth and eventually grade into
lover Cahokia/upper Henry formation sands at approximately 43
feet.

• In the southern half of Site Q, a similar mixture of fill
material vas found to depths of 16 to 28 feet; hovever, oils and
general staining vere not observed.

e Boring results in the southern half of the site indicate that
Cahokia materials (clays and silts) may have been excavated
prior to disposal of refuse at boring locations Q4 and Q5.

• The vater table vas encountered in the silty sand deposits belov
the fill at an average depth of 27 feet.

Site R
e Geologic and soils data for Site R vere derived from previous

reports developed by D'Appolonia (1980), and Geraghty & Miller
(1986). In general, borings through Site R indicate that belov
a 3- to 6-foot clay cap is 5 to 20 fe«t of fill consisting of
fly ash, cinders, clay, sand, miscellaneous debris (e.g., glass,
Mtal) and unidentified vaste.

• Belov the fill is 15 to 20 feet of Cahokia Alluvium which grades
to a fine- to medium-grained clean sand that coarsens vith
depth. Deeper borings indicate that sand continues to bedrock
vith cobble and boulder layers encountered at 68 to 126 feet.

e Groundvftter occurs in the alluviua belov the fill and fluctuates
in depth in response to changing Mississippi River levels.
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P«rch«d conditions exist at som« locations around th« site fol-
lowing periods of high river stage.

7.2.5 Groundvater Hydrology

• Groundvater exists in both the Cahokia Alluvium and Benry Forma-
tion valley fill materials under water table and leaky artesian
conditions.

• Cahokia and Henry formation strata have been classified as a
single hydrogeologic unit due to the hydrologic connectivity
exhibited between strata and the lack of significant confining
layers between or within the individual stata.

e To facilitate the hydrogeologic evaluation of the area, this
unit has been divided into three zones based on their relative
hydraulic conductivities. These zones are: shallow zone - a
relatively lower conductivity zone composed of the alluvial
silty sand and fine-grained sand deposits found below the sur-
ficial silts and clays. It extends from the water table to a
depth of approximately 45 feet below the surface. Intermediate
zone - this zone includes the medium to coarse valley train sand
and gravel of the Henry Formation from 45 to 75 feet below the
surface. It is approximately 20 to 30 times more permeable than
the shallow sone. Deep zone - this zone includes the coarsest,
most permeable deposits of the Henry Formation which directly
overlie the bedrock. It extends from 75 feet to approximately
120 to 130 feet below the surface.

Historical Groundvater Flow
e Thm DC? area has historically been one of the major centers for

groundwater withdrawals in the American Bottoms.

e From the 1940s until approximately 1980, heavy pumping from the
intermediate and deep zones of the valley fill deposits at the
Monsanto Chemical Corporation and surrounding industry wells
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productd a deep cone of depression which lowered the water table
and diverted the natural groundwater flow direction (east to
west toward the Mississippi River) to radial flow from all di-
rections toward the pumping centers.

e During this period, groundwater withdrawals also established
hydraulic gradients from the river toward pumping locations pro-
ducing the diversion of river water into the aquifer by the
process of induced infiltration.

e The effect of this pumpage in the DCP area would have been to
draw leachate and contaminants from the shallow zone at Area 1
and Area 2 sites off-site toward the pumping locations and into
the more permeable intermediate zone, and possibly the deep
zone. Once in these deeper zones, due to the mere permeable
conditions in the deeper zones, it is likely that contaminants
migrated farther and faster than if they had remained in the
lower-permeability shallow zone.

e Pumping effects on contaminant migration continued until ap-
proximately 1980, when significant industrial well withdrawals
were halted. At this time, flow patterns to the Mississippi
River were resumed, and the potential for contaminant discharge
to the river was established.

Current Groundwater Flov
Area 1

e Groundwater flow direction in the shallow zone was found to be
vest to slightly northwest, toward the Mississippi River, on all
thre« water level measurement dates.

e The average horizontal gradient was calculated to be 0.00077.
The average hydraulic conductivity value, calculated using slug
test data from eight Area 1 wells screened in the shallow zone,
is 1.2 x 10"* ft/sec. Using these values and assuming an ef-
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fective porosity of 0.15, the average groundvater velocity vas
calculated to be 0.0053 ft/day (19.4 £t/yr).

• Based on water level measurements at Site I, water in CS-A
appears to be the result of stora runoff and drainage from the
Cerro plant. This vater is perched, due to the heavily silted
creek, bed above the vater table.

• Vater levels in veils adjacent to the northern half of CS-B were
consistently belov the creek bed elevation, indicating that CS-B
is not a significant discharge or recharge point for local
groundvater flov. Bovever, groundvater, even during periods of
lov levels, is in contact with contaminated creek sediments
which extend to a depth of approximately 7 feet belov the creek
bed.

Area 2
e Due to the proximity of Area 2 sites to the river and the hy-

draulic connection betveen the groundvater system and the river,
groundvater flov directions, gradients and velocities are af-
fected by fluctuations in the Mississippi River stage.

e During periods of lov river stage, groundvater flov direction is
in a vest-norinvest direction, tovard the river. This pattern
vas observed at Site 0 on all three measurement dates and at
Site Q on tvo of the measurement dates.

e At Sit* 0, using the average hydraulic conductivity (K) value of
2.0 x 10 ft/sec (calculated using data from seven Area 2 slug
teats), the average gradient (i) of 0.0008, and assuming an ef-
fective porosity (ne) of 0.1S, the average flov velocity tovard
the river in the shallov zone vas 0.0968 ft/day (3S.3 ft/yr).

e At Site Q, for the tvo dates that flov VM tovard the river, the
average flov velocity vas 0.2938 ft/day, using K • 2.0 x 10"
ft/sec, i » 0.003, and ne • 0.15.
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• When river levels exceed groundwater elevations, a hydraulic
gradient fro« the river is produced, reversing groundvater flow
direction avay fron the river. This flow pattern was observed
at Site Q on the March 26 aeasureaent date. Flow velocity at
Site Q was calculated to be 0.0382 ft/day avay fro* the river on
this date.

e The eastward extent of flow reversal in the study area (deline-
ated by the location of a groundwater divide) is dependent on
the stage at which the Mississippi River crests. Flow reversals
also occur in the deeper zones of the aquifer.

7.2.6 Infiltration Tests

e Results of infiltration tests indicate that the heterogeneous
fill materials found at the OCP sites exhibit a wide range of
infiltration rates. Because of the absence of surface soil
uniformity at the OCP sites, infiltration rates within areas of
each site aay vary significantly.

7.2.7 Cheaical Results
7.2.7.1 Soil Gas Monitoring

Area 1
• Eleven locations tested for volatile soil gases at Site G pro-

vided only Halted indication of the presence of subsurface
volatile organ!cs. Only two locations (SG-11 and SG-12) eea-
sured greater than 100 eg/L.

e Soil gas analysis at Site H showed six of the twelve locations
tested had concentrations of volatile organic soil gases greater
than 1,000 ef/L. The high concentrations trended toward the
northern portion of the site, near the center of the excavation
seen in historical aerial photographs.
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• Six of the nineteen locations tested for volatile organic soil
gases at Site I and CS-A shoved concentrations of volatile or-
ganics in excess of 1,000 mg/l. High concentrations were cen-
tered around the south perimeter, near the center of the
excavation that is contiguous vith Site H, and near the vest
perimeter, vhich is dovngradient, or at, the vest edge of the
excavation.

e Soil gas results for Site L identified three locations, of ten
locations tested, vhere volatile organics vere detected at
greater than 1,000 mg/L. Tvo additional locations had concen-
trations substantially above background. Based on measurements
from historical aerial photographs, all of these locations fall
vithin the area of the former surface impoundment.

e Soil gas analysis at seven locations in CS-B identified two lo-
cations vhere concentrations of volatile organic soil gases vere
substantially above background conditions. These included SG-28
and SG-46, vhich had concentrations of greater than 100 rng/L and
280 mg/L, respectively. Both locations vere in the northern 300
feet of the creek sector, near areas reported to have received
discharges from area industries.

Peripheral Sites
e Soil gas results for Site J identified four locations vhere

volatile organic soil gases vere detected at concentrations sub-
stantially above background. Tvo tests (SG-79 and SG-88) in-
dicated concentrations greater than 1,000 mg/L.

e Of the eight locations tested for volatile organic soil gases at
Site K, four shoved concentrations substantially above back-
ground. Three of these locations, all near the vestern peri-
meter of the former excavation, had concentrations of volatile
organics in excess of 1,000 mg/L.
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• Six locations tested for volatile organic soil gases along the
banks of Site M provided only limited indications of the
presence of volatile compounds. Two locations, near the north
central portion of the site and near the northeast corner,
shoved concentrations of 18 mg/L and 16 ng/L, respectively.

• Soil gas analysis at Site N shoved five of the eight locations
tested had concentrations of volatile organic soil gases sub-
stantially above background concentrations. Tvo of these loca-
tions had concentrations greater than 1*000 mg/L. The high con-
centrations trended from the central portion of the excavated
area tovard the southeast corner.

e Three locations tested for volatile organic soil gases in CS-C
provided only Halted indications of the presence of volatile
contaminants. The highest detected concentration vas 1.5 ig/L
at SG-26, located approximately 200 feet south of Judith Lane.

7.2.7.2 Surface Vater and Sediments

• Analytical results of the surface water and sediment sampling
revealed contamination in all four creek sectors sampled (A, B,
C, and 0), and in the pond which constitutes Site N.

• Volatile organic contaminants vere detected in tvo of eleven
surface water field samples. Both samples in which volatiles
vere detected vere collected from CS-A. Eight volatile com-
pounds vere detected, vith the highest concentration being 0.041
mg/L of 1,1,1-trichloroethane.

e Semivolatile organic contaminants vere detected in tvo of the
eleven surface vater field samples. Tvo semivolatiles vere
detected, vith the high concentration being 0.009 mg/L of 2-
nitroaniline in CS-B. One sample collected from CS-A contained
4-chloroaniline at 0.003 mg/L.
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• Aroclor 1260 vas detected in three of the eleven surface vater
field samples. All three samples vere collected from CS-B, and
the highest concentration detected vas 0.044 mg/L in a sample
from near the south end of CS-B. No other pesticides or PCBs
vere detected in the surface vater samples.

• Elevated concentrations of several heavy metals vere detected in
surface vater samples collected from each creek sector. Cad-
mium, mercury, copper, barium, arsenic, chromium, and lead vere
all detected at relatively high concentrations, vith the highest
detected concentration being 17,900 mg/L of copper in a sample
from CS-B.

• Due to the physical characteristics of Dead Creek, the col-
lection of an upstream, or background, sample vas not possible.
The creek effectively begins at CS-A, vhich along vith CS-B, is
the most heavily contaminated portion of the creek.

e Due to the blocked culverts at Queeny Avenue and Judith Lane,
CS-A and CS-B are effectively surface impoundments. Both CS-A
and CS-B collect surface runoff and rainwater, and surface vater
contamination in these sectors is likely the result of mixing
vith sediments.

e Volatile organic contaminants vere detected in tvo of the 21
sediment samples. Six volatiles vere detected in one sample
collected from the northern portion of CS-B, vith the highest
detected concentration being 5.2 mg/kg of chlorobenzene.

e Analysis of the 21 sediment samples revealed the presence of
semivolatile organic contaminants in all samples. A total of 29
different semivolatiles vas detected, vith the highest concen-
tration detected being 220 mg/kg of 1,4-dichlorobenzene in a
sample from CS-B. Beazo(a)pyrene ves the most frequently de-
tected semivolatile, being detected in 13 of the 21 sediment
samples.
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• PCBs v«rt detected in 18 of the 21 sediment samples. The
highest PCB concentration detected was 480 «g/ltg of Aroclor 1248
in a sample from CS-B. Aroclors 1254 and 1260 vtre each de-
tected in 14 samples. Endrin was detected in one sample, from
CS-D, at a concentration of 0.58 rag/kg.

• Analysis of seven sediment samples from six locations in CS-B,
CS-C, and CS-D shoved no detectable concentration of 2,3,7,8-
TCOD.

e Analyis of the 21 sediment samples revealed elevated concen-
trations of cadmium, mercury, copper, barium, arsenic, chromium,
and lead. With the exception of cadmium, the highest concentra-
tions were detected in CS-A and CS-B. The highest concentration
vas 17,300 mg/kg of barium in a sample from CS-B.

e Analysis of subsurface sediment samples revealed contamination
in all creek sectors. The subsurface sediment samples vere
collected at depths ranging from 1.5 feet to 3 feet.

e The highest total organic concentration in sediment vas 870
mg/kg in a sample from CS-B. This concentration included 480
mg/kg of Aroclor 1248. The sediment sample vas collected from a
depth of 2 feet to 3 feet.

e The highest concentrations of organic contaminants vere detected
in sediment samples from CS-A and CS-B. This is consistent vith
the fact that flov is restricted in each of these sectors,
leading to increased deposition of contaminants bound to sedi-

its.

e Tvo old effluent pipe outlets are located in the northern 300
feet of CS-B. Staining is evident around each pipe, and a large
area of the creek bed is covered vith a rubbery material in the
vicinity of the outlet pipe on the vest bank of the creek. This
physical evidence, along vith the high concentrations of organic
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contaminants dtttcted in samples from this area, substantiates
reports of past discharge of chemical wastes directly to the
creek.

7.2.7.3 Surface Soils

e Analysis of surface soil samples from Site G indicated surficial
contamination across the entire site. Of the 43 samples sub-
mitted for analysis, only one sample shoved no detected concen-
trations of organic contaminants. The remaining samples con-
tained total organic concentrations ranging from 0.2 mg/ltg to
over 74,000 mg/kg. All surface soil samples were collected from
the surface to a depth of 6 inches.

e Tvelve volatile organic compounds were detected in surface soil
samples from Site G. The most frequently detected volatile con-
taminant was 4-methyl-2-pentanone, which was detected in 22
samples. Other volatile organic contaminants detected in more
than one sample included toluene, tetrachloroethene, benzene,
ethylbenzene, and xylene.

• Semivolatile organics vere detected in 33 of the 43 surface soil
samples from Site G. The highest concentrations of semivola-
tiles included 22,000 mg/kg of 1,4-dichlorobenzene and 21,000
mg/kg of pentachlorophenol. Pentachlorophenol was detected in
14 samples, benzo(a)pyrene vas detected in 13 samples, and
pyrene vas detected in 12 samples. The highest concentration of
benzo(a)pyrene vas 22 mg/kg.

• Analysis of the 43 surface soil samples from Site G revealed the
presence of KB* in 40 samples, and the pesticide degradation
product 4,4'-DM in five samples. Three PCB congeners vere de-
tected in the samples, including Aroclor 1248, Aroclor 1254, and
Aroclor 1260. Six surface soil samples contained PCB concentra-
tions greater than 1,000 mg/kg. The highest PCB concentrations
vere found in sample SS-11, which contained 24,000 mg/kg of Aro-

REITOM000434



clor 1248, 29,000 mg/kg of Aroclor 1254, and 21,000 ag/kg of
Aroclor 1260. Of the five samples in vhich 4, 4' -DDE was
detected, sample SS-07 contained the highest concentration at
0.29 ing/ leg. Octachlorodibenzo(b,e)dioxin (OCDD) was detected in
three samples, with a maximum concentration of 130 ag/kg de-
tected in sample SS-25.

e No 2,3,7,8-TCDD was detected in tvo composite surface soil
saaples from Site G vhich were analyzed specifically for this
compound .

e Analysis of the 43 surface soil samples from Site G revealed
elevated levels of antimony, arsenic, barium, cadmium, chromium,
cobalt, copper, lead, mercury, nickel, silver, vanadium, zinc,
and cyanide. Cyanide was detected in 18 samples, vith a high
concentration of 22 mg/kg. Mercury was detected in 38 samples,
vith a high concentration of 23 ag/kg.

e The surficial contamination at Site G is spread across the en-
tire site. High concentrations of organics vere detected in
samples from the southern perimeter of the site, along a ridge
vhere many corroded drums vere observed on the surface, and near
the northeast corner of the site, in the vicinity of tvo oily
pits.

• As a result of the high levels of organic contamination found on
the surface at Site G, Monsanto constructed a chain-link fence
around the site in order to restrict access to the general
public. The construction vas done under the oversight of USEPA.

e No organic contaminants vere detected in surface soil samples
fro* Site J. Elevated levels of chromium, iron, manganese, and
nickel vere detected. These results indicate that the casting
sand, slag, and construction debris seen on the surface of the
site vere the only materials disposed of on the surface at Site
J.
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7.2.7.4 Subsurface Soils

• Organic contaminants vere detected in subsurface soils at all
sites sampled. The highest concentrations vere detected in
samples from Sites G, H, I, and 0. Previous investigations also
indicated similar levels of subsurface contamination at Sites Q
and R. In summary, all Area 1 and Art* 2 sites contain signi-
ficant concentrations of a variety of organic contaminants in
subsurface soils.

Analysis of the 12 subsurface soil samples from nine borings at
Site G revealed the presence of organic and inorganic contami-
nants in 11 samples. These results show subsurface contami-
nation across the entire site to a depth of at least 20 feet.
Waste material was seen in borings GS, G6, G7, G8, and G9 at
depths ranging from approximately 5 feat to 35 feet. Analysis
of three samples collected from the waste material shoved high
levels of organic contaminants. The most frequently detected
organics vere chlorobenzene (9 samples), tetrachloroethene (8
samples), benzene (7 samples), naphthalene (7 samples), and
Aroclor 1260 (6 samples).

e Total organic concentrations in subsurface soils ranged from 0
in the background boring Gl to 10,000 mg/kg in boring G8, lo-
cated in the east-central portion of the site. The highest
concentrations of contaminants detected vere 240 mg/kg of
chlorobenseae, 5,400 mg/kg of naphthalene, 4,800 mg/kg of penta-
chlorophenol, and 4,400 mg/kg of Aroclor 1260. A total organic
concentration of 970 mg/kg was detected in a sample from a depth
of 35 to 40 feet. This sample consisted of visibly stained sand
belov waste material. A sample collected at a depth of 20 to 30
feet also consisted of stained sand belov waste material. This
sample had a total organic concentration of 1,500 mg/kg. The
most highly contaminated samples had total organic concentra-
tions of 10,000 mc/kf and 2,400 mf/kg. Both of these samples



consisted of vast* material and soil fron a depth of 10 to 25
feet.

e Analysis of the 11 subsurface soil samples from nine borings at
Site H revealed the presence of organic contaminants in nine
samples. The results of shoved high concentrations of organic
contaminants centered in the north and central portions of the
site. These results are consistent vith the location of the
excavated area identified in historical aerial photographs.
Contamination vas detected at a maximum depth of 35 to SO feet
at the site. Contaminants detected in the sample from this
depth included chlorobcnzene, 2,4-dichlorophenol, 1,2,4-
trichlorobenzene, hexachlorobenzene, and Aroclor 1260. The most
frequently detected organics vere benzene (7 samples), Aroclor
1260 (7 samples), chlorobenzene (6 samples), 1,2,4-
trichlorobenzene (6 samples), and phenanthrene (6 samples).

e Total organic concentrations in subsurface soils ranged from 0
in the background boring H9 to 60,000 mg/kg in boring HI. The
highest concentrations of contaminants detected vere 31,000
mg/kg of 1,4-dichlorobenrene in boring H-l, 19,000 mg/kg of
1,2-dichlorobenzene in boring HI, 18,000 mg/kg of Aroclor 1260
in boring H4, and 2,100 mg/kg of phenanthrene in boring H2.
Sample HI-14 consisted of waste material at a depth of 15 to 25
feet. Tvo additional samples consisting of waste material from
similar depths, H2-16 and H4-19, contained total organic con-
centration* of 12,000 mg/kg and 20,000 mg/kg, respectively.
Samples collected from sand belov the vaste material in two
borings, HI and H6, contained total organic concentrations of 8
mg/kg and 2 mg/kg, respectively.

e Analysis of the 16 subsurface soil samples from 10 borings at
Site I revealed the presence of organic contaminants in 12
samples. The results of shoved high concentrations of organic
contaminants across most of the site to a depth of at least 25
feet. Samples collected from vithin the excavated areas
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identified in historical aerial photographs all shoved high
levels of contamination. The sane contaminants found in sub-
surface soils at Sites G and H vert also consistently detected
in the subsurface soils at Site I. Contamination was detected
at a maximum depth of 38 feet in borings 15 and 19. The nost
frequently detected contaminants were chlorobenzene (12
samples), toluene (11 samples), ethylbenzene (10 samples),
naphthalene (7 samples), and Aroclor 1260 (5 samples).

e Total organic concentrations in subsurface soils at Site I
ranged from 0 in the background boring 112 to 11,000 «g/kg in
boring 15. The highest concentrations of contaminants detected
were 8,300 mg/kg of 1,2,4-trichlorobenzene, 1,300 mg/kg of
hexachlorobenzene and 340 mg/kg of Aroclor 1260 in boring 15,
I,800 ag/kg of 1,4-dichlorobenzene in boring 111, and 490 mg/kg
of toxaphene in boring 16. A total organic concentration of
II,000 mg/kg vas detected in sample 15-41, which was composited
from waste material and soil at a depth of 5 to 27.5 feet. Five
additional samples contained waste material at similar depths,
with the highest detected concentrations of total organics being
2,500 mg/kg in sample 12-39 and 2,200 mg/kg in sample 111-51.
Samples collected from sand below the waste material in borings
IS, 110, and 111 contained total organic concentrations of 960
•g/kg, 273 mg/kg, and 160 mg/kg, respectively.

e Analysis of the five subsurface soil samples from four borings
at Site L revealed the presence of organic contaminants in four
samples. The most frequently detected contaminants were toluene
(4 samples), benzene (4 samples), 4-methyl-2-pentanone (4
samples), phenol (2 samples), and pentachlorophenol (2 samples).
No pesticides or PCBs were detected in the samples from Site L.

e Total organic concentrations in subsurface soils at Site L
ranted from 0.006 mg/kg in upgradient boring LI to 120 mg/kg in
boring L3. The highest concentrations of contaminants detected
were 38 mg/kg of pentachlorophenol, 27 mg/kg of toluene, 20
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Bg/kg of trans-l,2-dichloroethene, and 4.2 ng/kg of benzene. A
total organic concentration of 120 mg/kg was detected in sample
L3-04, which vas composited from fill and silt at a depth of 5
to 15 feet. The analytical results indicate that samples L2-03
and L3-04 were collected within the area of the former surface
impoundment, while samples from borings LI and U were outside
the boundaries of the impoundment.

e In summary, the analytical results of the subsurface soil
sampling at the Area 1 sites shoved the presence of common waste
types at each of the sites. Toluene, benzene, chlorophenols,
and PAfls were detected at each of the sites. With the exception
of Site L, PCBs were also detected in the subsurface soils at
each site. Organic contaminants were found to a depth of at
least 20 feet at all Area 1 sites.

Area 2
e Previous investigations and sampling have indicated significant

organic contamination in subsurface soils at Sites Q and R.
Only limited data were available for subsurface conditions at
Site 0. For this reason, Site 0 was the only Area 2 site at
which subsurface soil samples were collected.

e Analysis of the 11 subsurface soil samples from eight borings at
Site 0 detected the presence of organic contaminants in nine
samples. The data shoved subsurface contamination across the
entire site, vith the highest concentrations found in samples
from the northern portion of former lagoons 2 and 3. The
maxima depth at which contamination vas detected vas 30 feet in
boring 02, located along the vest (dovngradient) perimeter of
the sit*. The most frequently detected organics vere xylene (9
samples), ethylbenzene (9 samples), chlorobenzene (8 samples),
pentachlorophenol (6 samples), chrysene (6 samples), and Aroclor
1242 (5 samples).
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• Total organic concentrations in subsurface soils at Site 0
ranged from 0 in the background boring 01 to 5,000 mg/kg in
boring 010. The highest concentrations of contaminant detected
were 1,900 nig/kg of Aroclor 1242, 620 ing/kg of xylene, 470 ing/kg
of pentachlorophenol, and 110 mg/kg of 1,4-dichlorobenzene. The
tvo most highly contaminated subsurface soil samples at Site 0
were 04-62 and 010-74. Both of these samples consisted of sand
and sludge composited from a depth of 5 to 10 feet. Sand belov
the waste material was sampled in borings 03, OS, 09, and 010.
These samples contained total organic concentrations of 29
ng/kg, 37 mg/kg, 35 mg/kg, and 92 mg/kg, respectively.

Peripheral Sites
• Analysis of the three subsurface soil samples from three borings

at Site J revealed the presence of organic contaminants in tvo
samples. Ethylbenzene, xylene, 1,4-dichlorobenzene, dibenzo-
furan, phenanthrene, and Aroclor 1260 were each detected in one
sample. The highest total organic concentration detected in
subsurface soils at Site J was 110 mg/kg in boring J2, located
near the southeast corner of the surface disposal area. This
sample was composited from a depth of IS to 23 feet. Boring
Jl, located near the center of the surface disposal area, showed
no detected concentrations of organic contaminants.

• Analysis of three subsurface soil samples from three borings at
Site K revealed the presence of organic contaminants in all
thre« samples. Organics detected included toluene (1 sample),
phenanthrene (3 samples), pyrene (3 samples), benso(a)pyrene (3
samples), and PCBs (3 samples). The highest concentration de-
tected vu 120 mg/kg of Aroclor 1248 in sample Rl-08. Total
organic concentrations in subsurface soils at Site K ranged from
23 mg/kg in borings K2 and K3 to 150 mg/kg in boring Kl.
Samples from borings Kl and K2 verm composited from depths of
0 to 10 feet. Sample K3-32 was composited from a depth of 10 to
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20 feet. The analytical results show contamination across the
entire site to a maximum depth of 20 feet.

e Analysis of tht tvo subsurface soil samples from tvo borings at
Site N revealed tht presence of organic contaminants in both
samples. The contaminants detected consisted mainly of PAHs,
including phenanthrene, fluoranthene, pyrene, and benzo(a)-
pyrene. No pesticides or PCBs were detected. The highest con-
centration detected was 0.68 mg/kg of fluoranthene. A total
organic concentration of 3.6 ing/kg was detected in sample Nl-05.
The sample was composited from the surface to a depth of 10
feet.

• Analysis of four subsurface soil samples at Site P revealed the
presence of organic contaminants in tvo samples. Contaminants
detected included ethylbenzene, toluene, chlorobenzene, 1,4-
dichlorobenzene, 1,2-dichlorobenzene, and phenol. The highest
concentrations of contaminants detected were 8.9 mg/kg of 1,4-
dichlorobenzene in sample PI-53, and 3.9 mg/kg of phenol, also
in PI-23. A total organic concentration of 18 mg/kg vas
detected in sample PI-53, which vas composited across four
borings in the northern tvo-thirds -of the site at a depth of
0 to 10 feet. Sample P2-54 vas composited across the same four
borings at a depth of 25 to 35 feet, and contained a total
organic concentration of 0.03 mg/kg. No organics vere detected
in boring PS, located near the southvest corner of the site.

7.2.7.5 Groundvater

• Organic contaminants vere detected in groundvater samples from
each of th« sites sampled. The same contaminant types vere
consistently detected across all of the Area, 1 and Area 2 sites.
Since the groundvater sampling vas limited to monitoring a re-
latively shallov portion of the aquifer, a true representation
of the extent of groundvater contamination cannot be provided
based on this data.
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Area 1
• Analysis of th« nine groundvater samples from eight monitoring

veils located on or around Site G revealed organic contaminants
in all nine samples. The most frequently detected contaminants
vere chlorobenzene (7 samples), naphthalene (5 samples), toluene
(4 samples), benzene (4 samples), 2-chlorophenol (4 samples),
and Aroclor 1260 (3 samples). Total organic concentrations in
groundvater samples from around Site G ranged from 0.02 mg/L to
238 mg/L. The highest concentrations of contaminants detected
vere ISO mg/L of benzoic acid, 21 mg/L of naphthalene, 15 mg/L
of 4-chloroaniline, and 30 mg/L of phenol. The highest total
organic concentration in groundvater samples from around Site G
vas 258 mg/L, from a veil screened in sand belov vaste materials
at the site. Dovngradient veils EE-G101 and EE-05 at Site G
shoved only limited organic contamination. This is probably due
to a combination of factors, including past groundvater pumpage,
the presence of a vertical component of groundvater flov in the
area, and the relatively shallov depth of the veils.

e Analysis of the five groundvater samples from five monitoring
veils on or around Site H revealed organic contaminants in the
four samples on the site. No organic contaminants vere detected
in the background veil EE-04. The most frequently detected
organics vere ehlorobenzene (4 samples), benzene (4 samples),
4-chloroaniline (4 samples), and 1,4-dichlorobenzene (3
samples). Total organic concentrations in groundvater samples
from Sit* B ranged fro* 0 in veil EB-04 to 44 mg/L in veil
EE-02. The highest detected concentrations of contaminants vere
7.3 mg/L of toluene, 6.4 mg/L of 4-chloroaniline, 11 mg/L of
chlorobenzene, and 5.8 mg/L of benzoic acid. The highest total
organic concentrations in groundvater samples from Site H vere
44 mg/L and 17 mg/L in veils EE-02 and El-01, respectively.
Veil EB-02, located adjacent to the ve«t perimeter of the site,
vaa finished in sand vith the screened interval from 384.66
above MSL to 389.66 above MSL. Veil El-01, located in the
northwest corner of the site vithin the excavated area
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identified in historical aerial photographs, was finished in
sand belov waste material with the screened interval being be-
tween 373.55 MSL and 378.55 HSL. Veil EE-G110, located adjacent
to Dead Creek to the west of Site B, contained lower concen-
trations of the same contaminants found in wells EE-01 and
EE-02. The results in well EE-G110 are probably indicative of
horizontal flov in the shallow zone. Many of the contaminants
found in wells EE-01 and EE-02 are expected to follow a vertical
flov path to the intermediate zone, which would carry the con-
taminants below the screened interval at well EE-G110.

e Analysis of the eight groundwater samples from seven monitoring
wells at Site I revealed the presence of organic contaminants in
six samples. The most frequently detected contaminants were
chlorobenzene (6 samples), benzene (6 samples), 4-chloroaniline
(6 samples), 1,4-dichlorobenzene (5 samples), and pentachloro-
phenol (4 samples). Total organic concentrations in groundwater
samples from Site I ranged from 0 in the background well EE-20
to 28 mg/L in well EE-14. The highest concentrations of
contaminants detected were 9.6 mg/L of 4-chloroaniline, 3.1 «g/L
of chlorobenzene, and 2.4 mg/L of pentachlorophenol. The two
wells which exhibited the highest total organic concentrations
were EE-14 and El-16, with concentrations of 28 mg/L and 14
msj/L, respectively. Veil EE-14 is located within the area of
the north excavation at Site I identified in historical aerial
photograph*, and la screened in sand below waste material. Veil
BE-16 is located immediately west of the south excavation, and
is screened in sand. No waste material was evident in the
boring at this location. Oowngradient wells at Site I contained
lover concentrations of the same contaminants found in wells
EE-14 and EE-16, indicating migration of contaminants from the
tvo former excavations at the site.

e A total organic concentration of 2.6 mg/L wma detected in the
one dovngradient groundvater sample at Site L. The background
veil EE-C108 contained a total organic concentration of 0.002
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mg/L. Contaminants datccted in the dovngraditnt sample included
toluene, chloroform, phenol, 2-chlorophenol, and 4-
chloroaniline, with tha highest concentration detected being
0.97 mg/L of toluene. The sane contaminants found in subsurface
soils at Site L were also found in the dovngraditnt groundvater
sample, indicating that contaminants have migrated from the area
of the former surface impoundment.

Analysis of five groundvater samples from five monitoring veils
at Site 0 revealed the presence of organic contaminants in three
samples.. Significant contamination vas found in only one
sample, GV-39A, which contained 16 volatile* and 11 semivolatile
organic contaminants. A total organic concentration of 490 mg/L
vas detected in sample GV-39A. Contaminants detected included
chlorobenzene at 180 mg/L, benzene at ISO mg/L, trichloroethene
at 64 mg/L, 1,4-dichlorobenzene at 15 mg/L, and phenol at 1.1
•g/L. This sample location vas immediately vest of the former
sludge lagoons, and the veil vas screened betveen 28 and 33 feet
deep. An active pumping veil at Clayton Chemical Company is
located approximately ISO feet to the northwest of this
location. The chemical results indicate that the pumping veil
has a direct influence on the migration path of contaminants
from Site 0 by forming a slight cone of influence in the
immediate area around the veil. The presence of this pumping
veil may also explain the lack of contamination in dovngraditnt
veil E2V-23. The background sample for Site 0 contained no
detected organic contaminants. This sample vas collected from
veil El-21, located to the northwest of the former lagoons.

e Analysis of the nine groundvater samples fro* eight monitoring
veils at Site Q revealed the presence of organic contaminants in
all nine samples. The results shov contamination across the
entire site, although the most significant contamination vas
limited to the northern portion of the site, adjacent to Site R.
Considering the fact that the groundvater gradient is reversed



during periods of high river stage elevations, the chemical
results indicate that both Site Q and Site R have influenced
groundvater quality in veils EE-18 and EE-19. The background
veil for Sites Q and R, veil EE-17, contained a total organic
concentration of 0.04 ng/L, which included 0.03 mg/L of chloro-
benzene. This veil is located to the northeast of Sites Q and
R, but is also dovngradient from several industrial properties
which nay contribute to the contaminants found in the veil.
Total organic concentrations of 330 »g/L and 50 mg/L vere de-
tected in samples fro* veils along the vest perimeter of the
northern portion of Site Q, and adjacent to Site R. Contami-
nants detected in these veils included chlorobenzene at 6.7
mg/L, phenol at 190 mg/L, pentachlorophenol at 33 mg/L, and 4-
chloroaniline at IS mg/L. Groundvater from monitoring veils in
the southern portion of Site Q shoved only limited organic con-
tamination. Total organic concentrations of 0.15 mg/L, 0.28
mg/L, 0.01 mg/L, 0.03 mg/L, and 0.40 mg/L vere detected in these
veils. Contaminants detected in these veils included benzene,
chlorobenzene, xylene, and 4-chloroaniline.

e Analysis of the seven groundvater samples from six monitoring
veils at Site R revealed the presence of organic contaminants in
all seven samples. Based on the results, groundvater contami-
nation at Site R vaa more significant in the northern one-half
of the site than in the southern portion. Veils P-7 and P-ll,
located adjacent to the river vest of the northern portion of
Site Rt both contained higher concentrations of contaminants
than veils B-26A, B-28A, and P-l, to the south. The most fre-
quently detected contaminants at Site R vere chlorobenzene (7
sanples), 2-chlorophenol (6 samples), benzene (5 samples),
toluene (* samples), 4-chloroaniline (4 sanples), and 1,4-
dichlorobenzene (4 sanples). Total organic concentrations in
groundvater sanples fron Site R ranged from 0.04 mg/L to 130
mg/L. The sanple containing 130 ng/L vaa collected fron veil
B-23A at the east side of the site. The sanple consisted of an
oily, reddish colored liquid, indicating that the veil is
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screened in vast* material. Sample GV-46, collected from well
P-7 adjacent to the Mississippi River contained the highest
downgradient total organic concentration (70 ng/kg). The
highest concentrations of contaminants detected vere 60 mg/L of
phenol, 25 mg/L of 4-chloroaniline, 16 mg/L of 1,2-dichloro-
ethane, and 14 mg/L of 2-chlorophenol.

Private Veils
e Analysis of groundvater samples fro* four residential veils on

Judith Lane to the south of the Area 1 sites revealed the pre-
sence of low-level organic contamination in three veils. Con-
taminants detected in these samples included toluene, ethyl-
benzene, carbon disulfide, and styrene. No semivolatiles, PCBs,
or pesticides vere detected in the residential veil samples.

e Analysis of the groundvater sample from the Clayton Chemical
Company veil, approximately 120 to 200 feet vest of Site 0,
revealed the presence of eight volatile and tvo semivolatile
organic contaminants. A total organic concentration of 0.27
mg/L vas detected in the groundvater sample from the Clayton
Chemical Company veil. Contaminants detected included many of
the same contaminants found in groundvater and subsurface soil
samples fro* Site 0, such as toluene, benzene, chlorobenzene,
and 1,4-dichlorobenzene. The Clayton veil is approximately 70
feet de«p, and an average of approximately 1,000,000 gpm are
pumped free) the veil for process use at Clayton.

7.2.7.6 Air

Area 1
• Analysis of air samples collected over a 2-day period from six

location* around Site G and CS-B revealed organic contaminants
in six samples from the first day of sampling, and in four
samples fro* the second day. Contaminants in samples collected
on the first day of sampling at Site C/CS-1 included phen-
anthrene, fluoranthane, naphthalene, nitroaniline, pyrene, and
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PCBs. Phenanthrene was detected in all samples, including the
background sample. The remaining compounds were detected only
in downwind saaples. PCBs vere the only contaainant detected on
tht second day of air sampling, and vere detected only in
downwind saaples. PCB congeners (Aroclors 1248, 1254, and 1260)
vere detected in saaples on both days at the same location near
the northwest corner of Site G. These samples contained total
PCB concentrations of 0.50 ug/m the first day and 0.47 ug/«3

the second day. All of the contaminants detected in downwind
air saaples at Site G/CS-B were also frequently detected in
surface soil saaples froa Site G.

Area 2
e Analysis of air saaples collected over a 2-day period froa six

locations around Sites Q and R revealed the presence of organic
contaainants in four saaples froa each day of saapling. The
background (upwind) saaples for each day shoved no organics.
PCBs vere detected in two saaples (DC-19 and DC-20) froa the
first day of saapling, and in one saaple (DC-26) froa the second
day of saapling. Saaples DC-19 and DC-20 contained 0.07 ug/m
aad 0.06 ug/a3 of Aroclor 1260, respectively. Saaple DC-26
contained a total PCB concentration of 0.41 ug/a , including
0.19 ug/a3 of Aroclor 1248, 0.13 ug/a3 of Aroclor 1254, and 0.09
ug/a of Aroclor 1260. Phenol was detected in downwind saaple
DC-20 at 0.04 ug/a . This was the only seaivolatile coapound
detected in air saaples froa Sites Q and R. Volatile organic
contaainants were detected in two saaples froa the first day of
saapling, and in three saaples froa the second day of saapling.
The contaainant 1,1,1-trichloroethane was detected in all five
of these saaples, with a high concentration of 216 ug/a . Two
additional volatlles, toluene, and xylene, were detected in only
one saaple.

e With the exception of 1,1,1-trichloroethane, each of the con-
taainants detected in the air saaples froa Sites Q and R were
also detected at high concentrations in subsurface soils at Site
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Q. Two additional potential sources of volatile contamination
are located to the east of the northern portion of Site Q.
These include Trade Waste Incineration Services and Clayton
Chemical Company. Neither of these facilities, however, handles
PCS wastes.

7.2.8 Groundvater Transport Modeling

e Based on computer modeling of groundvater transport in the OCP
area, contaminant loading to the Mississippi River vas estimated
using chemical data from the DCP and from Geraghty & Miller
(1986). The estimated annual average loading of organics from
all Area 1 and Area 2 sites is 47.93 Ib/day. The estimated
maximum loading from these sites is 89.3 Ib/day. These figures
reprtstnt loading from the shallow and intermediate zones of the
unconsolidated aquifer only. Average and maximum contaminant
loading from the deep zone (320 feet MSL to bedrock) were esti-
mated to be 22 Ib/day and 130 Ib/day, respectively.

e Based on estimates of residence time for contaminants origi-
nating from each site, contaminants originating from Area 1
sites reach the Mississippi River in approximately 20 years,
while contaminants originating from Area 2 sites reach the river
in approximately 8 years.

7.2.9 Contamination Migration and Fate

e For contamination to cause an adverse effect on human health or
the environment, each of the following is required: a source of
contamination, release of the contaminant to a transport media,
transport of the contaminant to a potential receptor location,
exposure of the receptor to the contaminant, and exposure at a
dose sufficient to produce an adverse effect. Investigations
have detected contaminants in each medium! soils, groundwater,
surface water and sediments, and air. Contaminated soil from
waste disposal is the primary contaminant source.
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• Contaminants detected in substantial quantities and concentra-
tions at th« DCP sites include volatile organics, senivolatile
organics, PCBs, polycylic aromatic hydrocarbons, and metals.
Detected contaminants have nobility, persistence, and toxicity
characteristics which could impact human health and the environ-
ment. Examination of contaminant sources, releases, pathways,
and receptors indicates that numerous complete pathways for
human exposure to DCP area contamination exist. In addition,
based upon geologic, hydrologic, and contaminant characteristic
information, numerous pathways for human exposure to DCP con-
tamination were identified and classified as probably complete
because investigations to date have not included sampling which
would verify the completeness of the pathway. Finally, numerous
other pathways for human exposure to DCP area contamination were
identified and classified as potential pathways based upon
limited field data and investigations to verify the completeness
of the pathway.

• Environmental standards and criteria were examined relative to
detected contaminant concentrations. Groundwater contamination
concentrations detected at the DCP sites approach or exceed many
MCL, MCLG, and HA drinking water standards or criteria. Several
of the contaminants present in groundwater and the other media
are carcinogens. The other contaminants are acutely or chroni-
cally toxic.

7.3 CONCLUSIONS
The following conclusions are based on the physical data collected

during this investigation and the analytical results from sampling of
the various media. Due to the complex nature of the project area, file
information, various reports and publications, and historical aerial
photographs have been used to supplement the physical and chemical data
in developing these conclusions.
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Area 1
• The analytical data from sediment sampling, the physical evi-

dence of stained soils, discolored and oily water, and the pre-
sence of effluent pipe outlets in CS-A indicate that the con-
tamination found in CS-A resulted from several sources. Organic
contaminants detected in sediment samples from CS-A included
chlorobenzene, pentachlorophenol, dichlorobenzenes, PAfls, and
PCBs. Each of these contaminants was detected consistently and
in various media at many of the OCP Area 1 and Area 2 sites.
Each of the contaminants vas also listed on waste inventories
for Site R, which were submitted by Monsanto to IEFA. Addition-

k

ally, IEPA and Illinois Attorney General's Office file informa-
tion contain several reports of past direct discharge of process
water and wastes from the Monsanto Krummrich Plant to Dead
Creek. Historical aerial photographs show staining in CS-A
resulted, at least in part, from direct discharge of waste
materials from Honsanto.

• Although rough drainage and surface runoff from the Cerro pro-
perty are only known continuing discharges to CS-A, the extreme
discoloration and oily consistency of the water in CS-A suggests
the existence of an ongoing unidentified source. The elevated
concentrations of heavy metals, including copper, lead, and
chromium, detected in surface water samples from CS-A support
the supposition that discharges from the Cerro property have
contributed to the contamination in CS-A.

e Because the culvert at Queeney Avenue is blocked, CS-A is ef-
fectively a surface impoundment, separated into two sections by
fill material for an access road. The restriction of flow from
CS-A has led to siltation of the creek bed, infiltration of
retained surface water into the ground, and groundvater mounding
beneath the creek in this area.

e Organic contaminants detected in sediment samples from CS-B in-
clude the saae compounds detected in CS-A, plus several ad-
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ditional volatilt compounds. Th« comnonality of detected con-
taminants between CS-A and CS-B indicat«s that flow fron CS-A
caused the deposition of contaminants in CS-B prior to the
blockage of the culvert at Queeny Avenue.

e The presence of an effluent pipe on the vest bank and the pre-
sence of rubbery eaterial across a large area of the creek bed
in the northern portion of CS-B substantiate reports of direct
discharge of wastes to CS-B fro« the Midwest Rubber Coapany.
This discharge probably occurred over an extended period of
ti«e, and probably contributed to the contamination in CS-B.

e The presence of an effluent pipe on the east bank, staining in
the area of the pipe, and the detection of volatile contaminants
not found in CS-A substantiate reports of direct discharge of
wastes to CS-B from the former Vaggoner Trucking Company at the
property nov occupied by Metro Construction Company.

e Because of the extremely high concentrations of contaminants
detected in surficial soils at Site G and the uncontrolled
nature of the site, surface runoff from the site may contribute
to the contamination in CS-B.

e Baaed on groundwater level measurements collected during this
investigation aad creek bed elevations measured by IEPA, ground-
water does not discharge into CS-B. However, groundwater is in
contact with contaminated creek bed sediments, which extend to a
depth of approximately 7 feet below the surface.

• A culvert at the southern end of CS-B under Judith Lane is
blocked, preventing flow from CS-B to the south. Organic con-
taminants were detected at relatively high concentrations in
subsurface sediments at both CS-A and CS-B. Blockage of the
culverts at the south ends of these creek sector* has caused
siltation, thereby increasing the observed depth of contami-
nation.
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• Surficial soils at Site G are highly contaminated with a variety
of organic compounds. The contaminants detected at Sice G were
also found in various media across several other Area 1 and Area
2 sites. Based upon the contaminants detected at Site R, where
Monsanto is the acknowledged and only source, the contaminants
found at Site G indicate direct disposal of chemical wastes on
the surface, with the likely source being Monsanto.

e Based on the analytical results of surface soil sampling across
32 grid sections in the central portion of Site G where the
majority of contamination is located, approximately 1,480 yd3 of
waste and fill material, with an average total organic concen-
tration of 5,096 mg/kg, is present on the surface at the site.
The volume estimate is based on analysis of only the top 6
inches of soils at Site G.

e The physical evidence of waste material in soil borings at Site
G show that chemical wastes were disposed of to a maximum depth
of 36 feet at the site. The contamination found in samples col-
lected below the waste material and the physical evidence of
staining in these samples show that contaminants are migrating
in a vertical direction into deeper portions of the aquifer.

e Based on the depths of waste material found in soil borings at
Site G and the horizontal distances between boring locations
(depicted in Figures 4-8 and 4-9), a total volume of approxi-
mately 60,000 yd of contaminated waste and fill material is
present ia the subsurface of the site. Based on the results of
subsurface samples G5-37, G7-69, and G8-70, which were each col-
lected fro* the waste zone, the average total organic contami-
nant concentration of this material is 4,406 M/ks;. These
figures do not include the volume or the contaminant concen-
trations of stained sand belov the waste materials. The figures
represent only rough estimates of contaminated soil and waste
volumes.
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• Based on historical aerial photographs and physical results of
subsurface investigations at the sites, the former excavations
at Sites B and I should be considered a single site.

• The physical evidence of vaste material in soil borings at the
tvo excavations across Sites H and I show that chemical waste
disposal occurred to a BaxiauB depth of 26 feet in each pit.
The contamination found in samples collected belov the vaste
material and the physical evidence of staining in these samples
show that contaminants are migrating in a vertical direction to
deeper portions of the aquifer.

• Based on the depths and thicknesses of vaste material found in
soil borings across Sites H and I, and the horizontal distances
between boring locations, a total volume of approximately
200,000 yd of contaminated vaste and fill material is present
in the south pit. Based on the analytical results of samples
collected from the vaste zone in the south pit, the average
total organic contamination concentration of the material is
12,218 mg/kg. Using similar data for the north pit, the total
vaste volume is estimated to be 50,000 yd . Based upon the
analytical results of samples collected from the vaste zone in
the north pit, the average total organic contamination concen-
tration of the material is 6,300 mg/kg. The volume figures
presented above do not include the volumes or contaminant con-
centrations of stained sand belov vaste materials in the pits.
The figures represent rough estimates of contaminated vaste and
fill volumes.

e Groundvater has become contaminated at Area 1 sites as a result
of vaste disposal activities at Sites G, B, I, and L. An ob-
served release in the shallov zone has been determined for each
individual site vithin the study area by comparing contaminant
concentrations from hydrauiically dovngradient veils to concen-
trations found in veils positioned hydrauiically upgradient of
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each silt. Th« upgradient veils for Sitts G, H, I, and L arc
EE-G102, EE-04, EE-20, and EE-G108 respectively.

• Results of groundvater sample analyses indicates that contami-
nation has migrated both horizontally and vertically avay from
the disposal pits at Sites G, H, and I, and in a similar fashion
avay from the impoundment at Site L.

e At Site G, the horizontal migration of contaminants is evidenced
by concentrations found in veils located outside the boundaries
of the disposal pit. Concentrations in EE-11 are higher than
concentrations in EE-05 because of its location close to the
disposal pit. Concentrations found in EE-G106 may be the result
of vaste disposal at Site G and/or Site H, vhich is upgradient
of EE-G106.

e At Site H, horizontal contaminant migration is evidenced by
concentrations detected in veils EE-02 and EE-03, both of vhich
are located immediately dovngradient of the disposal pit.

e Similarly at Site I, horizontal contaminant migration is
evidenced by concentrations detected in veil EE-15, vhich is
located dovngradient of the disposal pit north of the Cerro
Copper access road (old Queeny Avenue). Contaminated surface
vater leakage from CS-A may also be contributing to the con-
taminant concentrations detected in veil EE-15.

e Contamination in Veil EE-G109, located immediately dovngradient
of the impoundment at Site L, indicates that contaminants are
migrating horizontally vith the predominating groundvater flov
direction.

e The presence of contamination in veils screened belov the vaste
disposal pits (i.e., EI-G107, EE-01, El-12, El-14, and El-16) at
Sites G, H, and I indicates that contaminants are migrating in a
vertical direction into deeper portions of the aquifer. The
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presence of visibly stained sands below the pits, the detection
of contamination in samples taken of these sands, and the pre-
dominantly downward vertical flow gradient provides additional
evidence of vertical migration.

e Historical groundwater pumpage in the area has also facilitated
the vertical migration of contaminants from these pits and
probably accounts for the present distribution of contaminants
in wells at Sites G, H, and I. From the late 1940s until ap-
proximately 1980, large groundwater withdrawals at Monsanto and
surrounding industrial properties caused a significant lowering
of the water table and the diversion of groundwater flow to a
northerly direction toward the pumping locations. During the
period of heaviest pumpage (approximately 1950 to 1970), ground-
water levels were lowered as much as 50 feet below present day
levels at the pumping locations, and 20 to 30 feet at Area 1
sites. Concurrently during this period, the pits at Site G, H,
and I were excavated and filled. As a result of the pumpage,
the water table was lowered 5 to 15 feet below the bottom of the
pits during this period. Disposed liquids and leachate from the
pits then infiltrated the unsaturated zone created below the
pits (evidenced by stained materials below the pits) until they
reached the water table. Once in the saturated zone, contami-
nants would have been transported in the direction of ground-
water flov tovard the pumping locations. After 1970, water
levels rose into the waste materials at each pit. Flow di-
version continued in a northerly direction until approximately
1980, when pumpage ceased and pre-pumping flov patterns were re-
established.

• The present distribution of contamination of Area 1 wells sup-
ports the distribution pattern expected as the result of his-
torical pumpage. The highest concentrations of contamination
were found in veils screened below the disposal pits (veils
EE-G107, EE-01, El-12, BE-16, and BE-U) while veils located
around the periphery of the pits <El-05, EE-G101, EEC-102,
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EE-03, EE-G110, EE-15, and EE-G112) show significantly less con-
tamination. Although th« latter group o£ veils arc presently
located dovngradient of one or more of the disposal pits,
because of punpage, contaminants have historically been dravn in
directions other than the natural direction of flow, following
flowpaths to deeper portions of the aquifer than would have
occurred naturally. The fact that contamination has only been
migrating tovard these locations since approximately 1980, when
westerly flow was re-established, accounts for the relatively
lesser amount of contamination found in these wells. Given the
slov flow velocities calculated for the shallow zone and the
distances contaminants must travel before reaching these wells,
it is not surprising that only low concentrations of the more
mobile contaminants (t.g., benzene, vinyl chloride, chloroform,
toluene, and chlorobenzene) have been detected In these wells.

e The effects of historical pumpage on contaminant distribution at
Site L is thought to be minimal because the impoundment at this
site was not used for waste disposal until the early to mid-
1970s, when heavy groundvater withdrawals were being phased out.

• A downward hydraulic gradient predominated between the shallow
and intermediate zones of the unconsolidated aquifer at Area 1
sites. The effect of this gradient would be to drive contami-
nants from the shallow zone into the intermediate zone. Once in
the intermediate zone, contaminants would b« transported at a
faster rate (due to higher permeabilities in this zone) than if
they had remained in the shallow zone toward a point of dis-
charge in the Mississippi River.

e Based upon computer modeling exercises, contaminants originating
from Area 1 sites will be preferentially transported in the
intermediate zone, and will reach the Mississippi liver in ap-
proximately 20 years. Considering the extent and levels of
contamination found across Area 1, each site is expected to con-
tribute to contaminant loading to the river.
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• The analytical results of air sampling conducted around Site G/
CS-B show a document able release of several contaminants re-
sulting from surficial contamination at the sites. Both vola-
tilization and the migration of dust containing contaminants are
thought to be likely transport pathways for airborne contami-
nants.

Area 2
• Analysis of subsurface soil samples from Site 0 revealed the

presence of many of the same contaminants detected in samples
from Area 1 sites. Xylene, toluene, chlorobenzenes, penta-
chlorophenol, PAHs, and PCBs vere each frequently detected at
both Site 0 and the Area 1 sites. This commonality of contami-
nants indicates a common generator for the vastes at the various
disposal sites in the DCP area.

e The same contaminants vere also detected frequently and at high
concentrations in previous subsurface soil and groundvater
sampling at Sites Q and R. The majority of the contaminants
detected at the Area 2 sites vere listed (or are byproducts of
those listed) on Monsanto' s vaste inventories for Site R. The
geographical proximity of the Area 2 sites, the similarity of
contaminants detected (and therefore the likelihood of a common
generator), and the presence of common pathways and receptors
supports aggregating Sites 0, Q, and R for HRS scoring.

e Although limited visual evidence of sludge or other vaste
material vas encountered in soil borings at Site 0, significant
subsurface contamination vas evidenced by the analytical results
of soil samples. These results indicate that a greater volume
of vaate vas once present in the lagoons, and that material may
have been removed or may have seeped belov the lagoon bottoms.
Visual evidence of stained sand belov the lagoons supports this
possibility. Contamination vas detected to a maximum depth of
20 feet at Site 0. The presence of contamination at this depth,
vhich is belov the lagoon bottoms, indicates that contaminants
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are migrating in a vertical direction into deeper portions of
the aquifer.

• Previous subsurface soil sampling at Site Q revealed the pre-
sence of organic contaminants to a maximum depth of approxi-
mately 30 feet. The detection of extremely high concentrations
of contaminants in subsurface soils at Site Q indicates that
chemical waste disposal occurred in the northern portion of the
site.

• The tvo waste inventories for Site R submitted to IEPA by
Monsanto listed 28,270 and 16,021 yd3 for 1968 and 1971, re-
spectively. Disposal operations at Site R occurred between the
years 1957 and 1977. Based on these figures and other file
information, at least 300,CX
were disposed of at Site R.
information, at least 300,000 yd of chemical waste materials

e The analytical results of groundvater sampling at the Area 2
sites shoved a positive release to the shallow zone from each
site (0, Q, R), based upon comparative results from hydraulical-
ly upgradient and downgradient wells. The upgradient well for
Site 0 is EE-21, while the upgradient well for both Sites Q and
R is EE-17. Due to the presence of waste material in the sub-
surface across the property line between Sites Q (northern
portion) and R, these sites should be considered a single dis-
posal area.

e Groundvater sampling results for Site 0 shoved only one signi-
ficantly contaminated well. This well, EE-22, is located ap-
proximately ISO feet southeast of the actively pumping well at
Clayton Chemical. Similar contaminants were detected in samples
from both vails, although the concentrations detected in the
Clayton vail were much lover than those detected in BB-22. This
data indicates that tha Clayton veil produces a slight cone of
influence, draving contaminants from the shallov zone at Site 0
into deeper portions of the aquifer to the vest of the site.
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• Baaed on the analytical results and the physical characteristics
of the saaples, liquid wastes are present to a depth of at least
40 feet at the "border" between Sites Q and R. Saaples from
veils EE-18, EE-19, and B-25A all showed high concentrations of
organics, and each sample was extremely discolored and oily in
consistency.

e The detection of organics in samples fro* wells in the southern
portion of Site Q indicate that chemical waste disposal probably
occurred in this area also. However, only relatively low con-
centrations were detected, and migration of contaminants from
other sources to the east may have influenced the results.

• Groundvater pumpage from Monsanto's Ranney well 13 has affected
contaminant migration in Area 2 in a similar manner as that
shown for Area 1 sites. This well was used from the mid-1960s
until the early 1970s, during the same period of time that the
sludge devatering lagoons at Site 0, and disposal activities at
Sites Q and R were in operation. The lowering of the water
table and subsequent diversion of flow toward the Ranney well
has caused contaminants to migrate off-site and into deeper
portions of the aquifer.

e Both upward and downward hydraulic gradients occur between the
shallow and intermediate zones at Area 2 sites In response to
fluctuations in the Hississippi River stage.

e Based on data collected during this investigation and the
results of computer modeling, the prevailing groundwater flow
direction in both the shallow and intermediate zones is vest-
northvest toward the Mississippi River at Area 1 and Area 2
sites. However, at Area 2 sites, flow reversals occur when the
Hississippi River stage rises above prevailing groundwater
elevations. The eastward extent of flow reversal is dependent
on the stage at which the Hississippi River crests. Plow rt-
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versals nay approach Area 1 sites only during extremely high
flood stage conditions.

e Prior to approximately I960, contaminants migrating from both
Area 1 and Area 2 sites were captured in the cones of depression
created by pumpage at the Monsanto plant site and at Monsanto's
Ranney veil 13 near the river and transported to deeper portions
of the aquifer. The reduction in groundvater pumpage in the OOP
area has eliminated this mechanism for contaminant transport.

• The analytical results of air sampling conducted around Sites Q
and R show a documentable release of PCBs and phenol resulting
from past waste disposal activities at the sites. These con-
taminants were detected frequently at extremely high concen-
trations in previous subsurface sampling at Site Q. The wind
directions encountered during the air sampling limit the source
identification to Site Q since actual downwind sampling at Site
R was not possible.

e Based on computer modeling exercises, contaminants originating
at Area 2 sites will be discharged to the river in approximately
8 years. Each of the Area 2 sites has contributed to contami-
nant loading to the river. Without remediation, this loading is
expected to continue, particularly from Sites Q and R.

Peripheral SI tea
e The analytical results of sediment sampling in CS-C and CS-D

shoved the pretence of organic contaminants in sediments at the
south end of CS-D. Both surficial and subsurface sediments in
this area contained organics, shoving that the deposition of
contaainanted sediments has probably occurred for a substantial
period of time. These results also indicate that organic con-
taminants are probably present in sediments in CS-1 and CS-P.
Additional investigation and sampling is necessary to quantify
the potential risks associated vith the contamination found in
these creek sectors.
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• Th« contaminants detected in sediment samples from CS-C and CS-D
were common to those found in samples from CS-A and CS-B, in-
dicating that previous flov and deposition from the northern
portion of Dead Creek is probably the primary source for con-
taminants in CS-C and CS-D.

e Analysis of surface water samples from CS-C and CS-D showed no
detected organic contaminants. Although the creek bed is
heavily silted and vegetated, the lack of contaminants seen in
the surface water results indicates that flov of water is
basically unimpeded in the'southern portion of Dead Creek.

e Analysis of surface water and sediment samples from Site M de-
tected the same contaminants found in samples from CS-A and
CS-B. Contaminants were generally detected at much lover con-
centrations in samples from Site N than in samples from CS-A and
CS-B. In addition, the highest concentrations of contaminants
at Site M were found in samples collected near the cut-through
to CS-B. These results indicate that the contamination found at
Site H may be due to flov between CS-B and Site H, rather than
from vaste disposal activity at Site M.

e Analysis of subsurface soil samples from peripheral Sites J, K,
N, and P shoved limited organic contamination at each of the
sites. In many cases, the contaminants were similar to those
detected at Area 1 and Area 2 sites, suggesting similar waste
generators or migration of contaminants from other source areas
used by these generators. Of these peripheral sites, only Site
K contained significant evidence of chemical vaste disposal
activities. The relatively lov concentrations of contaminants
detected, plum the lack of physical evidence (staining, odors)
in soil borings, suggest that Sites J, H, and P vere not used
for the disposal of chemical vastes, or vere used on a limited
basis.
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• Th« analytical results of subsurface soil staples from Site J
shoved significant contamination in only one of the three
samples collected. Contaminants detected in this sample in-
cluded numerous identified and unidentified petroleum hydro-
carbon components. Considering the nature of the operation at
Site J (steel foundry), the source of the above contaminants is
probably leaks or spills from the tank farm located to the east
of Site J. Some additional contaminants which are not petroleum
derivatives were also detected at low concentrations in samples
from Site J. The presence of these compounds may be due to
transport of contaminants in groundvater from other source areas
to the east or south. On* possible source for this supposition
is the Moss American site, vhich is located to the southeast of
Site J.

e Analysis of subsurface soil samples fro*) Site K detected signi-
ficant organic contamination in all three samples collected.
These results and the physical evidence of staining in the
samples indicate that the former excavation at Site K vas used
for the disposal of liquid chemical wastes. Evidence in his-
torical aerial photographs supports this contention.

• Analytical results of subsurface soil sampling at Site N shoved
only limited organic contamination. Because each sample was
collected from below the water table, the contamination detected
may be due to groundvater contamination from another source.
The soil borings at Sit* N shoved littl* evidence of chemical
waste disposal, and disposal activities at the site were pro-
bably limited to demolition debris and other construction
wastes.

e Subsurface soils at Site P also shoved only limited contami-
nation. Pile information contains several reports of disposal
of chemical containers and small volumes of chemical vastes.
The analytical results indicate that some limited disposal of
chemical vastes probably occurred at Site P.
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• These findings and conclusions presented are directed only
toward those sites in the DCP. Additional potential (and in
SOB* cases, probable) sources of contamination exist in the
immediate area of the OCP sites. These sites may be contri-
buting to some extent to the contamination detected at several
of the OCP sites. The extremely high concentrations of con-
taminants detected at the OCP Area 1 and Area 2 sites, however,
are obviously the result of chemical wast* disposal activities
at the OCP sites. The mention of other potential source areas
is intended simply to emphasize the diversity and extent of
contamination resulting from waste disposal activities in the
Sauget area.

• The uncontrolled condition of waste materials present at Area 1,
Area 2, and peripheral sites of the OCP provides numerous oppor-
tunities for contaminants to b* released. Possible pathways for
human exposure to contaminants at DCP sites rang* from simple
pathways such as direct dermal contact with wastes and contami-
nated soils present on the surface to such complex pathways such
as release of contaminants from buried wastes to the ground-
water, and subsequent transport to the Mississippi River, where
aquatic life bioaccumulates contaminants which are subsequently
ingested by humans.

• Due to the limited use of groundwater by the general public in
th* area and th* relatively slow rat* of groundwater movement,
contaminated groundwater poses a limited threat or hazard to
area residents. Similarly, access controls to exposed waste and
leachate tend to minimize the acute threat of public exposure to
th*s* materials.

• Chronic exposures to th* persistent, mobile, toxic, and carcino-
genic contaminants, released by OCP sites in surface waters,
groundwater, sediments, and the atmosphere, represent potential
health hazards to the public in the area.
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• The area and population exposed to these contaminants vill
continue to grow unless mitigation activities are undertaken to
control or eliminate releases of the contaminants to the
environment.
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303 291-3000 202 879-5000

To Call Writer Direct
3i286i-2302 December 2, 1989

VIA FEDERAL EXPRESS

Christine Zeman, Esq.
Assistant Attorney General
Office of Attorney General
Environmental Control Division
500 South Second Street
Springfield, Illinois 62706

Re: Sauget Sites -- Area II

Dear Ms. Zeman:

As a follow-up to our November 27, 1989 meeting in
Springfield, Illinois, I enclose supplemental documents
supporting the issuance of PRP notification letters and
information requests to several additional PRPs.

First, enclosed is a copy of title search documentation
reflecting the ownership of property apparently within the metes
and bounds of Site Q, the Sauget landfill. These documents
indicate that the following companies held title to parcels
within Site Q during the relevant period of disposal at Site Q:
Phillips Petroleum Company, Pillsbury Company, Patgood, Inc.,
Peavey Company, Con-Agra, Inc., Cahokia Trust, Donald C.
Elsaesser, or Successor Trustee, Robert H. McRoberts, or
Successor Trustee, Russell P. Richardson, or Successor Trustee,
St. Louis Union Trust, River Port Fleeting, Inc., Notre Dame
Fleeting and Towing Service, Inc., and Fred H. Leyhe.

Second, with respect to the involvement of Union
Electric Company at Site Q, we would refer you to Section 2,
Pages 58-64, of the August, 1988 report by Ecology & Environment,
Inc., an Illinois EPA contractor. This report clearly indicates
that Union Electric Company operated several fly ash ponds at
Site Q during the relevant period of disposal at Site Q.



KIRKLAND 8, ELL1S

Ms. Christine Zeman, Esq.
December 2, 1989
Page Two

Third, our understanding is that Sterling Steel Casting
Company is otherwise known as Sterling Steel Foundry, Inc.
However, we further understand that the Sterling Steel entity :

sold or transferred certain assets used in the generation of
hazardous waste to St. Louis Steel Foundry, Inc. in Sauget,
Illinois.

Fourth, with respect to Site O -- Sauget Treatment
Plant pits and lagoons, we identifed the following additional
PRPs that should be issued PRP notification letters and
information requests: Mobil Oil Corporation, Ethyl Corporation,
Goldfields American Corporation, Blue Tee Corporation, Russell
Bliss, Rodgers Cartage, Wiese Planning & Engineering, Inc. and
the Sauget Sanitary District Research Association ("SSDRA"). Our
understanding is that each of these companies either discharged
wastes to the pits and lagoons or operated the treatment plants.
We understand that the SSDRA has custody or control of those
documents which reflect the nature and volume of wastes
discharged and disposed of by the above companies at Site 0. We
would suggest that you direct an information request to the SSDRA
seeking this in-formation, all of which should be publicly
available. In the alternative, some of this information may
be in the discharge monitoring reports filed regularly by the
SSDRA with the Illinois EPA, Division of Water Pollution Control.

Finally, supplemental information regarding additional
generator PRPs at Site Q may possibly be obtained by issuing an
administrative deposition subpoena to the operator/owner of the
Sauget landfill, Paul Sauget.

Should you have questions regarding the enclosure,
please call me.

Sincerely,

Thomas 0. Kuhns

Enclosure

SAS100R



PROPERTY DESCRIPTION

Subject property consists of two parcels oi land located on the south side of
Riverview Avenue and being part of the Third Subdivision oi Cahokia Commons in St.
Clair County, Illinois.

Parcel tt\ is identified by St. Clair County as Parcel 001-27-1*00-015 and contains
164.67 acres. It has a total assessed valuation of $27,950.

Parcel 02 is identified by St. Clair County as Parcel #01 -3<»-100-006 and contains
63.33 acres. It has a Total assessed valuation of $10,710.



TRANSFER NUMBER 1

PARCEL NUMBER 01-27-400-01)

Book/Page: Deed recorded in Book 2376, Page 85* through SH7.

Date: The instrument was dated December 31, 1974 and filed for record January 30, 1973.

Grantor: Fred H. Leyhe and Louise K. Leyhe, his wife.

Grantee: River Port Fleeting, Inc.
Suite 1 232 x

Pierce Building
St. Louis, MO 63102

Remarks: Deed prepared by William H. Leyhe, 111, Attorney
Suite 633, 7701 Forsyth
Clayton, MO 63103



TRANSFER NUMBER 2

PARCEL NUMBER 01-27-400-015 & PARCEL NUMBER 01-3*-100-006

Parcel Number 01-27-400-015

Book/Page: Book 2344, Trustee's Deed Page 164 through 170, Mortgage Page 171 through 186.

Date: March 30, 1973.

Grantor: Donald C. Elsaesser, Robert H. Me Roberts (Successor Trustee to Charles E. Richardson,
deceased), and Russell P. Richardson, not individually but as Trustees under Deed
dated December 26, 192S recorded in Book 723, Page 371 of the St. Clair County
Records, extended and modified December 17, 1968 and recorded as Document Number
A303203 in Book 2135, Page 25-54 of the St. Clair County Records.

Grantee: Fred H. Leyhe.

Mortgage: Mortgagor - Fred H. Leyhe and Louise K. Leyhe, Mortgagee - Grantors. Loan amount
$1,526,430.00 with interest at 7% per annum payable in annual instal lments (14 at
$101,762, one at unpaid balance), last payment due and payable Apri l 2, 198S.

Parcel Number 01-34-100-006

Book/Page: Book 2344, Trustee's Deed Page 187 through 193, Mortgage Page 194 through 209.

Date: March 30, 1973.

Grantor: Same as above.

Grantee: Notre Dame Fleeting and Towing Service, Inc., a Missouri Corporation.

Mortgage: Mortgagor - same as Grantee, executed by Fred H. Leyhe, President and attested by
Gordon I. Herzog, Secretary; Mortgagee - same as Grantor. Loan amount $1,156,736.00
at 7% per annum payable in 15 annual installments with the last payment o! $77,115.73
due April 2, 1988.



TRANSFER NUMBER 3

(Both Parcels)

Book/Page: Book 2153, Page 25 through 5<t.

Date: December 17, 1968.

Grantor: St. Louis Union Trust, Robert H. McRoberts, Pauline S. Eades, Trustees (23% of 2<t / I26
interest in Trust).

St. Louis Union Trust, Robert H. McRoberts, Carolyn Essmann, Trustees (77% of 2W126
interest in Trust).

Pauline S. Eades (formerly Pitzman) and Dr. Dee W. Eades, her husband, Trustees
(IS/126).

Russell P. Richardson and Irma Richardson, his wile, Trustees (11/126).
Lucy R. Hurst and James L. Hurst, her husband, Trustees, (11/126).
Louise P. Lucas, a widow, Trustee, (18/126).
St. Louis Union Trust, Charles E. Richardson, Trustees (44/126).

Grantee: Donald C. Elsaesser, Charles E. Richardson, Russell P. Richardson, Trustees.

Remarks: This instrument is an "Extension ol Agreement" extending the Trust established by Deed
recorded in Book 723, Page 371 which conveyed properties to Frednck PiTzman and
Josephine E. Methudy, Trustees. Between the time the Deed was recorded in Book 723,
Page 371, December 26, 1928, and the date of this "Extension of Agreeement",
December 17, 1968, this Deed was extended three times as follows:

September 23, 1938, Book 885, Page 336.
September 20, 1948, Book 1121, Page 391.
November 26, 1958, Book 1594, Page 391.

^

The "Extension of Agreement" dated December 17, 1968 extended the Trust to
December 26, 1978 and among other things gave the Trustees the authority to deed
properties.



TRANSFER NUMBER «

(Both Parcels)

Book/Page: Book 723, Page 371 through 381.

Date: December 26, 1928.

Grantor: Pitzman Interest •
Frednck Pitzman, a single person, 1/8 interest.
Marsh Pitzman, a single person, 1/8 interest.
Louise P. Lucas and Oliver C. Lucas, her husband, 1/8 interest. '"
Florence P. Herman and Edward Herman, her husband, 1/8 interest.

Kehr Interest -
Josephine E. Methudy, a single person, 1/8 interest.
Eugene R. Methudy and Frances K. Methudy, his wife, 1/8 interest.
Edward 3. Methudy and Laura B. Methudy, his wife, 1/8 interest.
Lucy E. L Richardson and Russell A. Richardson, her husband, 1/8 interest.

Grantee: Frednck Pitzman (representing the beneficial interest of 3uhus Pitzman) and Josephine
E. Methudy (representing the beneficial interest of Edward C Kehr).

Remarks: This document was titled "Cahokia Trust Agreement" which made the Grantees Trustees
of the Grantors. 13 parcels were conveyed to the Trustees and any "other property
owned by Julius Pitzman and Edward C Kehr that said 3ulius~P7tzman and Edward C.
Kehr owned as tenants in common at the time of Kehrs death", whether those
properties were described in this instrument or not. The Trustees were given the power
to sell.



TRANSFER NUMBER 5

(Both Parcels)

Book/Page: Book 323, Page 69 through 73.

Date: May 22, 191S.

Grantor: Julius Pitzman and Caroline Pitzman, his wife.
Josephine E. Methudy, a single person.
Lucy E. L Richardson and Russell Richardson, her husband.
Eugene R. Methudy and Edna Methudy, his wife.
Edward J. Methudy, a single person.

Grantee: Julius Pitzman and Josephine E. Methudy.

Remarks: This Deed conveyed 20 parcels of real estate and all "other property owned by Julius
Pitzman and Edward C. Kehr as tenants in common at the time of Kehrs death".
The 20 legal descriptions in this instrument were of such a broad description that
subject parcels could have been any one of a number of properties described or could
have been those properties described as "all other properties owned by P i t z m a n and
Kehr at the time of Kehrs death".

Grantees were "imposed upon" to serve as Trustees and Josephine E. Methudy was
described as the Executrix and Legatee of Edward C. Kehr. At death, Kehr l e f t his
interest in real estate as follows:

Julius Pitzman (1/2).
Josephine E. Methudy (1/S).
Lucy E. I. Richardson (1/S).
Eugene R. Methudy (1/S).

- Edward J. Methudy (1/S).

Since Julius Pitzman and Edward C. Kehr were tenants in common in these properties,
alter Kehr lef t a 1/2 interest in his properties to Julius Pitzman, Pitzman should have
then had approximately 3/Vs interest in the real estate.



TRANSFER NUMBER 6

The document recorded in Book 523, Page 69 through 75 and dated May 22, 1918, ties
subject parcels from 1918 to present. In order to tie Julius Pitzman and Edward C.
Kehr to the document of May 22, 191S, a Deed or other instrument must be found
conveying interest in subject parcels to them. The following table is a listing of
properties conveyed to Juuus Pitzman, Julius Pitzman, etal, or Julius Pitzman and
Edward C. Kehr from a period of time between 1877 and 1907. In order to tie
Pitzman and Kehr to the document of May 22, 1918, each one of these instruments
would have to be reviewed.

The document most likely to connect these individuals would be one dated January I it,
1892 (recorded in Book 217, Page 353) whereby Edward C. Kehr conveyed an undivided
1/2 interest to Julius Pitzman. However, because the description of the properties
conveyed in this instrument were of such a general nature (that is, describing tracts
of land that could include subject property plus much more property) it is very
d i f f i c u l t to determine the exact document connecting these individuals to the
document -of May 22, 1918. Further, this is only a listing of the properties acquired
by Pitzman. A similar list for Kehr would have to be obtained and reviewed.

Date

12/19/1877
3/8/1S82
3/7/1883
5/7/1887
10/3/1889
1 /14 /1892

12/3/1892
12/3/1892
12/2/1893
3/31/1896
3/31/1896
5/1/1896
5/1/1896
6/22/189S

7/20/1898
7/25/1898
8/27/1898
11/16/1898

11/16/1898

Grantee

Julius Pitzman
Julius Pitzman
Julius Pitzman
Juhus Pitzman
Julius Pitzman, etal
Julius Pitzman, etal
(undivided 1/2 interest)
Julius Pitzman, etal
Jul ius Pitzman, etal
Julius Pitzman
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etaJ

Julius Pitzman, etaJ
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman Trustee
etal
Julius Pitzman Trustee
etal

Grantor Book/Page

Surwald Clara 166/253
Borsmenue Josephine 165/92
Cahokia by Supervising 169/546
Rombauer Real Estate 190/123
Koerner Gustavus 206/1*6
Kehr, Edward C. 217/353

Carlton, James N. <5c wife 231/402
Neel, James Canlouge 231/402
Kehr, Edward C. 224/422
McCracken, Nick etal 201/357
McCracken, Nick etal 201/358
Cahokia, Village of 244/552
Cahokia, Village of 240/553
Lavalle, Francis 262/144
by Exec.
Brachett, Louise 262/260
Comderalle, Mary 252/482
Droit, Camille W. 262/394
Karr, A. 266/345

Kehr, Edward C., etal 266/345



TRANSFER NUMBER 6

Date

11/16/1898

11/16/1898

2/15/1899

3/7/1899

5/26/1899

5/26/1899

6/11/1900

6/11/1900 .

1/2/1901

7/11/1901

7/11/1901

7/11/1901

7/11/1901

7/11/1901

7/1W1903

12/15/1906
8/8/1907

Grantee

Julius Pitzman Trustee
etal
Julius Pitzman Trustee
etaJ
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman

Julius Pitzman

Julius Pitzman

Julius Pitzman
Julius Pitzman
Julius Pitzman
Julius Pitzman, etal
Julius Pitzman, etal
Julius Pitzman, etal

Grantee

Franklin Bank

Perio Cinderalle

Palmier, Mary
Doerr
Bordeaux Lizzee
Gerber Rose, etal
St. Louis Belle-South
Jarvis, George F.
St. John Frederick
Cahokia
Cahokia
Cahokia
Cahokia
Cahokia
Bosancon, Adeline
Martin, Charles
Marigold August

Book/Page

266/3U5

26W13

252/581
26W36*
270/H3
270/H3
268/310
278/179
228/627
292/70
268/551
292/71
292/72
292/73
318/11
356/509
372/350
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